General introduction

With new environmental and industrial standards, the processing of light alkanes into valuable chemicals is undergoing major changes. This research is focused on alternatives to ethane steam cracking. The process efficiency is around 95%, nevertheless, it now possesses principal challenges for modernization and major approaches modification.

Minimizing the number of principal heavy products for the ethylene or propylene-directed scheme is one of the tasks. In industry, the cracking process is considered in total with subsequent product separation and fractionation. Decreasing the number of produced fractions is a major requirement in the quest for alternative processes. Reducing the associated greenhouse gas emissions is dictated by environmental requirements, leading to a preference advanced CO2neutral or negative scheme. Furthermore, cracking is one of the most endothermic industrial processes. Therefore, significant temperature reduction for alternative technologies would be an advantage. These considerations led to the revision of the potential of oxidative ethane dehydrogenation (ODH) for ethylene production.

Choosing between O2 and CO2 as an oxidant for ODH, application of the last one tends to the appearance of a smaller number of the side products. However, oxidative ethane dehydrogenation with CO2 (ODH-CO2) requires a higher temperature than the O2-based scheme.

The last disadvantage is overcovered by CO2 utilization.

The main goal of this Ph.D. thesis was to design the ODH-CO2 catalyst with high hydrogenation function and improved stability to CO2 oxidation and coke deactivation. For this purpose, sulfide-based materials were selected. They demonstrated high hydrogenation potential, coke formation prevention, tunable acidity, and high selectivity to the key products in close processes. The first principal task was to evaluate the prospects of sulfide materials for operation in the temperature range of 700 °C and above. Two fundamentally different types of catalysts were chosen: supported MoS2 on embryonic zeolite and ternary alkali thiogallates. The focus was on the catalysts' stability, intensification of the CO2 conversion, and tuning ethylene selectivity.

The experiment was designed for application under harsh conditions and a non-optimal input flow ratio. This approach makes it possible to determine the coke-resistant of the catalysts.
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The second catalyst, KGaS2 thiogallate, was used for the first time in this reaction.

Previously, the possibilities of using KGaS2 in high-temperature catalytic processes were completely unexplored. This part of the study includes not only catalysts's evaluation but also the development of synthetic methodology, which leads to relatively small KGaS2 crystallites.

Scopes of the thesis

This study applied two principally novel approaches to prepare catalysts for oxidative ethane dehydrogenation (ODH) for ethylene production. The thesis is divided into the following sections:

Chapter 2 presents a literature overview of the process and the selected catalysts with a critical analysis of their properties.

In Chapter 3, the synthesis protocols and main characterization techniques are presented.

For materials supported on embryonic zeolite, the main accent is put on the characterization taking into account the difficulties related to their amorphous nature. Several possible verified approaches for active phase preparation are discussed in detail. The sol-gel synthesis protocol used for the synthesis of KGaS2 is also presented.

Chapter 4 illustrates the catalytic potential of the sulfide-derived materials. This chapter presents the catalytic results and provides details on the activity of molybdenum sulfide-derived samples. This chapter has been approved for publication in Applied Catalysis B: Environmental (doi.org/10.1016/j.apcatb.2022.122011).

Chapter 5 reports on the performance of MoS2-CoSx catalysts. This study provides valuable information on the sulfide to carbide conversion under the ethane treatment. The Co additive's effect that completely changed the mechanism of the reaction and the product composition is discussed. The conditions for conducting a controlled transition between ODH-CO2 and dry reforming of ethane (DRE) are presented.

Chapter 1. Introduction 8 Chapter 6 deals with the catalytic performance of the thiogallate catalyst. The sol-gel synthesis approach employed to synthesis the thiogallates is also presented. This chapter has been approved for publication in Inorganic Chemistry Frontiers (doi:10.1039/D2QI01630C).

The thesis also includes a summary of the results (Chapter 7), the most important findings and the perspectives.

Chapter 2. Literature review 1. Introduction

Decarbonization challenges and ethane processing

In 2022 the price for 1 ton of emitted CO2 is 82-91 euros. If a couple of years ago the mark of 100 euros was predicted by 2030, then the forecast may change significantly this year. The companies are also more likely to rethink their development strategy and integrate new carbon neutral or negative technologies or some CO2 chemical utilization processes to avoid novel expenses.

Thus, it leads us to a new concept of evaluating the prospects of processes and used methods. Ethylene production from ethane by steam cracking with strong CO2 emissions has become an old-generation technology. Ethane dehydrogenation in CO2 presence could be one of the best options for modern large-scale industrial facilities since the ethylene selectivity could be comparable with a commercialized process or higher. However, the obtained C2H4 should be involved in the next transformation, as the transportation of C2H4 as final products is expensive and risky and requires special technology. ODH-CO2 is a good alternative for existing steam crackers. In the absence of an ethylene market, a variant with the production of synthesis gas components can be offered. Synthesis gas could be produced via ethane dry reforming (DRE) under similar ODH-CO2 conditions.

Selective tuning opportunities between ODH-CO2 and DRE are a novel trend for ethane processing with CO2. It is also important that both processes can be carried out under similar conditions. Regulation will be carried out either by replacing the catalyst or by some other parameters such as contact time and temperature.

The thermodynamic aspect of the interactions C2H6 -CO2 interactions

Ethane and CO2 interactions at high temperatures could be performed in various ways. This subsection is devoted to possible transformations in the selected system.

Ethane direct dehydrogenation (DDE) is the endothermic process (reaction 1 [1]). Thermal decomposition becomes economically attractive at high temperatures, i.e., over 800 °C. However, the non-catalytic process shows low energy efficiency. This reaction is accompanied by deeper cracking products formation. The ethane decomposition by cracking pathway is easily detected by the presence of C3+ fractions and aromatics. 𝐶 2 𝐻 6 → 𝐶 2 𝐻 4 + 𝐻 2 , Δ𝐻°298𝐾 = + 137 𝑘𝐽 𝑚𝑜𝑙 -1 (𝟏) Presented in the system CO2 could interact with produced by DDE H2. It resolves to synthesis gas formation is a reverse water-gas shift reaction (RWGS, reaction 2): 𝐶𝑂 2 + 𝐻 2 ↔ 𝐶𝑂 + 𝐻 2 𝑂, Δ𝐻°298𝐾 = + 42.1 𝑘𝐽 𝑚𝑜𝑙 -1 (𝟐) [2] The combination of parallel DDE and RWGS describes a two-step ODH-CO2 mechanism.

RWGS is an endothermic process that is favored at high temperatures. The activation temperature is a function of the CO2:H2 ratio. Thus, by rising CO2 concentration, the consumption of H2 is forced, or excess of H2 (CO2:H2=1:3 or 1:4) leads to CO2 consumption. For the mixture CO2:H2=1:1 or 1:2, noticeable CO2 conversion starts at about 450-500 °C. The formation of CH4 is one of the most typical co-process. Methane presence in the system leads to a change in the thermodynamic's equilibrium. Fig. 1 represents the modeled equilibrium mole fraction in the temperature range of 200-800 °C [3].

Compared to some methanation or reforming reactions for RWGS, the short contact time is preferable. The CH4/CO ratio could be changed, at 700°C+ carbon monoxide become the major product. It is demonstrated in Fig. 1, that the equilibrium methane (blue) curve decreased with the temperature rising. With increasing H2 in the mixture, the equilibrium temperature for H2-CO is shifted to the right, but still less than 650 °C. The use of a catalyst could prevent methanation overall.

For CO2-H2-CO-H2O mix, several additional transformation routes are possible. CO2 and formed CO could interact with H2 via exothermic methanation (reactions 3-4): 𝐶𝑂 2 + 𝐻 2 ↔ 𝐶𝐻 4 + 𝐻 2 𝑂, Δ𝐻°298𝐾 = -165 𝑘𝐽 𝑚𝑜𝑙 -1 ( 𝟑) 𝐶𝑂 + 𝐻 2 ↔ 𝐶𝐻 4 + 𝐻 2 𝑂, Δ𝐻°298𝐾 = -206 𝑘𝐽 𝑚𝑜𝑙 -1 (𝟒)

A positive moment is that CO2 methanation (Sabatier reaction) is generally applied to other conditions: 300-400 °C and pressure of about 3MPa. CO methanation is also preferable at temperatures not higher than 400 °C. Thus, the probability of these side processes is significantly reduced. ). Aspen Plus simulations were performed using an RGibbs reactor and the Peng-Robinson property method. Reproduced from [3].

If back to the main process of this thesis (ODH-CO2) performed in one step, at 298 K this reaction is endothermic (reaction 5 [1]): 𝐶 2 𝐻 6 + 𝐶𝑂 2 → 2𝐶 2 𝐻 4 + 𝐶𝑂 + 𝐻 2 𝑂, Δ𝐻°298𝐾 = + 134 𝑘𝐽 𝑚𝑜𝑙 -1 (𝟓)

Possible products for this system are CO, H2, C2H4, and water (Fig. 2). At the temperature of around 550 °C (823K), oxidative ethane dehydrogenation with CO2 (𝐶 2 𝐻 6 + 𝐶𝑂 2 → 2𝐶 2 𝐻 4 + 𝐶𝑂 + 𝐻 2 𝑂) and ethane dry reforming (𝐶 2 𝐻 6 + 2𝐶𝑂 2 → 4𝐶𝑂 + 3𝐻 2 ) occurs simultaneously. The ratio DRE/ODH-CO2 grows with temperature. Fig. 2-Thermodynamic equilibrium for CO2 + C2H6 reaction (1 atm, 373 -1273 K and inlet feed ratios of CO2: C2H6 = 1). Reproduced from [1].

Ethane dry reforming (DRE) (reaction 6 [4]) is similar to well-studied dry methane reforming (DRM). DRE is more thermodynamically favorable than DRM, it reaches ΔG<0 at the 100 K lower [1].

𝐶 2 𝐻 6 + 2𝐶𝑂 2 → 4𝐶𝑂 + 3𝐻 2 , Δ𝐻°298𝐾 = + 428.1 𝑘𝐽 𝑚𝑜𝑙 -1 (6)

State-of-the-art steam cracking of ethane, ethane oxidative dehydrogenation, and dry ethane reforming

Oxidative ethane dehydrogenation gained popularity as the alternative to steam cracking of ethane. Steam crackers (SC) with ethane feed possess the highest possible ethylene yield.

According to the publish data it reaches 80% [5]. It is well-matured technology, but the new ecological requirements for production, it is becoming more and more difficult for it to maintain its position and increase profits. Cracking to produce ethylene and other fractions is effective on a large scale. One of the main conditions is the direct processing of the resulting ethylene.

Commercial cracking is performed in fired tubular reactors with 0.1-0.5 s flow contact time. The temperature depends on the feed source and consists of 750-880 °C. Under these conditions, the formation of heavy fractions formation will always happen as it is a thermal process. Also, about 300 million tons of CO2 each year is obtained as a co-product of SC [6].

'Greenness' crackers could be achieved in various ways. One of the wide-advertised solutions was the application of electric E-furnaces by BASF. This year the construction of large-scale (6 megawatts) electrically heated steam cracker furnaces was launched [7]. Thus, the CO2 emissions from heating could be significantly limited.

Another way to decrease CO2 pollution from heating is applying the other process at a lower temperature. For instance, the semi-industrial facilities of oxidative ethane dehydrogenation (ODH) are based on Linde/Clariant partnership-EDHOX TM [8] and chemical looping CL-ODH [9]. In contrast to the cracking, for EDHOX TM process is carried out at 400 °C. As the catalyst was used MoVTeNb oxidic complex [10]. The oxygen was applied as an oxidant. The feedstock could be separated into ethylene and acetic acid derivates plus CO2. Carbon dioxide emissions are lower than steam crackers [11]. The produced CO2 has a high purity and could be involved in the downstream processing.

Oxygen is readily taken from the oxidic catalysts. A chemical looping partial oxidation (CLPO) exists for methane reforming [12]. This approach improves energy efficiency. CL-ODH is supported by a robust redox catalyst and could be adopted for ethane conversion to ethylene (reactions 7 and 8).

𝐶 2 𝐻 6 + 𝑀𝑒 𝑦 𝑂 𝑥 = 𝐶 2 𝐻 4 + 𝐻 2 𝑂 + 𝑀𝑒 𝑦 𝑂 𝑥-1 (𝟕) 𝑀𝑒 𝑦 𝑂 𝑥-1 + 0.5𝑂 2 = 𝑀𝑒 𝑦 𝑂 𝑥 (𝟖)

For CL with ethane MoO3/Fe2O3 [13], and manganese silicate [14] catalytic systems could be applied. The better safety of CL is reached by the use of oxygen from the crystal lattice of catalysts. Additionally, it decreases the process costs as there is no need for gaseous O2 for the ethylene synthesis step [15]. The used oxidic catalyst is renewed under air or oxygen flow for recovery. The temperature range is similar to steam cracking: 500-850 °C. For instance, ethane conversion on Mg-Mn-O-Na system can reach more than 90% [16], while on Mo-Fe-O one it is only 8% [17]. However, with the rise of conversion, ethylene selectivity dramatically decreased.

One of the most promising alternatives could be an oxidative process using CO2 instead of oxygen. In this way, carbon dioxide is converted to monoxide. Produced CO could be applied for the following processing of the synthesis gas. In this way, the ejections during the heating of the furnaces can be balanced. With an increase in CO2 conversion, the process may reach CO2negativity.

Ethane oxidative dehydrogenation in the presence of CO2 (ODH-CO2) is operated on a higher number of catalysts: oxides, Pt, Pd, or carbides. CO2 is a mild oxidant in contrast to O2, and thus the high ethylene selectivity could be reached at high ethane conversion without the formation of any oxygenates.

Ethylene and CO are attractive for process economic products. A standard challenge for ODH-CO2 is decreasing to extra-low level C3+ hydrocarbons and aromatics, controlling a coke formation, and preventing the catalyst oxidation.

Possible coke formation can be considered as a source of additional CO via the Boudouard reaction (reaction 9).

𝐶𝑂 2 + 𝐶 ↔ 2𝐶𝑂 (𝟗)

The temperature range for ODH-CO2 is close to the CL-ODH process, i.e., 500-800 °C. The process temperature depends on the nature of the active phase. Iron-based catalytic systems operate at a lower temperature, at 575 °C on Fe/NiMgZr ethane conversion is 9% and the CO2 conversion 13% [18]. At 550-650 °C Cr-based already could partially convert ethane: 5-21% on CrOx/ZrO2 [19]. The application of more acidic zeolite support for the active oxidic phase could decrease the operation temperature [20] and improve ethane conversion at the same temperature in contrast with the all-silica (silicalite-1) support [20].

Selectivity for ethane to ethylene can exceed 95-99% [21,22]. However, achieving ethylene selectivity of about 90% with rising ethane conversion could be a challenge. It is also worth noting that it is often possible to influence predominantly only ethane or CO2. Rarely, the ODH-CO2 investigation is performed at 700 °C+; one example is presented in reference [23].

Catalytic tests were carried out on CsRu/CeO2. The authors achieved very positive results in light olefins selectivity 86.7% at 750 °C at around 70% conversion of ethane. However, in this work, the issue of the CO2 conversion stability during the 93-day test was not disclosed. The mentioned CO2 conversion was 7 times lower (8-10%). Rahmani et al. presented the investigation of the Cr/ZSM-5-CeO2 catalyst in ODH-CO2 at 700°C [24]. Ethylene selectivity was 87% at 70.4% ethane conversion. CO2 conversion was not reported by the authors.

The ethane steam cracking pathway was mentioned in following references. Guo et al. on Co-based catalytic systems performed both ODH-CO2 and DRE [25]. Catalysts activity was tuned via the cobalt state in the catalyst. Over ion-exchanged (Co-IE) samples, ethylene selectivity reached 94-97%; thus, the preferable pathway was ODH. Over impregnated samples (Co-IM), ethane and CO2 interacted via DRE. The ethane conversion on Co-IM was 3 times higher than on Co-IE (88-75%). Pd and Pt-based bimetallic catalysts could be operated for both processes [26].

For promoting C-H fission for ODH pathway 1%PtIn3/CeO2 was applied. It was performed ethane conversion with stable ethylene selectivity of around 90%. 1%PdCo0.3, 1%PdCo1, and 1%PdCo3 were preferable for C-C bond scission and DRE pathway. CO selectivity reached about 90%.

NixFey/CeO2 systems could promote ODH-CO2 and DRE [27]. On Ni1Fe3/CeO2 ethylene selectivity was about 70%, and on Ni3Fe1/CeO2 CO selectivity hit 97% at 600 °C.

Metal carbides and metal sulfides application for CH4, C2H6, and CO2 conversion

Mo carbide materials have already been reported as catalysts for ethane and carbon dioxide processing. Mo sulfide materials still have not been reported for ethane processing, however, known for CO2 conversion. Methane processing is wider represented on Mo2C-based catalysts than ethane processing, for example via dry reforming [28]. MoS2 was already investigated for methane processing [29]. The identified features can be applied to ethane oxidative conversion tuning over carbides.

Carbides

Since Boudart [30] and Sinffelt [31] had announced for molybdenum and tungsten carbides that they show a noble metal-like activity in isomerization and hydrogenolysis reaction, a lot of research was focused on the use of carbide catalysts. Particularly, the metal carbide phase became widely-used for dry methane reforming (DRM) catalyst design [32,33]. Both CO2 and CH4 are highly stable molecules. Their conjoint valorization is an endothermic process, for instance, ΔH298=+248 kJ•mol -1 [34]. Application of Mo2C for DRM is presented in [35,36], WC in [37].

Mo carbide catalysts demonstrated promising coke or sulfur poisoning resistance. However, after several decades of intense research, the catalysts' stability remained a stumbling block. At temperatures 700 °C+, Mo2C via interaction with CO2, oxidizes to MoO2 due to its high oxophilicity during reforming. Partially, it could be minimized by application-supported carbides or by doping. Decreasing catalyst oxidation could be mitigated by a process performed under pressure (2-10 bar). The alternative solution to the described problem is resulted in a new process, operated at lower temperature DRE.

Dry methane reforming on Mo2C catalysts could be performed as a thermal or plasma process: non-thermal plasma reforming over Mo2C-Ni/Al2O3 [38], thermal DRE on ɑ-and ß-Mo2C [28].

The discussion of dry ethane reforming usually proceeds in the context of catalyst design for ethane oxidative dehydrogenation. Very few works reported a more detailed study of reforming over Mo2C-based catalytic systems. However, these catalysts have become more and more popular in the last few years for ODH-CO2. The energy profile for ODH-CO2 on Mo2C was simulated and published by Porosoff et al. [39]. The formation of CH3CH2* is more energy preferable than CH3CH2O*; thus, the ethylene formation is more expectable than some oxygenates. Additionally, these calculations were confirmed by catalytic tests.

Despite the quantum chemical confirmation of a higher probability of the reaction proceeding according to the mechanism of oxidative ethane reduction in CO2 presence, in practice, it is noted some variations of combination reforming and oxidative dehydrogenation.

Ethylene selectivity tailoring is reached by a combination of running conditions and the catalytic system composition. The first article that confirmed the combination of ODH-CO2 and DRE appeared in 1999, the Solymosi and Nemeth studied Mo2C/SiO2 and bulk Mo2C catalysts for ethane dehydrogenation [40]. Thus, carbide applicability has been extended to ethane processing. In the temperature range, 577-650 °C, the ODH-CO2 route prevalence, with temperature growth, the proportion of reforming has increased. At 600 °C, ethane conversion over bulk phase reached 3%, for SiO2-supported at the same 3%. However, ethylene selectivity improved by 20-30%. The selectivity of methane in the product mixture remained moderate at about 20%. In higher dilution conditions and 690 °C, ethane conversion was 55%. Ethylene selectivity decreased to 73%. As already discussed, selectivity values were represented for forming the products from ethane. Based on the calculations on all C-contained products, the C2H4/CO ratio dramatically dropped from 0.9 to 0.3 with temperature growth in the 530-690 °C interval. These results suggest that the DRE is preferable.

Studies on bulk Mo2C and ɣ-Al2O3 and CeO2 at 600 °C [39] demonstrated how the nature of support could change the C2H4/CO product ratio. At 600 °C, CO2/C2H6=1/1 CO2 conversion reached 1% on non-supported Mo2C and 1.8 on Mo2C/ɣ -Al2O3. The ratio of ethylene to CO selectivity was 1.1/1-1.5/1. The total methane and C3+ selectivity was less than 2%. Over Mo2C/CeO2 CO2 and C2H6 conversion is extremally low, less than 0.5%. The main reaction product was a CO with 88% selectivity. The C2H4/CO ratio was 0.11. In turn, this indicates that the combination of Mo2C and CeO2 is not suitable for the ODH route. Authors in addition have investigated the catalyst's oxidation stability and the deactivation mechanism. Under ethane and CO2 flows carbide catalyst oxidized to MoO2. It was detected by in-situ XANES deactivation simulation.

Another study of the ODH and DRE carried out on a carbide catalyst was reported [41].

After O-or Fe-modification of ß-Mo2C, ethane oxidative CO2-assisted dehydrogenation becomes more favorable than the DRE route. Quite unexpectedly, on a pure carbide catalyst C-C scission (DRE) was dominated. As DFT-calculated energy profiles indicate the ODH-CO2 (C-H scission) should be the preferable route [39].

Important results of other process suppression over supported Mo2C are discussed in [42].

In this research, for the samples on Al2O3 and ZrO2, ethane dehydrogenation (DDE) activity was raised after a specific time on the stream. For Mo2C/Ga2O3, DRE reaction was preferable during all tested periods. The application of Mo2C/SiO2 prevented the fast catalyst deactivation. For conversion of the stoichiometric CO2/C2H6 mixture, the favorable route is ODH-CO2, DR, or DRE contributions are insignificant under studied conditions.

The use of Mo2C supported on silicalite or zeolite makes it possible to improve ethane conversion while maintaining high selectivity to ethylene. Regulation of the contribution of DRE, DR, and ODH-CO2 as a co-process is usually done through active phase composition modification or tuning WHSV, CO2/C2H6 ratio, and temperature.

Sulfides

Metal sulfides are successfully applied as catalysts for CO2 hydrogenation under pressure.

DFT calculations confirm a Mo6S8 cluster activity for MeOH synthesis from CO2 [43]. If MoS2 could promote C-O scission and formation *HxCO intermediates following conversion to CH4, Mo6S8 clusters are more appropriate for CO formation and its hydrogenation to methanol via *HCO intermediate. Practically, MoS2/C [44] demonstrated selective methanol formation (67-96%) with 27% CO2 conversion at 160 °C, 3MPa. The fundamental investigation of the mechanism for MoS2 in CO2 hydrogenation to CH3OH resulted in the creation of a durable catalyst able to run a 3000 h catalytic test without deactivation at 5-6 MPa in the temperature range 25-280 °C [45]. At the same time, the main product from carbon dioxide will not be methanol at lower pressure and higher temperature. MoS2 could be an interesting catalyst for CO2 conversion to methane [46].

At 300-500 °C and 1 MPa over MoS2/G, methane selectivity was about 95-100%.

MoS2 and WS2 were studied in dry methane reforming at 600 °C. In contrast to the model, Ni/SiO2 catalyst CH4 conversion on sulfides was lower and observed at the level of 7-8%, but it differed in noticeable stability [29]. Mo oxide-based samples were utilized for dry methane reforming performed in the presence of 50 ppm of H2S vapors. It can be assumed that under the employed test conditions, in situ sulfurizing occurred. H2S additives led to a reduction of the coke formation [47]. However, the use of sulfides as reforming catalysts has not been studied deeply and has been reflected in several publications.

For ethane conversion, sulfides' application is announced for non-oxidative dehydrogenation. The bifunctional ZSM-5-ZnS catalyst, in contrast to the Zn-containing ZSM-5 catalyst, performed a stable ethane conversion. Sulfur addition allows improvement of the durability and coke resistance [48]. , To the best of my knowledge, there is not a publication reporting the use of MoS2 or other sulfides in oxidative ethane dehydrogenation.

Properties and interphases transformations of MoO2, MoO3, MoS2, and Mo2C

The analysis of DRM, DRE, ODH-CO2 reactions indicates a possibility of catalysts' active phase composition transformation under high temperature or high pressure. This may lead to deactivation or the formation of a new active phase. More information is needed to anticipate the catalysts' behavior, but the understanding of MoS2, MoO3, and Mo2C possible transformations under C2H6-CO2 flow, is a challenge. The MoS2 conversion to Mo2C under CH4 flow at 750-850 °C is already reported [49,50]. This change leads to a significant deterioration in conversion or selectivity.

In the first part of the following section, a brief description of each phase and its possible application is provided. In the second part, the interfacial transitions are considered in more detail.

Oxidic phases: MoO2 and MoO3

MoO2

MoO2 is a dark brown-violet metal dioxide. It is crystals with monoclinic symmetry and P21/c space group [51] (Fig. 4). Molybdenum dioxide could be applied as the catalyst for light hydrocarbons isomerization [52], and for partial gasoline oxidation [52]. It is also a catalyst for CO2 gasification of carbon [54] at 500-550 °C. However, there is not information if MoO2 undergoes structural changes upon the catalytic reaction.

In some research, MoO2 physical changes were related to catalyst deactivation [32,55].

For instance, the reverse transformation to carbide was presented by A. Kurlov et al. [32]. As the catalyst molybdenum dioxide could be applied for aviation fuel oxidation [56], and benzyl alcohol oxidation to benzaldehyde [57].

MoO3

MoO3 is a yellow-green metal trioxide. The ɑ-MoO3 is the most stable modification, it exhibits an orthorhombic structure with the Pbnm space group (Fig. 3). This oxide is n-type semiconductor [58]. For the many supported materials, its formation by impregnation or hydrothermal methods may be accompanied by the formation of polymolybdates and monomolybdate species. The type of formed species is a function of pH and some other synthesis space group [60] and for MoO2 simulation the cif of monoclinic crystal with P21/c space group [51] are used, respectively.

MoO3 supported on Al2O3, TiO2, ZrO2, and SiO2 are known catalysts for ODH [61]. Cumodified MoO3/FAU in RWGS is presented in [62]. It demonstrated excellent CO selectivity (>99%).

Sulfidic MoS2 phase

MoS2 is a well-known transition metal dichalcogenide. It is wide-used for hydrodesulfurization catalyst design and in the optoelectronics industry. It has three phases: 2H-MoS2, 3R, and 1T-MoS2, with different properties and stability (Fig. 4). As the transition metal dichalcogenide, it demonstrated a layered graphite-like structure. The 2H and 3R phases are semiconductors, and 1T phase has paramagnetic and metallic properties.

The 2H is known as a stable phase with hexagonal crystal symmetry. The 2H-MoS2 crystallized in P63/mmc space group [64] (Fig. 5). The 2H-MoS2 in contrast 1T-MoS2 at could exist high temperature (300 °C+) [65]. Thus, it is more attractive for catalytic application. stable by thermodynamic calculations. Also, it is presented as 1D as nanowires and nanotubes, as OD as quantum dots.

Carbide phases

Mo2C is a transition metal carbide with dark gray coloration. In industry, it could be produced from metallic Mo and MoO3 with carbon black at high temperatures (1300 °C+). It has two stable modifications: ɑ-Mo2C (orthorhombic, Pbcn, Fe2N-zeta-like [66]) and ß-Mo2C

(hexagonal, P63/mmc, vanadium nitride-like [START_REF] Kuo | A New Molybdenum Carbide[END_REF]).

The comparisons of the ɑ-Mo2C and ß-Mo2C are given in Table 1, Table 2, and Fig. P63/mmc space group [71], the orthorhombic ɑ-Mo2C crystal with Pbcn space group [66], and the hexagonal ß-Mo2C P with 63/mmc space group [START_REF] Fries | Dimolybdenum carbide[END_REF].

The ß-Mo2C has activity in RWGS, ethane dry reforming (DRE) and ODH-CO2. Oxygen modification of carbide could promote C-H bond scission. For not modified ß-Mo2C an interaction of ethane with carbon dioxide could result in both ODH-CO2 and dry reforming.

Copper Mo2C is known as the catalyst for CO2 hydrogenation to MeOH [START_REF] Dongil | Effect of the Carbon Support and Conditions on the Carbothermal Synthesis of Cu-Molybdenum Carbide and Its Application on CO2 Hydrogenation to Methanol[END_REF]. Also, Cu/β-Mo2C catalysts are active in RWGS at 300-600 °C and demonstrate high stability [START_REF] Zhang | Highly Dispersed Copper over β-Mo 2 C as an Efficient and Stable Catalyst for the Reverse Water Gas Shift (RWGS) Reaction[END_REF] as a promising and low-cost catalyst for RWGS [START_REF] Dixit | Elucidating the role of oxygen coverage in CO 2 reduction on Mo 2 C[END_REF]. The authors have studied how surface oxygen changes the energy of CO2 conversion to CO. Based on the earliest studies, the presence of oxygen leads to the formation of an oxygenated carbide surface.

For ODH-CO2 some catalytic properties of molybdenum carbide catalyst were by M.

Porosoff et al. [18], S. Yao et al. [41], W. Marquart et al. [42]. A more detailed description of the use of carbide catalysts is presented in section 1.4.

The dry ethane reforming is a co-reaction taking place with ODH-CO2 over a Mo2C catalyst.

Yao et al. reported the catalyst modification with Fe and O with the goal to decrease its dry reforming ability [41]. With increasing CO2 pressure, Mo carbide and Fe-doped Molybdenum carbide started to oxidize. It was illustrated by XPS, where the peaks distribution showed the formation of Mo(II) and Mo(IV).

The β-Mo2C is a highly oxophilic solid which explains its oxidation to MoO2. It could be oxidized under CO2-rich and O2-rich flow. It is mentioned as one of the basic problems for dry methane reforming and water gas shift catalyst design.

Mo oxycarbides

Oxicarbides could appear during the catalytic interaction of CO2 with Mo2C, mostly at high temperatures (700 °C+) and pressure of 1-40 bar. Their composition is determined by the general formula (Mo2C)xOy. The X-ray diffraction pattern was simulated by S. R. J. Likith [START_REF] Likith | Thermodynamic Stability of Molybdenum Oxycarbides Formed from Orthorhombic Mo 2 C in Oxygen-Rich Environments[END_REF] (Fig. 6).

Oxycarbides' formation could also be determined by in situ XANES or XPS. 

. Phase transformation during sulfidic catalyst precursors formation

Sulfurizing of the oxidic phase can be done with different S-contained agents. The MoO3 precursors with various morphology convert to disulfide under H2S/H2 flow in a wide temperature range: 350-800 °C. Elemental sulfur could also be used in this reaction. For instance, at 800 °C S is evaporated in a special furnace and interacts with MoO3 films [START_REF] Panasci | Multiscale Investigation of the Structural, Electrical and Photoluminescence Properties of MoS2 Obtained by MoO3 Sulfurization[END_REF]. During sulfurizing reaction MoO2, MoOS2 and SO2 are produced as co-products (reactions 10-12, [START_REF] Pondick | Stepwise Sulfurization from MoO 3 to MoS 2 via Chemical Vapor Deposition[END_REF]). In the case of H2S 

Conversion of oxides to carbide

Various forms of Mo2C could be obtained by MoO3 carburization. For instance, with urea as a carbon precursor, it is possible to obtain ɑ-Mo2C from ɑ-MoO3 [START_REF] Theerthagiri | Synthesis of α-Mo2C by Carburization of α-MoO3 Nanowires and Its Electrocatalytic Activity towards Tri-iodide Reduction for Dye-Sensitized Solar Cells[END_REF]. Under CH4/N2 carburizing mixture at 1110 °C the molybdenum trioxide transformation is ultrafast and leads to the ß-form [START_REF] Sun | Thermodynamics guided ultrafast and continuous preparation of Mo2C nanocrystals for hydrogen evolution electrocatalysis[END_REF]. Molybdenum carbide in the ß-form appeared under CH4/N2 flow from MoO3 nanosheets.

The carbides convert to oxycarbides during the DRM catalytic tests [START_REF] Kurlov | Molybdenum carbide and oxycarbide from carbon-supported MoO 3 nanosheets: phase evolution and DRM catalytic activity assessed by TEM and in situ XANES/XRD methods[END_REF]. In the case of CH4/H2 carburization mixture, in addition to Mo2C formation, the MoO3 could be reduced to MoO2 [START_REF] Cetinkaya | Thermodynamic analysis and synthesis of porous Mo2C sponge by vapor-phase condensation and in situ carburization of MoO3[END_REF]. Thus, summarizing the literature data for interconversion between described phases under CH4, CH4/H2, CH4/CO2 flow, the possible simplified transformation scheme could be described as reaction 19:

𝑀𝑜𝑂 3 ↔ 𝑀𝑜 2 𝐶 𝑥 𝑂 𝑦 ↔ 𝑀𝑜 2 𝐶 → 𝑀𝑜𝑂 2 (𝟏𝟗)
Methane is the most widely used source for carburization, while ethane and butane as the carbon source for conversion of orthorhombic MoO3 are rarely reported [START_REF] Xiao | Effect of carburising agent on the structure of molybdenum carbides[END_REF][START_REF] Xiao | Preparation of Molybdenum Carbides Using Butane and Their Catalytic Performance[END_REF]. With C number growth in alkanes, the resolution of the XRD peaks decreased which is a consequence of the particle size [START_REF] Xiao | Effect of carburising agent on the structure of molybdenum carbides[END_REF][START_REF] Xiao | Preparation of Molybdenum Carbides Using Butane and Their Catalytic Performance[END_REF][START_REF] Mo | Effect of carburization protocols on molybdenum carbide synthesis and study on its performance in CO hydrogenation[END_REF]. On the other side, the detection of Mo-C characteristic vibrations is generally not a standard task for a Raman study (Fig. 8). In presence of excess of carburization all Mo-C bands are overcovered. However, Raman could be applied for the bulky carbide phase characterization [START_REF] Li | Probing the Domain Architecture in 2D α-Mo 2 C via Polarized Raman Spectroscopy[END_REF]. at 700 °C (heating rate 1 °C/min, 10 h under the stream). Reproduced from [START_REF] Mo | Effect of carburization protocols on molybdenum carbide synthesis and study on its performance in CO hydrogenation[END_REF].

It was reported how the composition or the alkane/H2 ratio influences the final product [START_REF] Mo | Effect of carburization protocols on molybdenum carbide synthesis and study on its performance in CO hydrogenation[END_REF]. In case of high alkane/hydrogen ratio the XRD patterns had lower resolution and the Raman spectra compose two well-formed characteristic bands of graphitic carbon instead of Mo-C vibration bands. The intensity of the last ones could be too low to be detected.

MoO3 could interact with CO and reduce to MoO2 (reaction 20, [START_REF] Wang | Mechanism and Kinetic Study of Reducing MoO 3 to MoO 2 with CO-15 vol % CO 2 Mixed Gases[END_REF]). However, in excess of CO under the same conditions (≈1000 °C), the formation of Mo2C could take place (reaction

21)

.

𝑀𝑜𝑂 3 + 𝐶𝑂 → 𝑀𝑜𝑂 2 + 𝐶𝑂 2 (𝟐𝟎) 𝑀𝑜𝑂 3 + 8𝐶𝑂 → 𝑀𝑜 2 𝐶 + 7𝐶𝑂 (𝟐𝟏)

Conversion of carbide to oxides

The major part of published studies described the conversion of the carbide phase to oxide due to the dry methane reforming process. Possible interconversions between Mo2C and MoO2 were described by P. Liang et al. [28] (reactions 22-25):

ß -𝑀𝑜 2 𝐶 + 5𝐶𝑂 2 = 2𝑀𝑜𝑂 2 + 6𝐶𝑂 (22) 2𝑀𝑜𝑂 2 + 5𝐶𝐻 4 = ß -𝑀𝑜 2 𝐶 + 4𝐶𝑂 + 10𝐻 2 (23) 𝑀𝑜𝑂 2 + 2𝐻 2 = 𝑀𝑜 + 2𝐻 2 𝑂 (24) 2𝑀𝑜 + 𝐶𝐻 4 = ß -𝑀𝑜 2 𝐶 + 2𝐻 2 (25)

Conversion of MoS2 to Mo2C

The Mo2C synthesis from MoS2 is an alternative to the oxide carburization route. Under the CH4/H2 flow at a high temperature of about 800 °C, disulfide interacts with methane and forms a carbide [50]. The lowest temperature for this transformation mentioned in the literature is 750 °C [49]. MoS2 carburization is a rapid process, in 25 min, sulfidic nanosheets vertically were aligned by Mo2C nanosheets under CH4/H2/Ar flow. For pure sulfide, chemical conversion to Mo2C Raman was successfully applied for phase detection [50].

The carbide growth mechanism on MoS2 was described in reference [50]. The authors proved that Mo2C formation would occur only on multilayered MoS2. Thus, the multilayered nature of the sulfide precursor can be indirectly confirmed.

Conversion of MoS2 to MoO2

Molybdenum disulfide could be converted to dioxide. MoS2 oxidized to MoO2 under O2 flow and then to MoO3.

At 10 bar and 500 °C during the CO2 methanation, MoS2 was deactivated by partial conversion to MoO2 [46]. Thus, it could be served as additional proof of MoS2 resistance under mild oxidant as CO2. For disulfide interaction with carbon dioxide, only a high temperature is not enough. Transformation of MoS2 occurs without the formation of a C-containing phase. Raman and XPS confirmed the oxidation. By Raman spectroscopy, some changes in 1000-300 cm -1 were observed, sulfide is exposed to CO2, and associated peaks to disulfide at 380-630 decreased, but a novel peak at 810 cm -1 has appeared. By XPS, it was noticed some changes in the Mo 3d peak and the distribution of the O 1s peak could be explained by the formation of some oxidized Mo(VI) components in low amounts. Summarizing these factors, the authors concluded MoS2 oxidation by CO2 to MoO2.

Thermal stability for the designed catalyst is a necessary but not sufficient condition.

When operating in the temperature range of 700 °C+, the chemical conversion of MoO3, Mo2C, MoS2 should be investigated. When designing materials with certain properties, possible transitions between phases must be taken into account.

Catalyst support

The application of bulky oxide, sulfide, or carbide phases as heterogeneous catalysts implies several limitations. It usually requires the use of catalyst support with specific chemistry and surface and textural properties. The support is important since it is preventing the active phase agglomeration and adds a shape-sieve effect. Also, the support could contribute to the catalytic activity due to the presence of active sites.

Oxide supports as CeO2, ZrO2 represent particular interest for oxidative processes since their exhibit red-ox properties [19]. These materials could potentially lower temperature for successful ethane conversion.

Choosing the support for a high-temperature process with potential heavy aromatics or coke formation is a challenge. On the other hand, highly acidic supports could improve catalyst activity for the dehydrogenation step [START_REF] Sun | Significant effect of acidity on catalytic behaviors of Cs-substituted polyoxometalates for oxidative dehydrogenation of propane[END_REF] but leads to faster deactivation. For active phases supported on microporous materials, access to the internal and external active sites could be blocked by bulky products or coke deposition. Thus, the mesoporous carriers are preferable for this type of catalyst. However, Al-containing mesoporous supports were found inappropriate for Mo catalysts. Framework Al could interact with Mo resulting in the formation Al2(MoO4)3 [START_REF] Kosinov | Stable Mo/HZSM-5 methane dehydroaromatization catalysts optimized for high-temperature calcination-regeneration[END_REF] Hence, we consider the possibility to use zeolitic-type support for our molybdenum sulfide catalysts. More precisely, we consider the possibility to use all silica or alumina-silica embryonic zeolites as carriers [START_REF] Kosinov | Stable Mo/HZSM-5 methane dehydroaromatization catalysts optimized for high-temperature calcination-regeneration[END_REF].

Embryonic zeolite and its properties

Embryonic zeolites (EZ) were designed to overcome the mass transfer limitation of bulky molecules in zeolite materials. The embryonic zeolites were developed as a material with a super microporous system (1-2 nm) and ultra-small size (3-5 nm). Such characteristics improve the accessibility of the active sites. Prior to the development of EZ, only in Ge-silicate zeolites the pore size was larger than 1nm, however, they exhibit extremely low hydrothermal stability and thus cannot be used in the envisaged application. In contrast, the EZ, thanks to their high pore accessibility, moderate acid sited, and very high specific surface represent a valuable alternative as catalyst's support [START_REF] Haw | Embryonic ZSM-5 zeolites: zeolitic materials with superior catalytic activity in 1,3,5triisopropylbenzene dealkylation[END_REF][START_REF] Palčić | Embryonic zeolites for highly efficient synthesis of dimethyl ether from syngas[END_REF].

The EZ are X-ray amorphous (Fig. 9), which makes their structural characterization difficult since it is based namely on physisorption methods. As prepared EZs have I type sorption isotherm (Fig. 10) with higher uptake of microporous volumes compared to ZSM-5. After ion exchange, it is changed to a micro-mesoporous structure. The infrared (IR) spectroscopy was used to confirm the formation of a double-membered ring for EZ with MFI structure (Fig. 11) by bands at 560 and 1200 cm -1 . Also, the bands at 560 and 460 cm -1 are used for zeolite crystallinity characterization [START_REF] Akouche | Synthesis of Embryonic Zeolites with Controlled Physicochemical Properties[END_REF]. 

Application of embryonic zeolites as catalyst carriers

There are no publications on the metal-modified EZs. Thus, the preparation of metal-modified embryonic zeolites is a pioneering work, with all related difficulties preparation and characterization difficulties. Moreover, it was necessary to stabilize the metal species, since migration and aggregation at very high temperatures are assumed.

Crystalline thiogallates for ODH-CO2

Another task for this research was the synthesis of high-temperature stable sulfides with potential catalytic properties for ODH-CO2. One of the initial requirements was a 3D, zeolite-like, supercluster-based structure. Such compounds are presented in the following works: Zn0.81Ge3.19S8, Cd0.68Sn3.32Se8 [START_REF] Lin | Mimicking High-Silica Zeolites: Highly Stable Germanium-and Tin-Rich Zeolite-Type Chalcogenides[END_REF], [In10S12Se8] 10- [START_REF] Pei | An open framework chalcogenide supertetrahedral cluster as visible-light driven photocatalysts for selective degradation[END_REF],[Cu5In30S53] 11-[95]. However, all known 3D porous zeolite-like, monometallic, or bimetallic sulfides have not demonstrated thermal resistance at a temperature higher than 600 °C.

Therefore, we turn our attention to bulk crystalline materials with the necessary thermal stability. Alkali ternary thiogallates with the general formula AGaS2 (A=Na [START_REF] Klepov | NaGaS 2 : An Elusive Layered Compound with Dynamic Water Absorption and Wide-Ranging Ion-Exchange Properties[END_REF], Cs [START_REF] Friedrich | Polymorphism of CsGaS 2 -structural characterization of a new two-dimensional polymorph and study of the phase-transition kinetics[END_REF], Ag [START_REF] Zhang | A new method of synthesis on high-quality AgGaS2 polycrystalline[END_REF][START_REF] Hu | Solvothermal reaction route to nanocrystalline semiconductors AgMS2 (M=Ga[END_REF][START_REF] Wu | The synergistic role of double vacancies within AgGaS 2 nanocrystals in carrier separation and transfer for efficient photocatalytic hydrogen evolution[END_REF])are high-temperature resistant sulfides. One of the most known and important thiogallate is AgGaS2 which has been used as a benchmark for second harmonic generation (SHG), i.e., it has an industrial application. A crystal of 5×5×1 mm size costs 1770 euros in 2022 [START_REF]6EiwAVVyv9BM1ZcJUmNGwYb05CDQKjdU6kbvNzjnM-6vUfKh3LiLzMmCtZ-WBSBoCOaYQAvD_BwE[END_REF].

Fig. 12-TGA curves of NaGaS2 and NaFe0.135Ga0.865S2. Reproduced from [START_REF] Adhikary | Unusual Atmospheric Water Trapping and Water Induced Reversible Restacking of 2D Gallium Sulfide Layers in NaGaS 2 Formed by Supertetrahedral Building Unit[END_REF].

(Weight loss at 40-200 °C is attributed to the adsorbed water.)

The LiGaS2 potentially could also be used instead of AgGaS2. Cation replacement improves two-photon absorption, rising thermal conductivity, and phase-matching [START_REF] Vu | Optical and electronic properties of lithium thiogallate (LiGaS 2 ): experiment and theory[END_REF].

The ion exchange ability of thiogalates is reported only for NaGaS2. For this compound, sodium cations could be exchanged with Co 2+ , Ni 2+ , Pb 2+ , Cd 2+ [START_REF] Klepov | NaGaS 2 : An Elusive Layered Compound with Dynamic Water Absorption and Wide-Ranging Ion-Exchange Properties[END_REF]. NaGaS2 is potential optical material for high-power laser frequency conversion [START_REF] Hou | Prediction and Characterization of NaGaS 2 , A High Thermal Conductivity Mid-Infrared Nonlinear Optical Material for High-Power Laser Frequency Conversion[END_REF]. because the interest in this thiogallate is due to the similar on-linear optical coefficient with AgGaS2. At the same time, it shows a more promising performance than infrared non-linear optical materials.

The KGaS2:Eu 2+ , may be applied as a P-host for phosphor-converted white lightemitting diodes [START_REF] Shim | Cyan-Light-Emitting Chalcogenometallate Phosphor, KGaS 2 :Eu 2+ , for Phosphor-Converted White Light-Emitting Diodes[END_REF]. At the moment, the component is not widely used.

As these thiogallates are more interesting as optic materials, a major part of the synthesis is presented as a high-temperature ampule synthesis for the preparation of single crystals. Nanoparticles synthesis was mentioned only for AgGaS2. The nanosized orthorhombic silver thiogallate was tested in a standard photocatalytic characteristic Rhodamine B degradation. The degradation efficiency was equal 86-93 % in 90 min.

The bulk AgGaS2 also demonstrated high photocatalytic activity and temperature resistance at 850 °C [START_REF] Jang | AgGaS2-Type Photocatalysts for Hydrogen Production under Visible Light: Effects of Post-Synthetic H2S Treatment[END_REF]. The H2 was produced from H2S produced by hydrolysis of Na2S-Na2SO3 solution under visible light in a closed system.

NaGaS2, KGaS2, RbGaS2, or low-temperature CsGaS2 are crystallized as the TlGaS2. Their structures are illustrated in Fig. 13. This structure is built-up of Ga4S10 adamantane-like units. These units are connected through the S-atoms and form layers with the general formula [GaS2] ∞-. The alkali cations are located between layers and balance the framework charge [START_REF] Adhikary | Unusual Atmospheric Water Trapping and Water Induced Reversible Restacking of 2D Gallium Sulfide Layers in NaGaS 2 Formed by Supertetrahedral Building Unit[END_REF]. In the early 80ies a thiogalate with Aa space group was reported [START_REF] Lemoine | Structure du sulfure de gallium et de potassium, KGaS2[END_REF]. Later for the series of AGaS2 (A=alkali metal: Na, K, Rb, Cs), it was corrected and resolved as monoclinic with a space group C2/C [START_REF] Shim | Cyan-Light-Emitting Chalcogenometallate Phosphor, KGaS 2 :Eu 2+ , for Phosphor-Converted White Light-Emitting Diodes[END_REF], while the LiGaS2 exhibits Pna21 space group (Fig. 14). The ternary thiogallates presented not only AGaS2 (A=alkali metal: Na, K, Rb, Cs), also recently some new frameworks: A5GaS4 (A=Li and Na) were announced. These new thiogallates crystallized in P21/m and Pbca, respectively (Fig. 13) [START_REF] Balijapelly | Ternary alkali ion thiogallates, A 5 GaS 4 (A = Li and Na), with isolated tetrahedral building units and their ionic conductivities[END_REF]. 

Preparation of EZ carriers

The initial gel composition for the aluminum-containing EZAl-Si synthesis was 9 TPAOH:0.25

Al2O3:25 SiO2:430 H2O:100 EtOH, and for all-silica EZSi it was 9 TPAOH:25 SiO2:430 H2O:100 EtOH where TPAOH stands for tetrapropylammonium hydroxide [1]. A typical preparation procedure includes mixing the TPAOH solution (20% in water, Alfa Aesar) with distilled water. In the case of synthesis of the embryonic zeolite Al2(SO4)•18H2O (Sigma-Aldrich, 98%) was subsequently added and the system homogenized. Tetraethyl orthosilicate (TEOS Sigma-Aldrich, 98%) was then added, and the mixture stirred for 6 h leading to the formation of a water-clear homogeneous sol. The solid product was recovered by freeze-drying (-94 °C under vacuum). The recovered solids were ion-exchanged with 0.5 mol ammonium nitrate solution, washed with distilled water, and dried under air. A ZSM-5 (Si/Al=47.6) provided by Tosoh was used as a reference catalyst; results are presented in Chapter 4.

Metal loading and sulfidation

Wetness impregnation (WI)

Mo oxide-decorated catalysts were prepared by incipient wetness impregnation on the embryonic zeolite carriers. The samples were loaded with 5 wt. % of Mo and denoted as EZAl-Si-5%Mo, EZSi-5%Mo, and ZSM-5-5%Mo. (NH4)6Mo7O24 •4H2O (Alfa Aesar, 99%) was used as a source of Mo. After drying at room temperature, all samples were calcined at 550 °C for 5h in static air.

In the case of various metal loading, the current metal amount was noted before wt. For instance, Generally, EZAl-Si-x%Mo samples had bright green coloration, EZSi-x%Mo demonstrated pale blue or pale green coloration that could be changed in time due to the various humidity. The Mo-Co oxidic samples were pale purple, pure Co decorated EZ was dark brown.

Hydrothermal treatment (HT)

A hydrothermal treatment in a neutral environment was also used to load the active metal phase. A molybdenum salt solution was prepared by dissolving (NH4)6Mo7O24•4H2O (PMA) salt in distilled water and added to EZ placed in a polypropylene bottle. The wt.% PMA added was calculated on the basis of a dry EZ. The obtained suspension was treated for 24h at 80 °C with stirring in an oil bath. After separation of the liquid phase, the solid was dried at room temperature for several hours and 1h at 60°C before calcination. The harvesting greenish powder was calcined at 550 °C for 5h under air atmosphere. Prepared samples were denoted EZSi-x%Mo-HT.

Unless otherwise noted, the samples were prepared by wetness impregnation. In the case of comparing different methods for obtaining oxide phases, a designation WI or HT was added to the sample code: EZSi-x%Mo-WI (Chapter4) and EZSi-x%Mo-HT (Chapter 5).

Sulfurizing

Mo sulfidation was performed under an H2S/H2 gas flow (30 ml/min, 10 vol% H2S). 300 mg of the pelletized sample (35/45 mesh) was loaded in a Pyrex reactor, first heated under an N2 flow at 140 °C for 2 h, then at 350 °C (2,8 °C•min -1 ramp rate) for 2h under an H2S/H2 flow, cooled down to 180 °C and finally under a flow of dry N2 to room temperature and kept there for 3 h. The samples were denoted EZAl-Si-5%MoS2, EZSi-5%MoS2, ZSM-5-5%MoS2 (Chapter 3), EZSi-5%MoS2-WI/HT (Chapter 5). The cobalt or molybdenum-cobalt decorated samples were prepared by the same corresponding protocol and denoted similarly.

After sulfidation, all samples become black. The presence of dark-blue coloration indicated the not completed process.

Thiogallates synthesis

The synthesis of potassium thiogallate (KGaS2) by a method developed in the framework of present study. The crystals of KGaS2 were obtained via a solvothermal synthesis using Ga2O3 (99.99%, 50 mesh powder, Alfa Aesar), sulfur (≥ 99.5%, Sigma-Aldrich), and KNO3 (≥ 99.0%, Sigma-Aldrich). Ethylenediamine (EDA) (≥ 99.5%, Fluka Analytical) and 1-2-(aminoethyl)piperazine (AEP) (98%, Alfa Aesar) were used as the solvent and the template, respectively. The solids were loaded at a molar ration Ga2O3/S/KNO3=1/25.5/2.3, followed by template (EDA or AEP) addition to their mixture. The resultant suspension was stirred at room temperature for 30 min. The formed brownish suspension was placed in stainless steel autoclave with a Teflon liner at 190 °C for 1-7

days under static conditions. The solid was recovered by filtration, washed with ethanol, and dried at 50 °C for 1 h in an air atmosphere.

All as-prepared samples were washed with EtOH at 350 °C, before the catalytic application was calcined under N2 in the tubular oven. The results are presented in Chapter 5.

Characterization

Physicochemical characterization

X-Ray Diffraction

Powder X-ray diffraction (XRD) is the primary and basic technic for crystalline compounds in the harvested solid samples which are used for structure identification and characterization.

A crystal is an order structure with a precise position of each atom that could scatter Xray waves. It leads to the production of a regular array of spherical waves. These waves compensate one another in most directions (destructive interference), but there is also constructive interference determined by Bragg's law:

𝐧𝛌 = 𝟐𝐝𝐬𝐢𝐧θ

Here, n-the diffraction order, θ is the glancing angle, λ-the wavelength, and d-"grating constant". Nanoscale crystalline materials could not be studied with the same efficiency as their larger counterparts, despite the importance of the XRD technique for solids. One of the limitations for them is crystallite size. The pattern resolution decreases with declining of the particle size.

Especially, if it is about 5-10 nm [2]. For nanosized X-Ray amorphous embryonic zeolite, the XRD allowed controlling of the particle size for each formed phase after metal modification. However, under these limitations resolving the formed oxidic, sulfidic, or carbide phases was extremely difficult or impossible.

Experimental procedure. The powder X-ray diffraction (PXRD) patterns were recorded on a PANalytical X'Pert Pro diffractometer using the Cu Kα radiation (λ = 1.5418 Å). The patterns were collected over a range of 4-50° or 4-80° 2θ with a time per step of 0.0167° s -1 using a 1° divergence slit.

Raman spectroscopy

Raman spectroscopy provides detailed information about chemical composition, phase purity, and molecular interactions. Raman analysis appertains to the category of vibrational spectroscopy. The monochromatic light produced by laser excites molecular vibration, and their interpretation is used afterward for understanding the results.

Raman, in contrast to infrared spectroscopy, is more effective for homonuclear bonds, secondary structural elements, and non-polar bonds. It is applied for differentiation between vibrations of C=C, C-C in organic compounds, and is more sensitive to metal-O, Me-S (without probe molecule presence), and carbides for inorganics.

In the framework of the study of Mo and Co modified embryonic zeolite, the important region for characterization was 300-1000 cm -1 . The Raman technique enabled the determination of the composition of the oxidic and sulfidic phases. However, the presence of carbon deposition after the catalytic test limited the carbide phase characterization. The diversity between coke and CNT [3] with defects could not be accurately assessed for carbon-contained materials. Table 1 is presented the most important vibration mode values for various phases analyzed in this thesis. Experimental procedure. The Raman spectra were acquired with a green laser at 532 nm (Jobin Yvon Labram 300 confocal Raman spectrometer coupled to a microscope and CCD detector). Spectra were recorded at ambient conditions in the range between 100 and 1200 cm - 1 for oxides, sulfides, and carriers and from 1000 -1800 cm -1 for carbides.

Fourier transformed infrared spectroscopy

Fourier-transformed infrared spectroscopy (FTIR) is an essential tool for the analysis of zeolite-based catalysts. Various IR techniques are developed to study the composition and acidity of heterogeneous catalysts. For instance, a special place is taken by IR spectroscopy with probe molecules such as pyridine, CO, and NO. The monitoring of IR vibrations after their adsorption and desorption leads to a better understanding of the acid or active site concentration.

The analysis is carried out according to the following principle [11] (Fig. 2). The infrared light traverses a wafer/pellet and interacts with it. The infrared radiation stimulates the movement of molecules and atomic bonds. These movement are described as rotational or vibrational. 
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adsorption with 50 °C stepwise for 15 min at each step. After analysis, samples weight was normalized to 10 mg. For determination acidity were used bands' area at 1545 cm -1 (Brønsted, extinction coefficient ε=1.8 cm• μmol -1 ) and 1450 cm -1 (Lewis, extinction coefficient ε=1.5 cm• μmol -1 ) collected after desorption at 150 °C [1].

N2 adsorption-desorption

The N2 adsorption-desorption technique possesses a powerful potential for porous materials. The obtained data are used for isotherm model, calculations of surface area, pore volume, and pore size distribution.

Gas adsorption is based on the molecules' redistribution between the bulk phase and the surface layer. Adsorption refers to spontaneous processes occurring in heterogeneous systems at the interface. Depending on the mechanism of adsorption and the nature of the interaction between adsorbate molecules with the surface of the adsorbent, the shape of the isotherm is various. For a qualitative analysis of isotherms, the IUPAC classification of isotherms is used [13].

The character of the adsorption isotherm shape depends on the amount of the adsorbed gas under various pressure and fixed temperature (Fig. 3).

Microporous materials are described by I type of isotherm (Fig. 3).

Fig.3-

The standard IUPAC classification of adsorption isotherms.
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In the course of the PhD thesis, N2 adsorption-desorption analysis was applied for structure collapse prevention, controlling samples' repeatability. The effect on the surface area and total pore volume was studied for various modified states of the materials.

Experimental procedure. Nitrogen physisorption was performed on a Micromeritics ASAP 2020 surface area analyzer. The calcined samples were analyzed after degassing at 300 °C, and the ion exchange samples were degassed at 150 °C and analyzed after it. The total volume was calculated from the volume adsorbed at P/P0= 0.95. The microporous volume (Vmic, cm 3 •g -1 ) and the external surface area (Sext, m 2 •g -1 ) were obtained from the t-plot method based on the Harkins-Jura equation.

Scanning Electron Microscopy

Scanning Electron Microscopy (SEM) is a scanning process by an electron beam with producing a magnified image (resolution 1 mm to 1 nm or lower). The 'gun' produces the electron beams. These electrons dissipate as a variety of signals after interaction with solid surface. The obtained signals are presented by secondary electrons (SE, the most important for the accumulation of the SEM images), backscattered electrons (BSE), diffracted backscattered electrons (EBSD), and others (Fig. 4). The SE and BSE are collected one by one signals are used for samples visualization [14,15].

This type of analysis has become essential for the study of the thiogallates. For the collected crystals, the crystallites' size, geometry, and purity were investigated by SEM. For the embryonic zeolite-based samples, by the SEM, the CNT formation was detected. However, for X-Ray amorphous materials, this analysis is not appropriate.

Experimental procedure. The scanning electron micrographs were collected on a MIRA-LMH (Tescan) SEM equipped with a field emission gun under an acceleration voltage of 30 kV. All samples before analysis were deposed to the carbon tape and treated under the metal (Pt/Pd) vapors.

Energy Dispersive X-ray Spectroscopy

The energy Dispersive X-ray Spectroscopy (EDX) [16] could assist during the SEM scanning for the identification of the elements. As it was shown in Fig. 4 the solid surface also emits X-rays.

Chapter 3. Materials and methods
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The EDX detector used them to authenticate most elements by their own characteristic emissions.

EDX is used for qualitative and quantitative characterization.

For the samples in the sulfidic form (sulfidic carbide precursors and thiogallates) the SEM/EDX is an alternative to quantitative spectroscopic analysis, allowing analysis of fresh samples in several minutes. For MoS2 samples, during the quantification, an automatic peaks deconvolution was used to decrease the possible error. The Mo and S peaks are partially overlapped, but the deconvolution mode helps for higher accuracy. The element distribution was investigated by EDS elemental mapping for applied catalysts.

Experimental procedure. The data was collected on a MIRA-LMH (Tescan) scanning electron microscope. The EDS analyses were obtained by the SDD detector using an accelerating voltage of 20.0 kV. An element map was collected for 10 minutes.

Thermogravimetry

For the characterization of the temperature-dependent properties, thermogravimetry has been applied. In the first place, this technique for presented materials allows clarifying the humidity content in the ion-exchange embryonic zeolite used for metal addition and for the determination of coke percent after catalytic tests. Thermogravimetry (TG) and differential scanning calorimetry (DSC) is measured at the same time. For TGA, the reference and studied sample weight are measured independently. The sensitivity-calibrated independent drive coils perform it during the heating process. The difference between these masses is recorded as the signal. The TGA curve is represented by collected data: mass or percentage of the initial mass as a function of temperature or time. For DCS, the difference in temperature between the sample and reference material is collected as the function of the time. Phase transformations are interpreted from exothermic or endothermic changes. The enthalpy change is calculated from the area of the DTA peak. It does not depend on the material's heat capacity.

For a spent catalyst, the TGA is a rapid way to evaluate a total coke amount or an amount of soft and hard coke. Moreover, TGA characterization is useful for the detection of some interphase conversions. The untypical increase in the sample weigh curve could indicate it.

Additionally, a comparison of the degradation temperature range could lead to distinctions among various carbon-based materials: in situ formed carbon nanotubes (CNT) or coke. For instance, amorphous carbon degradation starts at a temperature lower than 400 °C, for MWCNT this parameter is shifted to 500-600 °C [17].

Experimental procedure. TGA/DTA measurements of embryonic-based samples were carried out with a SETSYS SETARAM analyzer. The temperature was increased from 30 to 800 °C at 5 °C/min in reconstituted (80 % N2 + 20 % O2) dry air (40 mL/min).

Ultraviolet-visible spectroscopy

Ultraviolet-visible spectroscopy (UV-Vis) is used to determine the optical and electronic properties of solids and liquids. It is based on the measurement of the number of discrete wavelengths of UV or visible light that are absorbed by or transmitted through a sample in comparison to a reference or blank sample [18]. The VIS region is 400-800 nm, and UV is 200-400 nm.

In this study, this technique was applied to the thiogallates a additional proof of the detected phase formation.

Experimental procedure. Ultraviolet-visible (UV-Vis) spectra of the samples were recorded with Cary 4000 spectrometer from Varian. The spectrum acquisition was done between 800-200 nm with a speed of 300 nm/min.

Solid-state nuclear magnetic resonance

Solid-state nuclear magnetic resonance (NMR) is an spectroscopic atomic-level technique for determination of the chemical local environment, and 3D structure [19]. It is based on the nuclear spin interactions and the effects of magnetic fields on nuclear spins in solids.

Some elements' nuclei have a specific characteristic spin (I): integral spins (I = 1, 2, 3), halfintegral spins (I = 1/2, 3/2, 5/2), or some of them could be without spin (I = 0, as 12C, 16O, 32S).

A spinning charge generates the magnetic field with a magnetic moment (μ). When magnetic nuclei are irradiated with an alternating magnetic field with a frequency corresponding to the difference between these discrete energy levels, the magnetic nuclei begin to move from one level to another while absorbing the energy of the alternating field. When exposed to an alternating magnetic field, the nucleus begins to interact with this field with an increase in amplitude, which can lead to resonance. At the moment of resonance, the absorption increases sharply and acquires a spectrum with a clearly defined maximum.

For structure determination of zeolite-like materials, 27 Al and 29 Si NMR are important research tools. The 29 Si NMR shifts are basically located in a range between +50 and -200 ppm [20],

while the 27 Al shifts are between 0-90 ppm [21].

The 27 Al NMR is applied to understand the effect of the treatment conditions and metal impregnation. Also, the ratio between tetrahedral framework aluminum atoms, extra framework octahedral aluminum atom, and AlMoO4 phase.

The 29 Si NMR could be applied for crystalline and for amorphous solids for the clarification of the local structure order. For the EZ-based structure, this analysis served as additional evidence of high short-range order [22]. The structure units' stability after 'soft' or 'extremal' treatment and the metal loading influence on the embryonic units are evidenced and explained based on this analysis.

All 27 Al NMR measurements were done with 4 mm (o.d.) zirconia rotors spun at 14 kHz on a Bruker Avance 400 spectrometer operating at 100.6 MHz. 29 Si MAS NMR was recorded on a Bruker Avance 500 spectrometer operating at 130.3 MHz. TMS was the reference for 29 Si, while a 1M Al(NO3)3 solution was used for 27 Al. The quantification of the spectra was done by integrating the peaks using Dmfit program.
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Inductively coupled plasma atomic emission spectroscopy

Inductively coupled plasma atomic emission spectroscopy (ICP-MS) is a spectroscopy technique that used a high-temperature (7000 K) plasma to vaporize, dissociate, excite, and ionize the sample [23]. Obtained ions are extracted, and their signals are focused, analyzed by mass, and quantified.

The ICP-MS measurements were recorded using a 7900 ICP-MS from Agilent Technologies (to verify). Before analysis, all samples were dissolved in aqua regia and HF solutions for homogenization.

Catalytic test

The catalytic perforamance of the samples was evaluated in oxidative ethane dehydrogenation (ODH-CO2). Several additional reverse water gas shift conversion (RWGS) tests were performed on the same samples to exclude the contribution of the methanation.

Oxidative ethane dehydrogenation and dry reforming of ethane (DRE)

300 mg or 150 mg of the 100-400 µm fractioned sample was used for all the CO2 oxidative ethane dehydrogenation tests. Until the set temperature is reached, the loaded catalysts are treated at 300 °C under the reactants flow for 1-2 hours. The flow rate accuracy, verifying the accuracy of flow rates. Time is determined by the presence of traces of air in the gas stream. After, the set temperature reached a 10 or 3 °C/min ramp rate. The 10 °C/min ramp rate was applied by default as a standard mode. In the case of lowering it to 3 °C/min, this was indicated in the appropriate discussion. After the reaction, the reactor cooled down to room temperature under a dry N2 flow.

The outlet gas flow is analyzed online with a gas chromatograph (Interscience Compact GC) equipped with three detectors: two TCDs and one FID. The TCD detector is a thermal conductivity detector. It's one of the most popular detectors for GS that could be applied for CO, The standard tests were performed with a CO2/C2H6/N2= 49.5/36.5/14 (vol.%) mixture, in the temperature range 700-800 °C, at atmospheric pressure with a WHSV (C2H6) = 5.9

(gC2H6+CO2/gcatalyst × h). WHSV tuning was performed in the 5.9-17.7 h -1 range with constant N2 flow.

The assignment of the process to ODH-CO2 or DRE was based on the CO2/C2H6 conversion ratio and CO/C2H6 ratio.

Carbon dioxide (CO2 conversion), ethane conversion (C2 conversion), ethylene selectivity (C2= selectivity), and CO selectivity (CO selectivity) were obtained as follows; the sum of the selectivities of the C3-C6 fraction and aromatics was labeled heavies:

𝐶𝑜𝑛𝑣𝑒𝑟𝑠𝑖𝑜𝑛(𝑖) = 𝐶 𝑖𝑛𝑙𝑒𝑡 (𝑖) -𝐶 𝑜𝑢𝑡𝑙𝑒𝑡 (𝑖) 𝐶 𝑖𝑛𝑙𝑒𝑡 (𝑖) • 100% 𝐶𝑎𝑟𝑏𝑜𝑛 𝑠𝑒𝑙𝑒𝑐𝑡𝑖𝑣𝑖𝑡𝑦 (𝑖) = 𝐹(𝑖) ∑ 𝐹(𝑖) • 100%, 𝑤ℎ𝑒𝑟𝑒 𝐹(𝑖) -𝑚𝑜𝑙 𝑜𝑓 𝑡ℎ𝑒 𝐶 𝑖𝑛 𝑡ℎ𝑒 𝑝𝑟𝑜𝑑𝑢𝑐𝑡 𝑐𝑜𝑚𝑝𝑜𝑢𝑛𝑑
For samples tested under ODH-CO2-route, it was considered that ethane is not converted to CO. Ethane is converted to ethylene, methane and heavies, CO2 is fully converted to CO. Thus, for ODH-CO2-route we consist carbon selectivity as selectivities to the C2 products (∑ 𝐹(𝑖) is sum of ethylene, methane and heavies). CO is not taken to the calculation.

In Chapter 5, when ethane processing is going under mixed routes: ODH-CO2 and DRE, ethane converts as to ethylene, as to CO. All selectivity calculations were performed with CO Chapter 3. Materials and methods
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(∑ 𝐹(𝑖)) is sum of ethylene, methane, heavies and CO). These selectivities are labelled as selectivity of all C-products.

In all the experiments, N2 was used as an internal standard to measure conversion and establish mass balance. The mass balance in all the reported experiments was at least 99% (Table 2). In order to reveal the catalytic impact of the catalyst on the reaction yield, a blank test without any catalyst was performed under the same operating conditions (same linear velocity, same temperature, same total and partial pressure of the reagents). In the blank test C2 (ethane), N2, and CO2 were co-fed in the same ratio as in the catalytic reaction (C2H6/CO2/N2=49.5/36.5/14 (vol.%)). The blank test without a catalyst is referred to in the text as a thermal process ("thermal").

Techno-economical analysis

A techno-economic analysis was done using an Aspen Plus simulator to compare our results with those typical of ethane steam cracking from the literature. The simulations were for Chapter 3. Materials and methods 60 a typical industrial-scale capacity of ethylene production of 1000 kt/year. The physical property databanks and methods as well as ASPEN Plus® models used, are summarized in Table 3. 

Conclusions

The summary of analysis techniques is presented in Table 4. Presented methods were complementary and allowed to provide a piece of general information about samples during their all transformation.

Chapter 4. A Low Carbon Route to

Ethylene: Ethane Oxidative Dehydrogenation with CO 2 on Embryonic Zeolite Supported Mo-

Carbide Catalyst

Introduction

Ethylene is the largest-volume petrochemical building block, produced primarily by steam cracking of oil fractions [1]. In 2020, the worldwide ethylene production capacity was 201 million tons, with an expected increase to 263 million tons in 2030 [2,3]. Ethylene is used to produce a wide spectrum of products like plastics, fibers, and other chemicals in the packaging, transportation, and construction industries. Polyethylene is the single-largest outlet, accounting for about 60% of global ethylene consumption in 2020. Other major applications include the production of ethylene oxide, ethylene dichloride, and ethylbenzene.

Steam cracking of oil fractions is the major process currently used to produce ethylene; a smaller contribution comes from refinery processes such as fluid catalytic crackers and cokers. It is a mature and well-established technology, which operation is considered near-optimal considering constant incremental improvements of the technology over 80 + years [4,5], leading to a thermal efficiency of close to 95% [6]. However, cracking is a very endothermic reaction taking place at high temperatures. As a result, ethylene production via steam cracking consumes about 30 % of the energy used in the chemical industry. In particular, as ethylene production by steam cracking consumes roughly between 17-25 GT/ton of ethylene while releasing about 1.2 tons of CO2 per ton of olefin produced [5]; it is with about 260 million tons of CO2 emissions worldwide per year [6], one of the largest contributors to greenhouse gas emissions in the manufacturing sector. Alternative routes and feedstocks need to be explored and developed to foster sustainable development of olefins production. In the last decade, the ongoing shift to lighter hydrocarbons as steam cracking feedstock has prompted research and development of alternative on-purpose production routes to ethylene.

One of the options for sustainable ethylene production is the utilization of bio feedstock:

either bioethanol or bio hydrocarbon fractions [7][8][9]. Bioethanol dehydration shows advantages in energy consumption and in capital investments relative to conventional steam cracking due to simpler product slate and lower reaction temperature. Until the mid-1940s, a significant portion of the ethylene produced industrially was produced from bioethanol. Afterward, steam cracking of hydrocarbons, because of their superior economies of scale and lower feedstock costs, became the main source of ethylene. Currently, with the significantly increased cost of natural gas and Chapter 4. A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2 on Embryonic Zeolite Supported Mo-Carbide Catalyst 67 crude oil together with the need to reduce the carbon intensity of the petrochemical industry, the downstream industry is renewed interest in ethylene-from-ethanol plants [10,11]. So, this route will certainly regain importance but will not fulfill the total demand for ethylene due to the competition for feedstock with biofuel production. The availability of bio-naphtha and biopropane as feedstock for olefins production is still limited [8]. The direct conversion of the cellulosic biomass or bio-oil remains an attractive route but mainly provides aromatic fractions [12][13][14].

So, a reduction of the carbon intensity of ethylene production routes remains a very important task for the petrochemical industry. The oxidative dehydrogenation of ethane (ODH)

shows good prospects to reduce greenhouse gases emissions in comparison to a conventional ethane cracker due to a number of advantages, including lower energy consumption, simpler production slate, and potential elimination of the equilibrium limitations [15,16]. One of the main limitations remains the development of an efficient and stable high-temperature catalyst. Already in the early 80 ' s, Phillips Petroleum proposed the first industrial Li-SnCl2-MgO catalyst for oxidative dehydrogenation of ethane with oxygen [17]. This process did not require acetylene hydrogenation and had the potential to reduce energy consumption in an ethylene plant, allowing operations at 700 °C instead of 850 °C, and providing a higher ultimate yield of 90.5% ethylene [17] compared to the thermal process. However, as CO2 was an important by-product, the economics were not better than state-of-the-art steam crackers. Recently, the topic regain attention the two semi-commercial oxidative dehydrogenation (ODH) of ethane processes were proposed [18][19][20]. Oxygen as an oxidant could be used in gaseous form or from catalysts' metal oxides lattice. One such promising on-purpose Oxidative Dehydrogenation of Ethane (ODH-E)

technology is proposed by the Linde/Clariant partnership; a high selectivity to valuable products (ethylene and acetic acid) compared to steam cracking combined with a significant reduction potential of the CO2 footprint is promised. Moreover, the reaction takes place under mild conditions, for instance, at atmospheric pressure and a maximum temperature of 400 °C [21].

However, as oxygen is applied as an oxidant, CO2 is still present in products.

Another ODH option is based on chemical looping (CL-ODH). In CL-ODH, ethane is oxidatively dehydrogenated to ethylene and water following a typical Mars-van Krevelen Other alternative approaches, currently at the laboratory scale, also using CO2 as an oxidant to produce value-added ethylene from ethane, are proposed [18,19]. Such processes are attractive because they may lead to a CO2-negative route in ethylene production. An additional benefit is a significant decrease in energy consumption downstream as hydrogen will not need purification: it will be consumed in situ to convert CO2 to CO, and the latter could further be used to produce methanol, carbonylate, or hydroformylate other feedstocks. This approach is particularly interesting in view of recent trends to "electrify" steam crackers [23][24][25].

It is of note that the enthalpies of reactions 2 and 3 (ΔrHᵒ298) to produce ethylene from ethane by steam cracking and ODH-CO2 are very close: C2H6(g) + CO2(g) → C2H4(g) + CO(g) + H2O (l), ΔrHᵒ298= 134 kJ/mol (2) C2H6(g) → C2H4(g) + H2(g) (2), ΔrHᵒ298= 137 kJ/mol (3)

The ODH-CO2 reaction was first reported by Lunsford et al. [26] using Li/MgO catalysts.

Krylov et al. [27] investigated the ODH-CO2 using several oxide catalysts (Fe2O3, Cr2O3, MnO2) and multi-component systems. In the ODH-CO2 at 800 °C, MnO2-based catalysts exhibited high activities but low ethylene selectivity [28]. Nakagawa et al. [29] studied the dehydrogenation of C2H6 by CO2 on several oxides and reported that gallium oxide (Ga2O3) is an effective catalyst for this reaction, giving a C2H4 yield of 18.6% with a selectivity of 94.5% at 650 °C.

Several reactions may occur in parallel, including oxidative dehydrogenation (ODH), reverse water-gas-shift (RWGS), or dry reforming of ethane (DRE) [30]. For the ODH-CO2 reaction, precious metals, oxide [31], and carbide [30]-based catalysts are reported. Most of the catalytic systems are based on Pt [32], Ni [33], Co [34], Cr [35,36], Fe [37] Only a few Mo-based materials were reported for the ODH-CO2 of ethane [38][39][40], but molybdenum carbide is well known as an alternative catalyst to noble metals in the highly selective reduction of CO2 to CO [41,42]. Very high conversions of ethane in co-processing with CO2 to produce hydrogen, ethylene, and CO were reported on the catalysts made up of the oxides of cobalt and molybdenum [38,43]. 58% conversion of ethane, 10.3% of CO2, and 21.9% ethylene yield were achieved over these systems at 700 °C [43]. The conversion of ethane in these studies was higher relative to the thermodynamic equilibrium values of ethane conversion alone due to a significant contribution of secondary reactions [44]. Relatively low selectivity to ethylene showed a significant contribution to the direct ethane dehydrogenation resulting in high hydrogen production [38,43].

Mo2C supported on SiO2 was found to be an effective catalyst for the dehydrogenation of ethane to ethylene in the presence of CO2. The selectivity to ethylene at 600-650 °C was 90-95% at an ethane conversion of 8-30%. At higher temperatures, dry reforming of ethane penalized ethylene yield. It is assumed that Mo oxycarbides formed in the reaction between CO2 and Mo2C play an important role in ethane activation [45]. Recently, a Mo-containing catalyst was reported for ODH-CO2 but again only at 600 °C with relatively modest performance [30,46]. Oxygen from CO2 appears crucial in cleaving the ethane C-C bond, increasing ethylene production. The addition of a Fe promoter accelerated the formation of surface oxygen species and stabilized them from reduction by ethane, leading to a shorter induction period, higher ethylene yield, and improved stability [30]. However, the main problems with Mo2C catalysts operating at high temperatures remain the coking, sintering of the active Mo-species from cycle to cycle, and a significant contribution of the dry reforming reaction.

In order to design a stable at high-temperature Mo2C-supported catalyst, we propose a different approach consisting of the utilization of MoS2 precursors in place of oxides and embryonic zeolites (EZ) [47] as support in place of silica or alumina. An advantage of embryonic zeolites is the high surface area with a significant micropore volume resulting in the good dispersion and accessibility of all types of active sites [48]. In addition, EZ undergoes changes in surface area after the first heating cycle above 600 °C [48], which stabilizes the metal against sintering while keeping the active sites still accessible for the small molecules. After the first Chapter 4. A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2 on Embryonic Zeolite Supported Mo-Carbide Catalyst 70 surface reduction, substantially no changes occur with these materials upon consecutive thermal cycles. In this context, the embryonic zeolites as support could also stabilize the formed molybdenum carbide phase at high temperatures. However, the aging of EZ zeolite is a long process, what may lead to the agglomeration of MoOx-oxides species before carburization. In order to limit the agglomeration of the MoOx species during the first heating cycle, the idea was to use a MoS2-precursor supported on EZ. Supported sulfides, especially MoS2, are also known for CO2 hydrogenation at high-pressure [49], but using MoS2 for oxidative or non-oxidative ethane dehydrogenation was never reported to the best of our knowledge.

This work reports the preparation of a novel thermally stable Mo-based catalyst supported on EZ carriers from a MoS2 -precursor (Mo2C@EZ), its comprehensive characterization, and catalytic performances in ODH-CO2 of ethane.

2.Results and discussion

Characterization of the catalysts

X-ray diffraction (XRD) indicates that on all samples, the embryonic carrier and the supported metal phase are X-ray amorphous (Fig. 1a), and EDX mapping indicates the metal is uniformly distributed on the EZ (Fig. 1b).

The 77-K nitrogen sorption-desorption isotherms of the EZ carriers (Fig. 2a) and the corresponding Mo-and MoS2 -derivatives (Fig. 2b) show the Type IV isotherms. The mesoporosity is attributed to the intercrystallite spaces between the embryonic units and is observed in all the cases. After impregnation with the metal precursor, micropore volume drops from about 90 cm 3 /g to 70 cm 3 /g for the Al-containing embryonic sample (EZAl-Si) and to 45 cm 3 /g for all-silica embryos (EZSi). Mesopore volume decrease is observed only to a very small extent after each treatment for the catalysts. The results show that the metal precursors are mainly located in micropores of the supports. Raman spectroscopy was used to identify the nature of the metal phase in the EZsupported catalysts (Fig. 3). The spectrum of EZSi-5%Mo shows a wide band with two overlapping peaks at 990 cm -1 and 950 cm -1 and two better-resolved bands at 854 cm -1 and 821 cm -1 . These bands can be assigned to polymolybdates (950 cm -1 , 854 cm -1 ) [50] and ɑ-MoO3 (990 cm -1 , 821 cm -1 ) [51] phases. In contrast, the EZAl-Si-5%Mo spectrum displays only an intense band at 990 cm - 1 with a shoulder at 854 cm -1 . We assume that both phases are also present on the latter catalyst, the polymolybdate phase being predominant. The band at 480 cm -1 [52] corresponds to Si-O stretching in the SiO2 tetrahedra and is attributed to 4-membered rings often reported at 472 cm -1 [53]. Both, EZSi-IEx and EZAl-Si-IEx display low-intensity bands around 970 and 1035 cm -1 . The 970 cm -1 band is assigned to Si-O stretching vibrations in terminal Si-OH groups [54], while the 1035 cm -1 band is characteristic for the stretching of alkyl chains of the protonated nitrogen atom of the organic template. The conversion of the oxide to the sulfide phase can also be monitored by Raman spectroscopy. Bands at 370 and 403 cm -1 are attributed to 2H-MoS2 phase [55,56]. The wideband with a maximum of about 230 cm -1 is characteristic of silica tetrahedra in a bulk SiO2 phase and remains unchanged after full oxide conversion.

The high-temperature stability of the catalyst carrier is studied by solid-state 27 Al and 29 Si NMR. The nature of the silicon environment in the parent all-silica EZ and Mo loaded after one calcination at 550 °C and subsequent calcination at 550 °C and at 700 °C is presented in Fig. 4a.

All spectra display large peaks centered around -110 ppm, and the CP MAS spectrum exhibited a low resolved peak around -100 ppm. Only the parent contains a relatively large amount of Q 3 species. Small amounts of Q 2 species (-97 ppm) can be observed in EZ Si -IEx and EZ Si -5%Mo-550.
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All spectral deconvolutions are summarized in Table 1. They indicate that metal impregnation increases the number of Q 4 units along with a full disappearance of the Q 3 and Q 2 's. During the high-temperature treatment of silica-alumina embryos (550 °C or consecutive calcination at 550 and 700 °C) after Mo loading, Al is extracted from tetrahedral positions, Fig. 4b while the parent, ion-exchanged with NH4NO3, does not contain any octahedral Al. The calcined samples loaded with 5 wt.% Mo, three types of aluminum coexist (Al IV , Al VI , and Al2(MoO4)3), witnessing the catalysts alteration at high temperatures.

Catalytic performances

It is known that above 650 °C, MoOx and MoS2 species react with hydrocarbons to produce Mo2C [57,58]. The mechanism of Mo2C phase formation from MoS2 in the presence of CH4 and H2 is described [59]. The carbide formation from MoO3 under C2H6 and C4H10 is also reported [60]. In this contribution, the active Mo2C phase is obtained in situ by subjecting the Mo-containing precursor in a contact with the mixture of C2H6/CO2 =1/0.74 at 700 °C. The hypothesis on Mo2C formation is based on the typical profile of the TG curve [61] and on the observation of the characteristic bands for the graphitized carbon in Raman spectra synthesized with non-methane carburization agent [62,63]. The TGA curves of the spent Mo2C-containing samples demonstrated a slight weight increase up to 470 °C due to the oxidation reaction of Mo2C to MoO3 (Fig. 5).

However, the analysis of Mo2C on the spent catalysts by Raman spectroscopy is a difficult task.

The sulfidic form on the precursor is confirmed by the two bands around 370 and 403 cm -1 (Fig. 6), both bands are disapered on the spent Mo2C-containing samples. That shows the transformation of the MoS2 -species to a different species. In addition, two new intense bands are detected in the region of C-C vibrations -(band D) at 1350 and (band G) 1600 cm -1 on the sample after the reaction. They are typically attributed to the graphitized carbon (Fig. 5) [64]. The intensity ratio of G (1580 cm -1 ) to D (1350 cm -1 ) band reflects the graphitization degree of catalysts [63].These data suggest that the excess of methane led to the formation of graphitic carbon with the characteristic bands at 1350 and at 1600 cm -1 , which are also typically observed when the Mo2C phase is formed [63]. The same covering of Mo-C bands was demonstrated under ethane, while XRD confirmed the formation of the claimed phase [63]. Fig. 6-Raman spectrum of embryonic zeolite decorated with sulfide phase before and after the catalytic test at 700 °C over EZ Si -5%(Mo2C)S.

Impact of Mo-precursor:MoOx vs MoS2

Thermal, i.e., the non-catalytic transformation of the mixture of ethane and CO2 at 700 °C, results in ethane to ethylene conversion level, which is close to the thermodynamic equilibrium, with the ethylene selectivity above 95%. However, only a very limited CO2 conversion is observed in this case. In contrast, the presence of the Mo2C-supported on embryonic zeolite catalyst, formed from MoS2 or MoOx -precursors (EZ Si -5%(Mo2C)S or EZ Si -5%(Mo2C)O), leads to a significantly higher CO2 conversion. One can also see that the EZ Si -5%(Mo2C)S from MoS2precursor performs CO2 transformation substantially without decreasing the ethane conversion in comparison with the one in the thermal process (Fig. 7a). Moreover, the selectivity to ethylene is higher (Fig. 7b). In contrast, the MoOx-derived catalyst displays not only lower CO2 conversion in comparison with the MoS2-derived catalyst but also significant activity in ethylene hydrogenation back to ethane and very high methane selectivity (Fig. 7a, Fig. 7b).

Chapter 4. A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2

on Embryonic The results summarized in Table .2 show that only a few by-products are produced in all the cases. The MoS2-derived catalyst also demonstrates higher stability than the MoOx-derived one (Fig. 8) and the highest selectivities in all cases. Therefore, the MoS2-derived catalyst was selected for further investigation. C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 ).

Impact of the catalyst carrier

The performances in the ODH-CO2 reaction of a series of MoS2-derived catalysts supported on EZ of different acidity (EZ Si -5%(Mo2C)S, EZAl-Si-5%(Mo2C)S, ZSM-5-5%(Mo2C)S) was evaluated. An embryonic zeolite and a conventional ZSM-5 with a crystal size of about 1 µm with a similar Si/Al atomic ratio were used for the study. The Bronsted acidity (BAS) and the Lewis acidity (LAS) of the supports before metal impregnation was assessed by FTIR adsorption of pyridine (Table3). While the siliceous EZSi did not display any acidity, the Al-containing embryonic zeolite (EZAl-Si) showed some acid properties (Table 3). As expected, the highest acidity was measured on the zeolite carrier (ZSM-5). The initial CO2 and C2H6 conversions on the catalysts prepared on acidic support (ZSM-5-5%(Mo2C)S and EZAl-Si-5%(Mo2C)S) were significantly higher than on siliceous one (Fig. 9). In the case of ZSM-5-5%(Mo2C)S, ethane and CO2 conversions were 37 % and 30 %, respectively.

However, the main products were coke and aromatics, leading to rapid deactivation: down to 18% C2H6 and 13 % CO2 after 140 min-on-stream, respectively. The result showed that the strong acidity of the support, which is typical for the zeolites is not desirable and leads to many side reactions.

The embryonic zeolite with a bulk Si/Al ratio close to the ZSM-5 one showed lower acid site concentration and, as a consequence, slower deactivation in comparison to the one on ZSM-5 support. It should be mentioned that the selectivity patterns on the Al-containing EZAl-Si-5%(Mo2C)S catalyst and on Al-free EZ Si -5%(Mo2C)S catalysts looked more similar. One of the potential advantages of the Al-containing embryonic zeolite is the higher activity in CO2 hydrogenation. However, higher coke content, in addition to higher methane selectivity, makes the acidity a disadvantage in this reaction (Fig. 5). Chapter 4. A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2 on Embryonic Zeolite Supported Mo-Carbide Catalyst 79

Performance of Al-free EZ Si -5%(Mo2C)S in ODH-CO2 of ethane

The selected purely silicious EZSi material showed to be advantageous in the dispersion and stabilization of Mo2C while preventing deactivation due to coke formation (Fig. 10a, Fig. 5).

Indeed, MoS2-precursor supported on EZ extends the operating temperature range of Mo2C catalysts compared to previously published results [36,37,45], in addition to suppressing the unwanted side reactions of methanation and dry-reforming. Remarkably, the selectivity to ethylene is even higher at the same process temperature than in the thermal process (Fig. 10b).

The difference in ethane's catalytic and thermal conversion is due to some ethylene hydrogenation. Although the activity in ethylene hydrogenation is significantly lower on the catalyst than the one in CO2 conversion to CO, it is worth comparing the selectivity at different temperatures at the same level of conversion. T =800 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 ).

The selected catalyst (EZSi-5%(Mo2C)S) was tested at different temperatures, and its performance was compared with the thermal (without catalyst) transformation of ethane in the presence of CO2 (Fig. 11). Due to some partial hydrogenation, the apparent ethane conversion level at the same temperature was slightly lower than in the thermal process (Fig. 12). In order to compare the results, the data were linearly extrapolated to the same level of conversion. Three conversion levels of ethane were selected for the comparison: low conversion (15%), mid Chapter 4. A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2 on Embryonic Zeolite Supported Mo-Carbide Catalyst 80 conversion (40%), and high conversion (66%). In contrast to literature data on Mo2C type of materials [45], one can see that at about 50% of CO2 conversion to CO (reverse water-gas-shift reaction), the methanation and the dry reforming remained insignificant in the studied system (Fig. 11). In all cases, the ethylene selectivities in ODH-CO2 of ethane were found very close between catalytic and non-catalytic processes. The impact on ethylene selectivity did not exceed 1-3 % for all the conversion levels of ethane, which could be considered insignificant. One can see that the presence of catalyst allows achieving a 50% conversion level of CO2 without decreasing the selectivity to ethylene in comparison with the thermal process at the conversion of ethane up to 66% (Fig. 11). All the results were obtained in the temperature range 700-800 °C what is the industrially relevant temperature range for the ethane cracking. A detailed comparison with the ethane cracking of the obtained catalyst performance is given below.

Techno-economical analysis of the ODH-CO2 process based on an EZ Si -5%(Mo2C)S catalyst

As mentioned in the introduction section, the emerging technological solutions aim to produce ethylene from ethane with lower CO2 emissions in comparison with an ethane cracker.

The endothermic cracking of ethane (its C-C and C-H bonds require dissociation energies of 345 and 413 kJ/mol, respectively) to ethylene yield is limited. It requires high temperature and leads to the formation of side products such as aromatics and light gaseous. The catalytic conversion of ethane to ethylene in the presence of an oxidant is a potential solution to the problems outlined above. The ODH-E technology recently developed by Linde/Clariant reports CO2 emissions reductions in the 23-32% range compared to conventional steam cracking [18]. The EcoCatalytic's CL-ODH technology also claims a 64% substantial reduction in CO2 emissions compared to a state-of-the-art ethane steam cracker of the same capacity [22]. In the case of the state-of-the-art ethane steam cracker, hydrogen is the by-product. Such hydrogen could alternatively be used as a fuel for heat generation, leading to overall CO2 emission reduction.

In such a broader context, oxidative dehydrogenation of ethane in the presence of CO2 (ODH-CO2) is a promising economical and environmental alternative. This process directly utilizes hydrogen to transform CO2 into CO, which could further be used as the precursor for producing Steam cracking proceeds through free-radical mechanisms [65], which are inherently characterized by a vast number of species and reactions leading to wide product distribution.

Moreover, in steam crackers, acetylene is a by-product. Typically, the acceptable acetylene contaminant level in polymer grade ethylene products is 1 ppmv or lower. Since acetylene will fractionate with ethylene, it needs to be removed before the C2 fractionation step. An acetylene hydrogenation unit is often required to convert it to ethylene. Consequently, the downstream processing of a steam cracker requires multiple separation units, as shown in Fig. 13.

In a state-of-the-art ethane steam cracker, the traces of CO are hydrogenated to CH4, and the unconverted H2 is of low grade with a significant amount of methane. The ODH-CO2 process results in a significant amount of CO, significantly lower methane production, and some remaining hydrogen. So, the light end from an ODH-CO2 could be considered as syngas, which after an adjustment of hydrogen content, could be directly suitable for MeOH synthesis.

ODH-CO2 results in a lower amount of heavies, with almost no C3 fraction and no acetylene, detected in the effluent of the reactor, as seen in Table 4. That is very interesting for separation and, eventually, for the energy balance. On the other hand, the C2/CO2 fraction should not be necessarily separated and could be recycled back to the reaction session as a feedstock 

Introduction

Despite the constantly growing availability of renewable energy, the world will continue using fossil resources even after 2040 [1]. Amid the climate crisis: reaching net zero emissions of greenhouse gases by mid-century requires developing the solution for CO2 circularity and developing the low carbon route for olefins production. Olefins (petrochemicals) are rapidly becoming the largest driver of global oil consumption. They are set to account for more than a third of the growth in oil demand by 2030 and nearly half by 2050 [2]. Therefore, the problem of modernizing the downstream industry becomes more and more acute. This also applies to processes associated with the processing of ethane, which is present in many streams often sending to a flare, sold out at its calorific value for energy generation, or used for olefins production in a conventional ethane steam cracker.

New trends are emerging to reduce GHG emissions of the downstream industry, for example, the oxidative ethane dehydrogenation in CO2 presence (ODH-CO2 [3]) and others related to the circularity of CO2.

Depending on the conditions and nature of the catalysts, several side processes may occur, leading to the formation of undesirable products. The contribution of dry reforming of ethane (DRE), secondary processes of olefins conversion to heavies, or CO2 methanation become the challenges for the commercialization of a new process. Therefore, it is important to master the factors allowing selective formation of the target products (either olefins or CO).

Regarding monometallic Mo2C-based catalysts discussed in Chapter 4, reoxidation of the Mo-carbide phase with CO2 to the corresponding metal oxide is another challenge to be understood and controlled. The focus of this chapter is to improve Mo2C-based catalysts' stability and to understand better how to control the performance of this type of catalyst.

Based on the results reported in Chapter 4, one can see that the conversion of ethane on Mo2C-based catalysts varies significantly depending on the recipe, WHSV, partial pressure, and the ratio CO2/C2H6. The temperature increase leads to a higher conversion of both ethane and CO2. In general, all the discussed reactions are endothermic and more favored at a higher temperature according to thermodynamic [4,5].

The selectivity in the reaction on molybdenum carbide-containing catalyst can be adjusted for both ODH-CO2 of ethane and DRE routes. The ODH-CO2 opens an opportunity for low-carbon olefins production (Chapter 4), while the DRE route is an efficient way for CO2 circularity in a refinery. The orientation of the selectivity can be performed by doping [6] or variation of operating conditions: WHSV, partial pressure, ratio C2/CO2, and temperature [7].

The ambitions to reduce GHG emissions from the Liquified Natural Gas (LNG) plants and the chemical industry require valorization of the off-gas streams, typically rich in ethane.

Transformation of CO2 via a reaction with those waste streams results in double benefits: avoiding CO2 emissions from flaring and CO2 utilization via re-circularity at the refinery.

Dry reforming of methane (DRM, reaction 1) [8] seems to be an attractive solution. Still, it is very challenging for commercial implementation due to the process's very high reaction temperature and high endothermicity. Currently, there are no commercial purely dry reforming units on stream worldwide. A part of the challenge is related to catalyst coking, and another issue is to process/reactor design. In the case of dry reforming of C2-containing streams (reaction 2), the temperature would be much lower, and the problem with cooking is possible to mitigate. One should mention that in many cases, there is no opportunity to valorize ethylene produced from ethane [9]. So, the main interest of the co-processing of the CO2 and C2-rich streams in CO2 transformation to CO in a reforming process.

Recently, a "super-dry" CH4 reforming reaction for enhanced CO production from CH4 and CO2 was proposed [10] "Super-dry" reforming: CO2 + ⅓CH4 ↔ 4 ∕3CO + ⅔H2O, H298K = +109.9 kJ/mol (3)

"Super-dry" reforming of ethane:

CO2+ 1 /5C2H6 ↔ 7 /5 CO + 3 /5H2O, H298K = +111.1 kJ/mol (4)
The idea of "super-dry" reforming is based on the utilization of the hydrogen produced by a dry reforming process in situ to perform the reverse water-gas-shift (RWGS) reaction. The catalysts comprise a combination of a classic reforming catalyst (e.g., Ni/MgAl2O4), a solid oxygen carrier (Fe2O3/MgAl2O4), and a CO2 sorbent (e.g., CaO/Al2O3). The autothermal coupling of these three different processes resulted in higher CO2 utilization per mol of converted methane costs 100 €/t, and the green hydrogen costs 6000 €/ton, the cumulative benefits from the valorization of a ton of ethane via DRE route would be about 2873 €. This is about three times higher than if one would transform ethane to ethylene. So, in the current economical environment, the dry reforming of ethane [11][12][13] is even more economically interesting than ethylene production.

This chapter reports the optimization of monometallic Mo-containing catalyst for ODH-CO2 of ethane and the impact of of molybdenum-based materials modification by doping with cobalt. The ultimate goal is to promote a dry reforming route and to get insights in the spent catalyst.

Results and discussion

Optimization of monometallic Mo2C-based catalysts

Mo-species on the monometallic catalyst

The catalytic behavior of the Mo2C supported over embryonic zeolite in ODH-CO2 was discussed in detail in Chapter 4. We also studied the influence of the nature of the carbide's precursors (oxidic vs. sulfidic). It was shown that catalysts based on sulfide precursors demonstrated more stable performance and higher hydrogenation activity. Utilization of low acidic embryonic supports led to lower ethane and CO2 conversion than on highly acidic zeolitic support at the same conditions. However, low acidic support prevented fast deactivation due to negligible coke deposition on the catalyst.
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The hypothesis about a transformation of sulfide to carbide phase during the ODH-CO2

was initially introduced based on the analogy with the conversion of molybdenum oxide to the carbide in the direct methane aromatization (MDA) and in the dry methane reforming (DRM). In general, the 'sulfidic precursors conversion to carbide' concept is based on several experimental proofs:

1. It was determined by ICP elemental analysis and by SEM-EDS that the S-content decreased on the spent samples. From SEM-EDS images, we could measure that the S/Mo ratio in the initial sulfide sample was about 2/1 and in carbide form -0.42/1. Thus, it was clear that the sulfide phase changed (Fig. 1). By ICP-MAS analysis of the same samples, that the decrease in sulfur was even higher, around 5.7 times vs. about 5 times by SEM-EDS. 

2.

As discussed previously, the transformation of Mo-sulfide to carbide was reported in the literature before [14]. MoS2 interacts with methane at 780 °C forming Mo2C layers. Mo oxides transformation to the corresponding carbides in the presence of ethane and butane was also reported [15]. So, one can assume that sulfide could also be transformed to the corresponding carbide by reaction with heavier alkanes in the same way.

Chapter 5. Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 98 3. The treatment at a temperature below 800 °C in an inert environment resulted in no changes in MoS2 structure. More interestingly, the EZSi-5%MoS2 used in a hydrocarbon-free environment in CO2 hydrogenation (RWGS, reverse water-gas-shift) in the temperature range 700-750 °C, demonstrated not only a stable performance of the catalyst but also a conservation of the sulfidic phase (Fig. 2). 

4.

The XRD technique confirmed the presence of some MoO2 phase in the spent ODH-CO2 catalyst (Fig. 3). It can be explained by the reoxidation of the formed Mo2C-phase with CO2.

Nevertheless, for the sample tested in ODH-CO2 of ethane at 800 °C, the Mo2C peaks were still well observed. This result suggests that the kinetics of the Mo2C formation from oxide is faster than the reoxidation with CO2 at high temperatures. Thus, direct oxidation of MoS2 to dioxide could be excluded based on its stability under CO2 flow. 

5.

The TGA analysis of the spent EZSi-5%Mo2C (Fig. 4) exhibits a specific for Mo2Ccontaining samples weight increasing (+0.3%), related to the carbide oxidation to oxide under air.
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Characterization by X-Ray diffraction of Mo-carbide phases produced from different precursors

The effect of the nature of carbon source on the formation of Mo2C structure was reported in the literature [15]. The authors concluded that the utilization of ethane or butane dramatically reduces the particle size of carbide species compared to the one produced with methane. This is also related to the low temperature required to form the carbide phase with ethane than with methane. With an ethane source, a full conversion of MoO3 to Mo2C already occurs at 630 °C [15]. Therefore, detection of the well-dispersed carbide by XRD in the sample prepared with a non-methane carbon source is difficult to achieve. The Mo2C could only be detected on the spent samples in case of accumulations caused by several reduction/reoxidation cycles.

After studying different samples, carbide peaks were only observed for the spent samples on ODH-CO2 of ethane at 800 °C (Fig. 3). The EZSi-(5%Mo2C)S-800 contained peaks at 26, 34. It turned out that on the samples aged at low temperatures the size of Mo2C is too small to be easily detected by XRD. The smaller particle is also easier to reoxidize to MoO2. Therefore, the contribution of the reoxidation to MoO2 is significant in the temperature range between 700-750 °C. It was reported that the transformation of MoO2 to Mo2C with methane [17] or with CO [18] is significant only at a temperature as high as 900 °C. For the studied nanoparticles in a reaction with ethane/ethylene, a lower carburization temperature of MoO2 can be assumed. Thus, one can assume that there is a kind of reversible equilibrium for the oxidation and reduction process over the surface of the catalyst. It is known that the catalyst activity is defined by the number of accessible active (Mo2C) species. .Since these species have a strong affinity to agglomerate due to the reduction/reoxidation reaction, which in turn leads to an increase of the particle size, it is expected to be the main deactivation mechanism.

Optimization of the activity of Mo2C-based samples in co-processing of CO2 and ethane by different pretreatment

As shown in the previous Chapter 4 (Fig. 9), an initial drop in CO2 conversion is observed for all the sulfide-derived catalysts. To improve the performance, a deeper investigation of the role of sulfidic precursors was performed.

A carbon build typically characterizes the initial reaction step up on the samples up to 1-2 wt%. After the initial build-up, the carbon content remains the same until the end of the test. The key reason for the formation of carbon species is the transformation of the MoS2 precursor to the Mo2C phase. This step corresponds to the peak in activity. After the transformation, the Mo2C (reaction 5) phase in an atmosphere of CO2 was partially reoxidized to MoO2-phase (reaction 6).

MoS2 and Mo2C phases are highly active in CO2 hydrogenation, while MoO2 is not active at all. So, the partial reoxidation provoked a drop in activity till reaching the equilibrium between Mo2C and MoO2 phases. Eventually, a kind of equilibrium between Mo2C and MoO2 phases co-existing on the samples resulted in a stable catalyst activity. The equilibrium ratio between the oxide and carbide phases depends on operating conditions.

MoS2 + CH2-source → Mo2C + H2S (5)

Mo2C + 5CO2 → 2MoO2 + 6CO (6)
To identify the parameters fregulating the activity of catalysts, a series of additional experiments was performed. The prepared samples differed in the preparation route of the oxidic precursor's phase and the wt.% of the active phase. Molybdenum oxides for sulfurizing were obtained by wet impregnation (WI) and hydrothermal treatment (HT). Between the samples with 5wt.% of the active phase, HT precursor in sulfidic form showed the highest average conversion for both C2H6 dehydrogenation and CO2 hydrogenation (Fig. 5a). The average CO2 and ethane conversion over EZSi-(5%Mo2C)S-HT and EZSi-(9%Mo2C)S-HT were very similar. CO2 conversion over EZSi-(5%Mo2C)S-HT was 45.5%. Higher active phase content allowed further improving stability in CO2 conversion (Fig. 5b). After 200 minutes-on-stream, a stabilized conversion at the level of 44-43% (EZSi-(9%Mo2C)S-HT) was obsreved.

The effect of WHSV on CO2 conversion was studied on EZSi-(9%Mo2C)S-HT (Fig. 5a,b). The minimization of the initial CO2 conversion was reached after decreasing the contact time. A comparison of the performances of EZSi-(9%Mo2C)S-HT catalyst at WHSV=5.9 and 11.8 h -1 shows Chapter 5. Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 102 2 times lower value of CO2 conversion between the initial and the value at 250 min. The selectivity of the products for these four samples was very similar to each other. The main product remains ethylene, with a selectivity of 92-94%. Thus, the formation of a heavy fraction cannot affect the stability of the operation in any way.

All spent catalysts were studied by XRD to detect the formation of some crystalline phases (Fig. 6). The formation of the MoO2 phase correlates with the CO2 conversion in all the cases: EZSi-(5%Mo2C)S-WI (WHSV=5.9 h -1 ), EZSi-(5%Mo2C)S-HT (WHSV=5.9 h -1 ) and EZSi-(9%Mo2C)S-HT (WHSV=5.9 h -1 ). For the sample EZSi-(9%Mo2C)S-HT (WHSV=11.8 h -1 ) with the most stable carbon dioxide conversion, low-resolved peaks of MoO2 and some Mo2C traces were indicated. Thus, increasing the WHSV is an option for improving the lifetime of the presented EZ-Mo2C catalytic systems and to favor the presence of Mo2C/MoS2 species vs. MoO2 on the catalyst. Several conclusions may be drawn by comparing results on the EZSi-(x%Mo2C)S catalyst from the current work and the others Mo2C-based systems from the literature (Table 1). In literature, the Mo-carbide-based systems were tested only at low temperatures in CO2 + ethane co-processing. The catalyst obtained in the current work on the MoS2-precursors is much more active in CO2 hydrogenation than the reported in the literature samples while maintaining very high selectivity to ethylene (Table 1). 

Conclusion for the monometallic Mo2C-based catalyst characterization and tuning

For intermediate conclusions, it is summarized the phases' transformation properties and demonstrates catalytic behaviors for Mo2C-based systems. Based on the literature and experimental data analysis, one can conclude:

-No MoS2 reoxidation under CO2 environment; MoS2 shows a significant hydrogenation activity;

-The gradual transformation of MoS2 to Mo2C occurs under a hydrocarbon environment;

-Reoxidation of Mo2C to MoO2 takes place in CO2 environment; -Mo2C shows a significant hydrogenation activity in CO2 to CO; -MoO2 species are inactive in hydrogenation and show a strong tendency to agglomerate. MoO2 agglomeration is the origin of catalyst deactivation;

-MoO2 species are bulkier, and their content could be higher than carbides due to the catalyst oxidation;

-In the presence of both ethane and CO2, both Mo-carbide and Mo-oxides species coexist on the catalyst surface; its ratio is defined by operating conditions;

-The intensification and stabilization of the catalytic behavior are possible by precursors optimization;

-Precursors optimization is performed on the oxide preparation step; -Hydrothermal precursors (HT) are more efficient than wet impregnated (WI); It provides an increase in the CO2 conversion of about 10%;

-Precursors modifications do not prevent the catalyst's reoxidation; -A complex approach based on a combination of higher content of the active phase and the hydrothermal treatment (9 wt.% Mo, HT) of the precursors lead to the most promising results. It results in higher activity and better stability of CO2 conversion;

-Improving the activity of Mo2C-based samples allows retain the ODH-CO2 pathway without the intensification of co-processes.

Cobalt-doped molybdenum catalysts

The doping with cobalt was done in view of reducing the oxidation degree of the Mo2C to MoO2.

Characterization of the catalysts

Characterization of the cobalt-doped samples performed in contrast to monometallic samples.
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with Mo or Mo-Co conserved the original X-ray amorphous structure (Fig. 7). For earlier discussed monometallic samples (wet-impregnated (WI), and hydrothermally synthesized (HT)) no visible peaks appear in the diffractogram (Fig. 7). The low intense peak around 26° for Mo-Co loaded samples could be attributed to the mixed oxidic phase (MoO3 and CoOx). The EDX mapping (Fig. 8)

indicates uniform metal distribution in the EZ samples regardless of their composition. Raman spectroscopy was used to identify the nature of the metal phase in the monometallic and bimetallic EZ-supported catalysts (Fig. 9). The Raman spectra of both samples EZSi-5%Mo-WI and EZSi-9%Mo-HT, show a presence of the similar oxidic species. The bands at of a high amount of CO. CO selectivity on EZSi-(5%Mo2C-1%CoxC)S was 86%, while ethylene selectivity was around 12%. The heavies content increases with C2 conversion growth. The higher selectivity to CO suggests that the reaction proceeds according to the dry reforming mechanism.

Thanks to dry reforming the ethane could be converted to both ethylene and CO. We employed the terms "ODH-CO2-route" for processes with high selectivity to ethylene and "DREroute" for mostly CO production process. However, it should be taken into account that none of the routes achieves 100% selectivity. Thus, instead of displaying "ODH-CO2 of ethane (C2)" on catalysts, we discuss "ethane (C2) co-processing with CO2 on catalysts". This is ethane processing with CO2 with a tendency to be one of the mechanisms. Product selectivities henceforth are presented as all C-products selectivities (Fig. 11).

WHSV impact on catalyst performance

The effect of the tuning weight hourly space velocity (WHSV) on C2 dehydrogenation in CO2 presence was studied at 700 and 750 °C.

At 700 °C the WHSV tuned from 5.9 to 11.8 h -1 (Fig. 12). It resulted in a change of preferable reaction pathway (to ODH-CO2). When CO2 conversion at 700 °C and WHSV 5.9 h -1 reached about 72%, at WHSV=11.8 h -1 it was 22.3%. Ethane conversion had also changed, it decreased from 32 to 18.2%. Ethane and CO2 conversion on EZSi-(5%Mo2C-1%CoxC)S and WHSV=11.8 h -1 were superior to analogous values at EZSi-(5%Mo2C)S at WHSV=5.9 h -1 (Fig. 11). WHSV regulation on bimetallic samples allows tuning of the preferable ethane processing pathway. At higher WHSV and lower contact time, the process is set to ethylene production.

Product selectivity distribution proves that an increase in WHSV prevents the dry reforming. At lower WHSV the process is more selective to CO production. At 700 °C, ODH-CO2 performed on Chapter 5. Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 110EZSi-(5%Mo2C-1%CoxC)S (WHSV=11.8 h -1 ) allowed converting a higher amount both CO2 and ethane reactants than on Mo monometallic samples.

The EZSi-(5%Mo2C-1%CoxC)S sample at WHSV=11.8 h -1 showed stable selectivity independently on the conversion level (Fig. 13a,b). Thus, Co-doping leads to a stable catalytic performance at 700 °C [26]. It was founded a lower selectivity for heavies at WHSV=5.9 h -1 , despite the longer contact time (Fig. 12b). If heavier condensed products were formed, they could be determined using TGA.

The TG measurement for spent EZSi-(5%Mo2C-1%CoxC)S showed a formation of 1.4% of coke at WHSV=5.9 h -1 . It indicates that dry reforming conditions lead to the condensation of heavy products. Compared with earlier results under ODH-CO2 and monometallic catalyst, the carbon content lower than 2% is an improvement [26]. For the second sample (WHSV=11.8 h -1 ), the formation of coke was almost not recorded (Fig. 14). The formed olefins and aromatics did not pass into coke.

It was noticed that the ethane conversion level on EZSi-(5%Mo2C-1%CoxC)S (WHSV=11.8 h - 1 ) was similar to results on monometallic EZSi-(5%Mo2C)S (WHSV=5.9 h -1 ). In order to compare these results, the data for the MoS2-derived sample was linearly extrapolated to the same level of conversion of ethane (18.2%) (Fig. 15). It was equivalent to a temperature increase of 7 °C for a monometallic sample. After extrapolation, ethylene selectivity attained a similar level. The sum Chapter 5. Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2

112 By the analogy with experiments at 700 °C, at 750 °C were performed, experiments with various WHSV. Similar to the experiments at 700 °C at WHSV=5.9 h -1 the preferable pathway was DRE, and the minimal value at 750 °C was equal to 11.8 h -1 . The highest value was obtained by increasing this parameter by 50%: 17.7 h -1 . At WHSV=17.7 h -1 , CO2 conversion was lower than for ethane (41.3%) and reached 33.6% (Fig. 16). Products contained mostly ethylene and some methane and heavies. It indicates the occurrence of two routes in the system: ODH-CO2 and DDE.

Ethylene selectivity was 67.5% (Fig. 16b). Whereas at WHSV=11.8 h -1 DRE was preferred, and CO2 conversion was 1.5 times higher than ethane conversion. CO selectivity was around 70%.

Methane and heavies selectivities were slightly higher than for samples tested under DRE-route at 700 °C (Fig. 12b).

Thus, the variation of WHSV is an efficient option to adjust the CO2 and ethane conversions and the product distribution over the Co-doped Mo carbide catalytic system. 

Impact of reaction temperature

In order to understand the impact of temperature on the selectivity of ODH-CO2 or DRE pathways, the EZSi-(5%Mo2C-1%CoxC)S catalyst was tested at 700, 730, and 750 °C at WHSV=11.8 h -1 . The increase in the temperature from 700 °C to 750 °C resulted in a significant rise in ethane and the CO2 conversion from 730 °C (Fig. 17a).

One can see that the ratio CO/C2= could be used as a simple descriptor of the reaction pathway. If the ODH-CO2 pathway dominates, the ratio should be 1 or lower. A significantly higher Chapter 5. Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 113 ratio leads to a strong contribution of the dry reforming reaction. Based on the stoichiometry, one can see that at 700 °C, a major part of ethane substantially transforms according to ODH-CO2 route, while at 750 °C, about 55% of ethane reacted via the reforming pathway and 40% reacted via ODH-CO2 (CO/C2H4 ratio ~5.6, Fig. 17b).

Since there are competing processes in the system, it was important to include CO in the selectivity calculations (Fig. 17c). The ethylene selectivity decreased from 69 to 26%, and the selectivity to CO increased from 28 to 70.7%. An increase in the selectivity to methane was also observed, and a decrease in the selectivity to heavies at higher temperatures (Fig. 17c). The lower selectivities to heavies could also be explained by their participation in the reforming with the formation of methane. 

Oxidic vs. sulfidic bimetallic precursors

In the previous chapter, the behavior of the oxidic and sulfidic precursors for monometallic catalysts was compared. The same approach was applied to Co-Mo systems. At 700 °C the performance of oxide-derived samples was similar to EZSi-(5%Mo2C-1%CoxC)S. The molar ratio reacted components corresponded ODH-CO2 selectivity pattern (Fig. 21). In contrast to the oxidic and sulfidic precursors of the monometallic samples, for the Co-containing system, the difference between various precursors was not significant at 700 °C (Fig. 21). Chapter 5. Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 117 Ethane conversion differed by less than 1%. Ethylene C2 products-based selectivity for these samples was at the same level of 95%. The comparison of total carbon products selectivity showed (Fig. 21c) that sulfidic precursors improved hydrogenation function. CO selectivity was lower than on EZSi-(5%Mo2C-1%CoxC)S at 6 and 8% for the EZSi-(5%Mo2C-1.7%CoxC)S and EZSi-(5%Mo2C-1%CoxC)S, respectively.

Regarding higher temperatures, one can see that cobalt doping significantly improved the performance of the oxide-derived carbide catalysts. At 750 °C the differences between oxidic and sulfidic-derived samples in CO2 conversion became more noticeable (Fig. 22). It seems that the utilization of the oxidic precursors for the bimetallic catalyst is more advantageous, in particular, if the DRE pathway is targeted (Fig. 22). The DRE contribution on EZSi-(5%Mo2C-1.7%CoxC)O was near 70%. The results obtained on the oxide-and sulfide-derived carbides strongly depend on the temperature. The oxidic form performs similarly for ODH-CO2 and is even preferable for dry reforming of CO2.

Study of the spent catalysts

3.1. XRD study

Sulfide-derived catalysts

The effect of cobalt doping on the resistance of catalysts to oxidation or other modification has been studied. Based on the XRD results (Fig. 23), the stability of Mo2C species to reoxidation on Co-doped materials in comparison with the results on monometallic systems significantly increased.

The analysis of the formed phases showed mostly the presence of carbon nanotubes (CNT) and Mo2C. Although the presence of MoO2 could not be completely excluded, one can neither confirm its presence based on the available diffractogram (Fig. 23). Typically, peaks at 26, 37.4 characterize the MoO2 presence, and 53.5°. Well-graphitized multi-wall CNT (MWCNT) show peaks at 26° (002) [27], 42-44° (100) [28,29], 53° (004) and 78° [START_REF] Yelisseyev | Photoluminescence of lithium thiogallate LiGaS_2[END_REF]. High crystalline ß-Mo2C (Pbcn) shows peaks at 34.3, 38.2, 39.4, 52.2, and 61.7 °. The peak at 39.4° is generally the most intensive in the XRD pattern of ß-Mo2C.

Thus, in Fig. 23 for the spent sample (EZSi-(5%Mo2C-1%CoxC)S) at 700 °C (Fig. 24b) 2 peaks (34.3 and 39.2 °) were displayed and attributed to ß-Mo2C phase. The peaks at 39, 53 and 62°

were attributed to Mo2C phase. The CNT presence was confirmed by SEM, thus, the peak at 26° could also be attributed to the presence of CNTs in coke depositions (Fig. 24c). Chapter 5. Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 120

The comparing with the Mo-based structure (Fig. 5), clear evidence of MoO2 presence was not revealed. Thus, Co doping improved carbide catalyst oxidation resistance. This positive effect appears under both ODH-CO2 and DRE conditions. The CNT presence at this stage does not lead to the activity decline. The role CNTs in catalysis under the studied conditions is still unclear. The agglomeration by reduction/reoxidation mechanism is much less pronounced for the bimetallic system (Fig. 23).

In the co-processing of ethane with CO2, the bimetallic with catalyst Co-doping showed significantly higher carbide phase stability (Fig. 25). For the spent (EZSi-(5%Mo2C-1%CoxC)S-700, WHSV=11.8 h -1 , and EZSi-(5%Mo2C-1%CoxC)S-750, WHSV=17.7 h -1 ), the XRD pattern neither revealed MoO2 presence, only the carbide phase was present. For the samples tested at lower WHSV with higher carbon deposition, XRD patterns indicated the presence of CNT in addition to the carbide phase ( EZSi-(5%Mo2C-1%CoxC)S-700, WHSV=5.9 h -1 , EZSi-(5%Mo2C-1%CoxC)S-750, WHSV=11.8 h -1 ). All the studied spent catalysts consisted of amorphous-like embryonic bulky aggregations with minor deposited CNT structures (Fig. 24a,c,d) or without it (b). One can see on SEM images that CNT formation under conditions favoring the reforming pathway (DRE) occurs in higher extent (Fig. 24a,c). For the tests performed on the bimetallic catalyst under conditions favoring ODH-CO2, CNT formation was observed only at 750 o C or higher (Fig. 24d).

Oxide-derived catalysts

XRD patterns of the spent catalysts prepared from the oxidic precursors are given in 

Raman characterization

Raman spectroscopy could be useful for analyzing carbon-rich materials. Typically, the presence of RBM (Radial Breathing Mode), D, and G bands in the Raman spectrum allows confirming the presence of carbon nanotubes [30]. However, given the previous results for monometallic samples, the data may be distorted in the presence of coke. The difference between the D-G bands from carbon deposition on the catalyst and from CNT could not be made by the D-G bands' character. The bands may overlap and mask the information [30]. The spectrum of CNTs with some fillers may look similar to the coke deposition on the catalyst. [28,31].

Asymmetrical and overlapped G band for CNT structures may be due to defects [32]. Therefore, even an approximate estimate of the presence of coke in the presence of nanotubes is difficult.

In the spectra of the spent samples, no RBM bands were observed, so it was not possible to confirm by Raman the presence of the nanotubes (Fig. 28). 

Thermogravimetric characterization

The catalysts were tested at different temperatures, and at different reaction conditions to maximize ethylene or CO production, (ODH-CO2 and DRE). All spent catalysts were characterized by thermogravimetric analysis. The first weight loss in the TGA profiles (Fig. 29) from room temperature to 120 °C is due to the desorption of adsorbed moisture from the atmosphere. A following slight weight increase to 470 °C is specific for the oxidation reaction of Mo2C to MoO3. For samples tested at 700 °C, no high-temperature weight loss was detected. Based on that, one can conclude that almost no coke was formed at this temperature. The TG curves of the samples tested at 730 and 750 °C had the same shape as for EZSi-(5%Mo2C)S (Fig. 29). The final weight loss that started around 480 °C, could be attributed to the burning-off of the hard coke, which was deposited during the reaction and the formation of CNTs. The weight loss was increased with the increase of the temperature of the catalytic test.

A comparison of monometallic and bimetallic samples was performed (Fig. 30). Moisture desorption, carbide oxidation, and coke combustion were detected (EZSi-(5%Mo2C)S). The weight losses for EZSi-(5%Mo2C)S-700 and EZSi-(5%Mo2C)S-750 were at the same level. However, for bimetallic samples tested at the same temperatures, the difference between them was about 14% (EZSi-(5%Mo2C-1%CoxC)S-700 and EZSi-(5%Mo2C-1%CoxC)S-750).

The TGA curves measured for EZSi-(5%Mo2C-1%CoxC)S tested under conditions favorable for ethylene production (ODH-CO2) and on the conditions maximizing CO yield (DRE) at various temperatures were compared (Fig. 31). The total weight decreases for samples operated under DRE was much higher than for the one under ODH-CO2. The difference is mainly due to a higher amount of hard coke formation. Expansion in chemicals is one of the upcoming trends in the transformation of the petrochemical industry, and ethane transformation is an important part of the downstream evolution. A significant portion of the recent investments in olefins was in gas-based petrochemistry, either in ethane steam cracking (ethylene production) or in propane dehydrogenation (propylene production). The transition is a part of the efforts to transform "a fuel refinery" into the "refinery of the future [1]. However, the CO2 emissions of a refinery of future per ton of olefins are significantly higher than traditional petrochemical production because the feedstock is produced on purpose via several hydrotreatment steps. Thus, an increase in the amount of chemicals production at a refinery from 10% to 25-40% may almost double the carbon footprint (CO2/ton) from 1-1.5 to 2.4 -2.6 [2]. Consequently, high carbon footprint is not acceptable given the zero carbon emission target in the industry. In addition, the technologies to produce fossil products are less and less attractive for investors unless the production is low carbon. Thus, the downstream sector needs to rethink how olefins will be produced in the future. Among the options to decarbonize the production of chemicals, a combination of olefins production with CO2 utilization is an important topic for the next decades in the quest for the downstream industry transformation. This approach may even lead to a carbon-negative technology for olefins production from the fossil feedstock.

The idea is to directly use the hydrogen produced as a by-product by the processes or benefit from the heat of the process with a low carbon/green H2 co-feeding. This perspective requires the development of a new catalyst, which could selectively hydrogenate CO2 in the presence of hydrocarbons. Metal sulfides are known for CO2 hydrogenation to high-value products, such as methanol, dimethyl ether, CH4, light alkenes, jet fuel, or CO. The MoS2-based catalyst showed promising results in CO2 methanation and methanol synthesis. For example, Hu et al [3]. investigated the ODH-CO2 with MoS2 at 50 atm, 300 °C; this system obtained MeOH with 94.3% selectivity. Primo et al [4]. applied oriented MoS2 nanoplatelets at 10 atm at 300-600 °C for the CO2 methanation with the 100% key product selectivity. ZnS was used for the direct nonoxidative dehydrogenation of ethane at 550 o C, showing about 10% of conversion [5]. However, these materials are not sufficiently stable at high temperatures (above 700 °C), where ethane conversion per pass could reach a significant level. Thus, up to now, there is not any report on the utilization of metal sulfides for ODH-CO2.

Catalytic behavior of sulfur-free gallium-containing systems in ethane dehydrogenation and CO2-assisted oxidative ethane dehydrogenation was also studied [6][7]. A significant influence of the nature of the substrate on the deactivation of Ga-containing catalysts in the ODH-CO2 has been reported [8]. The samples exhibited low tolerance to coke formation. Most of the studies of ethane dehydrogenation on Ga-containing materials demonstrated the selectivity to ethene >90% with the low amount of the aromatic fraction [9]. Zeolites (HZSM-5 [6], HSSZ-13 [9]) and oxides (TiO2 [10], Al2O3 [11,12]) were used as carriers of the Ga-containing active phase.

However, for CO2-assisted reactions on these catalytic systems, only the results at low conversion were reported. The conversion was about 10% over Ga/TiO2 [10] at 700 °C, and only 3.2% over FeGa@ZSM-5 [13] at 600 °C. The performance of unsupported Ga-containing materials is still seldom reported in the literature.

Alkali ternary thiogallates are one of the varieties of the unsupported Ga-containing materials. They exist in several structure types. The most known and the most well-studied is AGaS2 (A=Na [14], Cs [15], Ag [16][17][18]) family of materials. Several novel members in this family, Na6Ga2S6 [19] and A5GaS4 (A=Li, Na) [20], were recently discovered.

A standard protocol for synthesizing the various ternary AxGaSy materials involves heating to 650-800 °C for several hours in the sealed quartz ampoule [14,20]. A few studies report the low-temperature synthesis route to alkali-containing ternary thiogallates, which is more advantageous for industrialization. For instance, AgGaS2 [18] was obtained at 300 °C under the N2 atmosphere in the presence of oleates. The first solvothermal synthesis of AgGaS2 was reported by J. Hu et al [17]. Tetragonal crystals (a = 5.7538 Å, c = 10.3026 Å) with the size of 5 -12 nm were prepared using ethylenediamine as solvent and template at the same time at 180-230 °C for 10 h. Nanoflowers with similar composition (AgGaS2) and the tetragonal unit cell (I-42d space group, a=5.76 Å and c=10.3 Å) were described by Yuan et al [21]. The nanocrystalline tetragonal phase (a = 5.523 Å, c = 11.141 Å) CuGaS2 was also synthesized by a solvothermal approach by Lu et al. [22]. In contrast, the literature is silent about a solvothermal crystallization of AGaS2 (A=K, Chapter 6. Ethane oxidative dehydrogenation with CO2 on thiogallates 134 Na, Cs) in monoclinic configuration. Up to now, the monoclinic structure of KGaS2 [23,24], NaGaS2

[14], CsGaS2 as well as Cs2Ga2S5 [25] were obtained only by solid-state reaction at 600-900 °C.

The alkali thiogallates, e.g., AgGaS2, are known for their photocatalytic activities [26,27].

For instance, Lee and al. studied the photocatalytic activity of AgGaS2 nanoparticles in H2S splitting reaction to produce hydrogen [26]. The same group also reported the utilization of AgGaS2-type photocatalyst for H2 production from water [28]. Besides the photocatalytic activity, a distinctive feature of the alkali thiogallates is their exceptional thermal stability (800-900 °C) which is not very common for Ga-containing materials. Another advantage of these compounds is their potentially high coking resistance thanks to the sulfur present in the structure and their moderate hydrogenation activity. Hence, we considered these materials as potentially a promising catalytic system for the ethane ODH-CO2 reaction.

For many metals, such as Mo and Fe, a transformation to the carbide phase occurs over 700 °C under a hydrocarbon environment [29,30]. In contrast, gallium carbide would not be formed under these conditions, which is also one more reason to focus on the alkali thiogallates.

The alkali ternary thiogallates will remain in their initial state while preventing the reduction of gallium to the individual metal. These systems as catalysts for ethane oxidative dehydrogenation with CO2 have never been reported.

The present study reports the synthesis of monoclinic potassium ternary thiogallate (KGaS2) and its application in ODH-CO2 of ethane.

2.Results and discussion

Synthesis and characterization of the catalysts

In the presence of amines, the crystallization of gallium sulfides may occur in different pathways. The synthesis usually results in octahedral clusters, e.g., Na5(Ga4S)(GaS4)3•6H2O [31],

anionic layers, e.g. [Ga4S7(en)2] [32] with gallium atoms trigonal-pyramidally coordinated by sulfur, or [GaS2] -layers, e.g., NaGaS2 [14]. In this contribution, we focused on a solvothermal synthesis of thiogallates with ethylenediamine and 1-2-(aminoethyl)piperazine. In the absence of the potassium cation, the preparation resulted in the amorphous phase with AEP and the nondefined low crystalline phase of gallium sulfide with EDA (Fig. 1). Representative SEM images of Chapter 6. Ethane oxidative dehydrogenation with CO2 on thiogallates 135 obtained solids are shown in Fig. 2. The presence of inorganic cations, e.g., potassium, plays the role of a structural directing agent and drives the formation of a well-crystallized material (Fig. 1).

The resulted thiogallate, synthesized with potassium and EDA, was determined as KGaS2. The powder X-ray diffraction (PXRD) patterns of the obtained product powder showed patterns similar to NaGaS2 and K0.56Na0.44GaS2. 14 The ICSD structure of KGaS2 published in the Inorganic Crystal Structure Database (ICSD collection code 107928) is questionable; indeed, it refers to Delgado's study [33], the object of which is the analysis of the compound TlGaSe2. To make a proper analysis of our PXRD patterns, the profile matching has been performed on the Chapter 6. Ethane oxidative dehydrogenation with CO2 on thiogallates 136 basis of two previously reported structural analysis of KGaS2. A first structure solution of KGaS2 using single crystal data resulted in the non-centrosymmetric space group Aa [34] The obtained KGaS2 with EDA crystals are 1-2 µm large with a plate-like rectangular shape (Fig. 4a). For AEP-templated thiogallates, the obtained crystallites were the same size and morphology, as the particles are highly agglomerated (Fig. 4b). The EDS mapping of EDA-synthesized KGaS2 crystals showed a uniform distribution of all elements (Fig. 5). According to the EDS analysis, the molar ratio K: Ga: S ratio is 1: 1: 1.9 (Fig. 6). A similar S/Ga ratio (below 2) was reported in earlier studies for the alkali-containing thiogallates obtained by solid-state high-temperature synthesis [14,36]. The collected UV-Vis spectra of KGaS2 were identical to the NaGaS2 spectra reported by V. Klepov et al. [14] (Fig. 7). The accumulated spectrum showed a curve with the characteristic intense peak at 280 nm and the two weak peaks between 330-470 nm. The specific surface area of the EDA-synthesized KGaS2 determined by N2 physisorption was 12 cm 2 g -1 , which is a typical value for the non-porous material with a size of about 1 µm. The physicochemical analysis of solvothermally synthesized K-thiogallate showed that it is structurally identical to the KGaS2 obtained by solid-state high-temperature synthesis.

Synthesis optimization

The influence of the molar ratio of Ga/S/K on the crystallization results was studied. The products obtained with the molar ratio (Ga/S/K=1/5.7/2.3) showed the presence of some Chapter 6. Ethane oxidative dehydrogenation with CO2 on thiogallates 139 amorphous parts. At the same time, the sulfur excess in the mixture (molar ratio Ga/S/K=1/25.5/2.3) led to a solid of higher crystallinity (Fig. 8).

The crystallization time was varied from 1 to 7 days. After 1 day (Fig. 9), the product already contained a crystalline phase. The SEM inspection showed a mixture of crystallites 200-300 nm and 1-3 μm (Fig. 10). With further prolongation of the reaction time to 4 days, the nanosized crystals disappeared, and the particle size distribution became uniform. The changes in the crystal size were coupled with an increase in X-ray crystallinity. Further extension of the synthesis time to 7 days did not result in changes in morphology and crystallinity.

The impact of ethanol and water on the formation of KGaS2 was also studied. Ethanol or ethanol-water mixture was used as co-solvents of EDA, which led to a decrease in crystallinity (Fig. 11 and12). The SEM images revealed a significant presence of small nanoparticles with random morphology that are most probably amorphous (Fig. 13). The obtained patterns were similar to the simulated structure Shim et al. [23] (Fig. 12). 

Catalytic performances 2.3.1. KGaS2 thermal stability

At 600 °C, the activity of thiogallate-based materials in CO2 hydrogenation and ethane conversion is very limited, in the range of 1-2% of conversion. A noticeable increase in catalytic activity is observed with the temperature rise to 700 °C or higher. Thus, the ODH-CO2 tests of ethane require elevated temperatures. In order to confirm the thermal stability of the novel material, KGaS2, in that temperature range, the synthesized solid was subjected to 800 °C for 1 hour in N2 flow, which was the highest temperature set point used in the catalytic experiments.
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The XRD analysis confirmed the retention of crystallinity (Fig. 14) and that heating at 800 °C did not result in morphological changes (Fig. 15). 

Blank test

In order to reveal the catalytic impact of the thiogallate-based materials on the reaction yield, a blank test without any catalyst was performed under the same operating conditions (same linear velocity, same temperature, same total and partial pressure of the reagents). In the blank test C2 (ethane), N2, and CO2 were co-fed in the same ratio as in the catalytic reaction (C2H6/CO2/N2=49.5/36.5/14 v/v/v). The blank test without a catalyst is referred to in the text as a thermal process ("C2 thermal"). 

Performance in ODH-CO2 of ethane

The presence of the thiogallate-based material in the reactor showed substantial difference in performances already at 700 °C (the lowest reaction temperature); the conversions of CO2 increased from 2% to 22% (Fig. 16). Interestingly, the ethane conversion on thiogallate even exceeded the thermal value at 700 °C (Fig. 16). So, the material not only showed a substantial hydrogenation activity for CO2, but also were able to hydrogenate CO2 without destroying ethylene yield from ethane. The activity of the catalyst was stable for the tested timeon-stream of 225 min (Fig. 17 However, upon further increase of the temperature to 750 °C, the thiogallate-based materials also started partially hydrogenate ethylene. The CO2 conversion increased but the rise was relatively modest. Thus, due to the hydrogenation back of ethylene to ethane, the apparent ethane conversion decreased by 8% compared to the thermal one (Fig. 16).

Further temperature increases to 800 °C, resulted in in a significant growth of both CO2 and ethane conversions in the presence of the catalyst (Fig. 16). Although the catalyst still showed some ethylene hydrogenation, the difference with the thermal process decreased in comparison the one observed at 750 o C. In contrast, the CO2 conversion reached the level of 36% at 800 °C, which was 12% higher relative to the one at 750 °C and roughly 13% lower than the thermodynamic equilibrium conversion (Fig. 18). The ethane conversion at 800 °C reached almost 70% what was relatively close to the thermodynamic value (Fig. 18). Thus, the thiogallate-based material shows about 36% of CO2 hydrogenation at 800 °C with only a minor impact on the ethylene yield and selectivity relatively to the thermal process (Fig. 19). One can also see that at 700 °C, the ODH-CO2 of ethane on the thiogallate-based material results in the almost equivalent conversion of ethane and CO2. That means that the produced hydrogen in ethane transformation to ethylene is fully utilized for CO2 hydrogenating. Thus, the highest hydrogen utilization efficiency for CO2 conversion was reached at 700 °C. (Fig. 16). In contrast, at 750 and 800 °C the conversion of CO2 is roughly two times lower in comparison with the ethane conversion. This means that only half of the produced hydrogen was consumed for CO2 hydrogenation.

One can see that the presented thiogallate-based materials have demonstrated a promising CO2 hydrogenation activity that is comparable with the reported in literature for gallium oxide-based samples [10,37].

The selectivity to the by-products (to heavies) on the alkali thiogallate catalyst is slightly higher than in the transformation without catalyst. The absolute values vary with the increase of the temperature due to a change in the predominant transformation pathways of ethylene but the impact on selectivity remains minor (Fig. 19). Fig. 19-Comparison of carbon molar selectivities on coke-free basis at the same conversion level of ethane (18%, 40%, 65%) for the thermal and the catalytic (over KGaS2) routes (T =700-800 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 ).

Logically, the rise of the temperature from 700 to 800 °C resulted in higher methane production with the selectivity increase from 1 to 7%. However, the selectivities to methane remained comparable between the catalytic and the thermal processes.

One can see that the experimentally observed conversion level of ethane at 700 o C and 750 o C in both catalytic and non-catalytic tests remain at about 50% relative to the thermodynamic equilibrium conversion (Fig. 18). The latter shows only a limited impact of the catalyst on the ethane activation in the studied temperature range. The value becomes much closer, almost reaching the thermodynamic level only at 800 o C.

In contrast, one can see that in the thermal non-catalytic process, the level of CO2 conversion remains negligible, below 5% even at 800 o C. This value is more than order of magnitude lower relative to the equilibrium level of conversion. However, the introduction of the catalyst in the reactor allows achieving significantly higher conversion of CO2, as high as 36 % at 800 o C. This value is not that far from the thermolytic equilibrium conversion of CO2 of about 49% at 800 o C (Fig. 18). So, the catalyst clearly contributes to CO2 activation and in the utilization of the formed hydrogen form the thermal ethane transformation for CO2 transformation to CO.

Interestingly, an estimation of the thermodynamic equilibrium in the system containing CO2 and ethane, H2, CO, H2O, and ethylene showed that the preferred reaction should be the dry reforming of CO2 with ethane to CO and hydrogen with only a very limited selectivity to ethylene Chapter 6. Ethane oxidative dehydrogenation with CO2 on thiogallates 147 (Fig. 20). This reaction is undesirable for the ethylene synthesis from ethane and is not taking place without a specific catalyst. In contrast, the current KGaS2 material preferentially catalyzes CO2 hydrogenation in presence of ethylene with the hydrogen produced in-situ from the thermal conversion of ethane and substantially without making any significant production of heavy hydrocarbons and of methane. The analysis of the spent catalysts from ODH-CO2 of ethane showed neither visible structure nor morphological changes (Fig. 21).

Conclusions

Crystalline alkali thiogallates were synthesized under solvothermal conditions, which represents a novel alternative route to obtain these materials. The physicochemical properties, including the thermal stability, of thiogallates were studied and revealed that they are sufficiently stable to be used as high-temperature heterogeneous catalysts. The KGaS2-based material showed promising performance in CO2-assisted oxidative ethane dehydrogenation process at 700-800 °C temperature range. The process showed close to thermodynamic conversion of ethane at 800 o C with a significant utilization of the produced hydrogen for CO2 transformation to CO. The conversion of CO2 to CO was at the level of 22-36%.

The catalyst showed insignificant coke formation and allowed obtaining similar levels of the ethane conversion as for the thermal decomposition substantially without making any additional production of by-products (heavy hydrocarbons, CH4). The set of experimental results proves that the thiogallate catalysts could be of interest for the processes where a moderate hydrogenation function is required in the presence of CO and highly reactive hydrocarbons.

Conclusions

This research was focused on the catalyst design for ethane conversion with CO2 presence as an alternative to ethane steam cracking. The fundamental characteristics of the catalysts that provide hydrogenation and dehydrogenation properties and stability under harsh conditions were studied.

The developed catalytic systems can be divided into two categories: sulfide-derived carbide-like Mo (EZSi-(x%Mo2C)S) and Co-Mo (EZSi-(x%Mo2C-y%CoxC)S) embryonic zeolite supported catalysts and potassium thiogallate (KGaS2). Both catalytic systems demonstrated promising catalytic properties under harsh conditions. Despite ethane excess, ethylene selectivity was comparable to or higher than the steam ethane cracking.

In general, the thiogallate catalyst showed promising results at lower temperatures, while the carbide catalysts performed better at higher temperatures, especially for CO2 hydrogenation.

The most important results can be summarized as follows:

Chapter 4: The supported Mo sulfide-derived catalyst displays moderate activity in ODH-CO2. Changes in the active phase composition were observed The alteration of the catalyst is a consequence of the interaction of ethane with MoS2 leading to the formation of a carbide. Thus, the MoS2 was successfully employed as a carbide precursor. Sulfide-derived carbides hydrogenate CO2 without negatively impacting the thermal C2 conversion to ethylene, as the yield was 66%, while the ethane converts to ethylene with 98-89% selectivity in the temperature range 700-800 °C. Concerning all total C-products selectivity, the CO selectivity was 28-39%, and the ethylene selectivity was 70.5-55%.

Chapter 5: This part of the study deals with catalyst deactivation and CO2 conversion intensification. The deactivation mechanism was revealed. It was found that the interaction of the active phase with carbon dioxide led to the formation of bulkier particles of MoO2. The catalyst deactivation led to a noticeable decrease in CO2 conversion, as MoO2 species are inactive in hydrogenation. The control of catalytic behavior was achieved by oxidic precursors optimization. Besides the impact synthesis mode, the catalyst's activation, and oxidation resistance were studied. It was found that the hydrothermal synthesis for precursor, the increase
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 9 Fig. 9-XRD patterns of embryonic zeolite and nanosized zeolite ZSM-5: (a) RT-100, (b) HT-100-12, (c) HT-100-18, (d) HT-100-24, and (e) HT-100-29. Reproduced from [90].
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 10 Fig. 10-N2 adsorption/desorption isotherms of embryonic zeolites (PRT) synthesized with various structural directing agents (SDA): TMA, TPA, TMAd, TBA, THA. Reproduced from [92].
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 11 Fig.11-FTIR spectra of various embryonic zeolites: PRT-THA, PRT-TPA, PRT-TMA. Reproduced from [92].

Fig. 13 -

 13 Fig.13-Structure of the crystal structures of the MGaQ2 (a-c), where M=K, Rb, Cs and Q=S, Se: a) the stacking of the anionic layers in the TlGaSe2-like structure type; b) building blocks supertetrahedral Ga4Q10 (Q=S,Se); c) coordination polyhedra. Reproduced from [107].

Fig. 14 -

 14 Fig. 14-A: Structure of LiGaS2 (space group Pna21): left tetrahedron Li-S4 and right tetrahedron Ga-S4. Color code: blue-Li, green-Ga, and red-S. Reproduced from [110]; B: Structure of A5GaS4 (A=Na, Li): Li5GaS2 -P21/m space group (left), Na5GaS4 -Pbca (right). Reproduced from [109].
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 3 Materials and methods47EZSi-9%Mo. The Co or Mo-Co loaded samples were denoted EZSi-5%Co, EZSi-5%Co-1%Mo or EZSi-5%Co-1.7%Mo (Chapter 4). For Co-doped samples Co(NO3)2•6H2O (Acros, 99%) was used as Co source.
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 1 Fig.1-Principal scheme of a diffractometer system.
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 2 Fig.2-Basic concept of a typical Fourier-transform infrared spectrometer [12].
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 4 Fig.4-Main signals emitted due to the interaction between the electron beam and the sample [15].
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 4 A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2 on Embryonic Zeolite Supported Mo-Carbide Catalyst 68 mechanism with the participation of lattice oxygen from the catalyst (Catalyst reduction, Reaction 1a) and its exothermic air regeneration (Reaction 1b), further providing heat to the endothermic ethane dehydrogenation to ethylene [22]. CL-ODH (Reduction) C2H6 + MeyOx→ C2H4 + H2O + MeyOx-1 (1a) CL-ODH (Regeneration) MeyOx-1 + 1/2O2→MeyOx (1b)
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 4711 Fig. 1-a) XRD patterns of EZSi-IEx, EZSi-5%Mo, EZSi-5%MoS2; b) EDX elemental mapping of Mo in EZSi-5%Mo.
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 2 Fig. 2-N2 adsorption-desorption isotherms: a)EZAl-Si-based; b)EZSi-based.
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 3 Fig. 3-Raman spectrum of EZ decorated with molybdenum oxide and sulfide phases.
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 4 Fig.4-Solid-state NMR analysis of the parent materials after ion exchange and Moloading: a)29 Si NMR (1pulse) and CP MAS spectra; b)27 Al NMR spectra.
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 5 Fig. 5-Temperature programmed oxidation (30-800 °C at 5 °C/min in reconstituted (80 % N2 + 20 % O2) dry air (40 mL/min)) of carbonaceous residues on used EZSi-5%(Mo2C)S and ZSM-5-5%(Mo2C)S catalysts (P = 1 atm, C2H6/CO2 = 1/0.74 WHSV =5.9 h -1 , 700 °C, TOS-average 3-5 hourson-stream).
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 7 Fig. 7. ODH-CO2 of ethane on EZSi-5%(Mo2C)O, EZSi-5%(Mo2C)S, and without catalyst: a) conversion of CO2 and ethane; b) selectivities to the products (coke-free basis, 700 °C, C2H6/CO2=1/0.74, WHSV = 5.9 h -1 , average level for 2-5 hours-on-stream).
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 4778 Fig. 8-Evolution of CO2 and ethane (C2) thermal and on EZSi-5%(Mo2C)O-and EZSi-5%(Mo2C)S catalysts conversion as a function of time on stream, TOS (T =700 • C, P = 1 atm,
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 9 Fig. 9-Conversions of ethane (C2) and CO2 on EZSi-5%(Mo2C)S and EZAl-Si-5%(Mo2C)S and ZSM-5-5%(Mo2C)S as a function on time-on-stream (P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 , TOS-average 3-5 hours-on-stream).
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 10 Fig. 10-ODH-CO2 of ethane (C2) on EZSi-5%(Mo2C)S and without catalyst: a) conversion of CO2 and ethane as a function on time-on-stream; b) selectivities to the products (coke-free basis,
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 4 A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2 on Embryonic Zeolite Supported Mo-Carbide Catalyst 81 valuable chemicals, mitigating CO2 emissions while simultaneously achieving ethane dehydrogenation. This process can not only reduce CO2 emission but also simplifies production slate processing by reducing CH4 and heavies production.
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 1112 Fig.11-Comparison of catalytic (EZ Si -5%(Mo2C)S) and thermal performances in ODH-CO2 of ethane at the same conversion level of ethane (coke-free basis, C2H6/CO2=1/0.74, WHSV = 5.9 h - 1 ).
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 8313 Fig. 13 Process scheme of steam cracking (a) and CO2-assisted oxidative dehydrogenation
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Figure 14 85 Fig. 14 -

 148514 Figure14highlights the unit operations of a conventional SC plant and an ODH-CO2 plant.The ODH-CO2 requires 50% less unit operations compared to an ethane cracker. One can see that ODH-CO2 may bring significant advantages in terms of investment costs and separation duties and therefore reduce CAPEX and OPEX.Regarding energy consumption, ethylene production via steam cracking of ethane is very energy consuming: producing 1 ton of ethylene typically requires 21 GJ of thermal energy (process energy consumed in pyrolysis and separation) and results in approximately 1.2 tons of CO2 emissions[5]. In our case, the simulation of the ODH-CO2 process indicates an energy consumption of 17.4 GJ of thermal energy to produce 1 ton of ethylene and consumes 1,09 tons of CO2. Therefore, if ODH-CO2 is implemented based on the current catalytic results, the reduction of CO2 would be up 109% in comparison with the state-of-the-art ethane cracker making the technology CO2 negative.

  (reaction 3): Dry Reforming of methane: CO2 + CH4 ↔ 2CO + 2H2, H298K = + 247 kJ/mol (1) Dry Reforming of ethane: 1 /2CO2+ C2H6 ↔ 2 CO + 3 /2H2, H298K = +214.8 kJ/mol (2)

Chapter 5 .

 5 Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 96 compared with conventional dry reforming. The advantage of the "super-dry" reforming process is the lower energy required to transform a mole of CO2 to CO (2.5 times lower), simplifying the reactor design and decreasing the energy used for product purification. One can see also that 1 mole of ethane transforms stoichiometrically 5 moles of CO2 (reaction 4). In different words, 1 ton of ethane may theoretically transform 7.3 tons of CO2 to CO. The super-dry reforming of ethane occurs at a much lower temperature than the conversion of methane and is also very economically attractive because it allows economizing about 357 kg of green hydrogen per ton of ethane converted in addition to the avoidance of about 7.3 tons of CO2. Assuming the current CO2

Fig. 1 -

 1 Fig.1-EDS MoS2 and elemental quantitative data of the MoS2 before and after catalytic ODH-CO2 test.

Fig. 2 -

 2 Fig.2-Raman spectrum of spent samples under CO2 conversion conditions with and without the presence of ethane (ODH-CO2 and RWGS).

Fig. 3 -

 3 Fig.3-XRD patterns of spent sample produced from sulfidic precursor EZSi-5%MoS2.

Fig. 4 -

 4 Fig.4-Thermogravimetrical curve of the spent sample produced from a sulfidic precursor and subjected to reaction at 700 °C.

  2, and multiplet around 37.5, 39.3, 53.7 °. The obtained patterns were compared with the literature data for MoO2 (space group P12/c1, Inorganic Crystal Structure Database: ICSD collection code 244050) and Mo2C (space group Pbcn, Inorganic Crystal Structure Database: ICSD collection code 1326). The observed results proved the presence of both MoO2 and Mo2C phases in the sample.

Fig. 5 -Fig. 6 -

 56 Fig. 5-ODH-CO2 of ethane (C2) on catalysts: a) average conversion of CO2 and ethane; b) conversion of CO2 and ethane as a function of time on stream (TOS); c) selectivities to the C2 products (coke-free basis, T =750 °C, P = 1 atm, C2H6/CO2 = 1/0.74, by default WHSV =5.9 h -1 ).

Fig. 7 -

 7 Fig.7-XRD patterns of EZSi-5%Mo (WI), EZSi-9%Mo (HT), EZSi-5%MoO3-1%CoOx and EZSi-5%MoO3-1.7%CoOx.

Fig. 8 -

 8 Fig. 8-EDX elemental mapping of Mo in EZSi-5%Mo (a) and Mo and Co inEZSi-5%MoO3-1%CoOx (b) and (c).

Fig. 9 -Fig. 10 -

 910 Fig.9-Raman spectrum of EZ decorated with a) Mo oxide prepared by wetness impregnation (WI) and hydrothermal treatment (HT); b) Mo and Co oxide prepared by wetness impregnation (WI) and compared with EZ decorated with a Mo oxide (WI).
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 511 Fig. 11-Ethane (C2) co-processing with CO2 on catalysts: a) average conversion of CO2 and ethane; b) all C-products selectivities (coke-free basis, T =700 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 . By default, all samples prepared by WI).

Fig. 12 -

 12 Fig.12-Ethane (C2) co-processing with CO2 on EZSi-(5%Mo2C-1%CoxC)S a) average conversion of CO2 and ethane; b) all C-products selectivities (coke-free basis) as a function of WHSV. (T =700 °C, P = 1 atm, C2H6/CO2 = 1/0.74).

Fig. 13 -

 13 Fig. 13a) All C-products selectivity versus CO2 conversion, b) C2-products selectivity ethane conversion (coke-free basis, T =700 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =11.8 h -1 , EZSi-(5%Mo2C-1%CoxC)S).
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 5 Optimization of the Mo2C-based catalytic systems for co-processing of ethane with CO2 111 of the methane and heavy fractions selectivity was the highest for EZSi-(5%Mo2C-1%Co2C)S and equaled 5%. In contrast to EZSi-(5%CoxC)S, Co-doped samples showed higher selectivity to ethylene, to EZSi-(5%Mo2C)S improved dehydrogenation-hydrogenation properties. The additional advantage of EZSi-(5%Mo2C-1%CoxC)S catalytic system was the close results were at the lower time contact (WHSV =11.8 h -1 ).

Fig. 14 -

 14 Fig. 14-Thermogravimetric analysis of spent EZSi-(5%Mo2C-1%CoxC)S under DRE (WHSV=5.9 h -1 ) and ODH-CO2 (WHSV=11.8 h -1 ) conditions.

Fig. 15 -

 15 Fig. 15-Comparison of catalytic (EZ Si -5%(Mo2C)S) and EZSi-(5%Mo2C-1%CoxC)S in ODH-CO2 of ethane at the same conversion level of ethane 18.2%. (coke-free basis, T =700 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 for EZSi-(5%Mo2C)S, WHSV =11.8 h -1 for EZSi-(5%Mo2C-1%CoxC)S).

Fig. 16 -

 16 Fig.16-Ethane (C2) co-processing with CO2 on EZSi-(5%Mo2C-1%CoxC)S: a) average conversion of CO2 and ethane; b) all C-products selectivities (coke-free basis) as a function of WHSV, h -1 (T =750 °C, P = 1 atm, C2H6/CO2 = 1/0.74).

Fig. 17 -

 17 Fig. 17-Ethane (C2) co-processing with CO2 on EZSi-(5%Mo2C-1%CoxC)S catalyst: a) average conversion of CO2 and ethane; b) CO/C2H6 ratio as temperature function; c) all C-products selectivities (coke-free basis, T =750 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV=11.8 h -1 for;*1 st day for 730 °C).

Fig. 20 -

 20 Fig.20-conversion of CO2 and C2 as function of time on stream (TOS) on EZSi-(5%Mo2C-1%CoxC)S: (T =700 °C, P = 1 atm, C2H6/CO2 = 1/0.74).

  An exception was the EZSi-(5%Mo2C-1.7%CoxC)S sample. For ODH-CO2, the CO2 conversion varied from 19% to 22% for the samplesEZSi-(5%Mo2C-1%CoxC)S, EZSi-(5%Mo2C-1.7%CoxC)O, EZSi-(5%Mo2C-1%CoxC)O.

Fig. 21 -

 21 Fig. 21-Ethane (C2) co-processing with CO2 on EZSi-(5%Mo2C-x%CoxC)S and EZSi-(5%Mo2C-x%CoxC)O catalyst: a) average conversion of CO2 and ethane; b) all C-products selectivity (cokefree basis, T =700 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV=11.8 h -1 ).

Fig. 22 -

 22 Fig. 22-Ethane (C2) co-processing with CO2 on EZSi-(5%Mo2C-x%CoxC)S and EZSi-(5%Mo2C-x%CoxC)O catalyst: a) average conversion of CO2 and ethane; b) all C-products selectivities (cokefree basis, T =750 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV=11.8 h -1 ).
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 523 Fig. 23-XRD patterns of spent catalysts at 700-750 °C.

Fig. 24 -

 24 Fig.24-SEM images of the spent samples: (a) EZSi-(5%Mo2C-1% CoxC)S-700, WHSV=5.9 h -1 , (b) EZSi-(5%Mo2C-1% CoxC)S-700, WHSV=11.8 h -1 , (c) EZSi-(5%Mo2C-1% CoxC)S-750, WHSV=11.8 h - 1 , (d) EZSi-(5%Mo2C-1% CoxC)S-750, WHSV=17.7 h -1 .

1 ( 2 2 Fig. 25 -

 12225 Fig. 25-XRD patterns of spent catalysts at 700-750 °C.

Fig. 26 .

 26 Fig.26. For EZSi-(5%Mo2C-1%CoxC)O tested at 700°C, the presence of a doublet at 35.8 and 37° two theta range were attributed to MoO2 phase. The same sample treated at 750°C, exhibits broad peaks around 37, 39.7 62, and 74.4 indicating the presence of Mo2C. A broad asymmetric peak around 43-45° two theta range for both samples tested at 750 °C could be attributed to a cobalt carbide. Mainly, the XRD patterns of all these samples are different from EZSi-(5%Mo2C-X%CoxC)S due to the absence of an intense peak at 26°. At the same time, a comparison of SEM micrographsfor samples tested at 750 °C showed an intensive formation of CNT on the surface of the oxidederived samples (Fig.27).

  Si -(5% Mo 2 C-1.7% Co x C) O -700 EZ Si -(5% Mo 2 C-1.7% Co x C) O -750 EZ Si -(5% Mo 2 C-1% Co x C)

Fig. 26 -

 26 Fig. 26-XRD patterns of spent catalysts at 700-750 °C (oxidic precursors).

Fig. 27 -

 27 Fig.27-SEM images of the spent samples: (a) EZSi-(5%Mo2C-1.7% CoxC)O-700, (b) EZSi-(5%Mo2C-1.7% CoxC)O-750, (c) EZSi-(5%Mo2C-1% CoxC)O-750, WHSV=11.8 h -1 .

Fig. 28 -

 28 Fig. 28-Raman spectra of spent samples at 730-750 °C with the confirmed presence of the CNT by SEM.
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Fig. 31 -

 31 Fig. 31-Thermogravimetric analysis of spent EZSi-(5%Mo2C-1%CoxC)S under DRE and ODH-CO2 conditions.

Fig. 1 -

 1 Fig. 1-PXRD patterns of the obtained phases in presence or absence of alkali cations with organic templates (EDA, AEP).

Fig. 2 -

 2 Fig. 2-SEM micrographs of the solids obtained at 190 °C for 7d from (a) Ga-S-AEP, (b) Ga-S-EDA systems, (c) Ga-S-EDA with K + .

Fig. 3 -

 3 Fig. 3-PXRD patterns of as-prepared KGaS2 with EDA attesting of the sample purity. Cross symbol is the observed signal, red line is the calculated signal, blue segments show the position of the expected reflections, blue line the differences between observed and calculated intensities.

Fig. 4 -

 4 Fig.4-SEM images of KGaS2 synthesized with EDA (a) and AEP (b).

Fig. 5 -

 5 Fig.5-EDS elemental distribution in KGaS2 (EDA, 4d, 190 °C).

Fig. 6 -

 6 Fig. 6-EDS KGaS2 and elemental quantitative data of the KGaS2.

Fig. 7 -

 7 Fig. 7-UV-Vis absorption spectra of the EDA synthesized.

3 Fig. 8 -

 38 Fig.8-Powder XRD patterns of as-prepared KGaS2 with two different Ga/S/K ratios (EDA, 7d, 190 °C).
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 69 Fig. 9-PXRD patterns of as-prepared KGaS2 with various crystallization time (1-7 days).

Fig. 10 -

 10 Fig. 10-SEM micrographs of KGaS2 with ethylenediamine at 190 °C were prepared in the period of 1-7d.

Fig. 11 -

 11 Fig. 11-PXRD patterns of KGaS2 prepared with different solvents at 190°C for 7 days.

Fig. 12 -

 12 Fig. 12-PXRD patterns of as-prepared KGaS2 with EDA-EtOH and simulated structure.

Fig. 13 -

 13 Fig.13-SEM micrographs of KGaS2 prepared in (a) solvent system EDA-EtOH (2:1, volume ratio), and (b) EDA-EtOH-H2O (2:1:1, volume ratio).

Fig. 14 -

 14 Fig.14-PXRD patterns of KGaS2 as-prepared and N2-treated sample at 800 °C.
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 615 Fig. 15-SEM images of KGaS2 N2-treated at 800 °C.

  ).

Fig. 16 -

 16 Fig.16-Comparison of C2H6 and CO2 conversions on KGaS2 -based catalysts with the thermal one (P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 ).
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 617 Fig. 17-C2H6 and CO2 conversion on KGaS2 based catalysts (P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 , 700 °C).
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 618 Fig. 18-Thermodynamic equilibrium conversions at different temperatures, assuming isothermal temperature profile for a) ethane conversion to ethylene and hydrogen at atmospheric pressure b) CO2 hydrogenation with hydrogen (CO2/H2 -1) to CO at atmospheric pressure (calculated with AspenHysys v12).

Fig. 20 -

 20 Fig. 20-Equilibrium product distribution at different temperatures, assuming isothermal temperature profile in the system (CO, CO2, ethane, ethylene, hydrogen) containing initially the equal molar composition of CO2 and ethane at atmospheric pressure (calculated with AspenHysys v12).
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 621 Fig.21-(a) PXRD patterns of as-prepared KGaS2 and after ODH-CO2 test (800 °C, P = 1 atm, C2H6/CO2 = 1/0.74, WHSV =5.9 h -1 ); (b) SEM images of KGaS2 N2-treated after ODH-CO2 test (700 °C).

  

  

  

  

  

  

  

5:Table 1 .

 1 Crystallographic characteristics of Mo2C phases

	Name	Phase	Crystal system Space group	Reference, ICSD coll. code
	ɑ-Mo2C	ɑ-Mo2C	orthorhombic Pbcn	1326 [66]
	h-ß-Mo2C	ß-Mo2C	hexagonal	P63/mmc	43669 [68]

Table 2 .

 2 Raman characteristics of Mo2C phases (532 nm laser)

	Phase	Peaks, cm -1	Reference
	ɑ-Mo2C	143,170,182,213,235,652	[69]
	ß-Mo2C	670, 840, 990	[70]

1.5.5.2. Potential in situ catalyst phases transformation under test conditions

  

	sulfurizing agent (reactions 13-18, [79]), it is possible the presence oxysulfide and dioxide before
	complete MoO3 conversion. The H2 presence allows preventing the formation of S via its
	conversion to H2S (reaction 16).
	2𝑀𝑜𝑂 3 (𝑠) + 7𝑆(𝑔) → 2𝑀𝑜𝑆 2 + 𝑆𝑂 2 , 𝑚𝑎𝑖𝑛 𝑟𝑒𝑎𝑐𝑡𝑖𝑜𝑛 𝑤𝑖𝑡ℎ 𝑆 (10)
	2𝑀𝑜𝑂 3 (𝑠) + 𝑆(𝑔) → 2𝑀𝑜𝑂 2 + 𝑆𝑂 2 , 𝑐𝑜 -𝑟𝑒𝑎𝑐𝑡𝑖𝑜𝑛 𝑤𝑖𝑡ℎ 𝑆 (11)
	2𝑀𝑜𝑂 2 + 5𝑆 → 2𝑀𝑜𝑂𝑆 2 + 𝑆𝑂 2 , 𝑐𝑜 -𝑟𝑒𝑎𝑐𝑡𝑖𝑜𝑛 𝑤𝑖𝑡ℎ 𝑆 (𝟏𝟐)
	𝑀𝑜𝑂 3 + 𝐻 2 𝑆 → 2𝑀𝑜𝑂 2 𝑆 + 𝐻2𝑂 (13)
	𝑀𝑜𝑂 2 𝑆 → 𝑀𝑜𝑂 2 + 𝑆 (14)
	𝑀𝑜𝑂 2 + 2𝐻 2 𝑆 → 𝑀𝑜𝑆 2 + 2𝐻2𝑂 (15)
	𝐻 2 + 𝑆 → 𝐻 2 𝑆 (16)
	𝑀𝑜𝑂 2 + 2𝐻 2 → 𝑀𝑜 + 2𝐻 2 𝑂 (17)
	𝑀𝑜 + 2𝐻 2 𝑆 → 𝑀𝑜𝑆 2 + 2𝐻 2 (18)

Table 1 .

 1 Raman vibrational modes of various phases related to the current study.

			Raman shift, cm -1	Reference
	Oxidic phase (Mo)		
	ɑ-MoO3		990,821, 671	[3]
	Mo7O24 6-		956, 900, 860, 360	[4]
	Sulfidic phase		
	2H-MoS2		403, 370	[5,6]
	Oxidic phase (Mo-Co)		
	Co3O4		197, 484, 523, 62, 691	[7]
	CoOx		189, 466, 517, 658	[7]
	Sulfidic phase		
	CoS		676, 517, 475	[8]
	CoS2		393, 292	[8]
	Carbide phase		
	Mo2C		143, 170, 213, 235, 652	[9]
	Carbon	nanotubes	1300-1400, 1584, 2600-2800	[10]
	(CNT)			

Table 2 .

 2 Carbon

	Mass Balance, C2H6/CO2 = 1/0.74, 700 °C.
	Product	mol/min (average)
	C2 inp	2.69E-02
	C2 out	2.40E-02
	C2=	2.65E-03
	CH4	4.48E-05
	C4	1.31E-06
	C5	8.93E-07
	C6	1.22E-06
	Benzene	3.96E-06
	Tolyene	1.22E-06
	Xylenes	8.35E-08
	CO2 inp	1.54E-02
	CO2 out	1.45E-02
	CO	1.12E-03
	Input flow total	4.23E-02
	Output flow total	4.23E-02
	Delta, %	0.5

Table 3 .

 3 Aspen Plus model assumptions.

	Aspen Plus databank and property method used in the process model
	Databank	APV90 PUR35, APV90 AQUEOUS, NISTV90 NIST-TRC
	Stream class	CONVEN
	Property method	NRTL, PR-BM
	Unit operation model	
	Reactor	Ryield, as per the carbon yield distribution in table 3
	Heat exchanger	Heater
	Flash/Separator	Flash2/Sep
	Distillation column	DSTWU
	Mixer	Mixer
	Pressure change	Comp
	3.2.	

3 Reverse water gas shift reaction

  

RWGS reaction was performed under the same protocol as described in 3.2.1. The gas mixture for this type of experiment was: CO2/H2/N2= 49.5/36.5/14 (vol.%), in the temperature range 700-800 °C. The WHSV's choice depends on what mass of catalyst was used in most experiments with ethane for the corresponded experiments.

Table 1 .

 1 Relative percentage of Q 2 , Q 3 , and Q 4 silicon environments in EZSi-parents and

	calcined derivatives.			
	Sample	Q 2	Q 3	Q 4
	EZ Si -IEx	7	48	45
	EZ Si -5%Mo-550	2	22	76
	EZ Si -5%Mo-550-700	-	27	73

Table 2 .

 2 Selectivities

		on the EZSi-5%(Mo2C)O and EZSi-5%(Mo2C)S catalysts vs thermal (no
	catalyst). (Coke-free basis, 700 °C, C2H6/CO2=1/0.74, WHSV = 5.9 h -1 , TOS-average 2-5 hours-on-
	stream). (Ethane average conversion: thermal-14.3%, EZSi-5%(Mo2C)O-9%, EZSi-5%(Mo2C)S-14.2%;
	CO2 average conversion: thermal-1.7%, EZSi-5%(Mo2C)O-4%, EZSi-5%(Mo2C)S-10%).
	Sample	C2=,%	CH4,%	CO,%	Heavies,%
	Thermal	99.14	0.56	0.09	0.21
	EZSi-5%(Mo2C)O	70.42	1.11	28.27	0.19
	EZSi-5%(Mo2C)S	70.81	0.77	28.25	0.17

Table 3 .

 3 Acid site concentration on ZSM-5 and Al-containing embryonic zeolite measured by FTIR with pyridine probe molecule.

	Sample	LAS, µmol/g	BAS, µmol/g
	ZSM-5 (Si/Al=47)	235	1094
	EZAl-Si (Si/Al=43)	57	185

Table 4 .

 4 4. A Low Carbon Route to Ethylene: Ethane Oxidative Dehydrogenation with CO2 on Embryonic Zeolite Supported Mo-Carbide Catalyst 84 Comparison of steam cracking (SC) of ethane and ODH-CO2.

		SC of ethane [66], 845 °C-outlet	ODH-CO2 [this work]
	Ethane Conversion (%)	65.0	66.1
	Carbon Yield (dry mol%)		
	CO	0.00	27.34
	CO2	0.00	20.71
	CH4	3.40	4.81
	C2H2	0.50	0.00
	C2H4	56.10	27.29
	C2H6	35.00	19.46
	C3H6	1.20	0.00
	C3H8	0.10	0.00
	C4H6	2.10	0.00
	C4H8	0.20	0.00
	C4H10	0.20	0.30
	C5's	0.60	0.10
	Aromatics (benzene,	0.60	0.08
	toluene)		

Table 1 .

 1 Comparison of the catalyst performances in CO2 and ethane coprocessing

	P, bar	T, °C	CO2 conv., %	C2H6 conv., %	C2H4 selectivity, % Reference
	1	600	0-6	1-6	60-80	[4]
	1	600		2-14	70-90	[6]
	1	600	1-8	0-4	60	[19]
	1	600		≈15	92	[7]
	1	690		65.00*	≈9**	[7]
	1	700	9.7	14.7	98	This work
	1	750	34-45	39.6	95	This work
	*-C2H6/CO2=1/2.7, DRE-route			
	**-calculated data based on presented values		
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Conclusions

Embryonic zeolites show potential as supports for Mo2C active species in ODH-CO2. Supported metal sulfides proved to be efficient precursors of the Mo2C active phase, which allows the designing of novel thermally stable and highly active catalysts for CO2 hydrogenation in coprocessing with alkenes. This "sulfide" route shows a clear advantage over the "oxide" one and requires only about 5 wt.% of Mo.

Although a detailed formation mechanism from MoS2 to Mo2C is still under investigation, it seems that MoS2 supported on embryonic zeolites prevents sintering of the Mo-species during the carbide formation and results in a more active and stable catalyst for ODH-CO2 of ethane. The latter allows operating at higher temperatures, avoiding dry reforming and methanation side reactions while producing more selectively ethylene.

The supported Mo2C displays a good activity in CO2 hydrogenation without negatively impacting the thermal C2 conversion to ethylene at a conversion up to 66%. The resulting ODH-CO2 process could lead to a potentially promising CO2-negative technology with a much-reduced separation section due to a lower amount of heavies, no acetylene production, and better carbon efficiency. ODH-CO2 thus brings significant advantages in terms of investment (CAPEX) and operating (OPEX) costs of a greener process. 668, 821, and about 990 cm -1 could be attributed to the ɑ-MoO3 phase, at 1001 cm -1 to MoOx.

The bands in the range 950-960 cm -1 indicated the presence of various polymolybdates.

For bimetallic samples, the bands at 485 and 692 cm -1 correspond to Co(II, III)Ox species [20] (Fig. 9b). Mo-oxidic species in these systems were characterized by the peaks at 811, 870, and 937 cm -1 . The band at 870 and 935 cm -1 could be attributed to Mo-O-Mo and Mo-Ot functionalities of [Mo7O24] 6-polymolybdate species [21,22]. The band at 811 cm -1 was obtained by shifting the main characteristic band of the MoO3 phase. For the monometallic sample (EZSi-5%Mo-WI), the peaks in the Raman spectra show a co-existence of both ɑ-MoO3 and polymolybdate species (Chapter 4), while they are present in similar proportions.

The formation of 2H-MoS2 [23,24] was already shown and discussed in Chapter 4. The conversion of both oxides to the sulfide phases was successfully monitored by Raman spectroscopy in the same way as for monometallic counterparts (Fig. 10). Bands at 370 and 404 cm -1 are attributed to 2H-MoS2, a right shoulder of the double band with the highest point at 410

and the band at 441 cm -1 is attributed to Co polysulfides [25].

Role of the cobalt doping

The catalytic performance of Co-doped bimetallic (EZSi-(5%Mo2C-1%CoxC)S), monometallic

Mo-based (EZSi-(5%Mo2C)S), and Co-based (EZSi-(5%CoxC)S) catalyst in the ethane and CO2 coprocessing was investigated (Fig. 11a). On the Co-doped catalyst, CO2 conversion exceeded 25% (26.4%), and ethane conversion was 19%. On the pure Mo-sample, the ethane conversion was higher than the conversion of CO2. However, both conversions were relatively low: CO2 conversion was 9.7%, and the ethane conversion was 14.7%. On the bimetallic samples, the ethane and CO2 conversions were much higher (EZSi-(5%Mo2C-1%CoxC)S), i.e., 72.7 and 31.9%, respectively.

The products' selectivity distribution was also evaluated for all C-contained products (Fig. 11b). In contrast to EZSi-(5%Mo2C-1%CoxC)S and to EZSi-(5%Mo2C)S, on EZSi-(5%CoxC)S was founded a strong tendency to CH4 formation with the selectivity of around 7%. The ethylene formation as a major product was observed only on EZSi-(5%Mo2C)S (70.5%). It was equivalent 98.5% C2-based product selectivity. On both Co-contained samples, it was noticed the formation

Impact of cobalt content on the catalyst

The following investigation was based on the conditions for ODH-CO2-route at 700 °C. The increase of Co content from 1 wt% to 1.7 wt.% (EZSi-(5%Mo2C-1.7%CoxC)S) significantly increased CO2 conversion at the same temperature. At the same time, the conversion of ethane increased only by 4% (Fig. 18a). The CO/C2H4 ratio indicates that the higher Co content promotes the reforming reaction between C2H6 and CO2 (DRE pathway, Fig. 18b). The contribution of DRE to ethane conversion consisted about 60%, around 30% was from ODH-CO2. The products' selectivity on C-basis is compared in Fig. 18c. A dramatic change could be noted only for CO/C2H4 selectivity ratio. Thus, the contribution of the direct dehydrogenation of ethane, estimated by the content of methane and heavies, remained virtually unchanged for various Mo-Co content. The CO2 conversion as a function of TOS decreased from 50% to 37% on EZSi-(5%Mo2C-1.7%CoxC)S in 4 hours. For the sample with 1 wt.% cobalt content, no deactivation was observed (Fig. 18d). Comparing all C-products selectivity on bimetallic catalysts with EZSi-(5%Mo2C)S and noncatalytic (thermal) process showed that the heavies' content was comparable to the results for the non-catalytic thermal process (Fig. 19). At 700 °C, for monometallic all products selectivity was comparable with results on EZSi-(5%Mo2C-1%CoxC)S. The most significant methane selectivity was detected via the thermal process. Its selectivity was about 4%. WHSV=5.9 h -1 for EZSi-(5%Mo2C)S).

Impact of the heating rate on the catalyst performances and tests reproducibility

In order to understand the influence of pretreatment, the preheating rate was varied.

From 600 °C the heating rate was decreased from 10 °C/min to 3°C/min ('slow activation' mode).

The resulting catalyst was tested in the co-processing of ethane and CO2. The results showed no visible changes neither in the conversion nor in the deactivation. The results also confirmed the good reproducibility of the experiments (Fig. 20).

followed by agglomeration, is the main reason for the irreversible deactivation of this catalyst. A fraction of molybdenum is present is MoO2 and does not participate in the catalytic reaction.

Therefore, the reoxidation process is very undesirable for this catalyst. Both, reoxidation to oxide and carburization to carbide routes are accelerated with the raise of the temperature. Moreover, at 800 o C, the Mo2C phase largely dominates, which explains the catalyst's highest activity in CO2 hydrogenation at this temperature. However, the catalyst stability is not high at this maximal tested temperature. On the other hand, a higher loading of the Mo-active phase further increases the catalyst activity. A significant optimization potential remains at higher Mo-loading for this system.

Co-doping dramatically changes the catalyst performance and boosts activity. The fundamental change is that Co-doping protects the Mo-carbide from reoxidation to the oxide phase. That makes the utilization of the Mo-phase much more efficient and boosts the activity of the catalyst. Even a small amount of cobalt on the catalyst is sufficient to achieve this effect.

In contrast to the monometallic materials, the use of sulfidic precursors does not show benefits for the Co-doped bimetallic catalyst. This means that the Co-plays also play a facilitating role in forming the carbide phase while preventing agglomeration.

At the same time, the pure Co-containing catalyst leads to the methanation of CO2 and fast coking of the catalyst. Hence, if the cobalt content is too high, there is a risk of formation of the individual non-bounded with molybdenum Co-species, which are highly undesirable for catalysis.

In conclusion, Co-doping has a dramatic impact on the catalyst performance in ethane 

Chapter 7. Conclusions and prospects

in the wt.% of the active phase, and slower activation resulted in a more stable catalyst with enhanced activity. However, the conversion was limited to 45% CO2 at 750 °C.

Further, a new system, i.e., a bimetallic Co-Mo catalyst was explored. The Co doping showed a direct positive impact on the CO2 conversion, which raised two times at 700 °C compared to EZSi-(5%Mo2C)S. Also, the Co doping changed the mechanism of the CO2 interaction with ethane. Thus, the Co-Mo catalysts were found to be suitable for dry ethane reforming.

Subsequently, catalyst's working conditions were optimized for each process. Under dry reforming conditions, CO2 conversion could reach 70-80% at 700-750 °C. Thus, the Co doping resulted in higher conversions and catalyst stability under both ODH-CO2 and DRE-routes.

Noteworthy, the formation of the oxide phase on the catalyst surface has noticeably decreased.

Chapter 6: The KGaS2 thiogallate was synthesized according to a new method and for the first time tested in a high-temperature catalytic process. The boost the catalytic activity the KGaS2 crystallites size was decreased to 1-3 μm. Thiogallates were sufficiently stable under CO2 and C2H6 flows at 700-800 °C. The conversion of CO2 to CO was at the level of 22-36%, while the ethane conversion ranged between 18 and 65%. This type of catalyst demonstrated promising performance in the ODH-CO2 process.

Prospects

This The pioneering research on thiogallates for ODH-CO2 offers promises for a new catalyst branch for oxidative processes with CO2. Also, the applied synthetic approach could be interesting for the nanothiogallates design.

Summing up, this study can be useful for both, developing sulfide and carbide catalytic systems and in synthesizing materials with new properties.

Metal-sulfide materials for ethane conversion in presence of CO2

Ethane processing is a large industrial branch for high-valuable chemicals production. Steam cracking of oil fractions is the major process currently used to produce ethylene. An alternative ethane conversion strategy is the oxidative dehydrogenation of ethane with CO2. Thus, the present study is devoted to oxidative ethane dehydrogenation (ODH-CO2) and ethane dry reforming (DRE). The ethane conversion with CO2 is performed on the principally new types of catalysts -metal sulfides (KGaS2) and metal sulfide-derived carbides, the latter being grafted on embryonic zeolites. Carbides are found to be flexible catalytic systems with tunable properties for ODH-CO2 and DRE. The set of experimental data proves a carbon-negative process with ethylene selectivity (89-98%) and reactants conversion comparable with steam cracking parameters. The PhD thesis also reports the first application of thiogallates for thermal catalysis.

The obtained results open new perspectives for thiogallates application as hydrogenation catalysts (ethylene selectivity 87-96%).

Key words: embryonic zeolite, ODH-CO2, catalysis, CO2 utilization, ethylene production, sulfide catalysis, carbide catalysis.

Matériaux métal-sulfure pour la conversion de l'éthane en présence de CO2

Le traitement de l'éthane est une grande branche industrielle pour la production de produits chimiques de grande valeur. Le vapocraquage des fractions pétrolières est le principal procédé actuellement utilisé pour produire de l'éthylène. Une autre stratégie de conversion de l'éthane est la déshydrogénation oxydative de l'éthane avec du CO2. Ainsi, la présente étude est consacrée à la déshydrogénation oxydative de l'éthane (ODH-CO2) et au reformage à sec de l'éthane (DRE). La conversion de l'éthane avec le CO2 est effectuée sur les principaux types de catalyseurs nouveaux -les sulfures métalliques (KGaS2) et les carbures dérivés de sulfures métalliques, ces derniers étant greffés sur des zéolithes embryonnaires. Les carbures se révèlent être des systèmes catalytiques flexibles avec des propriétés accordables pour ODH-CO2 et DRE. L'ensemble des données expérimentales prouve un procédé carbone négatif avec une sélectivité en éthylène (89-98%) et une conversion des réactifs comparables aux paramètres de vapocraquage. La thèse de doctorat rapporte également la première application des thiogallates pour la catalyse thermique. Les résultats obtenus ouvrent de nouvelles perspectives pour l'application des thiogallates comme catalyseurs d'hydrogénation (sélectivité éthylène 87-96%).

Mots clés: zéolithe embryonnaire, ODH-CO2, catalyse, utilisation du CO2, production d'éthylène, catalyse sulfure, catalyse carbure.