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Chapter I: General Introduction

Motivation

Nowadays, the microelectronic world lives a transition period linked to a miniaturization context. The economic Moore's law [1], dictating that the number of transistors in integrated circuits (IC) doubles every eighteen months, reaches its limitations. Indeed, technologic nodes downscaling leads to increased devices variability and huge manufacturing costs [2] [3]. From year to year, new advances at both technologic and architecture levels allow it to be maintained (see Figure 1 [START_REF] Roser | Technological Progress[END_REF]) or show that it still has years ahead in a new era called 'More than Moore' [START_REF] Grochowski | The Perennial Hard Disk Drive Storage Industry 'Workhorse[END_REF] [START_REF] Takasu | More than Moore' expands the semiconductor world[END_REF]. Nevertheless, researchers and industrialists are anticipating the changes to come, developing emerging technologies, particularly in the sector of memories. Phase-Change Memories (PCM), Resistive RAM (Resistive Random-Access Memory) and STT-MRAM (Spin-Transfer-Torque Magnetic Random-Access Memory) appear to be strong candidates to replace existing memories for some applications. Indeed, these non-volatile technologies feature better endurance and lower latency than flash memories, higher density compared to SRAM (Static Random-Access Memories) and process compatibility with current Complementary Metal-Oxide-Semiconductor (CMOS) technology [START_REF] Fujisaki | Review of Emerging New Solid-State Non-Volatile Memories[END_REF]. However, many challenges have to be overcome in order to make these technologies profitable and competitive for commercialization. Among them, reducing their too high writing currents, or increasing their read yield made difficult by an ever-increasing variability with downscaling [START_REF] Zhang | Characterizing and mitigating the impact of process variations on phase change based memory systems[END_REF][9] [START_REF] Zhang | Read Performance: The Newest Barrier in Scaled STT-RAM[END_REF]. This thesis offers a detailed study of the variability problematic applied to the design of nanoscale resistive memories. It also lists and compares resistive memories read yield enhancement solutions, and finally proposes a circuit architecture and its implementation that improves significantly resistive memories read reliability. 

Goals

The main goal of this thesis is to understand and deeply analyze read performances of resistive memories, all along the sensing path of the memory: from the bit cell to the sense amplifier circuit-architecture via reference resistance scheme implementation. To reach this goal, some sub-studies were achieved:

o Literature review of the existing solutions for read yield enhancement, at both circuit and system level.

o Development of a statistical model evaluating the contributions on read yield of each component at the sense amplifier input, considering both resistive device and CMOS variability as well as parasitic elements.

o Analysis, characterization, modelling and optimization of the variability (quantified as offset) of a well-chosen sense amplifier architecture for resistive memories.

o Proposal of a sense amplifier architecture with reduced equivalent reference resistance variability and increased signal to offset ratio.

o Design of this circuit for a silicon test-structure production.

Outline

This manuscript first presents a state of the art about resistive memories. It briefly describes their working principle and their performances, before explaining the motivations to explore read capability of these memories. It then enumerates read yield enhancement techniques, at both system and circuit-level (Chapter 2).

The next chapter deals with a profound variability analysis along the sensing path of the resistive memory, from the bit cell alone to the sense amplifier circuit. The variability (quantified as offset) study and modelling of one well-chosen circuit architecture is achieved, in order to evidence the different offset optimization criteria (Chapter 3).

From this study, follows on (Chapter 4) the proposition of a sense amplifier architecture integrating some offset-optimization techniques stated in Chapter 2. This architecture also includes an accurate and easier-toimplement reference scheme giving a maximum signal-to-offset ratio.

The details of this type of sense amplifier test-structure design are described in chapter 5, and helps the reader to understand the different issues and their solutions for the design of memory-periphery circuits at very low technologic nodes (sub-30 nm).

The conclusion lists complementary research and application perspectives as well as additional promising read-yield enhancement ideas.

This version of the manuscript is submitted to confidentiality. Only readers that have signed a non-disclosure agreement are allowed to receive this version. The confidential section is integrated in Appendix I, and includes Chapter 4 and Chapter 5, as well as their conclusions in Chapter 6 and their French summary at the end of the manuscript.

Introduction

This chapter is a two-part literature review. On one hand a background on resistive memories is given, with the three main technologies' working principle, promises, challenges and their industrial roadmap. On the other hand, a focus on readability challenge is achieved, giving state-of-the-art of both system-level and circuitlevel read yield enhancement techniques.

Resistive memories: background, promises and challenges

This section explains why searchers and industrials focused on resistive memory technologies these last years, by describing their advantages compared to existing memories. It then analyses current and future memory market and lists the main obstacles to massive commercialization of these emerging technologies, in particular read capability.

2.2.1.Context and motivation

As explained above, ensuring the extension of Moore's Law is becoming more and more complex, with the continual miniaturization of chip elements, especially CMOS memories. Indeed, storage mechanisms of existing memories, mostly based on charge trapping, become more and more inefficient and unreliable with transistors' size reduction. For flash memory for instance, the number of electrons stored inside its floating gate is significantly decreasing, from more than one thousand to only a few tens in less than ten years [START_REF] Prall | 25nm 64Gb MLC NAND technology and scaling challenges invited paper[END_REF] (see Figure 2).

Figure 2 -Number of electrons stored in flash floating gate vs technology node

In light of these technologic issues, alternatives to existing memories appear unavoidable, in order to design nanometric-scale memories featuring high reliability and scalability along with better power, area and timing performances. Three new non-volatile technologies are emerging (PC-RAM, ReRAM, MRAM) and seem to be strong candidates to replace current memories (see Figure 3). Their data storage mechanism is not based on electron storage anymore. Data is stored in the form of resistive states, commonly either low resistive state (LRS) or high-resistive state (HRS). Their resistivity value depends on to the device material [START_REF] Wouters | Resistive switching materials and devices for future memory applications[END_REF]. Some searchers came up to solutions to distinguish more than two resistive states, called multiple bit per cell [START_REF] Gokce | Toward Multiple-Bit-Per-Cell Memory Operation With Stable Resistance Levels in Phase Change Nanodevices[END_REF][14] [START_REF] Vatankhahghadim | A Multi-level Cell for STT-MRAM with Biaxial Magnetic Tunnel Junction[END_REF], but it will not be the focal area of this thesis. Resistive devices feature the benefit of lower power consumption, as their writing voltage is much lower than existing memories, floating gate flash in particular (up to a few volts for a current around 100 µA). This reduces the design complexity of the memory periphery, without the need of high voltage transistors or high current circuitries. Programing phase is also faster for resistive memories (under 10 ns). Besides, their simple structure and their CMOS process compatibility allow low cost manufacturing with only a small amount of additional masks to the core CMOS front-end. Finally, they are friendly with high density, scalability and designflexibility [START_REF] Roizin | Resistive Memories Promising for Industrial Applications[END_REF].

Figure 4 -Resistive memory bit cell

The resistive memory bit cell, or memristor, can thus be simply illustrated by a resistance in series with an access device that can be a transistor or a diode (see Figure 4). Some new advances come up with a resistive device integrating a selector and so without any separated access device [START_REF] Son | Excellent Selector Characteristics of Nanoscale $ \hbox{VO}_{2}$ for High-Density Bipolar ReRAM Applications[END_REF][18] [START_REF] Intel | Intel and Micron produce breakthrough memory technology[END_REF]. The cell is accessed in a memory array by a correct polarization of their metallic bit, word and source lines.

Those demonstrated resistive memory performances arouse more and more interest of searchers and industrials to work in this field, with a possible view to compete with DRAM (Dynamic Random-Access Memories) and flash-NAND for some embedded applications [20] (see 2.2.3).

Below are detailed the working principles of these three promising technologies. PCM technologies use the property of a phase-change materials (usually chalcogenide glasses) to store data as resistive state. When the material is at the crystalline phase, its constituents (atoms, molecules or ions) are arranged in a highly ordered manner, forming a regular crystalline network extendable in all directions: it is the LRS. On the other hand, the amorphous material contains components that are randomly arranged without any allocation order: this is the HRS. The PCM bit cell is made of the phase change material and a heater oxide sandwiched by two electrodes.

Resistive states switching are achieved by passing a current pulse through this oxide. This current will help heat the phase change material, and generate an active phase-switched area, if the applied current exceeds the material critical current. In order to switch the material from the crystalline-low to the amorphous-high resistive state, a short pulse (under 10 nanoseconds) at high critical temperature (over 600 Celsius degrees) is sufficient since the crystalline phase is an instable phase, which network can be easily altered. Regarding HRSto-LRS (set) switching, a current pulse with the same equivalent area than LRS-to-HRS (reset) switching is needed, in order to keep roughly the same energy cost. A longer pulse is required to ensure a well-mastered crystalline arrangement [START_REF] Perniola | Other resistive RAM technologies: PCRAM, OxRAM, CBRAM and respective applications[END_REF].

Figure 6 -PCM programming phase: illustrations of set and reset operations and the corresponding transienttemperature evolution of the phase change material [START_REF] Perniola | Other resistive RAM technologies: PCRAM, OxRAM, CBRAM and respective applications[END_REF] This technology features limited performances in terms of power consumption, write speed and endurance, due to the power and timing-costly switching mechanism described above [START_REF] De Charentenay | Emerging NVM market: Technological choices are about to be made by key players -SSTMRAM, RRAM... or PCM? Focus on Embedded Markets[END_REF] [23] [START_REF] Sousa | Operation fundamentals in 12Mb Phase Change Memory based on innovative Ge-rich GST materials featuring high reliability performance[END_REF]. 2.2.2.2. Resistive Random-Access Memories (RRAM)

The resistive RAM cell is made of one insulator (mainly oxide) sandwiched by two metallic electrodes. The data storage consists of the creation of a conductive path inside the oxide layer. Resistive state switching occurs when this path is formed (low resistive state: it is the set operation) or broken (high resistive state: it is the reset operation) [START_REF] Perniola | Other resistive RAM technologies: PCRAM, OxRAM, CBRAM and respective applications[END_REF].

Figure 8 -Resistive RAM: forming, set and reset operation [START_REF] Perniola | Other resistive RAM technologies: PCRAM, OxRAM, CBRAM and respective applications[END_REF] Two main resistive RAM families are distinguishable depending on their switching mechanism and more precisely the components of the formed conductive filament: o Conductive-Bridge RAM (CB-RAM): the conductive filament is made of metal atoms. A positive bias between the top and the bottom electrode will generate oxidation-reduction reactions between those atoms and metallic ions all along the oxide. A negative bias will lead metal atoms to be oxidized and so generate the conductive filament rupture [25][26]. The resistivity of this kind of device is very sensitive to voltage since the duration and intensity of the conductive filament forming depends on the device biasing. Figure 11 depicts the typical evolution of ReRAM device current with voltage. Once the conductive filament is formed, the switching between LRS and HRS can either be bipolar or unipolar, according the direction of biasing of the top and bottom electrodes. The switching is called unipolar when only one direction of biasing is possible. Voltage is increased in order to set the low resistive state and reset to high resistive state is reached over a critical voltage. However, some materials (metal oxides like hafnium or titanium oxides) allow the ability to switch states with two directions of biasing, with either a positive or a negative voltage: it is the bipolar switching. Even if unipolar is easier to build in an array, bipolar switching is preferable, mainly because of lower voltage gap leading to increased probability of write disturb and limited endurance of unipolar switching. [START_REF] Wouters | Resistive switching materials and devices for future memory applications[END_REF][16] [START_REF] Perniola | Other resistive RAM technologies: PCRAM, OxRAM, CBRAM and respective applications[END_REF].

Figure 11 -Current-voltage bipolar characteristic of a resistive RAM putting forward the forming, the set and the reset operations [START_REF] Perniola | Other resistive RAM technologies: PCRAM, OxRAM, CBRAM and respective applications[END_REF] Compared to PCM, resistive RAMs have lower switching currents and so lower power consumption because of the effect required in PCM to successively heat and cool the phase change material, which is mainly a chalcogenide glass. Similarly, switching mechanism of PCM is much slower than reduction-oxidation reactions or oxygen vacancies motions [START_REF] De Charentenay | Emerging NVM market: Technological choices are about to be made by key players -SSTMRAM, RRAM... or PCM? Focus on Embedded Markets[END_REF].

However, ReRAMs face to many challenges, notably high forming voltage requiring too much current limiting timing performances, scalability which can be much more limited when using a CMOS transistor as selector device or process-related issues limiting material control which can lead to read margin reduction and limiting the overall yield [START_REF] Roizin | Resistive Memories Promising for Industrial Applications[END_REF].

Magnetic Random Access Memories (MRAM)

Magnetic RAM relies on magnetism and exploits the principle of magnetoresistance. The magnetic memory element is called the magnetic tunnel junction (or MTJ). It is made of one thin non-magnetic oxide material (insulating tunnel barrier) sandwiched by two ferromagnetic layers (FM1 and FM2). One of these two layers has its magnetic orientation fixed (called the pinned or fixed layer) and the other one can see its magnetic orientation being switched (called the free layer). Electrons have an angular momentum called either a spinup or a spin-down depending on their rotation direction. When electrons travel from one FM layer to the other through the tunnel barrier, two resistive states can be distinguished: if the two-layer's magnetization are parallel, the probability for the electrons to cross the energetic barrier is low: it is the low resistive state. If the two layer's magnetization are not parallel, a higher energetic barrier is imposed by the fixed layer, it is the high resistive state [28][29]. Figure 13 -Illustration of electron tunneling through the tunnel barrier [START_REF] Deng | Design and development of low-power and reliable logic circuits based on spin-transfer torque magnetic tunnel junctions[END_REF] The reading of the MRAM-cell is performed by electrically measuring the resistivity of the MTJ element. The lecture quality is quantified by the so-called tunneling magnetoresistance (or TMR), which evaluate the ability of the memory cell to distinguish the two complementary resistive states. This parameter is usually expressed in percentage and is a characteristic process parameter of the MRAM cell. A high TMR ratio is required to ensure a reliable sensing (default value: 100%, but more than 600% has been already demonstrated [START_REF] Ikeda | Tunnel magnetoresistance of 604% at 300K by suppression of Ta diffusion in CoFeB∕MgO∕CoFeB pseudo-spin-valves annealed at high temperature[END_REF], see Figure 14):

TMR 0 = R HRS -R LRS R LRS
Equation 1: TMR definition Figure 14 -Evolution of the TMR ratio for MTJs based on MgO tunneling barrier [START_REF] Deng | Design and development of low-power and reliable logic circuits based on spin-transfer torque magnetic tunnel junctions[END_REF] MTJ modelling [START_REF] Zhao | Macro-model of Spin-Transfer Torque based Magnetic Tunnel Junction device for hybrid Magnetic-CMOS design[END_REF][32] [START_REF] Zhao | A compact model for magnetic tunnel junction (MTJ) switched by thermally assisted Spin transfer torque (TAS + STT)[END_REF] show that its resistivity, especially in HRS, varies non-linearly with voltage:

TMR(V) = TMR 0 1 + V V h ; Equation 2: Non-

linear dependence of TMR with voltage

Where TMR0 is the TMR ratio with zero bias voltage, Vh is the bias voltage when 𝑇𝑀𝑅(𝑉 ℎ ) = 0.5 * 𝑇𝑀𝑅 0 . Figure 15 depicts the typical resistance vs voltage characteristic putting forward this MTJ's resistance dependence.

Figure 15 -R-V hysteresis curve of MRAM putting forward non-linearity of HRS

One the most-advanced writing mechanism of MRAM is called Spin Transfer Torque (or STT) effect [34][35][36] [START_REF] Apalkov | Spin-transfer torque magnetic random access memory (STT-MRAM)[END_REF]. Its working principle is described in Figure 16 and Figure 17:

o If the MTJ is initially in anti-parallel (or high-resistive) state: the switching occurs when a spin-polarized current is applied from the free to the fixed. All electron spins penetrating the fixed layer will be fixed parallel to its magnetization, and so will be anti-parallel to the free layer's magnetization at the interface between the tunneling barrier and the free layer. If the accumulation of anti-parallel electron spins exceeds the free layer's magnetization threshold, they will exert a torque making the free layer switch to the parallel (low resistive) state (typical switching current = 300µA [START_REF] Dieny | STT-MRAM[END_REF]).

Figure 16 -Illustration of the spin transfer effect for the HRS-to-LRS switching

o The writing mechanism from the low to high resistive state is different: a spin-polarized current is applied from the fixed to the free layer. Both spin-up and spin-down electrons will cross through the free layer and the tunnel oxide. All electron spins opposite to fixed layer's strong magnetic field will be rejected back to the free layer because of the high energetic barrier of the fixed layer. As free layer's magnetization is parallel to the pinned layer's one, it will be switched to the anti-parallel (high resistive) state by the accumulation of the rejected opposite electron spins (typical switching current = 400µA [START_REF] Dieny | STT-MRAM[END_REF]).

Figure 17 -Illustration of the spin transfer effect for the LRS-to-HRS switching

Spin-Transfer Torque is a very fast writing operation (tens of nanoseconds demonstrated) and allows very high endurance performances (considered as infinite). However, it requires too much current (hundreds of A), in order to increase the number of accumulated opposite electron spins at the interface with the free layer of the MTJ.

Performances comparison

This section summarizes resistive memories performances, compares them with existing technologies (see Table 1), and discusses about their limits and promises. PCM needs to be further optimized at process-level in order to see it competing in memory market, by considerably improving its power, timing and endurance specifications. Nevertheless, the real attractiveness of PCM is its scalability. Indeed, its write operation is faster and easier when the chalcogenide material gets smaller. This is due to the fact that if the PCM scales down, the interface area of the oxide contact with the thermal active area of the phase-change material, and so its resistance Rth, decreases by a factor k. In order to keep the device temperature ΔT constant, the power Pd needed to switch phase has thus to be reduced by a factor 1/k as illustrated in Equation 3 and Equation 4. This means that the resulting current IM reduces as well when the device area goes down: ReRAM is very promising in light of its high density, high endurance, fast writing operation and high powerefficiency. Compared to PCM, it requires high voltage for the forming operation, but this voltage can be reduced by inserting a nonstoichiometric oxide layer between the top electrode and the initial oxide [START_REF] Amir | Phase-Change Memory[END_REF]. Nevertheless, reset operation still requires too high current and its reduction affects reliability, while large noise is noticeable during set operation. Moreover, resistive memories good performances in terms of endurance are not sufficient. It is not only necessary to have a memory cell that can be highly programmed and erased; the materials must also be compatible with current semiconductor foundries in order to ensure cost-efficiency. ReRAM material control prove to be complex and so damages its manufacturing yield [START_REF] Roizin | Resistive Memories Promising for Industrial Applications[END_REF].

ΔT = P d .
Finally, MRAM performances are summarized and compared with the other technologies in Figure 18. This illustrates well the fact that it has good global performances and that it scores everywhere. Finally, the manufacturing cost-efficiency of MRAM is much better: its compatibility to standard front-end CMOS processes is understood and mastered (see Figure 19), and technological advances show extensive improvements regarding TMR ratio increase and writing current reduction [START_REF] Dieny | STT-MRAM[END_REF].

Figure 19 -CMOS compatibility of MRAM: the MTJ is integrated between two metal levels with only a few additional masks

2.2.3.Emerging memories market

It is now opportune to discuss about the current and future situation of resistive memories in the industrial global market [START_REF] De Charentenay | Emerging NVM market: Technological choices are about to be made by key players -SSTMRAM, RRAM... or PCM? Focus on Embedded Markets[END_REF].

Current memory market

First, memory market is divided into standalone memories, implemented in a dedicated chip (mainly DRAM and flash-NAND), and embedded memories (mainly SRAM and flash-NOR), integrated in a shared chip with other elements for a given functionality (microcontrollers, microprocessors …). Memory market has been for a long time consecrated to computer products before being dedicated at the beginning of the 2000s to the mobile market. Nowadays, big data and Internet of Things (IoT) are emerging, and memory needs in these sectors are more and more increasing. In 2015, the five biggest current players in standalone memory sector were Samsung; Micron, SK Hynix, Toshiba and SanDisk. They concentrate 95% of the market. As for embedded memories, competition is more severe but the top five companies in 2015 were Renesas, STMicroelectronics, Microchip, NXP and Atmel.

Emerging memories roadmap

Emerging memories seem first being able to replace embedded existing memories rather than standalone owing to less restricting embedded design needs (lower surface constraint and density in the order of tens to hundreds Mbits) with better performances. The main targeted sectors of embedded emerging memories are mobile communication modules and microcontrollers. Market actors are anticipating transition to newest memory technologies even if current memories still have years ahead thanks to process advances like 3D-approach of flash in order to go beyond 10nm technologic node.

Regarding scalability, technologic nodes of standalone emerging memories should reach NAND and DRAM ones over the next three years. The same should be applied to chip density for standalone devices, and STT-MRAM appears to be the best successor to DRAM while ReRAM is reaching NAND-flash's density. On the downside, embedded emerging memories technologic nodes should not reach SRAM nodes (under 20nm) but this is counterbalanced by the huge cell size of SRAM (see Figure 20). Those sources correspond to process uniformity especially at the interfaces metal-oxide and oxide-substrate. This leads to severe parameters variations, mainly the transistor's threshold voltage and its effective channel length.

It is necessary to distinguish systematic and random variability. Systematic variations are reproducible inaccuracies that are consistently in the same direction. Even if they can feature a stochastic behavior, they are difficult to be analyzed statistically (e.g. DC offset). Random variations are unknown and unpredictable inaccuracies. They often have a Gaussian normal distribution, and so statistical methods are used to minimize them (e.g. CMOS mismatch) [42][43].

Variability is thus an important concern for robust circuit design. The following of this thesis will focus on variation-tolerant read circuits design for reliable resistive memories.

Statistical modelling and analysis 2.3.1.Statistics background

As variability is handled using statistical methods and as random variability is handled using statistical methods, as variability is mathematically defined as a standard deviation and yield depends on error probability, the statistics terms that will be developed thereafter have to be introduced in this section.

The read yield quantifies the percentage of memory bit cells that are correctly read in a given sample. It thus depends on the bit cell read failure probability. The intra-die and/or interdie variability corresponds to the distribution of a sensed parameter (reading current, input resistance …). Regarding the resistive device variability, LRS and HRS each follow a Gaussian distribution: RLRS(µ(RLRS), σ(RLRS)) and RHRS(µ(RHRS), σ (RHRS)) are so random variables. Similarly, CMOS variability is expressed through characteristic process parameters of a transistor: threshold voltage (VT, σVT) and channel length (L, σL) [START_REF] Singhee | Extreme Statistics in Nanoscale Memory Design[END_REF][44], [45] [46]).

Figure 21 -Illustration of the Gaussian distributions of CMOS transistor's threshold voltage and channel length

As for the variability of analog CMOS circuit like sense amplifier, all its components' variability create a gap between the real value of the characteristic measure of the circuit (output voltage or current for example) and its expected value: it is the offset of the sense amplifier. It is better to take the input-referred offset (output measure divided by the gain of the circuit) since it will not be saturated compared to the output signal which is dependent of the gain of the circuit [START_REF] Razavi | Design of analog CMOS integrated circuits[END_REF]. Moreover, it should be noted that the variability of several uncorrelated components is equal to the quadratic sum of each standard deviation, and that only the biggest terms of a quadratic sum are dominants, so that the terms that are three times inferior to the maximum value are negligible [START_REF] Berndt | Gauss and Jacobi Sums[END_REF].

Evaluating the offset of a CMOS circuit consist on inserting some operations on individual transistor's random variables, like multiplication or division: the theorem of propagation of uncertainty helps compute the standard deviation of non-linear combinations of two random variables A and B, with respective standard deviation σA and σB and covariance σAB. It is detailed in [START_REF] Miller | [END_REF][50]:

If f = AB, 𝜎 𝑓 ≈ |f| √ ( σ A A ) 2 + ( σ B B ) 2 + 2 σ AB AB

Equation 5: Standard deviation of the product of two random variables If

f = A B , 𝜎 𝑓 ≈ |f| √ ( σ A A ) 2 + ( σ B B ) 2 -2 σ AB AB

Equation 6: Standard deviation of the division of two random variables

Nanoscale circuit design has to take care about what is happening in Gaussian tails (i.e. at four or five sigma far away from mean value) for good yield. Therefore, it is better to represent the cumulated distribution of the Gaussian law instead of the typical differential distribution, in order to depict tail effects [START_REF] Singhee | Extreme Statistics in Nanoscale Memory Design[END_REF].

2.3.2.Simulation methodologies

As variability has to be handled in circuit design, some statistical simulation algorithms are more and more integrated in computer-aided design (CAD) tools. This section lists the main statistical simulation methodologies.in order to characterize the variability of a circuit. The most common used methodology is Monte Carlo (MC) simulation. It comprises a succession of random draws, and gives the mean and the standard deviation resulting from this draw. This method has two main drawbacks. First, it covers no more than three sigma overall variation and therefore it is not suitable for nanoscale circuit design, which has to cover more than four sigma to ensure sufficient yield. This is because two much draws are required (about ten thousands) and that simulation times are too long. Secondly, it does not output Pareto chart, which lists contributions of each circuit device on overall variation. Pareto results help optimize the circuit and reduce run time [51][52].

The Response Surface Model (RSM) gives a representation of the different contributors to a circuit variation.

For example, we can represent the evolution of the delay from the first to the last stage of an inverter chain with respect to Vt et L of each transistor of a circuit [START_REF] Khuri | Response surface methodology[END_REF].

Finally, the principle of the Most Probable Point (MPP) methodology is to find the smallest combination {σ1… σN} such that 𝜎 𝑡𝑜𝑡 = √ 𝜎 1 + ⋯ + 𝜎 𝑁 for a given measurement. For example, MPP gives the smallest {σVT, σL} pair of a MOS transistor of an inverter chain giving a 200 ps delay through the chain. The solution can be illustrated by the intersect point between a straight line (depicting the targeted delay) and a circle (depicting all possible {σVT, σL} pairs). The most probable point can also be obtained by varying the measurement until finding the intersect point with a fixed circle depicting a fixed σtot (called MPP 2) [START_REF] Singhee | Extreme Statistics in Nanoscale Memory Design[END_REF].

Figure 22 -Principle of MPP and MPP 2 methodologies

MPP features better characteristics than RSM or MC: it can covers more than six sigma of global variation (i.e. several Mbits in a memory array), reports a Pareto and handles high-order non-linear circuits, like level shifters or Schmitt trigger. However, it cannot completely replace the two aforementioned methods in all circuits, since it cannot afford more than 60 variables (i.e. 30 transistors by varying their channel length and threshold voltage), and since it noticeably depends on the measured circuit parameter: hence, it is suitable for delay measurements but not for memory state or retention evaluation. RSM seems to be the best first choice for small analog circuits (which are mostly linear): it is better to replace a MC simulation of a big complex circuit by the quadratic sum of many RSM simulations of small sub blocks. 

Resistive memories readability: enhancement techniques

As aforementioned, readability, which can be defined as the ability to ensure high read yield or reduce read failure probability [START_REF] Kang | Reconfigurable Codesign of STT-MRAM Under Process Variations in Deeply Scaled Technology[END_REF], appears to be the greatest challenge and the newest barrier for resistive memories massive commercialization. This thesis focuses on this topic, in order to better understand variability issues in analog read circuits design. This section reports state-of-the-art read yield enhancement techniques, both at system and circuit level.

2.4.1.System-level leveraging: ECC and redundancy

The most commonly used and well-mastered memory read-yield enhancement techniques are based on Error Correcting Codes (ECC). These codes are integrated in order to detect and correct soft errors, which are error occurrences that temporary change the data value but, contrary to hard errors, do not damage the system's hardware and can be rectified. These coding techniques are based on redundancy and has the advantages to reduce data transmission error rates without significantly increase the memory speed [START_REF] Detection | Error Detection and Correction[END_REF]. Mathematically speaking, the correcting code is represented by an injective function: φ: A n →B p , which gives a coded word M'∈ B p from a unique initial word M ∈ A n , so that M'=φ(M). A n and B p are two alphabets of respective dimensions n and p. For example, if n=p=2, A and B are the binary alphabet. Parameter n is called the dimension of the code φ and p is the length of the code. Correcting codes are the most often systematic codes, meaning that the coded word corresponds to the initial word followed by a given number of redundancy symbols [START_REF] Montcouquiol | Codes détecteurs et correcteurs d'erreurs[END_REF]. ECC are thus efficient techniques to improve memory read yield. However, they are costly in terms of area due to the use of redundancy (see Chapter 4). That is why circuit design-level enhancement techniques have to be proposed and circuit designs to be optimized for a moderate use of ECC [START_REF]ECC memory[END_REF][58][59].

2.4.2.Circuit-level leveraging: Sense Amplifier optimization

In this section, some state-of-the-art sense amplifier architectures are introduced and compared regarding their tolerance to variability.

Conventional Current Mode Sense Amplifier

The design of a variation-tolerant sense amplifier is critical for reliable resistive memories design. The sense amplifier is a memory periphery analog circuit (see Figure 25), needed to sense the data to be read due to the ever-decreasing margin between two complementary inputs with scaling.

Figure 25 -Sense Amplifier (SA) position in a memory array [START_REF] Tahoori | Beyond MRAM, CMOS/Mag integrated electronics[END_REF] Simplified schematics of current sensing circuit, commonly used for existing memory technologies (SRAM, DRAM …), are depicted in Figure 26 where the resistive memory bit cell impedance is represented by RDATA and RREF. Dynamic current sense amplifiers are often chosen because they are faster than voltage ones [START_REF] Maffitt | Design considerations for MRAM[END_REF].

Reading operation is achieved by an electrical RDATA and RREF comparison in order to output a digital signal via the latch-type circuit (either 0 or 1 depending on whether data resistance is superior or inferior to reference one).

Figure 26 -Conventional sense amplifier for resistive memories

The working principle of the current-mode conventional sense amplifier is described now, assuming RDATA is superior to RREF. This circuit is typically is based on a latch stage and two NMOS transistors (NCL0 and NCL1) that set the bit line voltages VBL0 and VBL1 the two output voltages VOUT0 and VOUT1 are first initialized to supply voltage VDD so that the two upper PMOS transistors are off. As data resistance is superior to reference one, its current IDATA is lower than IREF and so VOUT0 will decrease faster than VOUT1 corresponding to a faster capacitive load discharge. This way, transistor P1 turns on, leading to VOUT1 increase while P0 is kept off. This leads to two complementary digital outputs. This behavior is illustrated in Figure 27.

Figure 27 -Conventional current sense amplifier: output voltage characteristics

For reliable resistive memories design, the circuit in Figure 26 is not suitable. Indeed, it is highly impacted by process variations such as random dopant fluctuations or interface-state density fluctuations (see 2.1.4) [START_REF] Asenov | Statistical Nano CMOS Variability and Its Impact on SRAM[END_REF]. Indeed, in deep submicron technology, those physical variations severely impact within die transistor threshold voltage variability. This translates to high offset for a circuit based on matched transistors. Since circuit depicted in Fig. 1 is based on matched sensing paths, its read window can be seriously narrowed down. Additionally, process variations impact severely the resistive states distributions, increasing even more overall system failure rate. Moreover, a complex mid-point reference scheme is required [START_REF] Na | Multiple-Cell Reference Scheme for Narrow Reference Resistance Distribution in Deep Submicrometer STT-RAM[END_REF], leading to severe layout irregularities (see 2.4.2.2). This circuit helps understand the two main issues for a variation-tolerant sense amplifier design: reference implementation and process variations sensitivity. The biggest challenge is so to find an architecture handling both of these problematics. Next section details the reference scheme implementation issue.

Reference Scheme

The conventional current sense amplifier needs the implementation of a mid-reference, that can be either a current or a resistance. The different conventional reference schemes are depicted in Figure 28. The current reference in a) is suitable for sense amplifiers like current mirrors. It has the advantage to include only two resistive devices. This includes high sensitivity to variations. The resistance reference in b) is convenient with latch-type circuits, while four minimum resistive cells are required. To reduce its variability, more cells are needed, like in c). All these implementations are complex to design in a memory to ensure both layout regularity and high accuracy [64][65].

Layout regularity is a design concept corresponding to the repetitiveness of layout blocks. The goal is to design with a reduced set of layout bricks, making small configuration changes to generate different circuits. Regular layouts require a simplified mask set, leading to reduced manufacturing cost, better process control and reduced design complexity [START_REF] Sol | Layout Regularity for Design and Manufacturability[END_REF].

Figure 29 illustrates two types of metallic connections in a memory array to build the conventional reference resistance scheme of Figure 28b): on the one hand, the resistive devices connections are made inside the bitcell array and on the other hand, they are made on bit-cell array periphery (or inputs/outputs called I/Os). The first configuration is not suitable because it will not ensure homogeneous layout and cleaned design rules checking (DRC). Moreover, it is sensitive to sneak currents, leading to increased write disturb probabilities. The second configuration does not alleviate sneak currents issues unless using a switch device that adds layout complexity.

Figure 29 -Illustration of conventional reference layout irregularities a) connection through the array b) connection through the I/O

Another drawback of these schemes is that their layout irregularities do not allow them to track resistive devices variations with temperature and voltage, as we can see in Figure 30 [START_REF] Boujamaa | System and Methods using a multiplexed reference for sense amplifiers[END_REF].

Figure 30 -Evolution of high, low and conventional reference resistive states with voltage [67]

Thereby, developing a well-averaged reference scheme appears to be complex to ensure both layout regularities and good equivalent resistance accuracy, and existing solutions as the multiple-cell reference scheme [START_REF] Na | Multiple-Cell Reference Scheme for Narrow Reference Resistance Distribution in Deep Submicrometer STT-RAM[END_REF] (see Figure 31) which is based on redundant 1T-1R cells, do not manage to solve those issues. To alleviate reference issues, [START_REF] Kim | 7.4 A covalent-bonded cross-coupled current-mode sense amplifier for STT-MRAM with 1T1MTJ common source-line structure array[END_REF] proposes a double-latch type sense amplifier, called covalent-bonded crosscoupled current-mode sense amplifier (CBSA, see Figure 32). This circuit features an improved sensing margin in relation to conventional sense amplifier, thanks to the comparison of data resistance with two references. It is composed of three memory cells, two are reference cells with low resistive state (LRS) and high resistive state (HRS) and the third one is the data to be read (can either be LRS or HRS). Two latches are then necessary to compare separately the HRS reference to data and the LRS reference to data. The two latches are connected and so compared one another to get the final digital output. The pre-charge stage (PPR and PEQ transistors) initially sets output nodes to supply voltage VDD (PRECH signal first equal to 0) and then turns OFF (PRECH=VDD) to trigger the dynamic behavior of the circuit (output capacitor load discharges). Because the two latches share data current branch with each other, transistors P3HD, N3HD, P3LD, and N3LD are added to balance the current amount. Transistors P4HD, P4LD, N4HD and N4LD are MOS capacitors integrated to balance the systematic offset due to output capacitor mismatch between OUTA (or OUTB) and OUTM nodes. This circuit appears to be an alternative architecture of latch-based circuit adapted to resistive memories, i.e. with an adapted reference scheme. Indeed, no mid-reference scheme is integrated here: two intermediary output signals are first obtained through the two latches in order to evaluate the margins of the data with LRS and HRS simultaneously and separately, and the margin between these two outputs gives finally the digital output signal.

On the other hand, it is a proposal of a dynamic sense amplifier handling variability issues. It is important to evaluate this variability, understand precisely the different factors impacting it and how it can be reduced. Its working principle and the variability study is detailed in Chapter 3. At this point, it is necessary to study how to reduce variability in analog circuits. This variability is quantified as an offset, which is defined as the differential DC amount (voltage, current or resistance) required between the inputs of an amplifier to make the output zero.

Below are listed some offset-cancellation techniques and their implementations in some sense amplifier architectures. Those techniques are more detailed in [START_REF] Enz | Circuit techniques for reducing the effects of op-amp imperfections: autozeroing, correlated double sampling, and chopper stabilization[END_REF].

Offset Cancellation Techniques: Autozeroing and Chopper Stabilization

Autozeroing and chopper stabilization are two circuit techniques first used to reduce both dc offset (which can be defined as noise at a zero frequency) and noise of operational amplifiers. Indeed, those two parasitic effects can result in the reduction of the dynamic range and output swing of the amplifier, leading to a low gain amplifier and cascode would not be sufficient to significantly compensate for this. Those two techniques can be applicable not only to operational amplifiers but also to any voltage amplifiers, digital-to-analog and analogto-digital converters, filters and integrators, sample and hold circuits, analog delay stages or comparators.

The basic principle of autozeroing is to use switches and capacitors in order to sample in a first phase only offset and noise contributions by shorting the input signal, i.e positioning it at a given common mode voltage. Then, in a second phase, the input signal is connected again for amplification and the offset and noise of the second phase is subtracted with the one registered by the sampling capacitors.

Figure 34 -Autozeroing basic principle [START_REF] Enz | Circuit techniques for reducing the effects of op-amp imperfections: autozeroing, correlated double sampling, and chopper stabilization[END_REF] This way, all dc components can be cancelled. Regarding noise, the 1/f noise is also cancelled, thanks to the introduction of a double zero term in the power baseband transfer function brought by the autozeroing stage.

But the 1/f noise and above all the thermal noise spectrum is replied, and leads to the increase of the white noise component.

As autozeroing consists in registering offset and noise contributions through sampling capacitors by means of voltage VC or current IC (simply called control variable XC), a residual offset can still be present, corresponding for example to the variation of the amount of switches injected charges. Figure 35.a) shows that residual offset can be deduced from the input referred offset vs XC characteristic, which can be linear or nonlinear depending on the circuit used. The Chopper Stabilization technique does not anymore consist on sampling offset and noise contributions but on frequency modulation. Instead, the input signal spectrum is translated to higher frequencies (where there is no 1/f noise), then amplified and so spectrum aliasing is avoided and finally demodulated in order to come back to baseband. In order to avoid aliasing, input signal frequency must not exceed the double of modulation (or chopping) frequency. This condition also allows a considerable reduction of the noise brought by the frequency modulator and demodulator. Indeed, the spectral noise density after demodulation is inferior to initial noise before modulation, for both white noise and 1/f noise, as depicted in Figure 36. This is the case for residual offset as well. Residual offset can be even more reduced with a closed-loop offset compensation using an auxiliary input port (Figure 39). The idea is to reduce charge injection effects by storing offset contributions at an intermediate node instead of using a sampling capacitor at the amplifier's input.

Figure 39 -Closed-Loop offset cancellation using an additional offset nulling input [START_REF] Enz | Circuit techniques for reducing the effects of op-amp imperfections: autozeroing, correlated double sampling, and chopper stabilization[END_REF] With this configuration, the voltage differential due to charge injection is reduced by A1/A2 where A1 is the gain of the amplifier from input to output and A2 the gain of the feedback amplifier (from the nulling input to output). That's why it is convenient to make A1 much higher than A2. These two amplifiers are often used as transconductance stages, as depicted in the figure. The amplifier of gain A3 has the advantages to avoid autozeroing to slow down since gm1 amplifier output is no longer charged by means of voltage directly through Ch. Moreover, it leads to the reduction of S1 switch charge injection effects and so the reduction of the overall residual offset VOS-res, as described in the following equation:

V OS,res ≅ - V OS A 2 . A 3 - A 2 A 1 . q inj C h
Equation 7: Residual offset reduction of the closed-loop offset-cancellation configuration using an offset nulling input 2.4.2.5.2.

Partial and Full Offset Cancellation Technique

This section presents applications of autozeroing technique specifically for sense amplifier offset reduction. Two state-of-the-art sense amplifier architectures with reduced offset are presented here, taken from [START_REF] Boujamaa | System and Methods using a multiplexed reference for sense amplifiers[END_REF].

As latch-type circuits are too sensitive to mismatch and presents a dynamic behavior, they are not convenient with offset-cancellation. A basic current mirror is thus introduced (Figure 40 and Figure 41). Assuming for the moment a mid-reference, the sampling capacitor can be located between the two gates of PMOS transistors and inputs are short-circuited at the sampling phase. In this case, the following small signal analysis in both sampling and amplification phase shows that offset contributions brought by NMOS transistors cannot be cancelled, as the current path used is different between the two phases. It is the partial offset cancellation technique (POCT): (

V C,φ 1 = g m N g m p . (σV T n 2 -σV T n
[ σV T n 1 1 + g m N . R data - σV T n 2 1 + g m N . R ref ] -[ σV T n 1 1 + g m N . R ref - σV T n 2 1 + g m N . R data ] )

Equation 11: Small signal output voltage at the end of the amplification phase of the FOCTbased sense amplifier

The inversion of the inputs during the second phase also leads to a doubled signal as described by equations below:

V C 1,φ 1 = V T P 2 -V T P 1 + √ I data K P -√ I ref K P

Equation 12: Large signal sampling voltage during the first phase of the FOCT-based sense amplifier

v signal = V dd -V T P 1 -√ I data K P -(V dd -√ I ref K P -V T P 2 + V C 1,φ 1 ) = 𝟐. √ 1 K P . [√I ref -√I data ]

Equation 13: Large signal output voltage at the end of the amplification phase of the FOCTbased sense amplifier

The FOCT appears to be a suitable read-yield enhancement technique for a mid-reference scheme. However, this implementation does not allow dense and homogenous memory array integration, due to the resulting design complexity, as explained above.

Thus, current literature does not propose solutions that combine both layout regular and accurate mid-reference scheme on one hand, and reliable offset cancellation technique in order to get the best signal to offset ratio and so improve read yield of resistive memories.

Conclusion

This chapter explains why emerging resistive memories and MRAM in particular, are promising technologies in terms of standalone performance, compared to existing solutions. STT-MRAM is a well-advanced technology at process-level. One of the biggest challenge of resistive memories is their low design robustness to ensure higher read reliability. It is important to propose design-level solutions of sense amplifiers architectures that simultaneously reduce or cancel its offset and include an accurate and layout-regular reference scheme. Current literature proposes solutions that handle layout regularity of reference schemes like the CBSA circuit, and reliable offset cancellation techniques like FOCT in order to get the best signal to offset ratio. This thesis gives a design-level analysis of the variability problematic for the design of read circuits for resistive memories and proposes sense amplifier architecture-solutions that combine both offset-cancellation and reduced reference variability.
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Introduction

The previous chapter provides elements to understand the importance of variation-tolerance for the design of sense amplifier circuits. This chapter offers a complete analysis of the read margin all along the sensing path of the resistive memory, and gives a methodology to optimize at design-level read window degradations: o A statistical model is first proposed, evaluating read margins at the sense amplifier input, in order to minimize degradation due to variability. This model includes a design optimizer for an area-aware resizing of bit line voltage clamping transistors. o The offset of the CBSA circuit introduced above is analyzed, modelled and optimized, in order to put forward the different variation-increase factors. An offset-characterization methodology is also proposed.

Statistical model describing read margin degradation at bit cell level

In this section, a statistical model is proposed, in order to evaluate the impact of variability on read margin degradation at the beginning of the resistive memory-sensing path. It is important at this point to remind the reader that this study is achieved from a design point of view and for a further optimization of sense amplifier architecture. 

Figure 44 -Equivalent circuit of the sensing path

The memory read window can be defined as the difference between two current read margins, for respectively LRS and HRS: . N quantifies the overall variation rate applied to the circuit (expressed in number of sigma).

RM 0 = µ(ΔI LRS ) -N.

3.2.1.Estimation of the read margin degradation

Assuming first an ideal NCLAMP (σVT= σVBL=0), and so a fixed bit line voltage, data current mean value can be expressed from Figure 44 as:

I DATA = V BL R DATA + ΣR PAR

Equation 16: Current through the resistive bit cell

Applying the theorem of propagation of uncertainty [START_REF] Miller | [END_REF][50] [START_REF] Palmer | Propagation of Uncertainty through Mathematical Operations[END_REF][77], and as RDATA and ΣRPAR are uncorrelated variables, its variability σIDATA is:

σI DATA I DATA = √σ 2 R DATA + σ 2 ΣR PAR R DATA + ΣR PAR

Equation 17: Data current variability assuming ideal bit line clamping transistor

In order to depict the read margins degradation, the non-linearity of the resistive device with voltage has to be included in the model. The following results show estimations with magnetic tunnel junctions modelling [START_REF] Zhao | Macro-model of Spin-Transfer Torque based Magnetic Tunnel Junction device for hybrid Magnetic-CMOS design[END_REF][32] [START_REF] Zhao | A compact model for magnetic tunnel junction (MTJ) switched by thermally assisted Spin transfer torque (TAS + STT)[END_REF][78] [START_REF] Kim | A technology-agnostic MTJ SPICE model with user-defined dimensions for STT-MRAM scalability studies[END_REF](see Equation 18) but all the following is applicable for any other memristor model [START_REF] Bocquet | Robust Compact Model for Bipolar Oxide-Based Resistive Switching Memories[END_REF] [START_REF] Covi | Compact model for phase change memory cells[END_REF]. The tunnelling magnetoresistance (TMR) ratio (dimensionless quantity) evaluates the ability of the memory cell to distinguish the two complementary resistive states: 𝑇𝑀𝑅 = 𝑅 𝐻𝑅𝑆 -𝑅 𝐿𝑅𝑆 𝑅 𝐿𝑅𝑆

.

TMR(V) = TMR 0 1 + V V h

Equation 18: Non-linearity of magnetic tunnel junctions with voltage

where TMR0 is the TMR ratio with zero bias voltage anVh is the bias voltage when 𝑇𝑀𝑅(𝑉 ℎ ) = 0.5 * 𝑇𝑀𝑅 0 .

The degradation of the read margins will be illustrated thereafter for specific parameter values:

-RLRS is arbitrary assumed equal to 4 k -VBL is first ideally assumed fixed and equal to 180 mV in order not to consider NCLAMP transistor dependence -𝜎𝛴𝑅 𝑃𝐴𝑅 : Layout effects are considered less variable than the resistive device:

𝜎𝛴𝑅 𝑃𝐴𝑅 𝛴𝑅 𝑃𝐴𝑅 = 1 6 .
𝜎𝑅 𝐷𝐴𝑇𝐴 𝑅 𝐷𝐴𝑇𝐴 is arbitrary chosen.

The degradation of the read margins given in Equation 14and Equation 15 with respect to parasitic resistances is illustrated in Figure 45 varying the global variation rate applied to the circuit in Figure 44, for an ideal nonvariable clamping transistor. Memory read yield has to be optimized with specific care on Gaussian distribution tails and so for a maximum applied variation. This result helps targeting the maximum N parameter keeping a positive and acceptable read margin RM0-RM1, for specific resistive device parameters (σRLRS/RLRS=5% and TMR=100% are arbitrary chosen here; note that 𝜎𝑅 𝐻𝑅𝑆 = 𝜎𝑅 𝐿𝑅𝑆 * (1 + 𝑇𝑀𝑅)).

A read margin stabilization is observed (for four sigma global variation) for LRS, which is less variable than HRS. Hence this result helps get into position at process level (taking into account data and access device technologic choice and layout effects) for a further design-level study. Figure 46 shows this positioning regarding process parameters (σRDATA, ΣRPAR). After this setting, it is important to choose a correct bit line voltagerange, taking into account the non-linearity of the resistive device with voltage (Equation 18). Figure 47 shows for example that for σRLRS/RLRS=5%, ΣRPAR=500, the bit line voltage has to be set through NCLAMP's gate voltage (VCLAMP) under 200mV to minimize read margin degradation. A serious imbalance between RM0 and RM1 (𝑅𝑀 0 ≠ -𝑅𝑀 1 ) is otherwise noticeable, that can be solved by modifying the division factor of the reference current, and thus, by changing the configuration of the reference scheme. Another solution is to use a sense amplifier increasing the read window (but with a reference scheme still leading to an imbalance), and cancel the imbalance with an appropriate offset stage (illustrated in Figure 48). 

3.2.2.Impact of the bit line voltage clamping transistor's variability on read margin degradation

Taking now into account bit line voltage variability (σVT≠0), IDATA is submitted to a negative feedback brought by NCLAMP: an increase in VBL leads to an increase in the current through ΣRPAR and RDATA; while the saturated NCLAMP transistor makes it decrease as we can see in Equation 19.

I DATA = V BL R DATA + ΣR PAR = µ n C ox 2 . W L . (V CLAMP -V BL -V T ) 2

Equation 19: Negative feedback brought by NCLAMP on data current

Solving the resulting second order equation, the bit line voltage required is:

V BL = 2α(V CLAMP -V T ) + 1 -√Δ 2α 
Equation 20: Bit line voltage assuming non-ideal NCLAMP ) 𝑁 𝐴 0.4 . 𝑡 𝑜𝑥 is the gate dielectric thickness, 𝑧 0 is the inversion layer charge centroid, 𝜀 𝑜𝑥 and 𝜀 𝑠𝑖 are the dielectric constants of the gate dielectric and the silicon, 𝑁 𝐴 is the channel doping concentration [START_REF] Asenov | Statistical Nano CMOS Variability and Its Impact on SRAM[END_REF].

g m = µ n C ox W L (V CLAMP -V BL -V T )
Figure 50 shows, for suitable parameters settings as described in previous subsection, a comparison of the impact on read margins degradations between resistive device and bit line clamping transistor's variabilities.

Although from Figure 50, the memristor has the biggest impact on the degradation, it is important to reduce NCLAMP influence, as this optimization study is made from a design point a view. Equation 22to Equation 24highlight two design parameters playing a significant role in read margin degradation: gm, which is proportional to NCLAMP's W/L ratio, and σVT, which is inversely proportional to NCLAMP's area. The trade-off between these two parameters is discussed below. 

3.2.3.Methodology for design optimization

This section defines a methodology of the different steps for the read margins evaluations and explains the principle of the design optimizer included in order to further boost NCLAMP for a minimum read window degradation.

The different steps to follow for a design optimization of the resistive memory read margin are:

-Choose the correct variation rate to apply to the whole circuit (bit cell stage plus sense amplifier) -Process parameters settings: consider given process specifications (𝜎𝑅 𝐷𝐴𝑇𝐴 , 𝜎𝛴𝑅 𝑃𝐴𝑅 ) and position themselves regarding read margin degradation -Consider non-linearity of the resistive device through bit line voltage clamping transistor -Compare resistive device and NCLAMP's variability impact on read margin degradation -Area-aware NCLAMP sizing that minimize read margin degradation.

A design optimizer is proposed to achieve the last step. The analysis of Equation 14, Equation 15, and Equation 21to Equation 25shows that for read margin reduction, σIDATA and so σVBL have to be reduced. σVBL can be reduced either by increasing gm to minimize resistances' variability contributions, or by decreasing σVT to minimize NCLAMP's variability contribution. Figure 51 describes this read margin dependence with gm (proportional to W/L) and σVT. As bit line voltage also depends on W/L, it is kept fixed, in order to focus only on gm variation with W/L, by adapting VCLAMP value for each W/L variation. Equation 21to Equation 24show that σVBL decreases with gm until reaching a constant value. Thus, read margin increases with W/L and then saturates. Therefore, a maximum read margin is ideally obtained for the biggest and non-variable NCLAMP. Assuming σVT≠0, the design optimizer helps finding the best {σVT, W/L} pair giving the optimum read margin/area trade-off. The principle of the area-aware read margin NCLAMP optimization is as follows:

-Target a given percentage of read margin degradation (e.g. 10% in Figure 51) -Report, for each W/L variation, the required VT variability for this percentage (see Figure 52) -Take into account both W/L and σVT NCLAMP's area contributions (see Figure 53): A fully configurable statistical model of the beginning of the sensing path of a resistive memory is developed, taking into account process level parasitic and data resistances variabilities, for bit line clamping transistor's design optimization to minimize read margin degradations. A methodology is proposed to handle variability issues on read yield, according to the resistive device technology. This study is important to optimize read capability before focusing on reducing sense amplifier variability. The model perfectly matches with simulation (see Figure 54). At this point, at the beginning of the sensing path and before the signal treatment by the sense amplifier, the attenuation of the degradation of the read margin is optimized as much as possible.

(W * L) σV T = ( A V T σV T ) 2 Equation 

Circuit-level: Offset analysis of the Covalent-Bonded

Cross-Coupled Current Mode Sense Amplifier (CBSA)

Regarding read reliability through the sense amplifier, it will depend on the chosen circuit architecture. As detailed in 0, a conventional latch circuit is not sufficient to ensure reliable read operation because of its transistor pairs' mismatch and its complex reference implementation.

The CBSA circuit (see 2.4.2.3) is a promising architecture for resistive memories since it handles reference problematic and variation-tolerance of latch-type circuits, as well as keeping the advantage of high-speed dynamic circuit.

In order to understand the different stakes of sense amplifier variability, it is judicious to analyze the mismatch (quantified by its offset) of this particular dynamic sense amplifier [START_REF] Mraihi | Offset Analysis and Design Optimization of a Dynamic Sense Amplifier for Resistive Memories[END_REF].

3.3.1.Offset Analysis

Systematic offset

In order to assess the circuit systematic offset, an input resistance difference equal to 0 (i.e RHRS..REF=RLRS.REF=RDATA) has to be applied. In this configuration, the positive feedback leading to the latch dynamic behavior does not occur, and in an ideal case, maintain it in the meta-stability state (all outputs voltages are between ground and VDD). However, since reference and data transistors are not identically sized, output capacitances of OUTA (or OUTB) and OUTM nodes are different. Therefore, when pre-charge turns OFF, output capacitive loads discharge with different discharge rates. This generates an input voltage while it should not. Output voltages thus decrease with time from their initial states (VDD) with different slopes, triggering the sensing. Correctly sized dummy capacitors (P4HD, P4LD, N4HD, and N4LD) have to be added to balance this output load mismatch. Evaluating the output capacitances as a function of gate capacitances and assuming gate capacitances of latch transistors and dummy capacitors are respectively equal to C and Cdummy, we can write: 

C OUTA = C g(P4H) + C g(P4HD) + C g(N4H) + C g(N4HD) = 2C + 2C dummy

Random offset

The random offset due to device mismatches can now be analyzed for further optimization. First, analyzing the main transistors contributing to random offset is required. Once pre-charge turns off, PMOS transistors of the two latches remain off, leading to output capacitors discharge through data and reference branches, whose currents are set by bit line clamping NMOS transistors. The offset value therefore depends on two main contributors: bit line clamping NMOS transistors and PMOS transistors of the latches. Indeed, output voltage decreases (output capacitors discharge) with different speeds depending on data and reference current set by the clamping NMOSFETs. After that, the output voltage will reach latch PMOS transistors' threshold voltages and so those transistors will trigger positive feedback. Consequently, NMOS transistors of the latches do not influence the offset of the circuit as they are cascoded and so the clamping transistors only dictate their drain current. This observation will be exploited in section 3.3.2. Figure 57 shows a pareto chart from statistical simulation results (using most probable point methodology [START_REF] Zhang | Read Performance: The Newest Barrier in Scaled STT-RAM[END_REF]) quantifying the main contributors of the offset, for four sigma overall variations. It confirms that latch PMOSFETs (P3H+P3HD, P4H, P4L, P3L+P3LD) and bit line clamping NMOSFETs (NCLAMP1, NCLAMP2, NCLAMP3) are the main contributors to offset.

Moreover, capacitive loads are also important random offset contributors. Indeed, offset decreases with the increase of output capacitors. This is because intrinsic capacitive effects of the circuit (gate capacitors mismatch and gate-drain coupling mismatch, in the range of a few femtofarads) have much less impact in presence of high loads (in the range of ten femtofarads). 

3.3.2.Offset modelling

An analytical model for offset (applied for both systematic and random) is derived for this circuit. Analytic computations of the offset of dynamic sense amplifier that can be found on literature are mostly dedicated to SRAM or DRAM memories using small or large signal analysis [83][84]. For simplicity and as the circuit is symmetric, the calculation was made for half of the circuit (only one latch, RDATA and RHRS.REF sensing paths for example) with correct transistor sizes. 

Equation 41: Capacitive contribution of the data current on reference output voltage decrease

Output voltages can then be expressed as followed:

V 0 (t) = V DD -X 0 * t Equation 42: Reference output voltage V 1 (t) = V DD -X 1 * t
Equation 43: Data output voltage At t=t1, i.e once voltage V1 reaches P3 threshold voltage, V1 = VDD -VTP0. Likewise, at t=t0, V0 = VDD -VTP1. When t0=t1, PMOSs threshold voltages are reached at the exact same moment. Thus, no positive feedback triggering occurs. The offset can therefore be calculated assuming this equality, which represents a perfectly balanced circuit:

X 1 X 0 = V tP0 V tP1

Equation 44: Output voltage slope condition for metastable state

Offset can consequently be deduced:

R REF R DATA = V bl0 V bl1 * a. V tP1 -c. V tP0 d. V tP0 -b. V tP1

Equation 45: Input-referred systematic offset

Using the theory of propagation of uncertainty [START_REF] Miller | [END_REF][50], the random offset is:

σ 2 ( R REF R DATA ) ( R REF R DATA ) 2 = (aV TP1 ) 2 . ( σ a 2 a 2 + σ 2 V TP1 V TP1 2 ) + (cV TP0 ) 2 . ( σ c 2 c 2 + σ 2 V TP0 V TP0 2 ) (aV TP1 -cV TP0 ) 2 + (dV TP0 ) 2 . ( σ d 2 d 2 + σ 2 V TP0 V TP0 2 ) + (bV TP1 ) 2 . ( σ b 2 b 2 + σ 2 V TP1 V TP1 2 ) (dV TP0 -bV TP1 ) 2 + σ 2 V BL0 V BL0 2 + σ 2 V BL1 V BL1 2 Equation 46: Input-referred random offset
Similarly, the offset of the whole CBSA can be obtained from the circuit depicted in Figure 59. Kirchhoff law at the three output nodes of the CBSA gives (with V2 = VOUTB):

(C 0 + C g1a ) * dV 0 dt + V BL0 R HRS.REF + (C gdp0 + C gdn0 ) * d(V 0 -V 1 ) dt = 0
Equation 47: Kirchhoff's law at HRS reference branch output node of the CBSA

(C 2 + C g1b ) * dV 2 dt + V bl2 R LRS.REF + (C gdp2 + C gdn2 ) * d(V 2 -V 1 ) dt = 0
Equation 48: Kirchhoff's law at LRS reference branch output node of the CBSA

(C 1 + C g0 + C g2 ) * dV 1 dt + (C gdp1a + C gdn1a ) * d(V 1 -V 0 ) dt + (C gdp1b + C gdn1b ) * d(V 1 -V 2 ) dt + V bl1 2 * R DATA + V bl1 2 * R DATA = 0
Equation 49: Kirchhoff's law at data branch output node of the CBSA Therefore, the conformity of Equation 46 with simulations for the whole sense amplifier can be obtained by assuming for simplicity RHRS.REF=RLRS.REF. Thus, the CBSA is electrically equivalent to the circuit in Figure 58 by applying the following changes in Equation 34 and Equation 35:

-In Equation 34: replace (Cgdp0 + Cgdn0) by 2*(Cgdp0 + Cgdn0) as P3H+P3HD is twice the size of P3.

-In Equation 35: replace Cg0 by 4*Cg0 to take into account all gate capacitances at VOUTM, and replace (Cgdp1 + Cgdn1) by 2*(Cgdp1 + Cgdn1) as V0=V2 is assumed (see Equation 49).

In terms of offset contribution, we have:

𝜎𝑉 𝑇 (𝑃4𝐻) = 𝜎𝑉 𝑇 (𝑃4) √2
and 𝜎𝑉 𝑇 (𝑃3𝐻 + 𝑃3𝐻𝐷) = 𝜎𝑉 𝑇 (𝑃3)

√2

.

Figure 59 -CBSA equivalent circuit for offset modelling

3.3.3.Offset Characterization

In order to compare the modeled-based calculated offset of the CBSA with simulation, we have to choose the statistical simulation methodology to use among those proposed in 2.2.2. Monte Carlo simulation is not suitable here too much runs would be needed to ensure good read yield accuracy (at 5 or 6 sigma range). Moreover, DOE/RSM method cannot be used here since it does not cover highly nonlinear circuits as this dynamic CBSA. Therefore, MPP characterization is adopted here. By varying the data input resistance, the maximum time delay between the sensing triggering (latch PMOS transistors turning ON) and the creation of a quite sufficient output voltage differential (for example Vout = Vdd/2) is measured. The minimum Rdata-Rref difference giving the first measurable delay is so called the input referred offset, as described in the dichotomy flow chart in Figure 60. This flow was used to develop a Skrill coded script for offset characterization, which can be found in Appendix B. 

REF. Dotted line curve shows gate-drain coupling impact on offset for low load capacitance

The CBSA offset reduction, linked to the use of two symmetrical latch stages sharing one common current path, is of the order of more than fifty ohms for one sigma overall variation compared to the conventional latch sense amplifier. Although it appears insufficient, it seems to be the optimum attainable reduction for circuits based on transistors matching. Table 3 shows CBSA improvements in terms of offset reduction, reference layout regularity and sensing speed, along with the area overhead that is required in return. For further offset reduction, some alternatives are possible by combining dynamic stages. [START_REF] Khayatzadeh | A reconfigurable sense amplifier with 3X offset reduction in 28nm FDSOI CMOS[END_REF] proposes a configuration able to divide the offset of a sense amplifier by a factor of 3. The principle is to split one small but variable sense amplifier into two or more bigger but less variable stages. Depending on the desired configuration, these stages are combined by either putting in parallel their inputs or switching them (see Figure 62).

Figure 62 -Reconfigurable Sense Amplifier for 3X offset reduction [85]

A statistical model was thus developed to describe the factors degrading sense amplifier offset. This model takes into account both bit cell and loads variation. It was applied to a sense amplifier for resistive memories, but can be derived for any other latch-type circuit. A summary of model parameters is shown in Table 4. 

Conclusion

A comprehensive analysis of the variability of the sensing path of resistive memories is performed in this chapter. A design optimization methodology is proposed to minimize read margin degradation with variability at the input of sense amplifier. It is important to position process parameters and their variability regarding read window reduction, as well as non-linear dependency with voltage of the resistive bit cell. The resizing of bit line voltage clamping transistor is then automated for a minimum read margin decrease at design-level. An algorithm for offset characterization of a design-optimized dynamic sense amplifier (CBSA) is moreover described. This offset is additionally modelled taking into account bit cell statistics. This study highlights the necessity of non-dynamic sense amplifier architectures that combines offset-cancellation techniques and layout regular reference scheme.

Introduction

0 helps understand that dynamic circuits are not convenient in order to improve more resistive memories read reliability, even when a layout regular reference scheme is included. This chapter proposes a sense amplifier architecture that combines offset-cancellation techniques (introduced in 2.4.2.5) and easy-to-implement reference scheme with reduced variability, allowing an improved read yield.

Two-references: time-multiplexed reference scheme

The Full Offset-Cancellation Technique (FOCT) described in Chapter 2 (see 2.4.2.5.2) uses the principle of multiple-phase gate voltage register through sampling capacitors in order to set the required current signal.

Figure 63 illustrates this technique using two different sampling capacitors for separate current branches (for non-current-mirrors applications).

Figure 63 -FOCT using two sampling capacitors a) during sampling phase b) during amplification phase

From Figure 63, the currents set in each branch at the end of the amplification phase are: [65] proposes a sense amplifier architecture integrating the FOCT as well as a so called time-multiplexed reference scheme (see Figure 65). The principle is to implement two complementary resistive devices as references. Each of these references is connected to the circuit during either the sampling or the amplification phase. The resulting current transfer function is similar to the one of the FOCT (see Figure 64), but with two uncorrelated complementary resistive devices. This feature allows a much easier reference implementation. Moreover, separating current branches allow the use of more references in order to reduce their variability, as it will be described below. The small signal analysis of this circuit architecture (see Figure 67) demonstrates that in case of low read margin (RLRS close to RHRS), the offset of this sense amplifier can be almost cancelled: This double principle of offset cancellation featuring increased signal to offset ratio by reducing the reference variability should be extended for N references, by evaluating both read margin improvements and the resulting power, timing and area costs. This is described below. In following lines, an innovative approach that combines both offset-cancellation and reference variability reduction is presented.
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First, the proposed circuit maintains the Full Offset-Cancellation technique (FOCT) for higher output signal. Therefore, references and data current paths are identical between sampling and amplification phases (same transistors used). The reference resistances' variability reduction will then consist of adding sampling phases per additional uncorrelated reference. In order to illustrate that, Figure 68 describes the proposed current scheme for three references, at the end of the amplification phase. 

. Circuit implementation

Figure 69 illustrates the circuit implementation of the proposed current scheme for three references. The use of one additional uncorrelated reference requires one additional offset sampling phase and one additional current branch. In total, four resistive devices, two sampling phases to register the two pull-up data currents and one amplification phase are implemented to result to an offset-cancelled with improved signal to offset ratio sense amplifier. This scheme adds one design complexity. Indeed, two pulling down currents from the same resistive device (data cell) are needed here. It means that one of these two currents has to be recorded in one phase and then pulled down in order to generate in another phase the second pulling down data current. This is achieved with a current mirror (see Figure 71). However, this stage is an additional offset source. FOCT helps cancelling this additional offset since the same circuit is used between the sampling and the amplification phases. The role of resistance RDUMMY depicted is to counterbalance output resistance mismatch created by the current mirror.

4.4. Read margin improvement and power, timing, area costs

4.4.1.Read margin improvement

In order to evaluate the signal to offset for N references, an iterative process is carried out. As the current scheme of the proposed architecture is different depending on whether the number of implemented references is odd or even, two expressions of the output signal variability are deduced: This curve gives the equivalent resistive process to adopt in order to reach a given 2T-2R read margin. Above all, it shows a significant read margin gain from two to four references, regardless of the process selected. For σRLRS=7% and TMR=100% (same process settings than in 3.2.3), around 0.5 sigma gain in terms of read margin is obtained, equivalent to a 10 factor gain in terms of bit error rate (see Figure 73). The circuit implementations proposed above highlight the non-negligible costs in terms of timing, area and power consumption, as additional phases and current paths are needed per additional references. Regarding timing cost, adding one reference leads to one additional sampling phase of the order of ten nanoseconds. Therefore, for a 0.5 sigma read margin gain (four references for σRLRS=7% and TMR=100%, see Figure 72), around twenty additional nanoseconds are necessary to read the resistive bit cell:

σ(∆I) = √4σI DATA
N phase = N Equation 60: Timing cost of the proposed sense amplifier for N references As for power consumption, the energy required by the addition of two current branches and two sampling phases is non-negligible (5 times higher than a 2T-2MTJ sense amplifier from two to four references, corresponding to a 10-factor read margin gain), to reach nevertheless less than ten Pico joules (see Figure 74):

E = ∑ ∑ E branch i ,phase j j i = ∑ ∑ V DD .
V bl i,j R i,j dt j j i Finally, about area cost, the increasing number of transistors w.r.t the number of references needs to be put into perspective by evaluating the area cost at array level. The number of bit lines per multiplexer for the proposed sense amplifier with four references still remains much lower than a 2T-2MTJ sense amplifier (44% gain, see Figure 75). These results justify the utility of this sense amplifier architecture for some timing-tolerant (tens of ns) and/or power-tolerant (tens of Pico joules) applications. 

Equation 61: Energy required by the proposed sense amplifier for N references

N branches = 3N 2 -1, if N is even = 3 2 (N -1), if N is odd

Alternative implementations

Some alternative implementations and/or improvements of this proposed architecture are provided. First, in order to improve the signal to offset ratio, the gain of the proposed sense amplifier can be boosted using cascode devices. These devices have to be self-biased in order to alleviate complexity, area and power consumption issues of an external voltage bias. In order to self-bias the cascode stage during both sampling and amplification phase, capacitors CBIASi are added, which sample the voltage bias needed for the cascode structure. The circuit in Figure 76 has a high gain, and its output voltage is taken between two high impedance nodes VOUT+/-(fully differential operation [47][86]). Therefore, a moderate common mode input signal variation (i.e moderate RHRS/RLRS variation) can lead to a large output common mode swing that consequently completely saturates the differential signal. In this case, the data resistive state is not detectable anymore. In order to improve the robustness of the circuit, a common-mode feedback (CMFB) configuration has to be implemented. A well-known CMFB circuit is based on two parallel transistors biased in triode region and connected to output nodes [START_REF] Razavi | Design of analog CMOS integrated circuits[END_REF]. The CMFB structure is described in Figure 77 where the "sampled self-biased cascode" is not shown (for the sake of circuit legibility).

Figure 77 -Proposed sense amplifier with common mode feedback implementation during sampling and amplification phases (e.g for 3 references)

Finally, we can notice that for each operating phase of the proposed sense amplifier, one of the N references is not exploited and can thus be used for a neighboring sense amplifier. This leads to an important reduction of the circuit footprint. Figure 78 shows an example of timing and area optimization (similar to a pipelining scheme) of the proposed sense amplifier, describing the use of nine sense amps instead of 27 in only 10 clock cycles. 

Comparison with ECC and repair

The circuit architecture that was presented features non-negligible costs. They nevertheless should be compared to common system-level techniques of read yield enhancement (ECC and repair: see 2.4.1). A model of comparison between the proposed sense amplifier, ECC and repair is introduced below, in terms of bit error rate (BER) gain and area costs. Its parameters are summarized in Table 5: 

4.6.1.Comparison with ECC

On a one hand is evaluated the equivalent ECC configuration, meaning the number of bits required, to generate the correcting code leading to the same read margin improvement than the proposed sense amplifier (for example, the 10 factor BER gain for four references). No redundancy is first assumed here. For a given target of memory failure probability (10 -4 in Figure 79), the BER gain obtained by the addition of one ECC-bit can be extracted. Figure 80 demonstrates that no more than two ECC-bits are required to obtain the same BER gain than the proposed sense amplifier. This means that, in terms of read yield gain, it would be preferable to use the proposed sense amplifier rather than more than two bits ECC. The total area overhead of the proposed sense amplifier is compared with ECC (Table 6 and Table 7). It shows it has a better result for a 10-factor BER gain (four references or two ECC bits). The memory failure probability due to IO redundancy is described in Equation 67 and Equation 68, using the same principle as memory failure probability due to ECC:

IO repair

Table 8 shows that one WL and IO redundancy requires non-negligible area and timing costs, justifying the use of the proposed sense amplifier as an alternative. [START_REF] Chao | Mathematical yield estimation for two-dimensionalredundancy memory arrays[END_REF] proposes a mathematical methodology for calculation of memory yield when two-dimensional redundancy is required, as we can see in Figure 84 (simultaneous IO and WL repair).

Figure 84 -Two-dimensional redundancy structure for memory repair [START_REF] Chao | Mathematical yield estimation for two-dimensionalredundancy memory arrays[END_REF] It offers an algorithm of computation in order to find the best redundancy configuration for memory repair.

The proposed algorithm assumes that defects allocation are known, meaning that a defect mapping algorithm is initially integrated for example in a memory Built-In Self Test (BIST) [START_REF] Tseng | A built-in redundancy-analysis scheme for RAMs with 2D redundancy using 1D local bitmap[END_REF][89] [START_REF] Mentor | Tessent SilliconInsight[END_REF].

The probability YR that all defective cells on the memory array can be successfully repaired by its redundancy is defined as:

YR = ∑ ∑ ∑ Dp(x, rd, cd). DSR(x, rd, cd) N cd=0 M rd=0 x=0
Equation 71: Yield after repair assuming two-dimensional redundancy where M is the total number of spare rows; N is the total number of spare columns; Dp(x,rd,cd) is the probability that x single defects, rd row defects and cd column defects occur; DSR(x,rd,cd) is the probability that the x single defects, rd row defects and cd column defects can be repaired by the M spare rows and N spare columns.

The probability Dp(x,rd,cd) is well known: The probability DSR(x,0,0) (or DSR(x)) is the interest of our study since it focuses on single defect repair, in other words linked to the bit error rate. It is calculated in an iterative way through the four-dimensional parameter S (x) [m][n][z] representing the probability that x defects can be repaired by m spare rows, n spare columns and z spare units. A spare unit is a spare element that is not yet defined (either a spare row or a spare column) depending on the defect to repair (see Figure 85 to Figure 88).

Dp(x, rd, cd) = λ SD x e -
DSR(x) = ∑ ∑ ∑ S (x) [m][n][z] M+N-m-n z=0 N n=0 M m=0
Equation 73: Probability that x single defects can be repaired by M spare rows and N spare columns

The (i+1)th defect probability S (i+1) [m][n][z] as a function of the (i)th one depends on four possibilities of allocation for this new defect:

S (i+1) [m][n][z] = S (i) [m][n][z] * p 1 (i, m, n, z) + S (i) [m -1][n][z + 1] * p 2 (i, m -1, n, z + 1) + S (i) [m][n -1][z + 1] * p 3 (i, m, n -1, z + 1) + S (i) [m][n][z -1] * p 4 (i, m, n, z -1)
Equation 74: Probability of repair for adding a new defect in a memory array with: 𝑆 (1) [0][0][1] = 1 and 𝑆 (1) [𝑚][𝑛][𝑧] = 0 otherwise.

The event associated with p1 occurs when the extra (i + 1)th defect falls in a location covered by the m spare rows or the n spare columns repairing the original i defects. Hence, no extra spare row, column, or unit needs to be used to repair this (i+ 1) defect. The event associated with p2 occurs when the extra (i+ 1)th defect falls in a location where we need to fix the usage of a spare unit as a spare row to repair this defect. Hence, the number of used spare rows m is increased by 1 and the number of spare units z is decreased by 1. The event associated with p3 occurs when the extra (i + 1)th defect may fall in a location where we need to fix the usage of a spare unit as a spare column to repair this defect. Hence, the number of used spare column n is increased by 1 and the number of spare units z is decreased by 1. Finally, the event associated with p4 occurs when the extra (i + 1)th defect may fall in a location where we can use another spare unit to repair this defect. Hence, the number of spare units z is increased by 1. Table 9 depicts the equivalent BER (obtained from the single defects number λSD, see Equation 79) according the number of spare rows or spare columns for a given memory failure target (obtained from the yield after repair YR of Equation 71, see Equation 80) target. This result show that the equivalent IO+WL configuration to get a similar gain than the proposed sense amplifier from two to four references (10x) corresponds to using more than 10 (or 14 or 18) instead of 2 spare rows and 22 (or 18 or 14) instead of 2 spare columns. The corresponding area and timing costs for this configuration can be deduced from Table 8: adding only one column actually requires additional decoders and one more comparator, while adding one row leads to 32 additional multiplexers (for a word width equal to 32). This demonstrates the interest of the proposed periphery circuit-level alternative to improve read yield of resistive memories and alleviate costly system-level solutions. 

BER = λ SD mem_size

Conclusion

Variation-tolerance has to be taken into account at circuit-level by implementing offset-cancelled sense amplifier architectures that also handles layout regular reference schemes. A sense amplifier architecture was proposed above, featuring offset-cancellation and time-multiplexed reference scheme. This circuit allows significant signal to offset ratio enhancement by considerably reducing reference variability. Read margins estimation shows a factor 10 improvement in the BER when implemented four references to this architecture compared to two references. The non-negligible timing and above all area costs of this sense amplifier were compared to system-level read yield improvement techniques (ECC, word line repair, IO repair, 2D IO and WL repair) and show that the proposed scheme can position as a circuit-level alternative solution, in particular for some timing and power-tolerant applications. Indeed, for example, more than 10 spare rows instead of two and more than 14 spare columns instead of two would be required to get a factor 10 improvement in the BER using 2D repair techniques, which is a considerably area-costly configuration.

The following deals with the design of this architecture and details pre and post-layout simulated offset results.

Introduction

Within the scope of this thesis and as a proof a concept, a test structure of the proposed sense amplifier architecture has to be designed to demonstrate offset cancellation for very low technologic node (sub-30 nm).

For sake of simplicity and legibility, the proposed architecture design is only described for two references (see Figure 89) but the principle can be extended for more. The design of this structure is divided into different blocks that are detailed below.

5.2.1.Design sub blocks

The test structure is made of three main stages:

-The logic stage: based on NMOS switches, in order to invert when necessary the inputs during either the sampling or the amplification phase. -The offset cancellation stage: mainly based on stacked (i.e. in-series) bit line voltages (leading to reduced mismatch) clamping NMOSs and symmetric-and-cascoded sampling MOS capacitors. -The latch stage: perfectly symmetric and based on stacked transistors in order to minimize mismatch effects. The efficiency of stacked transistors on variation-tolerance is analyzed and discussed in [START_REF] Alioto | Understanding the effect of process variations on the delay of static and domino logic[END_REF][96][97] [START_REF] Agarwal | Statistical timing analysis for intra-die process variations with spatial correlations[END_REF].

Logic stage

This stage operates the inputs switching required to achieve the time-multiplexed reference scheme. It is made of four main NMOS low power switches, in order to minimize leakage during the phase they are turned off. Two more switches are added in order to initialize the bit line voltage of the reference that is not connected to the sense amplifier in the first phase (high reference 'ref1' in our case) and so reduce amplification phase timing overhead (Figure 91). The whole offset-cancellation stage is built with two symmetric 'oc_half' stages to connect to the two input current branches, as well as stacked bit line voltage clamping NMOSs (nclamp_data(0:7), nclamp_ref0(0:7)).

To ensure layout regularity, an additional current branch for 'ref1' input is implemented. Similarly, dummies of this branch is added to ensure layout symmetry (Figure 93). To complete the whole sense amplifier structure (Figure 95), some inverter chains are required in addition to the three sub-blocks described above. These chains help straighten up the rising or falling edges duration for the phase generation signals (phi1_mux, phi2_mux, phi1_oc, phi1b_oc) and the sensing-triggering signal (latch/saen). Some output buffers gives the digital output signal (out_buf) and helps handling high load capacitances (around 50 pF). To connect the sense amplifier structure and its high-level metallic pads, a test row is designed, in which many instantiations of the same structure are possible (Figure 97). The sense amplifier has to be placed under power supply for short routing. The three input pads locations are close to the structure to minimize parasitic resistances and capacitances, as it was demonstrated that parasitics have a significant impact on read margin. 

5.2.2.Waveforms

The proposed sense amplifier test-structure is first simulated to check the correct working operations of the different stages. A particular attention has to be given to 'sadetect' signal. The triggering of the sensing (for latch stage) and the common-mode feedback operation (for offset-cancellation stage) start only after total stabilization of the output signals of the offset-cancellation stage, corresponding to about 3.2 s after the beginning of the amplification phase in our case study. This leads to a sampling capacitors voltage difference of 17 mV due to switches leakage that are disconnected between the beginning of the amplification phase and the sensing triggering (see Figure 100 and Figure 101). 

5.2.3.Sub-block and test row layout

This section describes the different steps for the layout of the proposed sense amplifier test-structure and the test row. This step is fundamental to design variation-tolerant circuits [START_REF] Balasinski | Layout techniques and rules to reduce process-related variability[END_REF][100].

The following pictures show layout screenshots of the three main sub-blocks and the final structure. The main requirements for the layout of the whole structure are:

-Ensure layout regularity of all interconnections.

-Ensure layout symmetry (especially for the offset-cancellation stage and latch stage).

-Shielding of the three inputs are advised as they are highly sensitive to parasitics. In particular, it is important to reduce capacitive coupling between the inputs and crossing 'clk' or 'saen' lines. -For the routing of the sense amplifier to the pads (level-8 metals), it is important, especially for the inputs, that the equivalent resistances per square are identical. Therefore, as ref1 is closer to the sense amplifier than ref0, the length of the level-7 metal for ref0 routing has to be twice bigger than the one for ref1. Finally, cleaned (Layout Versus Schematic) and Design Rules Check (DRC) are achieved after the addition of diffusion layers (to fulfill DRC requirements, in yellow in layout pictures above) and the filling of the whole test row.

Offset results

Both systematic and random offset (as defined in 3.3.1.1 and 3.3.1.3) of this structure is characterized using MPP statistical simulation methodology, as detailed in section 3.3.3. The pre-layout systematic and random input-referred offset results of the proposed sense amplifier are respectively 2.3 and 30 per sigma variation (with IHRS=20.54 A, ILRS=33.58 A, bit line capacitances = 50 pF, load capacitance = 50 pF). As for post-layout offset results, Table 10 depicts the systematic and random input offsets after parasitic resistances and/or capacitances extraction. All these very low values demonstrate the interest for the design of the proposed architecture. 

Conclusion

A proof of concept of the proposed sense amplifier architecture is achieved. The layout design of the proposed test structure and post-layout offset results confirm the interest of this circuit, in terms of regularity and read reliability.

Table 11 summarizes the advantages and corresponding costs of the proposed sense amplifier for two references that are explained in 0 and compares them to dynamic CBSA and conventional sense amplifier. It highlights the two main features of the proposed scheme: an almost-cancelled offset (about 6.7 of factor gain compared to CBSA) and a layout regular reference scheme with reduced variability. When using more than two references, the unavoidable area, latency and consumption costs of the proposed scheme need to be put into perspective when compared to ECC and repair system-level techniques. [START_REF] Song | Latch Offset Cancellation Sense Amplifier for Deep Submicrometer STT-RAM[END_REF]), but fail to handle the two issues in order to get the best signal to variability ratio of sense amplifiers.

A comprehensive analysis of the variability of the beginning of the sensing path of resistive memories is first performed. A design optimization methodology is proposed to minimize read margin degradation with variability. It is important to position process parameters and their variability regarding read window reduction, as well as non-linear dependency with voltage of the resistive bit cell. The resizing of bit line voltage clamping transistor is automated for a minimum read margin decrease at design-level. An algorithm for offset characterization of a design-optimized dynamic sense amplifier (CBSA) is moreover described. This offset is additionally modelled taking into account bit cell statistics. The high best-case demonstrated offset highlights the necessity of non-dynamic sense amplifier architectures that combines offset-cancellation techniques and layout regular reference scheme, alleviating the impact of load and coupling capacitive mismatch of latch stages.

A sense amplifier architecture is thus proposed, featuring offset-cancellation and time-multiplexed reference scheme. It extends the principle of FOCT to N references. This circuit allows significant signal to offset ratio enhancement by considerably reducing reference variability. Read margins estimation shows an improvement in the BER by a factor of 10 when implementing four references to this architecture compared to two references. The non-negligible timing and above all area costs of this sense amplifier are compared to system-level read yield improvement techniques (especially 2D IO and WL repair, requiring at least 10 spare rows and 14 spare columns to get similar BER gain than the proposed scheme). It shows that the proposed scheme can position as a circuit-level alternative solution, in particular for some timing and power-tolerant applications. The interest of this circuit is demonstrated by the design of a test structure. Its layout design and post-layout offset results confirm its high features in terms of regularity and read reliability (about 6.7 of factor gain on input offset compared to CBSA).

Perspectives

This section introduces both design and technologic-level other solutions to better improve read reliability of resistive memories, while not degrading significantly its area or power consumption performances especially. The development of a mid-reference scheme (RREF=(RLRS+RHRS)/2) to include in an offset-cancelled sense amplifier would be an optimum solution to offer high read margin (mainly due to sense amplifier offset cancellation and no more due to reference variability as proposed above) with maintained area cost (since two current branches would be sufficient in this case). However, proposed literature solutions do not manage either to solve layout regularity issues and do not track voltage variations [START_REF] Lee | A New Reference Cell for 1T-1MTJ MRAM[END_REF][63] [START_REF] Kang | Dynamic Reference Sensing Scheme for Deeply Scaled STT-MRAM[END_REF], either ensure suitable reference scheme but fail to include offset-cancellation [START_REF] Kim | 7.4 A covalent-bonded cross-coupled current-mode sense amplifier for STT-MRAM with 1T1MTJ common source-line structure array[END_REF][103][104].

Ordered element matching

A convenient way to improve even more read reliability is to implement an 'intelligent' arrangement of the different components of the sensing path of the resistive memory.

Ordered element matching (OEM) technology was firstly proposed in [START_REF] Zeng | New calibration technique for current-steering DACs[END_REF] and then rigorously proven in [START_REF] Zeng | An Order-Statistics Based Matching Strategy for Circuit Components in Data Converters[END_REF]. It was developed and optimized in [START_REF] Van De | 11.7 A 240mW 16b 3.2GS/s DAC in 65nm CMOS with <-80dBc IM3 up to 600MHz[END_REF]. Figure 107 shows the process of this optimized OEM technology. Each rectangle denotes a component (that could be the resistive cell or the transistor) with random mismatch error in the unary-weighted segment, where RAVG is the average resistance amplitude (if the component is a resistor for example). Firstly, all resistors are measured and sorted according to their amplitudes. The next step is to choose the resistor with resistance amplitude closest to RAVG. Then the complementary ordered resistors are paired which is called single "folding". In this way, the original 3-bit unary-coded resistor array is converted into a 2-bit unary-weighted and 1-bit binary-weighted array. In details, the resistor value of each 2-bit unary weighted array is nearly twice of the RAVG, and the random variations in resistors are reduced. The mismatch errors are consistently diminishing after each choosing and folding operation. As shown in Figure 107, if the choosing and single folding operations are repeated until the 3-bit unary-weighted array is converted into 3-bit binary-weighted array, the mismatch errors are further reduced. This process is so called "complete-folding". As the methodologies detailed in this manuscript are not dependent on the chosen technology, they are suitable with the technologies introduced below.

Racetrack memory

To overcome the difficulties of conventional memory technologies (large cell area, high leakage current, technology reliability and scalability issues [START_REF] Choi | Matching cache access behavior and bit error pattern for high performance low Vcc L1 cache[END_REF]) and resistive memories presented in 0 (see 2.2.2), researchers have turned to explore alternative solutions. Domain Wall Memory (DWM, also known as Racetrack Memory) that features high integration density, low operational power consumption, and fast access time [START_REF] Sun | Cross-layer racetrack memory design for ultra high density and low power consumption[END_REF][111] [112][113][114] [START_REF] Wang | Performance-centric register file design for GPUs using racetrack memory[END_REF] is another resistive technology of particular interest. DWM integrates many memory cells (or domains) along a single ferromagnetic nanowire (or a track). By sharing one or a few access ports among all the memory cells on the same track, DWM can achieve a very high cell integration density. Particularly, a shift operation is required to align the memory cell to be accessed below one read/write port during read/write operations. Prior-arts have demonstrated that DWM can achieve a read/write performance close to that of SRAM [START_REF] Venkatesan | DWM-TAPESTRI -An Energy Efficient All-Spin Cache Using Domain Wall Shift Based Writes[END_REF]. However, frequent shift operations seriously degrade the system performance and introduce significant power consumption. Hence, many architectural techniques have been proposed to overcome the disadvantages of shift operations in DWM designs [110][111][112] [START_REF] Mao | Exploration of GPGPU register file architecture using domain-wall-shift-write based racetrack memory[END_REF]. The results showed that DWM cache can achieve 25% performance improvement and 62% energy reduction over Spin-Transfer Torque (STT-RAM) caches. Nonetheless, shift operations still consume more than 50% cache energy, becoming the dominant contributor to the overall power and thermal budget. Moreover, as racetrack memory is normally employed as lower-level caches with large capacity, variability has a significant impact on the reliability of DWM caches. To address these issues, [START_REF] Chen | Process variation aware data management for magnetic skyrmions racetrack memory[END_REF] presents the use of skyrmions racetrack memory (SKM) as on-chip caches instead of domain walls, and proposes a variation aware data management technique to minimize the performance degradation of SKM cache incurred by variability. Experimental results show 2× density increase and 23% energy reduction compared to DWM under the same area constraint. In addition, the proposed variation-aware data management technique can further improve the system IPC (Instruction Per Cycle) by 25%.

Spin-Orbit Torque MRAM

Spin-orbit-torque (SOT) -MRAM is effective because of its fast write operation and good energy efficiency due to lower critical current and voltage compared to STT-MRAM. Additionally, read and write current paths in SOT-MRAM are decoupled to allow separate optimization for read and write [START_REF] Kim | Multilevel Spin-Orbit Torque MRAMs[END_REF].

The memory cell is a three-terminal device, where the free layer (FL) of the MTJ is in contact with a nonmagnetic heavy metal (HM) with a strong spin-orbit interaction. In such FL/HM systems, when current is injected through HM, the magnetization of the FL is reversed due to the injection of a pure spin current into the FL as a result of the spin-hall effect. During read operations, current is injected into HM, and the current in HM results in an antidumping torque on the FL owing to SOT. The read reliability is disturbed by the read current. Therefore, the read reliability in SOT-MRAM is lower than that in STT-MRAM. SOT-MRAM can thus operate with a low power consumption while maintaining read reliability. However, we clarified that read and write operations are not completely decoupled because a part of the inversion power created by SOT occurs during the read operation.

[118] introduces a model of read reliability of SOT-MRAM, showing that the effect of both STT and SOT on read disturbance has to be taken into account, instead of considering only STT for read and SOT for write disturbance as conventionally. This paper also proposes a new read current path of the SOT-MRAM cell to remove any read disturbance caused by p-SOT: the path in HM now flows in bilateral directions [START_REF] Manipatruni | Energy-delay performance of giant spin Hall effect switching for dense magnetic memory[END_REF], leading to a 10-times higher critical current due to SOT. This way, the magnetic anisotropy of the FL is broken by this high critical current, and the read disturbance due to SOT is removed. Therefore, SOT-MRAM can operate with lower writing power consumption than STT-MRAM while maintaining read reliability.
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Synthèse en Français

Chapitre 1: Introduction générale De nos jours, la conception des systèmes sur puce devient de plus en plus complexe, et requiert des densités de mémoire sans cesse grandissantes. Pour ce faire, une forte miniaturisation des noeuds technologiques s'opère. Les mémoires non-volatiles résistives, tels que les RRAM, PC-RAM ou MRAM se présentent comme des solutions prometteuses afin d'assurer à la fois une densité suffisante et des faibles contraintes en surface, en latence, et en consommation à l'échelle nanométrique. Cependant, la variabilité croissante des cellules mémoires ainsi que des circuits en périphérie, tels que des circuits de lecture, est un problème majeur à prendre en considération. Cette thèse consiste en une étude détaillée et une aide à la compréhension de la problématique de variabilité appliquée aux circuits de lecture pour mémoires résistives, et propose des solutions d'amélioration du rendement de lecture de ces mémoires. L'objectif principal de cette thèse est de comprendre et d'analyser en profondeur la performance en lecture des mémoires résistives, tout au long du chemin de lecture de la mémoire : de la cellule mémoire à l'amplificateur de lecture en passant par l'architecture de référence de cet amplificateur. Pour ce faire, diverses études ont été réalisées : a) revue générale des solutions existantes d'amélioration du rendement de lecture, à la fois au niveau circuit et système, b) développement d'un modèle statistique évaluant la contribution à la marge de lecture de chaque composant à l'entrée de l'amplificateur de lecture en prenant en compte les éléments parasites et leurs variabilités, c) analyse, caractérisation, modélisation et optimisation de l'offset d'un amplificateur de lecture dynamique pour mémoires résistives, et d) proposition d'architecture d'amplificateur de lecture à annulation d'offset et réduction de la variabilité de la référence. Ce manuscrit présente en premier lieu un état de l'art sur les mémoires résistives puis sur les techniques d'amélioration du rendement de lecture de ces mémoires déjà présentes dans la littérature, tant au niveau système qu'au niveau circuit. Le chapitre suivant traite de l'analyse profonde et détaillée de la variabilité tout au long du chemin de lecture la mémoire, de la cellule seule au circuit amplificateur de lecture avec l'analyse d'une architecture en particulier, afin de mettre en évidence les différents critères en jeu pour une future optimisation. De cette analyse découle par la suite une proposition d'architecture d'amplificateur de lecture prenant en compte l'ensemble des facteurs de réduction du rendement de lecture énoncé précédemment. Cette architecture présente un schème de référence précis et facile à implémenter ainsi qu'un algorithme d'annulation d'offset donnant un rapport signal à offset maximum. Les détails de la conception d'une structure de test d'architecture d'amplificateur de lecture de ce type sont décrits au chapitre 5, et permet au lecteur de cerner les paramètres clés et les problématiques à prendre en compte lors de la phase de conception de ce genre de circuit à des noeuds technologiques extrêmement bas (22nm). La conclusion liste quant à elle des perspectives d'études complémentaires à cette thèse, ainsi que des idées supplémentaires d'amélioration du rendement de lecture.

Chapitre 2: Etat de l'art Depuis des décennies, la loi économique de Moore, qui prédit que la densité des systèmes sur puce (SoC=System-On-Chip) doit doubler tous les 18 mois, régit le secteur industriel de la microélectronique. L'extension de cette loi s'avère de plus en plus complexe à maintenir dans les années à venir du fait de la continuelle miniaturisation des composants électroniques, en particulier les mémoires à technologies CMOS. En prenant l'exemple de la mémoire flash, nous remarquons que la réduction des noeuds technologiques a pour conséquence de complexifier l'efficacité des mécanismes de stockage : seulement une centaine d'électrons peuvent être stockées dans la grille flottante de la mémoire flash en dessous de 20 nm [START_REF] Prall | 25nm 64Gb MLC NAND technology and scaling challenges invited paper[END_REF]. -Choisir le taux de variation à appliquer à l'ensemble du circuit (cellule mémoire plus amplificateur de lecture) -Considérer des paramètres process données ( 𝜎𝑅 𝐷𝐴𝑇𝐴 , 𝜎𝛴𝑅 𝑃𝐴𝑅 ) et les positioner vis-à-vis de la dégradation en marge de lecture correspondante -Considérer la non-linéarité de la mémoire résistive à travers le transistor de 'clamp' -Comparer l'impact de la variabilité de la mémoire résistive et du transistor de 'clamp' sur la dégradation de la marge de lecture -Redimensionner le transistor de 'clamp' en prenant en compte sa contribution en surface afin de minimiser la dégradation de la marge de lecture. Le principe du redimensionnement du transistor de 'clamp' est le suivant:

-Cibler un certain pourcentage de tolérance de la dégradation de la marge de lecture -Rapporter l'ensemble des paires {W/L, σVT} permettant d'obtenir ce pourcentage -Prendre en compte les contributions en surface de chacune des paires -Choisir la paire {σVT, W/L} donnant une contribution en surface minimum [START_REF] Boujamaa | System and Methods using a multiplexed reference for sense amplifiers[END_REF] propose une architecture circuit d'amplificateur de lecture intégrant la technique FOCT ainsi qu'une implémentation de référence à multiplexage temporel (Figure 114). Le principe est de connecter alternativement au circuit deux dispositifs résistifs complémentaires et décorrélés qui serviront de référence. Deux phases d'opération permettront alors dans un premier temps l'échantillonnage des contributions à l'offset (phase d'échantillonnage) et dans un second temps l'amplification du signal d'entrée. Cette implémentation permet à la fois de concevoir une référence beaucoup moins complexe vis-à-vis des contraintes layout et de réduire la variabilité de celle-ci afin d'augmenter la marge de lecture de la mémoire résistive. 

Title : Design for variability of read circuitries for resistive memories

Keywords : resistive memories, design of analog circuits, sense amplifiers, variability, offset Abstract : Nowadays, Systems on chip (SoCs) conception is becoming more and more complex and demand an ever-increasing amount of memory capacity. This leads to aggressive bit cell technology scaling. Nonvolatile resistive memories (PC-RAM, RRAM, MRAM) are promising technologic alternatives to ensure both high density, low power consumption, low area and low latencies. However, scaling lead to significant memory cell and/or memory periphery variability. This thesis aims to address variability issues in read circuitries of resistive memories and propose solutions for read yield enhancement of these memories. To this end, several sub-studies were achieved: overall review of the existing solutions for read yield enhancement, at both circuit and system level; development of a statistical model evaluating the contributions to read margin of the variability of each component of the resistive memory sensing path; analysis, characterization modelling and optimization of the offset of one particular dynamic sense amplifier for resistive memories; proposal of a sense amplifier architecture that features an optimum signal to offset ratio.
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Figure 1 -

 1 Figure 1 -Moore's law: the number of transistors on integrated circuit chips[START_REF] Roser | Technological Progress[END_REF] 
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 3 Figure 3 -a) position of resistive memories in solid-state memories classification b) the three main resistive memory technologies[START_REF] Wouters | Resistive switching materials and devices for future memory applications[END_REF] 
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 5 Figure 5 -PCM device structure: the Phase change material (generally an alloy of germanium, antimony and tellurium) and the oxide are sandwiched by two electrodes[START_REF] Perniola | Other resistive RAM technologies: PCRAM, OxRAM, CBRAM and respective applications[END_REF] 
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 7 Figure7-PCM endurance is better than flash but limited compared to infinite SRAM endurance[START_REF] Sousa | Operation fundamentals in 12Mb Phase Change Memory based on innovative Ge-rich GST materials featuring high reliability performance[END_REF] 

Figure 9 -

 9 Figure 9 -Conductive-Bridge RAM: the conductive path is made of metal atoms o Oxide-based resistive RAM (Ox-RAM): the conductive filament is composed of oxygen vacancies. These charges will follow the electric field resulting from the positive device biasing, while oxygen negative ions are moving in the opposite direction. A path of oxygen vacancies is therefore formed. Similarly, a negative bias can lead to the conductive filament rupture by generating the separation between the oxygen vacancies and oxygen ions [25][27].

Figure 10 -

 10 Figure 10 -Oxide-based resistive RAM: the conductive path is made of oxygen vacancies
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 12 Figure 12 -Magnetic tunnel junction a) High resistive (or Anti-parallel) state b) Low resistive (or Parallel)state[START_REF] Deng | Design and development of low-power and reliable logic circuits based on spin-transfer torque magnetic tunnel junctions[END_REF] 
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 18 Figure 18 -Memory performances: MRAM scores everywhere!
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 20 Figure 20 -a) b) c) Standalone and embedded current and emerging memory roadmap in terms oftechnologic node and density[START_REF] De Charentenay | Emerging NVM market: Technological choices are about to be made by key players -SSTMRAM, RRAM... or PCM? Focus on Embedded Markets[END_REF] 
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 23 Figure 23 -Comparison of the different statistical simulation methodologies
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 24 Figure24-Systematic coding: principle[START_REF] Montcouquiol | Codes détecteurs et correcteurs d'erreurs[END_REF] 
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 28 Figure 28 -a) Conventional reference current b) Conventional reference resistance c) Reference resistance with reduced variability

Figure 31 -

 31 Figure 31 -Multiple-cell reference scheme

Figure 32 -

 32 Figure32-Covalent-bonded cross-coupled current sense amplifier[START_REF] Boujamaa | System and Methods using a multiplexed reference for sense amplifiers[END_REF] 

  Figure 35.b) shows that for a low initial offset, it is more convenient to adopt a nonlinear characteristic in order to reduce residual offset.

Figure 35 -

 35 Figure 35 -Input-referred offset vs XC characteristic for a linear (a) or a nonlinear (b) circuit[START_REF] Enz | Circuit techniques for reducing the effects of op-amp imperfections: autozeroing, correlated double sampling, and chopper stabilization[END_REF] 

Figure 36 -.

 36 Figure 36 -Spectral noise density with and without chopper stabilization [68] 2.4.2.5. Offset-cancellation circuit implementations: This section describes examples of offset-cancellation techniques seen above in some state-of-the-art circuits, and sense amplifiers in particular. 2.4.2.5.1. Open and Closed-Loop Offset Cancellation The simplest implementation is the open-loop offset-cancellation circuit (see Figure 37). During sampling phase, one input is connected to ground in order to register only amplifier's offset through sampling capacitance C. Input signal is then amplified and input offset voltage is cancelled with the one stored in C. A residual offset VOS,res is however still present, due to charge injection qinj brought by non-ideal S1 switch: 𝑉 𝑂𝑆,𝑟𝑒𝑠 = 1 𝐴 . 𝑞 𝑖𝑛𝑗 𝐶 . This technique can only be efficient if the amplifier gain is not high enough (A<10) to keep output voltage under minimum saturation voltage of the amplifier.

Figure 37 -

 37 Figure 37 -Open-Loop offset cancellation configuration [68] For high-gain amplifiers, it is more suitable to use the closed-loop configuration of Figure 38. Saturation is in this case avoided by storing offset contributions through amplifier's input capacitance thanks to a feedback: 𝑉 𝐶 = 𝐴 1+𝐴 . 𝑉 𝑂𝑆 ≅ 𝑉 𝑂𝑆 𝑠𝑖𝑛𝑐𝑒 𝐴 ≫ 1. The efficiency of this technique is in this case limited by the following residual offset: 𝑉 𝑂𝑆,𝑟𝑒𝑠 = 𝑉 𝑂𝑆 𝐴 + 𝑞 𝑖𝑛𝑗𝐶 . When a continuous-time amplification is required, it is more suitable to duplicate amplifier and use time-shared 'ping-pong' operation[START_REF] Yu | An automatic offset compensation scheme with ping-pong control for CMOS operational amplifiers[END_REF]. A closed-loop technique is thus advised for high-gain amplifiers whereas open-loop technique is more suitable for circuits like comparators.

Figure 38 -

 38 Figure 38 -Closed-Loop offset cancellation configuration (a) during sampling phase (b) amplification phase[START_REF] Enz | Circuit techniques for reducing the effects of op-amp imperfections: autozeroing, correlated double sampling, and chopper stabilization[END_REF] 

1 )

 1 Figure 40 -(a) Current mirror-based sense amplifier = POCT implementation during sampling phase (b) small signal equivalent circuit

Figure 42 -

 42 Figure 42 -(a) Full offset cancellation technique during sampling phase (b) Small signal equivalent circuit

Figure 44

 44 describes the circuit and the different parameters that are considered for the model: -RDATA is the memory bit cell resistance. The resistive technology can be one of the three described above (PCM, ReRAM or MRAM), by introducing a realistic resistive cell model. -σRDATA: the memory bit cell's variability is quantified by its resistance's standard deviation. The main source of variability of switching resistance cells is cycle-to-cycle caused by the stochastic behavior of the devices [70][71]. This behavior can be included in the model but it is not the focus of interest of this study, as the main point is to optimize circuit architectures considering the bit cell and its variability (i.e the random variable RDATA(,σ) is sufficient here). -ΣRPAR = RBL+RSL+Raccesdevice: this parameter includes bit line and source line parasitics (respectively RBL and RSL) as well as the access-device equivalent resistance (Raccesdevice). This access device can either be a transistor or a diode or any other selector [17][18][19][72][73][74][75]. Hence, layout effects and their resulting variability are taking into account through this random variable (ΣRPAR, σΣRPAR). -NCLAMP is bit line voltage clamping MOS transistor, working as a source follower (kept at saturated regime) and so setting via VCLAMP signal the initial bit line voltages at the sense amplifier inputs. Its sources of variations are multiple, among them line-edge roughness, random dopant fluctuations and interface-state density fluctuations. This results in parameters variation, mainly its threshold voltage VT(,σ).

Figure 45 -Figure 46 -

 4546 Figure 45 -Read margin degradation w.r.t parasitic resistances for different global variation rate (RLRS=4kΩ, TMR=100%, VBL=180mV, σRLRS/RLRS=5%)

Figure 47 -

 47 Figure 47 -Read margin degradation w.r.t bit line voltage for different data resistance variations (RLRS=4kΩ, ΣRPAR=500, N=4)

Figure 48 -

 48 Figure 48 -Read margin optimization by modifying the reference factor or using an appropriate sense amplifier transfer function (e.g: μ(ΔI)= 2*IDATA-ILRS -IHRS) (RLRS=4kΩ, TMR=100%, VBL=180mV, N=4, σRLRS/RLRS=5%)

Figure 50 -

 50 Figure 50 -Impact of σRDATA and σVT on read margin degradation (RLRS=4kΩ, TMR=100%, N=3, σRDATA/RDATA=5%, VT=0.25V, VCLAMP=0.5V, W/L=42)

Figure 51 -

 51 Figure 51 -Read margin dependence with NCLAMP's σVT and gm (e.g. for RM0; RLRS=4kΩ, TMR=100%, N=3, σRDATA/RDATA=5%, VT=0.25V)

-

  K. L eff ) 2 Equation 29: Contribution of NCLAMP's transconductance on area where K is a shrink factor quantifying the ratio between the effective Leff and the real drawn channel length. The whole area contribution is: max ((𝑊 * 𝐿) 𝜎𝑉 𝑇 ; (𝑊 * 𝐿)𝑊 𝐿 ) Output the optimum {σVT, W/L} pair from Figure 53: the best pair is minimum of 𝑚𝑎𝑥 ((𝑊 * 𝐿) 𝜎𝑉 𝑇 ; (𝑊 * 𝐿)𝑊 𝐿 ) curve. If this curve reaches a plateau, the best pair is the beginning of this plateau.

Figure 52 -Figure 53 -

 5253 Figure 52 -List of all possible {σVT, W/L} pairs for 10% tolerated maximum read margin degradation (obtained from Figure 51)

Figure 54 -

 54 Figure 54 -Simulated vs modelled read margins (e.g. for RLRS=4kΩ, TMR=100%, N=3, σRDATA/RDATA=5%, VT=0.25V, VCLAMP=0.5V, W/L=50, σVT=2mV)

Equation 30 :

 30 Output capacitance at HRS reference current branchC OUTB = C g(P4L) + C g(P4LD) + C g(N4L) + C g(N4LD) = 2C + 2C dummyEquation 31: Output capacitance at LRS reference current branch C OUTM = 8C Equation 32: Output capacitance at data current branch The dummy transistors' capacitances and so their sizes can thus be deduced, for well-balanced outputs (i.e. for COUTA = COUTB = COUTM): (W * L) dummy = 3. (W * L) latchEquation 33: Dummy capacitors resizing for systematic offset cancellation As their output capacitive mismatch counterpart, gate-drain coupling of output nodes is another factor influencing systematic offset (see Figure55). Indeed, if latch transistors and thus their parasitic gate-drain capacitors are mismatched, a fall in VOUTA will lead by coupling to a fall in VOUTM (by a voltage shift equal to VSHIFT0). Similarly, VOUTA will decrease with VOUTM but by a voltage shift VSHIFT1 different from VSHIFT0. This

Figure 56 -

 56 Figure 56 -CBSA design optimization

Figure 57 -

 57 Figure 57 -Pareto Chart: Contribution (in percentage) on the offset of each CBSA transistor, for 4 sigma overall variation

Figure 58 -

 58 Figure 58 -Equivalent circuit of left-hand latch and 1T-1R stage for offset modelling The equivalent circuit used for the analytical model is thus depicted in Figure 58. Circuit random variables taken into account for this model are: Vtp0= threshold voltage of transistor P3, Vtp1= threshold voltage of transistor P4, Cgdn0= gate-drain coupling capacitor of transistor N3H+N3HD, Cgdp0= gate-drain coupling capacitor of transistor P3, Cgdn1= gate-drain coupling capacitor of transistor N4H, Cgdp1= gate-drain coupling capacitor of transistor P4, C0 = output capacitor at OUTA node, C1 = output capacitor at OUTM node, Cg0 = gate capacitance at node OUTA, Cg1 = gate capacitance at node OUTM, Vbl0 = data bit line voltage, Vbl1 = reference bit line voltage, V0 = VOUTA, V1 = VOUTM. The variables Vbl0 and Vbl1 take into account threshold voltages' of bit line clamping transistors as well as bit cell resistive states. This modelling thus includes the statistical computations described in section 0. Kirchhoff law at output nodes gives:

Figure 60 -

 60 Figure 60 -Offset characterization methodology using MPP simulations

Figure 61 -

 61 Figure 61 -Simulated and analytically modeled CBSA offset compared to conventional sense amplifier, for σC0=σC1=0 and RHRS.REF=RLRS.REF. Dotted line curve shows gate-drain coupling impact on offset for low load capacitance

Figure 64 -

 64 Figure 64 -a) FOCT current scheme at the end of the amplification phase b) Current mean and variance transfer function

Figure 65 -Figure 66 -

 6566 Figure 65 -Offset-cancelled sense amplifier with time-multiplexed reference scheme

Equation 50 :Equation 51 : 1 =Equation 52 :Figure 67 -

 505115267 Figure 67-Full offset cancellation technique featuring time-multiplexed reference scheme: Small signal equivalent circuit during (a) sampling phase (b) amplification phase
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 3431 Proposed offset-cancelled sense amplifier with reduced reference variability Proposed architecture for three references 4.3.1.1. Current scheme

Figure 68 -

 68 Figure 68 -Proposed current scheme for improved signal to offset ratio with three references

Figure 69 -

 69 Figure 69 -Proposed sense amplifier architecture, for three references (e.g. for 2 LRS and one HRS) 4.3.2.Proposed architecture for N references 4.3.2.1. Current scheme for four referencesWith four reference resistances, according to the same principle, the current scheme and the corresponding variability reduction would be as below, adding another uncorrelated resistive device:

Figure 70 -

 70 Figure 70 -Proposed current scheme for improved signal to offset ratio with four references

  Figure72shows the evolution of the signal to offset ratio improvement with the number of references used, for different process parameters (data resistance variability and on-off ratio of MTJs chosen as an example). The read margin results are compared to the read margin of a typical sense amplifier for a 2T-2R cell (µ(𝛥𝐼) = 2. (𝐼 𝐿𝑅𝑆 -𝐼 𝐻𝑅𝑆 )), which represents the maximum obtainable read window.

Figure 72 -

 72 Figure 72 -Evolution of read margin improvement of the proposed sense amplifier with number of references for different process parameters (RLRS=2.5 k, VBL=100mV)

Figure 73 - 2 2𝜎 2 )

 7322 Figure 73 -Probability density function of the Normal distribution (= 1 √2𝜋𝜎 2 𝑒 -𝑥 2 2𝜎 2 ) on a logarithmic scale

Figure 74 -

 74 Figure 74 -Energy required by the proposed sense amplifier and comparison to a typical 2T-2R sense amplifier (RLRS=2.5 k, VBL=100mV, TMR=100%)

Equation 62 :

 62 Figure 75 -a) SA area cost positioning in the memory array b) Array-level area cost of the proposed sense amplifier and comparison to a typical 2T-2R sense amplifier

Figure 76 -

 76 Figure 76 -Improvement of proposed sense amplifier using sampled self-biased cascode stage, during sampling and amplification phases (e.g for three references)

Figure 78 -

 78 Figure 78 -Example of 'pipelining' sequencing for the proposed sense amplifier (e.g for 3 references)

Figure 79 Figure 79 -

 7979 Figure 79 -Failure probability of the memory array as a function of the bit error rate for different ECC configurations (Memory array size = 10 kb, no redundancy)

Figure 80 -

 80 Figure 80 -Evolution of the BER gain for adding one ECC bit for different number of initial ECC bits, and comparison to the BER gain of the proposed sense amplifier for four references (VBL=100 mV, RLRS=2.5 k, TMR=100%, σRLRS=7%, memory array size = 10 kb, wordwidth = 32, no redundancy, targeted memory failure probability=10 -4 )

4. 6 . 2 .

 62 Comparison with repairRepair is another technique of read yield enhancement that is based on memory-level redundancy. Three types of memory repair are studied here:-IO repair (or row redundancy): consists in extra IO(s) redundancy in the memory array, including the corresponding bit lines, multiplexers and sense amplifiers; -Word Line repair (or column redundancy): consists in extra word line(s) in the memory array; -2D repair: simultaneous row and column redundancy.
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 81 Figure 81 -Illustration of IO repair
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 8585 Figure 85 -a) An instance of the probability event associated with p1 b) Illustration for the computation of p1(i,m,n,z)[START_REF] Chao | Mathematical yield estimation for two-dimensionalredundancy memory arrays[END_REF] 

Figure 86

 86 Figure86 -a) An instance of the probability event associated with p2 b) Illustration for the computation of p2(i,m,n,z)[START_REF] Chao | Mathematical yield estimation for two-dimensionalredundancy memory arrays[END_REF] 

Figure 87

 87 Figure 87 -a) An instance of the probability event associated with p3 b) Illustration for the computation of p3(i,m,n,z)[START_REF] Chao | Mathematical yield estimation for two-dimensionalredundancy memory arrays[END_REF] 

  Figure 88-a) shows an instance of this probability event. The computation of p4(i,m,n,z) is described in Equation 78. It is based from the illustration of Figure 88-b), which illustrates the area where an extra spare unit is needed to repair the extra defect:

  Figure88 -a) An instance of the probability event associated with p4 b) Illustration for the computation of p4(i,m,n,z)[START_REF] Chao | Mathematical yield estimation for two-dimensionalredundancy memory arrays[END_REF] 

Equation 79 :

 79 BER due to IO+WL repair as a function of single defects number P fail (memory) = 1 -YR Equation 80: Failure probability of the memory array as a function of the yield after IO+WL repair

Figure 89 -

 89 Figure 89 -Proposed sense amplifier architecture chosen for test structure design 5.2. Test Structure descriptionFigure 90 illustrates the input and output signals that result from the proposed sense amplifier architecture, in order to design a test structure. The clock signal (clk) generates two complementary signals to handle offset sampling and logic block switches. The details of the pads chosen for this structure are described and explained in 5.2.1.4.

Figure 90 -

 90 Figure 90 -Simplified description of the input/output signals of the proposed sense amplifier test-structure

Figure 91 -

 91 Figure 91 -Reference Time-multiplexing block a) symbol b) schematic

Figure 92

 92 Figure 92 describes on one hand the transistors required in one current branch for offset-cancellation (oc_half stage). This includes PMOSs to trigger and achieve common-mode feedback (Pcmfb0, Pcmfb1, Pswitch_cmfb), PMOS for cascode (Pcascode), stacked data PMOSs for mismatch reduction (Pdata0, Pdata1, Pdata2), and finally pass gates (Nswitch_vbias, Pswitch_vbias, Nswitch_offset, Pswitch_offset) and MOS capacitors (Psampling_vbias, Psampling_offset) for cascode bias voltage and offset contribution sampling.

Figure 92 -

 92 Figure 92 -Offset-cancellation half stage a) symbol b) schematic

Figure 93 -

 93 Figure 93 -Offset cancellation stage a) symbol b) schematic

Figure 94 -

 94 Figure 94 -Latch stage a) symbol b) schematic

Figure 95 -

 95 Figure 95 -Proposed sense amplifier ('testrow_sa'): schematic

Figure 96 -

 96 Figure 96 -Proposed sense amplifier test structure: in/out pads and signals description

Figure 97 -

 97 Figure 97 -Proposed sense amplifier test row: pads assignment

Figure 98 and

 98 Figure 99 describe the sampling and amplification phase as well as the latch stage-triggering signal. It also highlight the importance of inverting input signals after the end of offset contributions sampling, and of taking into account the time required for switches charge injection.
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 9899 Figure 98 -Pre-layout simulations of pulse generation non-overlapping signals: Sampling and amplification phases

Figure 100 -Figure 101 -

 100101 Figure 100 -Pre-layout simulations: description of sampling capacitors, bit line, CMFB and output voltages (with IDATA=20.54 A, IHRS=20.54 A, ILRS=33.58 A, bit line capacitances = 50 pF, load capacitance = 50 pF)

Figure 102 -Figure 103 -Figure 104 -Figure 105 -Figure 106 -

 102103104105106 Figure 102 -Reference Time-multiplexing block: layout (dimensions are in m)

Figure 107 -

 107 Figure 107 -OEM process [108]6.2.2.Technologic level
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  ; launch statistical simulation tool and print simulation result into log file flagBi = ocnxlRun() ;;Run the simulation, the function returns nil if an error occurs if(( flagBi==nil) then printf("##### ERROR_OCEAN: Simulation run failed ###### \n" ) fprintf(LogBisection "\n##### ERROR_OCEAN: Simulation run failed ###### \n" ) drain(LogBisection) ) flagRun_MIN= infile("/tmp/smraihi/adenova/work_salmen/cbsa/adexl/work_salmen:cbsa:1/nom/reports/result.mpp.report") ;; Check if a simulation file is generated for MIN value, meaning an MPP successful run if((flagRun_MIN != nil) then printf("Output summary SUCCESSFULLY generated for MIN = %L \n" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) fprintf(LogBisection "Output summary SUCCESSFULLY generated for MIN = %L \n" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) fprintf(LogBisection "_____________ MPP report : \n" ) while( (gets(s flagRun_MIN) != nil) fprintf(LogBisection s) ) drain(LogBisection) else fprintf(LogBisection "\n##### ERROR_MIN: Cannot evaluate if the target value is between MIN and MAX ###### \n") ;; if MPP failed, input offset is not between MIN and MAX) ) fprintf(LogBisection "End time:") fprintf(LogBisection getCurrentTime() ) fprintf(LogBisection "\n") fprintf(LogBisection "End initial min\n") fprintf(LogBisection "************\n") drain(LogBisection) ;;This block is the same as the MIN one, except it runs the simulation for the MAX value ;;set MAX value axlSetVarValue(axlGetVar( sdb "Rdata" ) sprintf(nil "%L" MAX)) fprintf(LogBisection "\n\n_____________ initial max = %L (s)" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) fprintf(LogBisection getCurrentTime() ) printf("\n\n_____________ initial max = %L (s)\n" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) drain(LogBisection) ;; launch statistical simulation tool and print simulation result into log file flagBi = ocnxlRun() if(( flagBi==nil) then printf("##### ERROR_OCEAN: Simulation run failed ###### \n" ) fprintf(LogBisection "\n##### ERROR_OCEAN: Simulation run failed ###### \n" ) drain(LogBisection) ) flagRun_MAX= infile("/tmp/smraihi/adenova/work_salmen/cbsa/adexl/work_salmen:cbsa:1/nom/reports/result.mpp.report") ;; Check if a simulation file is generated for MAX value, meaning an MPP successful run if((flagRun_MAX !=nil) then printf("_____________Output summary SUCCESSFULLY generated for MAX = %L \n" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) fprintf(LogBisection "_____________ Output summary SUCCESSFULLY generated for MIN = %L \n" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) fprintf(LogBisection "_____________ MPP report : \n" ) while( (gets(s flagRun_MAX) != nil) fprintf(LogBisection s) ) drain(LogBisection) else fprintf(LogBisection "\n##### ERROR_MAX: Cannot evaluate if the target value is between MIN and MAX ###### \n") ;; if MPP failed, input offset is not between MIN and MAX) ) fprintf(LogBisection "End time:") fprintf(LogBisection getCurrentTime() ) fprintf(LogBisection "\n") fprintf(LogBisection "End initial max\n") fprintf(LogBisection "************\n") drain(LogBisection) ;;verify initial range before starting Binary Search range_flag=0 if( flagRun_MAX != nil && flagRun_MIN != nil then ;;; offset out of initial range: do not run dichotomy range_flag = 1 fprintf(LogBisection "\n ERROR => offset not in initial range => Both range boundaries leads to a PASS run\n") ) if( flagRun_MAX == nil && flagRun_MIN == nil then ;;; offset out of initial range: do not run dichotomy range_flag = 1 fprintf(LogBisection "\n ERROR => offset not in initial range => Both range boundaries leads to a FAIL run\n") ) ;;Binary search loop starts here if(range_flag==0 ;if one of the previous simulation failed and the other succeed start the dichotomy search then while( (MAX-MIN) >= accuracy nbrIter++ MID=(MAX+MIN)/2.0 ;calculation of mid point range axlSetVarValue(axlGetVar( sdb "Rdata" ) sprintf(nil "%L" MID)) fprintf(LogBisection "\n\n*****************************\n") fprintf(LogBisection "Start iteration %L : " nbrIter) fprintf(LogBisection getCurrentTime() ) fprintf(LogBisection "\nMID range of iteration %L = %L \n" nbrIter axlGetVarValue( axlGetVar( sdb "Rdata" ) )) printf( "Start iteration %L \n" nbrIter) printf( "MID range of iteration %L = %L \n" nbrIter sprintf(nil "%L" axlGetVarValue( axlGetVar( sdb "Rdata" ) ))) drain(LogBisection) ;;;;; run statistical simulation for MID and print result flagBi = ocnxlRun() if(( flagBi==nil) then printf("\n##### ERROR_OCEAN: Simulation run failed ###### \n" ) fprintf(LogBisection "\n##### ERROR_OCEAN: Simulation run failed ###### \n" ) ) flagRun_MID= infile("/tmp/smraihi/adenova/work_salmen/cbsa/adexl/work_salmen:cbsa:1/nom/reports/result.mpp.report") if(flagRun_MID !=nil then printf("_____________Output summary SUCCESSFULLY generated for MID = %L (s) \n" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) fprintf(LogBisection "_____________ Output summary SUCCESSFULLY generated for MID = %L (s) \n" axlGetVarValue( axlGetVar( sdb "Rdata" ) )) fprintf(LogBisection "_____________ MPP report : \n" ) while( (gets(s flagRun_MID) != nil) fprintf(LogBisection s) ) drain(LogBisection) else fprintf(LogBisection "\n##### ERROR_MID: No value computed during the simulation ###### \n") ) if(( flagRun_MID != nil) then ;; new MIN and MAX for next simulation if(( flagRun_MAX != nil) then MAX=MID else MIN=MID ) else if(( flagRun_MAX != 0) then MIN=MID else MAX=MID) ) fprintf(LogBisection "updated MAX = %L \n" MAX) fprintf(LogBisection "updated MIN = %L \n" MIN) drain(LogBisection) ) final_offset=(MAX+MIN)/2 ;;;; when accuracy is reached, print the final value fprintf
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  m,n,z-1); }//end of z loop }//end of n loop }//end of m loop r=pow(lambdaSD,i); f=exp(-lambdaSD); g=factorielle(i); Dp[i+1]=(r*f)/g; YR += DSR[i+1]*Dp[i+1]; printf("DSR[%d+1]:%lg * Dp[%d+1]:%lg = %lg\n\n",i,DSR[i+1],i, Dp[i+1], DSR[i+1]*Dp[i+1] ); }//end of i loop printf("YR=%lg\n",YR); exit(0);

  Au vu de cela, les chercheurs s'orientent vers le développement d'alternatives technologiques, dont les caractéristiques sont égales voire supérieures aux mémoires actuelles. Trois d'entre elles émergent et apparaissent comme des candidats potentiels au remplacement de la mémoire flash ou de la DRAM pour certaines applications. Leur principe de fonctionnement n'est plus basé sur du stockage de charge. L'information est cette fois enregistrée sous la forme d'états résistifs dépendants du matériau utilisé, communément un état résistif bas (ou LRS-Low Resistive State) ou un état résistif haut (ou HRS-High Resistive State). La mémoire à changement de phase (ou PCM) est une mémoire résistive composée de deux électrodes métalliques prenant en sandwich un oxyde et un matériau à changement de phase (principalement un chalcogénure). Ce matériau peut passer d'une phase cristalline (correspondante à un LRS) à une phase amorphe (HRS) et vice-versa. L'opération d'écriture de cette mémoire consiste à appliquer un pulse de courant à travers l'oxyde afin de chauffer le chalcogénure. Selon la procédure de refroidissement, une zone cristalline ou amorphe se crée alors à l'intérieur du matériau après une phase de recuit (ou annealing). Cette technologie de memristor permet une densité d'intégration élevée et une vitesse d'écriture moyenne (environ 75 ns), mais aussi une endurance limitée (typiquement 10 8 cycles d'écriture). La ReRAM (ou Resistive RAM) est basée sur un oxyde placé entre deux métaux. La formation d'un filament conducteur à l'intérieur de l'oxyde génère un état résistif bas, alors que la rupture de celui-ci crée un état résistif haut. Le filament conducteur peut être composé d'atomes de métaux générés par réactions d'oxydoréduction (dans la cas de la conductive-bridge RAM) ou de lacunes d'oxygène (dans le cas de l'OxRAM). Comparée à la PCM, la ReRAM présente une plus grande densité d'intégration, une endurance élevée (10 10 cycles), mais aussi une grande rapidité d'écriture (environ 20 ns) et une faible consommation d'énergie. [21][22][26][27]. Enfin, le fonctionnement de la MRAM (ou Magnetic RAM) s'appuie sur des propriétés magnétiques et exploite le principe de magnétorésistance. L'élément mémoire magnétique est appelé la jonction tunnel magnétique (ou MTJ), et consiste en une couche d'oxyde tunnel déposée entre deux couches ferromagnétiques. Une de ces deux couches présente une orientation magnétique fixe (appelée couche fixe) alors que l'orientation magnétique de la seconde couche peut être modifiée (appelée couche libre). Un courant d'électrons, qui possèdent un moment angulaire appelé spin-up ou spin-down, est appliqué à travers la MTJ. Si l'orientation magnétique des deux couches ferromagnétiques est parallèle, la probabilité pour que les électrons dépassent la barrière énergétique entre les douches couches est faible, c'est l'état résistif bas. Si l'orientation magnétique des deux couches ferromagnétiques est antiparallèle, une barrière énergétique plus élevée est imposée par la couche fixe, c'est l'état résistif haut [28][29]. L'un des mécanismes d'écriture de la MRAM les plus avancées est l'effet STT (ou Spin-Transfer Torque). Il présente l'avantage d'une très grande vitesse d'écriture (une dizaine de nanosecondes ont été démontrées) et d'une endurance considérée comme infinie. En revanche, il requiert des courants trop élevées (centaines de microampères) afin d'atteindre le seuil d'accumulation des spin d'électrons nécessaires à l'inversion de l'orientation magnétique de la couche libre de la MTJ [34][35][36][37][38].
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 108 Figure 108 -a) Illustrations des trois principales technologies de mémoire résistive b) Comparaison des performances stand-alone des mémoires résistives avec les technologies actuelles
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 109 Figure 109 -Amplificateur de lecture à annulation totale d'offset a) phase d'échantillonnage b) phase d'amplification
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 110113 Figure 110 -Circuit équivalent du chemin de lecture de la mémoire résistive
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 115116117 Figure 115 -Architecture d'amplificateur de lecture proposée, pour trois références (2 LRS et un HRS par exemple) a) Phase d'échantillonnage 1 b) Phase d'échantillonnage 2 c) Phase d'amplification

Figure 118 -

 118 Figure 118 -Evolution du gain BER apporté par : a) l'ajout d'un bit ECC pour différents bits d'ECC initiaux b) l'ajout d'une ligne ou colonne redondante pour différentes lignes ou colonnes initiales, et comparaison avec le gain de l'amplificateur de lecture proposé pour quatre références (VBL=100 mV, RLRS=2.5 k, TMR=100%, σRLRS=7%, taille de la matrice mémoire = 10 kb, largeur de mot = 32, redondance nulle, probabilité d'erreur mémoire ciblée=10 -4 ) Pour ce qui est d'une redondance simultanée WL et IO, le Tableau 12 permet d'extraire le gain en BER selon la configuration 2D choisie. Il est démontré que pour obtenir un gain équivalent à celui de l'amplificateur de
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Table 1 -

 1 Demonstrated memory performances[START_REF] De Charentenay | Emerging NVM market: Technological choices are about to be made by key players -SSTMRAM, RRAM... or PCM? Focus on Embedded Markets[END_REF] 

Cell size (F²) Write speed Power consumption Endurance Non-volatile STT-MRAM 6 to 12 10 ns Medium 10 15 cycles YES ReRAM 6 to 12 20 ns Low 10 10 cycles YES PCM 6 to 12 75 ns Medium 10 8 cycles YES SRAM 100-150 5 to 10 ns Low 10 18 cycles NO Flash 4 10 s Very high 10 5 cycles YES DRAM 6 to 10 10 ns Low 10 15 cycles NO
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Table 2 -

 2 Systematic offset cancellation of the CBSA after design optimization

	With N4HD (N4LD) to	No	Yes	Yes
	ground ?			
	With gate-drain	No	No	Yes
	dummy capacitors ?			
	Input-referred	742	495	3
	systematic offset ()			

Table 3 -

 3 CBSA features compared to conventional sense amplifier

		Minimum input offset (Ohms/sigma)	Layout regular reference?	Sensing Speed	Area overhead: # transistors
	Optimized CBSA	200	Yes	~9 ns	Minimum 11
	Conventional sense amplifier	260	No	>10 ns	6

Table 4 -

 4 Dynamic sense amplifier offset model: main parameters

				Bit cell		Capacitive contributions
	Parameter	Nsigma	RLRS, σRLRS	Kon-off	ΣRPAR, σΣRPAR	Cg_PLATCH σCg_PLATCH	Cgd_PLATCH σCgd_PLATCH	Cload σCload
							Latch P	
						Latch P	transistor	
	Description	Overall applied variation	Bit cell Resistance and variation	On-off ratio	Parasitics and layout effects	transistor gate capacitance and its	gate-to-drain coupling capacitance	Load capacitance and its variation
						variation	and its	
							variation	
	Unit	-	, %	%	, %	fF, fF	fF, fF	fF, fF
				Sense amplifier			
	Parameter	VCLAMP	WNCLAMP, LNCLAMP	VT_NCLAMP, σVT_NCLAMP	WPLATCH, LPLATCH	VT_PLATCH, σVT_PLATCH		
	Description	Bit line clamping voltage	Clamping transistor length and width	Clamping transistor threshold voltage	Latch P transistor length and width	Latch P transistor threshold voltage and		

Table 5 -

 5 BER model: input parameters

	Bit cell	Proposed Sense amplifier	ECC	Repair
	VBL	Number of references	Number ECC bits	Number of redundant words
	RLRS	MUX type	Word width	Number of redundant word lines
	On-off ratio		Word depth	Number of redundant I/Os
	σRLRS		Memory size	

Table 6 -

 6 Proposed sense amplifier area overhead

Table 7 -

 7 ECC area overhead

Table 8 -

 8 Comparison between IO and word line repair for a 10kb memory array with a MUX16 in terms of area and timing costs (wordwidth=32)

	Redundancy type	Repairable memory cells	Area	Timing
	1 WL	128 (= 4 * 32) cells	1 additional column + special decoders + comparator	High due to the comparator before the memory access
		2048 (=		
	1 IO	4*32*16)	32 Mux for the shift	Low because static
		cells		

4.6.2.3. IO + WL repair

  rd and cd are assumed independent random variables and modeled by a Poisson distribution. λSD, λRD, λCD are respectively the total number of single defects, row defect and column defects[START_REF] Chao | Mathematical yield estimation for two-dimensionalredundancy memory arrays[END_REF][91][START_REF] Shoukourian | SoC yield optimization via an embedded-memory test and repair infrastructure[END_REF][93][START_REF] Huang | Raisin: Redundancy Analysis Algorithm Simulation[END_REF].

	where x,						
	x!	λ SD	.	λ RD rd e -λ RD rd!	.	λ CD cd e -λ CD cd!	Equation 72: Probability that x single defects, rd row defects and
							cd column defects occur

Table 9 -

 9 BER (obtained fr65 λSD) according the IO+WL repair configuration for a 10kb memory array(128 rows, 128 columns) 

	 of spare rows (M)	2	6	10	14	18	22
	 of spare columns (N)		λSD for YR=99.99% (i.e. Pfail(memory)=10 -4 )	
	2	2.036	4.222	6.096	7.602	7.956	7.963
	6	4.222	6.124	8.022	10.02	12.418	15.548
	10	6.096	8.022	10.02	12.424	15.788	19.805
	14	7.602	10.021	12.427	15.74	19.75	24.13
	18	7.956	12.418	15.788	19.75	24.15	28.93
	22	7.963	15.548	19.805	24.15	28.93	34.11

Table 10 -

 10 Post-layout input-referred offset results of the proposed sense amplifier test structure (with IHRS=20.54 A, ILRS=33.58 A, bit line capacitances = 50 pF, load capacitance = 50 pF)

	Extraction type	Systematic offset	Random offset
	R only	12 	54 /sigma
	C only	3 	24 /sigma
	RC	15 	60 /sigma

Table 11 -

 11 Proposed sense amplifier features compared to CBSA and conventional sense amplifier (e.g. for two references) thesis puts forward the importance of variation-tolerance in emerging nanoscale circuits design, in particular resistive memories sense amplifiers. It gives a circuit-level analysis of the variability problematic for the design of read circuits for resistive memories and proposes sense amplifier architecture-solutions that combine both offset-cancellation and reduced reference variability. Emerging resistive memories and MRAM in particular, are promising technologies in terms of standalone performance compared to existing solutions. STT-MRAM is a well-advanced technology at process-level. One of the biggest challenge of resistive memories is their low design robustness to ensure high read reliability. It is important to propose design-level solutions of sense amplifiers architectures that simultaneously reduce or cancel variability and include an accurate and layout-regular reference scheme. Current literature proposes solutions that handle either layout regularity of reference schemes like the CBSA circuit, either reliable offset cancellation techniques (like FOCT or

		Minimum input random offset (Ohms/sigma)	Layout regular reference?	Sensing Speed	Area overhead: # transistors
	Proposed SA	Pre-layout = 30 Post-layout = 60	Yes	Medium	Minimum 4
	Optimized CBSA	Pre-layout=200	Yes	Very fast	Minimum 11
	Conventional sense amplifier	Pre-layout=260	No	Fast	6

This

End binary search algorithm ==========================

  

	int main(void){
	int M=10;
	int N=10;
	int Z=M+N;
	int R=128;
	int C=128;
	double lambdaSD=10.02;
	double x=0., sp1=0.,sp2=0.,sp3=0.,sp4=0;
	int min_i, min_m, min_n, min_z;
	double r;
	double f;
	double g;
	int i;
	int m;
	int n;
	int z;
	int k=3;
	int max_i=k*lambdaSD+1;
	// calculation of YR for i=1
	i=1;
	DSR[i]= S1[i][0][0][1]=1.0;
	r=pow(lambdaSD,i);
	f=exp(-lambdaSD);
	g=factorielle(i);
	Dp[i]=(r*f)/g;
	YR += DSR[i]*Dp[i];
	printf("DSR[%d]:%lg * Dp[%d]:%lg = %lg\n\n",i,DSR[i],i, Dp[i], DSR[i]*Dp[i] );
	// definition of p1, p2, p3, p4
	for (i=1;i<max_i+1;i++){
	for (m=0;m<M+1;m++){
	for (n=0;n<N+1;n++){
	int maxz=M+N-m-n;
	for (z=0;z<maxz+1;z++){
	fprintf(LogBisection "\n Binary Search End =======> " ) x=
	fprintf(LogBisection getCurrentTime() )
	fprintf(LogBisection "\n\n\n")
	close(LogBisection)
	;============================ End XL mode ==================================
	ocnxlEndXLMode()

  Tableau 12 -Extraction du BER (=λSD/memory_size) selon la configuration de redondance IO+WL choisie pour une matrice mémoire de 10kb (128 lignes, 128 colonnes) Chapitre 5: Implémentation de l'architecture proposée sur structure de test et résultats de simulation L'intérêt de l'architecture est démontré par la conception d'une structure de test dédiée à noeud technologique très bas (en dessous de 30 nm). Les principales contraintes layout de ce circuit consistent en une parfaite symétrie et régularité vis-à-vis des interconnections, ainsi qu'une attention toute particulière au routage des entrées vers les pads, qui est très sensible aux capacités et résistances parasites. Les très faibles valeurs d'offset obtenues par simulation post-layout (Tableau 13) confirment l'utilisation d'architectures similaires pour la conception de mémoires résistives à échelle nanométrique. Tableau 13 -Résultats d'offset post-layout de la structure de test de l'amplificateur de lecture proposé (avec IHRS=20.54 A, ILRS=33.58 A, capacités de bit line = 50 pF, charge capacitive = 50 pF) Chapitre 6: Conclusion et perspectives Cette thèse donne une analyse approfondie de la problématique de variabilité appliquée à la conception de circuits de lecture pour mémoires résistives. Elle propose des solutions d'architecture d'amplificateurs de lecture combinant annulation d'offset et réduction de la variabilité de la référence. Les technologies de memristor tels que la STT-MRAM présentent des performances standalone prometteuses (vitesse d'écriture, endurance, miniaturisation …) comparées aux solutions (flash, SRAM …) existantes. L'un des plus grands freins à sa commercialisation est sa faible marge de lecture due à sa faible tolérance aux variations. La littérature actuelle propose des solutions d'implémentation de référence à variabilité réduite (circuit CBSA), ou des techniques d'annulation d'offset pour les amplificateurs [101]. Il convient de proposer des architectures circuit traitant ces deux problématiques. Pour ce faire, une analyse de variabilité du début du chemin de lecture de la mémoire est présentée. Cette étude inclut une méthodologie d'optimisation design de la dégradation de la marge de lecture prenant en compte les paramètres process de la cellule résistive. L'offset du circuit CBSA est modélisé et caractérisé, afin de rendre compte des facteurs de dégradation de la marge de lecture. La non-négligeable valeur de l'offset de ce circuit confirme la nécessité d'amplificateurs de lecture non-dynamiques, à annulation d'offset, et à implémentation de référence régulière en terme de layout et de faible variabilité. Une architecture de ce type est ainsi proposée. Elle consiste en l'extension de la technique d'annulation totale d'offset (FOCT) à N références. Ce circuit combine annulation d'offset et réduction de variabilité de la référence, ce qui résulte en une amélioration significative du rapport signal à offset. L'estimation de la marge de lecture montre un gain d'un facteur 10 du taux d'erreur bit lorsque de deux à quatre références sont intégrés à ce circuit. Les coûts non-négligeables en surface résultant de l'augmentation du nombre de références sont comparés à ceux des techniques d'amélioration de rendement de lecture au niveau système (ECC, redondances ligne et/ou colonnes). Ceux-ci démontrent l'intérêt de l'utilisation du circuit proposé, notamment pour des applications tolérantes en latence et en consommation énergétique. Une structure de test de l'amplificateur de lecture proposé pour deux références a été conçu et son annulation d'offset a été démontrée par simulations post-layout. Parmi les solutions prometteuses présentes dans la littérature proposant le meilleur compromis entre fiabilité de lecture des mémoires résistives et coût en surface, latence et consommation, peuvent être citées : -Solutions au niveau design : o « Ordered element matching » : cette technique consiste en une disposition « intelligente » des différents éléments d'un circuit. Les paramètres de ces élements (valeur moyenne de la résistance de la cellule mémoire ou de la tension de seuil d'un transistor de l'amplificateur de lecture) peuvent être triés et regroupés afin de générés des éléments dont la variabilité est réduite [105][106][107][108]. -Solutions au niveau process (technologies de mémoires dérivées de la MRAM) -les méthodologies présentées dans ce manuscrit étant indépendantes de la technologie de mémoire résistive choisie, elles restent applicables à ces solutions : o La « racetrack memory » : cette technologie présente de meilleures performances que la STT-MRAM (densité, consommation, latence) grâce au mouvement de parois de domaine pour écrire la cellule [110][111][112][113][114][START_REF] Wang | Performance-centric register file design for GPUs using racetrack memory[END_REF].[START_REF] Chen | Process variation aware data management for magnetic skyrmions racetrack memory[END_REF] démontre que sa fiabilité de lecture peut être maitrisée. o La Spin-Orbit-Torque (SOT) -MRAM : la cellule mémoire est un dispositif à trois terminaux, ce qui permet de découpler les chemins de courant de lecture et d'écriture, et de réduire les courants et tensions d'écriture. Pour ce qui est de sa fiabilité de lecture,[START_REF] Kazama | Spin-orbit torque MRAM read reliability[END_REF] introduit un modèle démontrant que l'effet SOT n'a pas seulement un impact sur la fiabilité d'écriture mais aussi sur la marge de lecture de la cellule mémoire. Un nouveau chemin de lecture à directions bilatérales est également proposé, permettant d'augmenter le courant critique dû à l'effet SOT d'un facteur 10, et ainsi de maintenir une fiabilité de lecture similaire à la STT-MRAM[START_REF] Manipatruni | Energy-delay performance of giant spin Hall effect switching for dense magnetic memory[END_REF] De nos jours, la conception des systèmes sur puce devient de plus en plus complexe, et requiert des densités de mémoire sans cesse grandissantes. Pour ce faire, une forte miniaturisation des noeuds technologiques s'opère. Les mémoires non-volatiles résistives, tels que les RRAM, PC-RAM ou MRAM se présentent comme des alternatives technologiques afin d'assurer à la fois une densité suffisante et des faibles contraintes en surface, en latence, et en consommation à l'échelle nanométrique. Cependant, la variabilité croissante de ces cellules mémoires ainsi que des circuits en périphérie, tels que des circuits de lecture, est un problème majeur à prendre en considération. Cette thèse consiste en une étude détaillée et une aide à la compréhension de la problématique de variabilité appliquée aux circuits de lecture pour mémoires résistives.

	 of spare rows (M)	2	6	10	14	18	22
	 of spare columns (N)		λSD for YR=99.99% (i.e. Pfail(memory)=10 -4 )	
	2 6 10 14 18 22	2.036 4.222 6.096 7.602 7.956 7.963	4.222 6.124 8.022 10.021 12.418 15.548	6.096 8.022 Elle propose des solutions d'amélioration 7.602 7.956 7.963 10.02 12.418 15.548 10.02 12.424 15.788 de la fiabilité de lecture de ces mémoires. 19.805 12.427 15.74 19.75 Pour ce faire, diverses études ont été 24.13 15.788 19.75 24.15 réalisées : revue générale des solutions 28.93 19.805 24.15 28.93 34.11 existantes d'amélioration du rendement de
				lecture, au niveau circuit et système ;
				développement d'un modèle statistique
				évaluant la contribution à la marge de
				lecture de la variabilité de chaque
				composante du chemin de lecture de la
				mémoire	résistive ;		analyse,
				caractérisation,	modélisation	et
				optimisation de l'offset d'un amplificateur
				de lecture dynamique pour mémoires
				résistives ; proposition d'architecture
				d'amplificateur de lecture permettant un
				rapport signal à offset optimum.
	Extraction type	Systematic offset	Random offset	
	R only	12 		54 		
	C only	3 		24 		
		RC	15 		60 		
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with: µn=electron mobility, Cox=NCLAMP's oxide capacitance, W=NCLAMP's width, L=NCLAMP's channel length, 𝛼 = µ 𝑛 𝐶 𝑜𝑥 2 . 𝑊 𝐿 . (𝑅 𝑀𝑇𝐽 + 𝛴𝑅 𝑃𝐴𝑅 ), 𝛥 = 4𝛼(𝑉 𝐶𝐿𝐴𝑀𝑃 -𝑉 𝑇 ) + 1. As standard deviation describes a small variation around a mean value, bit line voltage variability 𝜎𝑉 𝐵𝐿 can be expressed with small signal analysis, representing each variation source by a small signal voltage source. From Figure 49 and using the superposition principle: . σV T

Equation 24: Impact of NCLAMP threshold voltage variations on bit line voltage variability

where 𝑣 𝑏𝑙 1 is the small signal bit line voltage when 𝜎𝑅 𝐷𝐴𝑇𝐴 = 𝜎𝑉 𝑇 = 0; 𝑣 𝑏𝑙 2 is the small signal bit line voltage when 𝜎𝛴𝑅 𝑃𝐴𝑅 = 𝜎𝑉 𝑇 = 0; 𝑣 𝑏𝑙 3 is the small signal bit line voltage when 𝜎𝛴𝑅 𝑃𝐴𝑅 = 𝜎𝑅 𝐷𝐴𝑇𝐴 = 0. 𝑔 𝑚 is NCLAMP transconductance and 𝑟 𝑑𝑠 is NCLAMP output resistance.

Figure 49 -Small signal equivalent circuit for bit line voltage's variability estimation

Equation 17 thus becomes: will generate an equivalent input voltage difference and thus trigger the sensing, even if dummy capacitors (P4HD, P4LD, N4HD, N4LD) are well-sized. This cross-coupling induced offset is treated in section III. The previous offset analysis emphasizes the impact of dummy capacitors as well as gate-to-drain coupling on systematic offset. This observation highlights some design improvements to further reduce systematic offset of the circuit in Figure 55. First, in order to accurately balance output capacitances, the dummy transistors P4HD, P4LD, N4HD and N4LD should be biased in the same way as P4H, P4L, N4H, and N4L. Therefore, connecting N4HD and N4LD source and drain to NCLAMP2 drain helps reducing systematic offset instead of connecting them to ground as it was proposed in [START_REF] Kim | 7.4 A covalent-bonded cross-coupled current-mode sense amplifier for STT-MRAM with 1T1MTJ common source-line structure array[END_REF].

Besides, gate-to-drain coupling unbalance between N4H and N3H+N3HD (and between N4L and N3L+N3LD) can be corrected by adding MOS capacitors N4H_CGD (and N4L_CGD) connected to gate and drain of transistors N4H (and N4L) and so cancel the cross-coupling induced systematic offset. As N3H+N3HD (N3L+N3LD) has twice the size than N4H (N4L), N4H_CGD (N4L_CGD) must have half the size of N4H (N4L) since their gate and drain are connected each other. Figure 56 depicts the design improvements brought to Figure 55 (highlighted in grey) and Table 2 shows the corresponding systematic offset reduction, demonstrating that this architecture is quite suitable to handle systematic offset reduction.

Equation 34: Kirchhoff's law at reference branch output node 
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For Each cht In ThisWorkbook.Sheets("Sheet3").ChartObjects cht.Delete Next Application.ScreenUpdating = False For k = 1 To 17 ThisWorkbook.Sheets("MAX_RM").Cells(k + 5, 14) = ThisWorkbook.Sheets("Sheet1").Cells(i + 27, 3) ThisWorkbook.Sheets("MAX_RMnoclamp").Cells(k+8, 4)=ThisWorkbook.Sheets("Sheet1").Cells(3,22) Next k ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 2) = ThisWorkbook.Sheets("MAX_RM noclamp").Cells(17, 20) -0.1 * ThisWorkbook.Sheets("MAX_RM noclamp").Cells [START_REF] Son | Excellent Selector Characteristics of Nanoscale $ \hbox{VO}_{2}$ for High-Density Bipolar ReRAM Applications[END_REF]20) ThisWorkbook.Sheets("MAX_RM").Cells(25, 7) = ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 1) ThisWorkbook.Sheets("MAX_RM").Cells(25, 7) = i ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 8) = ThisWorkbook.Sheets("MAX_RM").Cells [START_REF] Wang | [END_REF][START_REF] Garbin | Modeling of OxRAM variability from low to high resistance state using a stochastic trap assisted tunneling-based resistor network[END_REF] If IsError(Application.Match(ThisWorkbook.Sheets("Sheet3").Cells(i+131,2).Value,ThisWorkbook.Sheets("Sh eet3").Range(ThisWorkbook.Sheets("Sheet3").Cells(i+68,2), ThisWorkbook.Sheets("Sheet3").Cells(i+68, 250)), -1)) Then Var = "not found" Else Var=Application.Match(ThisWorkbook.Sheets("Sheet3").Cells(i+131,2).Value,ThisWorkbook.Sheets("Shee t3").Range(ThisWorkbook.Sheets("Sheet3").Cells(i + 68, 2), ThisWorkbook.Sheets("Sheet3").Cells(i + 68, 250)), -1) + 1 ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 4) = Var If ThisWorkbook.Sheets("Sheet3").Cells(66, Var) = 0 Then ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 3) = "" Else ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 3) = ThisWorkbook.Sheets("Sheet3").Cells(66, Var)

'create gm(W/L) chart for different RPAR values

End If

ThisWorkbook.Sheets("MAX_RM").Cells(29, 6) = ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 3)

If IsError(ThisWorkbook.Sheets("MAX_RM").Cells(25, 8)) Then ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 5) = "" Else ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 5) = ThisWorkbook.Sheets("MAX_RM").Cells(25, 8) End If

End If

Next i

For i = 15 To 60 ThisWorkbook.Sheets("Sheet3").Cells(i + 131, 6) = (Abs(ThisWorkbook.Sheets("Sheet3").Cells(i + 1 + 131, 5).Value -ThisWorkbook.Sheets("Sheet3").Cells(i -1 + 131, 5).Value)) / 2 ThisWorkbook.Sheets("Sheet3").Cells(i+131,7)=ThisWorkbook.Sheets("Sheet3").Cells(i+131,5)-ThisWorkbook.Sheets("Sheet3").Cells(i+131,8) Next i

' create σVT(W/L) chart giving 10% tolerance on RM0

Set cht3 = ThisWorkbook.Sheets("Sheet3").ChartObjects.Add(Left:=1150, Width:=300, Top:=610, Height:=300) With cht3

.Chart.SeriesCollection.NewSeries .Chart.SeriesCollection (1).Name = "sigma_Vt (V)" .Chart.SeriesCollection (1).XValues = ThisWorkbook.Sheets("Sheet3").Range("A132:A191") .Chart.SeriesCollection (1).Values = ThisWorkbook.Sheets("Sheet3").Range("C132:C191") .Chart.SeriesCollection.NewSeries .Chart.SeriesCollection (1).Name = "W*L (um^2)=(A(Vt)/sigmaVt)^2" .Chart.SeriesCollection (1).XValues = ThisWorkbook.Sheets("Sheet3").Range("A132:A191") .Chart.SeriesCollection (1).Values = ThisWorkbook.Sheets("Sheet3").Range("E132:E191") .Chart.SeriesCollection.NewSeries .Chart.SeriesCollection (2).Name = "W*L (um^2)=(W/L)*L^2" .Chart.SeriesCollection (2).XValues = ThisWorkbook.Sheets("Sheet3").Range("A132:A191") .Chart.SeriesCollection (2).Values = ThisWorkbook.Sheets("Sheet3").Range("H132:H191") If IsError(Application.Match(0.001, ThisWorkbook.Sheets("Sheet3").Range("F148:F191"), -1)) Then Var = "not found" Else Var = Application.Match(0.001, ThisWorkbook.Sheets("Sheet3").Range("F148:F191"), -1) ThisWorkbook.Sheets("Sheet3").Cells(193, 6) = Var End If If IsError(Application.Match(0, ThisWorkbook.Sheets("Sheet3").Range("G148:G191"), -1)) Then Var = "not found" Else Var2 = Application.Match(0, ThisWorkbook.Sheets("Sheet3").Range("G148:G191"), -1) ThisWorkbook.Sheets("Sheet3").Cells(194, 6) = Var2

End If

If

IsError(Var < Var2) Then ThisWorkbook.Sheets("Sheet3").Cells(197, 5) = "not found" ThisWorkbook.Sheets("Sheet3").Cells(197, 6) = "not found" Else If Var < Var2 Then ThisWorkbook.Sheets("Sheet3").Cells(197, 5) = ThisWorkbook.Sheets("Sheet3").Cells(Var + 1 + 147, 1) ThisWorkbook.Sheets("Sheet3").Cells(6, 28) = ThisWorkbook.Sheets("Sheet3").Cells (197,[START_REF] Grochowski | The Perennial Hard Disk Drive Storage Industry 'Workhorse[END_REF] ThisWorkbook.Sheets("Sheet3").Cells(197, 6) = ThisWorkbook.Sheets("Sheet3").Cells(Var + 1 + 147, 3) ThisWorkbook.Sheets("Sheet3").Cells(6, 29) = ThisWorkbook.Sheets("Sheet3").Cells(197, 6) Else ThisWorkbook.Sheets("Sheet3").Cells(197, 5) = ThisWorkbook.Sheets("Sheet3").Cells(Var2 + 1 + 147, 1) ThisWorkbook.Sheets("Sheet3").Cells(6, 28) = ThisWorkbook.Sheets("Sheet3").Cells (197,[START_REF] Grochowski | The Perennial Hard Disk Drive Storage Industry 'Workhorse[END_REF] ThisWorkbook.Sheets("Sheet3").Cells(197, 6) = ThisWorkbook.Sheets("Sheet3").Cells(Var2 + 1 + 147, 3) ThisWorkbook.Sheets("Sheet3").Cells(6, 29) = ThisWorkbook.Sheets("Sheet3").Cells (197,[START_REF] Takasu | More than Moore' expands the semiconductor world[END_REF] End If

End If 'Print RM for best {σVt,W/L} pair

For k = 1 To 17 ThisWorkbook.Sheets("MAX_RM").Cells(k+5,14) = ThisWorkbook.Sheets("Sheet1").Cells(ThisWorkbook.Sheets("Sheet3").Cells(6, 28) + 27, 3) ThisWorkbook.Sheets("MAX_RM noclamp").Cells(k + 8, 4) = ThisWorkbook.Sheets("Sheet1").Cells(3, 22) Next k ThisWorkbook.Sheets("MAX_RM").Cells(25, 7) = ThisWorkbook.Sheets("Sheet3").Cells [START_REF] Takasu | More than Moore' expands the semiconductor world[END_REF][START_REF] Julliere | Tunneling between ferromagnetic films[END_REF] ThisWorkbook.Sheets("MAX_RM").Cells(29, 6) = ThisWorkbook.Sheets("Sheet3").Cells [START_REF] Takasu | More than Moore' expands the semiconductor world[END_REF][START_REF] Deng | Design and development of low-power and reliable logic circuits based on spin-transfer torque magnetic tunnel junctions[END_REF] For i = 1 To 17

ThisWorkbook.Sheets("Sheet3").Cells(i + 5, 25) = ThisWorkbook.Sheets("MAX_RM").Cells(i + 31, 22) ThisWorkbook.Sheets("Sheet3").Cells(i + 5, 26) = ThisWorkbook.Sheets("MAX_RM").Cells(i + 31, 23) Next i ThisWorkbook.Sheets("Sheet3").Cells(57, 37) = ThisWorkbook.Sheets("Sheet3").Cells [START_REF] Takasu | More than Moore' expands the semiconductor world[END_REF][START_REF] Julliere | Tunneling between ferromagnetic films[END_REF] ThisWorkbook.Sheets("Sheet3").Cells(57, 38) = ThisWorkbook.Sheets("Sheet3").Cells [START_REF] Takasu | More than Moore' expands the semiconductor world[END_REF][START_REF] Deng | Design and development of low-power and reliable logic circuits based on spin-transfer torque magnetic tunnel junctions[END_REF] ThisWorkbook.Sheets("Sheet3").Cells(57, 40) = ThisWorkbook.Sheets("Sheet3").Cells [START_REF] Zhang | Read Performance: The Newest Barrier in Scaled STT-RAM[END_REF][START_REF] Wang | [END_REF] ThisWorkbook.Sheets("Sheet3").Cells(57, 41) = ThisWorkbook.Sheets("Sheet3").Cells [START_REF] Zhang | Read Performance: The Newest Barrier in Scaled STT-RAM[END_REF][START_REF] Belmonte | 90nm W\Al<inf>2</inf>O<inf>3</inf>\TiW\Cu 1T1R CBRAM cell showing low-power, fast and disturb-free operation[END_REF] 'compare with RM at fixed Vbl (i.e. σVBL=0) [START_REF] Son | Excellent Selector Characteristics of Nanoscale $ \hbox{VO}_{2}$ for High-Density Bipolar ReRAM Applications[END_REF] ThisWorkbook.Sheets("Sheet3").Cells(i+5,30)=ThisWorkbook.Sheets("MAX_RMnoclamp").Cells(i+8, 20) ThisWorkbook.Sheets("Sheet3").Cells(i+5,31)=ThisWorkbook.Sheets("MAX_RMnoclamp").Cells(i+8, 21) Next i Set cht5 = ThisWorkbook.Sheets("Sheet3").ChartObjects.Add(Left:=1750, Width:=300, Top:=610, Height:=300) With cht5

.Chart.SeriesCollection.NewSeries .Chart.SeriesCollection (1).Name = "RM0 @varVbl" .Chart.SeriesCollection (1).XValues = ThisWorkbook.Sheets("Sheet3").Range("AA6:AA22") .Chart.SeriesCollection (1).Values = ThisWorkbook.Sheets("Sheet3").Range("Y6:Y22") .Chart.SeriesCollection.NewSeries .Chart.SeriesCollection (2).Name = "RM0 @fixedVbl" .Chart.SeriesCollection (2).XValues = ThisWorkbook.Sheets("Sheet3").Range("AA6:AA22") .Chart.SeriesCollection (2).Values = ThisWorkbook.Sheets("Sheet3").Range("AD6:AD22") .Chart.SeriesCollection.NewSeries .Chart.SeriesCollection(3).Name = "RM1 @varVbl" .Chart.SeriesCollection(3).XValues = ThisWorkbook.Sheets("Sheet3").Range("AA6:AA22") .Chart.SeriesCollection(3).Values = ThisWorkbook.Sheets("Sheet3").Range("Z6:Z22") .Chart.SeriesCollection.NewSeries .Chart.SeriesCollection(4).Name = "RM1 @fixedVbl" .Chart.SeriesCollection(4).XValues = ThisWorkbook.Sheets("Sheet3").Range("AA6:AA22") .Chart.SeriesCollection(4).Values = ThisWorkbook.Sheets("Sheet3").Range("AE6:AE22") 

List of Acronyms