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Résumé de la thèse (en français)

Les cellules à oxydes solides (SOC) sont des convertisseurs électrochimiques à haute température (~ 750 °C -800 °C) qui produisent de l'électricité (en mode pile à combustible) ou de l'hydrogène (en mode électrolyseur). L'enjeu aujourd'hui est d'abaisser la température de fonctionnement en utilisant de nouveaux matériaux d'électrodes afin d'améliorer la durée de vie des cellules tout en préservant de bonnes performances électrochimiques. Pour ce faire, les nickelates de terres rares Ln 2 NiO 4+δ (Ln = La, Pr) sont envisagés comme matériaux innovants d'électrodes à oxygène dans des cellules d'électrolyse (SOEC) pour leurs bonnes propriétés électrochimiques à température intermédiaire (650 °C -750 °C). Les travaux antérieurs ont montré que les performances électrochimiques sont plus élevées pour Pr 2 NiO 4+δ (PNO) que La 2 NiO 4+δ (LNO) alors que la stabilité chimique du LNO est remarquable. Un compromis performances électrochimiques / stabilité est proposé pour le composé LaPrNiO 4+δ (LPNO).

Dans le cadre d'une thèse précédente au LEPMI/CEA, des caractérisations structurales fines réalisées sur le matériau d'électrode à air LPNO vieilli en cellule complète d'électrolyse ont permis de détecter une décomposition majoritaire en Pr 6 O 11 (i.e. PrO 1.833 ) , phase reconnue pour ses propriétés électrocatalytiques remarquables. En revanche, la stabilité à long terme de ce nouveau matériau reste à ce jour à vérifier.

Ces résultats ont conduit à mener ce travail de thèse suivant deux études complémentaires.

Dans une première partie, une approche expérimentale et de modélisation couplée a été menée sur LNO afin d'étudier les mécanismes de réaction de ce conducteur mixte qui serviraient ensuite comme préalable à une optimisation microstructurale. Il a été ainsi montré que des surtensions d'électrode pour ce matériau sont moins fortes en polarisation anodique (mode électrolyse) qu'en polarisation cathodique (mode pile à combustible). Ce résultat important a été analysé en identifiant les mécanismes réactionnels grâce au modèle.

La seconde partie de ces travaux de thèse est focalisée sur l'étude du PrO 1.833 , qui présente de bonnes propriétés intrinsèques du transport de l'oxygène. Ainsi, des caractérisations électrochimiques (courbes i-V, spectres d'impédance électrochimique) de l'électrode PrO 1.833 ont été réalisées dans des cellules complètes en fonctionnement d'électrolyse afin d'étudier les performances et la durabilité du matériau. Un matériau d'électrode constitué d'une couche active fonctionnelle à base de PrO 1.833 nanostructuré recouverte d'un collecteur de courant, le manganite de lanthane dopé au strontium (LSM), s'est révélé être prometteur. Un taux de dégradation raisonnable de l'ordre de 5.8 % kh -1 à 700 °C a été obtenu lors du test de durabilité de 1000 h d'une cellule fonctionnant en mode électrolyse sous -0.5 A cm -2 . Afin d'identifier l'origine de ces pertes électrochimiques, une étude de différentes cellules a été menée en fonction de la température, du courant et du temps. Des caractérisations post-mortem de la composition chimique, des analyses microstructurales par MEB-EDX et structurales par µdiffraction et µ-fluorescence des rayons X au synchrotron à PSI ont permis de mettre en évidence une évolution physicochimique du matériau d'électrode sans interdiffusion notable des éléments chimiques. Après 1000 h à 700 °C apparaît une transition majoritaire vers la phase PrO 1.714 induite par la température de fonctionnement. Cependant, en mode électrolyse, se distingue une phase supplémentaire plus réduite PrO 1.5<x<1.7 à l'interface avec la couche barrière de cérine gadoliniée (GDC). Cette phase qui aurait impacté les performances de la cellule serait plutôt observée à plus haute température (e.g. vieillissement thermique à 800 °C, 700 h). Ces résultats ont permis pour la première fois une meilleure compréhension de la durabilité de PrO 1.833 , un matériau d'électrode à air innovant pour cellules d'électrolyse à oxydes solides.

Abstract (English)

Solid oxide cells (SOC) are high-temperature (~750°C -800°C) electrochemical converters that produce electricity (in fuel cell mode) or hydrogen (in electrolyzer mode). The challenge today is to lower the operating temperature by using new electrode materials in order to improve their lifetime while maintaining good electrochemical performance. To do this, rare earth nickelates Ln 2 NiO 4+δ (Ln = La, Pr) are considered innovative materials for oxygen electrodes as an air electrode for electrolysis cells (SOEC) for their good electrochemical properties at intermediate temperatures (650 °C -750 °C). Previous work has shown that the electrochemical performance is higher for Pr 2 NiO 4+δ (PNO) than La 2 NiO 4+δ (LNO) while the chemical stability of LNO is remarkable. An electrochemical performance/stability compromise is proposed for the compound LaPrNiO 4+δ (LPNO). As part of a previous thesis at LEPMI/CEA, fine structural characterizations carried out on the LPNO air electrode material aged in a complete electrolysis cell have detected a major decomposition into Pr 6 O 11 (i.e. PrO 1.833 ), an interesting phase for its remarkable electrocatalytic properties. However, the longterm stability of this new material remains to be verified.

These results led to carrying out this thesis work following two complementary studies. In the first part, an experimental approach and coupled modeling was carried out on LNO in order to study the reaction mechanisms of this mixed conductor which would then serve as a prerequisite for microstructural optimization. It has thus been shown that electrode overpotentials for this material are less strong in anodic polarization (electrolysis mode) than in cathodic polarization (fuel cell mode). This important result was analyzed by identifying the reaction mechanisms thanks to the model.

The second part of this thesis work is focused on the study of PrO 1.833 , which presents interesting intrinsic properties of oxygen transport. Thus, we undertook electrochemical characterizations (polarization curves, electrochemical impedance spectra) of the PrO 1.833 electrode in complete cells in electrolysis operation in order to study the performance and durability of the material. An electrode material consisting of a functional active layer based on nanostructured PrO 1.833 covered with a current collector, strontium-doped lanthanum manganite (LSM), has shown to be promising. A reasonable degradation rate of around 5.8% kh -1 at 700 °C was obtained during the 1000 h durability test of a cell operating in electrolysis mode at 0.5 A cm -2 . In order to identify the origin of these electrochemical losses, a study of different cells was carried out as a function of temperature, current, and time. Post-mortem characterizations of the chemical composition, microstructural analyzes by SEM-EDX, and structural analyzes by synchrotron µ-X-ray diffraction and µ-X-ray fluorescence at the Paul Scherrer Institute (PSI) have made it possible to highlight a physicochemical evolution of the electrode material without significant interdiffusion of the chemical elements. After 1000 h at 700°C, a major phase transition into PrO 1.714 occurred, correlated with operating temperature. However, in electrolysis mode, an additional, reduced PrO 1.5<x<1.7 phase appears at the interface with the gadolinia-doped ceria (GDC) barrier layer. This phase which would have impacted the cell's performance should be rather observed at higher temperatures (e.g. thermal aging at 800°C, 700 h). These results allowed for the first time a better understanding of the durability of PrO 1.833 , an innovative air electrode material for solid oxide electrolysis cells. 
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General introduction

General introduction

The global demand for energy is in constant growth and this trend seems to persist considering the population rise and the evolution of the contemporary lifestyle. The U.S. Energy information administration [1] has predicted a 28% increase in global energy demand by the year 2040 (Figure 1). To date, 80% of the world's primary energy needs are met by fossil fuels.

Aside from the upcoming scarcity of primary sources, the exploitation of fossil fuels has a serious environmental impact due to the emission of greenhouse gases (GHG). According to the intergovernmental panel on climate change [2], GHG emission due to human activities, with a major release of CO 2 and CH 4 in the atmosphere, is responsible for the climate change which already have a direct impact on our ecosystem (droughts, water unavailability, low crop yields, ice melting and seal rising, wildfires, flooding, loss of biodiversity, ...). To cope with these environmental concerns, a change in lifestyle and consumption habits are requested. Besides, our societies need to reduce their dependency on fossil fuels. To partly deal with this issue, rising the share of renewable energies in final energy production is required. A wide range of mature renewable energies (hydroelectric, wind, solar, marine, geothermal ...) is already available to suit the diversity of the earth's climate and environment. For example, Iceland runs on nearly 100% renewable electricity provided by geothermal energy and hydraulic dams by harnessing its spectacular panorama of volcanoes and glaciers [3]. However, this natural landscape remains an exception, and Iceland is a small country (5 times smaller than France, with only 103125 km 2 ) with only 372520 inhabitants with comparison to 67.75 million of French inhabitants. Generally, the use of renewable energies remains nowadays limited due to their intermittency (e.g. the availability of sunlight for solar panels or the availability of wind for wind energy). For this reason, a system for storing this intermittent electricity is necessary to ensure a supply of electricity on demand to the consumer. Many solutions for electricity storage are available [4], which are differentiated by storage capacity, charging time, cost ... (Figure 2). Among these technologies, dihydrogen H 2 , usually referred to as 'hydrogen', appears to be a good energy vector for storage and transport. Indeed, dihydrogen has a very high mass density of energy (120 MJ kg -1 ). Thus, when needed, the chemical energy stored in the hydrogen can be converted into electrical energy through a fuel cell to generate "clean" electricity at high efficiency, with a reaction that only produces water.

As one illustration of this operating model, the Myrte platform (Mission hydrogène renouvelable pour l'intégration au réseau électrique) installed in Corsica (France) allows to store of photovoltaic energy produced during low consumption hours thanks to the operation of steam electrolyzers, and releases it via a fuel cell when the panels are off. Moreover, hydrogen can be stored in various state (solid, liquid, gas), offering a multitude of possible applications (fuel for rockets, motor propulsion for vehicle, glass manufacturing for flat screens ... ). Besides, the use of hydrogen as a reactant is not unusual since it is widely used in the chemical (e.g. ammonia production), petrochemical (refining of petroleum products), and steel industries [5,6]. However, to date, 95% of this hydrogen is produced by steam reforming, partial oxidation of hydrocabons, and gasifications of coal based on fossil fuels. All these processes present the drawback of substantial greenhouse gas emissions. For example, vaporeforming generates 11 kg of CO 2 per kg of hydrogen [5]. To remain within the target of low environmental impact, hydrogen must be produced from low-pollution sources. Therefore, the steam electrolysis studied in this thesis appears as a valuable technology for the production of "clean" hydrogen and a more sustainable one.

The electrolysis of water consists in dissociating the H 2 O molecule through the effect of an electric current to produce dihydrogen and oxygen. There are several types of electrolyzers that can be grouped into two main categories [7]. The low temperature electrolyzers such as "Alkaline electrolysis (40 -90 °C)" and "Proton Exchange Membrane (PEM) electrolysis (20 -100 °C)" and the high temperature steam electrolysis (HTSE) (T = 800 °C). The core of this thesis work is focused on the HTSE technology through the solid oxide electrolysis cells (SOEC). This HTSE technology, that will be described in details in the chapter 1, offers many advantages. One of them is that part of the energy demand required for the H 2 O molecule splitting is provided by heat. Therefore, the amount of electrical energy to produce hydrogen is decreased with increasing the temperature. In this view, it is worth noting that the heat supply can be less expensive than electricity. Indeed, heat recovery from industrial systems such as nuclear plants [8] or geothermic sources can be used for steam electrolysis [9]. The other advantage of HTSE technology is that it can operate in a reversible mode as solid oxide cells (SOC), i.e. either in electrolysis mode (SOEC) to produce hydrogen or in fuel cell mode (SOFC for solid oxide fuel cell) to produce electricity. As previously discussed, this reversibility confers a particular interest in the storage of renewable energies (e.g. Myrte). For other purposes, the HTSE technology is interesting because it can be used to convert the CO 2 emissions of the hydrocarbon factories into alternative natural gas through the co-electrolysis reaction of water vapor and carbon dioxide [10].

The main challenge for the large-scale deployment of HTSE is to provide a functional technology over long periods of time at competitive cost. Indeed, due to the high operating temperatures, this technology suffers from severe degradation mainly related to materials instabilities (reactivity, microstructure evolution, mechanical constraints...) [11,12]. To limit the degradation, increase the lifetime, and reduce the cost, this technology can be operated at an intermediate temperature (T≤ 700 °C). However, lowering the operating temperature down to 700 º C leads to many challenges. One of them is to develop oxygen electrodes with sufficiently high electrocatalytic activity for the electrochemical reaction. Intensive research has thus been dedicated to exploring alternative oxygen electrode materials in order to achieve superior and stable electrochemical performance. These electrodes are usually made of mixed ionic and electronic conductors (MIEC) with interesting intrinsic properties such as high oxygen exchange coefficient and high chemical diffusivity. To improve the electrochemical performances, it is also of great importance to design the oxygen electrode microstructure and architecture.

Objectives of the thesis

In this context, it is proposed in this thesis to study several oxygen electrode materials in terms of electrochemical performances and chemical stability for SOEC application.

The first part of this work focuses on the first member of the layered Ruddelsden-Popper (Ln n+1 Ni n O 3n+1 ) series, La 2 NiO 4+ δ (LNO) that exhibits an oxygen over-stoichiometry. This material has recently attracted significant attention as a promising alternative solution to conventional oxygen deficient perovskites for IT-SOCs application [13][14][15]. Indeed, it has been shown that LNO exhibits high electrocatalytic properties combined with a good stability in operation [13][14][15][16]. However, despite its interest, the underlying reaction mechanisms for this oxygen-deficient material are still not precisely understood. Moreover, no electrochemical model has been proposed for this family of materials. In this work, LNO has been studied in symmetric cell configuration as a function of temperature (650 -750 °C), oxygen partial pressure (0.15-1 atm), and polarization (± 100 mA cm -2 ). This experimental approach has been coupled with modeling work in order to better understand the LNO underlying mechanisms.

The second part concerns the study of an innovative oxygen electrode material, PrO 1.833 (i.e.

Pr 6 O 11 ) characterized by remarkable catalytic properties [17]. Indeed, several studies detected the presence of this secondary phase on the La 2-x Pr x NiO 4+δ (x = 1, 1.5, 2) electrode [16,18].

Specifically, a study supported by advanced structural characterization reported that Pr 

Structure of the manuscript

The first chapter consists in a literature review of the solid oxide cells. A state-of-the-art of the performances and the main causes of material degradation developed for SOCs is presented.

Particular attention is given to classical oxygen electrode materials such as the pure electronic conductor LSM (La 1-x Sr x MnO 3-δ ) and the mixed ionic and electronic conductor LSCF (La x Sr 1-

x Co y Fe 1-y O 3-δ ) as well as materials developed in this work (i.e. LNO, PrO 1.833 ).

The Subsequently, the main causes of degradation observed on SOCs during operation are presented in order to better understand the limitations observed of this technology. Finally, a brief overview of the objectives of this thesis is presented based on this literature study.

General principles concerning the SOCs

Operating principle

SOCs are high-temperature electrochemical energy-conversion devices that produce efficiently clean electricity (solid oxide fuel cell, SOFC mode) or hydrogen (solid oxide electrolysis cell, SOEC mode). A single cell is composed of an assembly of two porous electrodes separated by a dense electrolyte. The operating principle of the SOCs is shown in Figure 1. Considering the example of an electrolysis operation, the reactions occur as follows. Steam is introduced in the hydrogen electrode. Then, under current, the water molecule is reduced and splits into one oxygen ion and one dihydrogen gaseous molecule according to the following reaction 𝐻 Z 𝑂 + 2𝑒 @ → 𝐻 Z + 𝑂 Z@ Eq. 1

This oxygen ion diffuses through the electrolyte which is an ionic conductor. Thereafter, the oxygen ion is oxidized and produces dioxygen molecule in the oxygen electrode and electrons as follows

𝑂 Z@ → { 8 𝑂 Z + 2𝑒 @ Eq. 2
The complete cell reaction is

H 2 O → | Z O 2 +H 2 Eq. 3
In the case of fuel cell operation, the opposite reactions occur. In these conditions, the device will convert the chemical energy contained in fuel (that is hydrogen or hydrocarbons) into electricity and heat.

These technologies operate at high temperatures between 700 °C and 800 °C to ensure the ionic conductivity of the solid electrolyte which is thermally activated. The high temperature presents a significant interest in terms of thermodynamic and kinetic aspects which provides an economic advantage. For sake of clarity, the main explanations will be provided for electrolysis operation which is the major concern of this work. From a thermodynamic aspect, in SOEC mode, the enthalpy energy required for the water dissociation reaction can be expressed as follows:

∆𝐻 𝑇 = ∆𝐺 𝑇 + 𝑇 × ∆𝑆 𝑇 Eq. 4

where ∆G per mole of reaction (I-3) (Gibbs free energy change) is the electrical energy and T∆S the thermal energy with ∆S, the variation of the entropy. As shown in Figure 2, when increasing the temperature, the amount of provided heat increases while the amount of requested electrical energy decreases. Therefore, the high-temperature operation allows reducing production costs since the electrical supply is reduced. Moreover, the efficiency of high-temperature electrolyzers is higher than that of low temperature. The efficiency is about 3 kWh Nm -3 at high temperature against 4 kWh Nm -3 for alkaline electrolysis or PEMFC [2].

Finally, high-temperature electrolysis does not require the use of an expensive catalyst.

The thermo-neutral cell voltage of the electrolyzer is defined as follows

𝑈 M9 = €• P' Eq. 5
where n is the number of electrons involved in the reaction and F is the Faraday constant.

At this value, the heat consumed by the endothermic reaction of steam electrolysis is compensated by the Joule effect produced in the cell. Hence, the efficiency of the cell can reach 100 % if the heat supply is free. For an operation below this potential, the system requires an external heat supply to balance the thermal sink due to the reaction thus reducing the cell efficiency.

High-temperature electrolysis is therefore of considerable interest. The challenge now is to develop technologies that are sustainable and robust over the long term. 

Single-cell configuration

Various configurations of single cells have been developed over the years. The first studies on SOECs were conducted by Doenitz and Erdle [4] in the 1980s using electrolyte-supported tubular cells. The design of the cell consists of two electrodes separated by an electrolyte, in a cylinder shape. However, despite the mechanical robustness of this cell architecture, their use has been largely neglected due to the low performance achieved. Indeed, it appears that this cell geometry limits gas transport and generates high ohmic losses in the interconnectors. Some authors keep working on the improvement of this specific model of the cell through innovative designs [5][6][7].

Nowadays, the most developed SOCs are based on the planar configuration which can be classified by the nature of the mechanical support layer (Figure 3). The electrolyte-supported cells require very high operating temperatures (> 850°C) to limit the ohmic losses in the electrolyte. This cell configuration is not widely developed as these operating conditions lead to reactivities and chemical degradation of the components. However, a few studies initiated with more conductive materials have shown promising results at lower temperatures [8,9]. The electrode supported cell design is widely favored as it allows reducing of the ohmic drop in the thin electrolyte offering the possibility to work at much lower temperatures (700°C<T<850°C).

The best results in terms of performance and durability have been observed with this type of configuration. Recently, cells based on metal-support have also been developed. The active ceramics materials (anode/electrolyte/cathode) are deposited on a thick metallic substrate which ensures the cell mechanical strength. This cell configuration has the advantage of being more resistant to thermal cycling. Moreover, it would allow reducing production costs thanks to the reduction of the thickness of the ceramic layers that are the most expensive.

A stack is built from a set of these single cells linked together by interconnectors for electrical contact and fluid supply for a life-scale operation. 

SOCs materials

The development of a stable and efficient system must respect several criteria in the choice of materials. In general, it is required that all materials have a low chemical reactivity between them, good compatibility on the thermal expansion coefficient (TEC), and good mechanical resistance [11]. On the other hand, the cost of the materials as well as the long-term availability of the raw material also remains a selection criterion.

The choice of materials plays a fundamental role in the performance but also in stability of the system over time. A more detailed overview will be presented in this section. Particular attention will be paid to the oxygen electrode which is the core of the thesis work.

Electrolyte

The electrolyte is a dense membrane separating the anode from the cathode. The main role of an electrolyte is to ensure the migration of O 2-ions between the two electrodes, to prevent fuel-oxygen mixing, and to be a good insulator for electrons. Therefore, the electrolyte must exhibit excellent ionic conductivity and a fully negligible electronic conductivity at the SOCs operating temperatures. Moreover, it has to be stable in a large domain of the oxygen partial pressure (10 -22 < pO 2 (atm) < 0.2). It has also to be dense and thick enough to ensure gas impermeability. A compromise between gas tightness and resistance to current flow must be found in the thickness of the electrolyte.

Generally, the electrolyte materials that satisfy these criteria are made of fluorite-type ceramic oxides (e.g. ZrO 2 , CeO 2 …) substituted with rare-earth cations (Sc, Y, Sm …) [12].

Among the most developed materials, Yttria Stabilized Zirconia (YSZ) is used, with yttria (yttrium oxide) substitution rates ranging from 3 to 12 mol. %. The substitution of the Zr 4+ ion by the trivalent Y 3+ cation leads to the formation of oxygen vacancies that is at the origin of the conductivity of the O 2-ions. The reaction is expressed using the Vink-Kröger notation as follows

𝑌 Z 𝑂 " …'-8 2 𝑌 …' G + 𝑉 E •• + 3 𝑂 - 2
Eq. 6

For YSZ, the highest ionic conductivity is achieved with a dopant value of 8 -10 mol. % of Y 2 O 3 [13] crystallizing in the cubic structure. On the other hand, micronic zirconia doped with 3 mol. % of Y 2 O 3 , the tetragonal one, exhibits lower ionic conductivity but higher mechanical strength. For comparison, the ionic conductivity of the zirconia stabilized at 8 mol. % of Yttria ((ZrO 2 ) 0.92 (Y 2 O 3 ) 0.08 -8YSZ) is about 0.05 S cm -1 at 800 °C while that of the 3 mol. % of Yttria (3Y-TZP, tetragonal zirconia polycrystalline) is 0.03 S cm -1 [14,15]. A too-high dopant concentration leads to a phenomenon of association between punctual defects, reducing their mobility and consequently diminishing the ionic conductivity [16]. As can be seen in Figure 4, the nature of the dopant must also be considered. Indeed, it has been shown that when the dopant ionic radius has a close size mismatch to the ionic radius of the host, a larger ionic conductivity has been observed [17]. On the other hand, a larger mismatch leads to stresses lattice which can destabilize the crystalline structure leading to a phase transition. Other substitution elements are also investigated. In particular, much higher ionic conductivity has been measured with the use of scandia (Sc 2 O 3 ) [19]. However, the cost of this electrolyte and its poor stability [20] limit its application. However, due to the low conductivity of YSZ at intermediate temperatures (i.e. 0.0005 -0.01 S cm -1 at T<700°C: [19,21]) and its reactivity with the oxygen electrode materials, alternative electrolyte materials are being investigated. Among the candidates, ceria substituted with gadolinia (Gd 2 O 3 ), samaria (Sm 2 O 3 )

or yttria (Y 2 O 3 ) with molar percentage of 10-30 %, in a fluorite structure type, is considered.

For example, ceria doped with 10 mol. % of gadolinia exhibits an ionic conductivity of 0.0544 S cm -1 at 700 °C [22]. Moreover, a substituting level of 10 mol. % (CGO10: Ce 0.9 Gd 0.1 O 1.95 ) shows a larger ionic conduction than 20 mol. % doping (CGO20: Ce 0.8 Gd 0.2 O 1.9 ) [22], even though both CGO10 and CGO20 are considered for the application.

However, at high temperatures under reducing atmosphere, the cerium oxygen state Ce 4+ tends to be reduced into Ce 3+ , resulting in n-type electronic conductivity in the electrolyte and inducing a short circuit in the cell [23]. As illustrated in Figure 5, many other materials are available with higher conductivities than YSZ. Some of them could be materials belonging to the Bi 2 O 3 group, the LAMOX family (e.g. La 2 Mo 2 O 9 ), or even other perovskites such as La 0.9 Sr 0.1 Ga 0.8 Mg0 2-δ (LSGM). However, most of these materials exhibit a high thermal expansion coefficient (TEC) compared to the electrode materials, and many reactivities are observed due to the sintering temperatures required for their manufacturing [24][25][26][27]. To date, the 8YSZ is the most commonly used as electrolyte material for electrode supported cells 

Fuel/Hydrogen electrode

The SOC hydrogen electrode should provide high electro-catalytic activity for the fuel oxidation/reduction reactions. The percolation of the gas, ionic and electronic phases at the socalled Triple Phase Boundaries (TPBs) ensures the effective operation of the electrode. This electrode has also to be permeable to gas and should show no chemical reaction with typical electrolyte materials such as 8YSZ, and CGO. Nickel (Ni) based cermet is the most developed hydrogen electrode for SOCs. The typical electrode is a porous Ni-8YSZ composite where Ni ensures the electronic conductivity, YSZ the ionic conductivity and the pores serve the gas transport. The performance of the cell depends also on the microstructural parameters of the electrodes. Indeed, a fine microstructure allows increasing in the active region meanwhile an increase of the porosity would facilitate the gas transport. In the case of hydrogen-supported electrodes, the hydrogen electrode is the mechanical support of the cell. It should present an appropriate thermal expansion coefficient (TEC) with the common electrolytes. Therefore, the electrode is composed of an active functional layer (AFL) and a thicker current collecting layer (CCL). The 8YSZ will generally be favored because of the high ionic conductivity, especially in the thin functional layer where reactions occur. However, as a collecting layer made of Ni_3Y-TZP is sometimes use to enhance the cell mechanical strength. However, Ni/YSZ-based fuel electrode has some drawbacks; for example, sulphur poisoning and carbon deposition are observed when using natural gas as fuel due to the cracking of methane. Nickel metal is not only chosen because of its cost effectiveness but also because it can be easily produced by cosintering NiO and YSZ, followed by in-situ reduction of the nickel oxide. Other metals that may be used are copper, cobalt and noble metals. Copper could also be considered as a replacement for nickel [28,29] but it exhibits a higher propensity for carbon deposition and sulphur poisoning at lower temperature. Other materials are currently being investigated as potential replacements for the Ni/YSZ combination. Developments regarding fuel materials have been extensively addressed in details in a review article [30].

Air/Oxygen electrode

The oxygen oxidation/reduction reactions (OER/ORR) take place in the SOC air electrode.

The main requirements for an oxygen electrode are -High electronic conductivity (in general > 100 S cm -1 ) [31] at the operating temperature.

In the case of the use of a mixed conductor, a high enough ionic conductivity will be also required (even if it will be at least four orders of magnitude lower that the electronic one).

-High catalytic activity with respect to the associated (OER/ORR) half-reactions.

-Sufficient porosity to allow gas transport.

-Thermal expansion coefficient to be comparable to that of the other materials (electrolyte and interconnects).

-Chemical and mechanical stability in air.

-Sufficient durability when operating at high temperatures and temperature cycling [32].

-Low cost.

Many materials have been studied as oxygen electrodes for solid oxide cells. There are three categories of oxygen electrodes made of pure electronic conductor, mixed ionic and electronic conductors (MIEC), and composite materials based on a pure electronic phase (i.e. LSM) and a pure ionic one (i.e. 8YSZ, CGO). For pure electronic conductor materials, the reaction zone is limited to the electrode/electrolyte/gas interface where the TPBs area are located (Figure 6a).

The microstructure plays an important role in improving the performance because an optimized microstructure will maximize the number of TPB sites leading to increase the active regions for OER/ORR. In particular, the porosity has to be sufficient through the oxygen electrode to bring oxygen molecules in contact with the electrolyte. The development of composite materials has allowed increasing in the number of TPBs sites and thus extending the reaction in the depth of the porous electrode (Figure 6b) [33]. A third type oxygen electrodes uses MIEC-type oxides (Figure 6c). Thanks to the use of mixed ionic and electronic conductors, the reactions are no more limited to TPB lines but can occur onto the whole surface of the electrode particles as shown in Figure 6c. As a consequence, a significant improvement in the cell performance is expected at a lower operating temperature. Perovskite type (i.e. cubic type (ABO 3 ), layered perovskites (AA'B 2 O 6 ) or Ruddlesden-Popper phases (A n+1 B n O 3n+1, (n = 1, 2 and 3)) are classically used as air electrodes (Figure 7).

The strontium-doped lanthanum manganite, (La,Sr)MnO 3 (LSM), with the ABO 3 structure, is an example of a commonly used material that shows good stability under oxidizing atmospheres [34,35]. The LSM is characterized by a high (p-type) electronic conductivity σ el =108 S cm -1 at 800 °C and a TEC compatible with that of the classical YSZ electrolyte (Table 1). Since LSM is a pure electronic conductor material, it is usually associated with YSZ to form a composite electode in order to increase the density of TPB lengths and thus increase the cell performance.

However, LSM suffers from some degradation phenomena at the electrode/electrolyte interface due to high operating temperatures. In electrolysis mode, it has been shown that this electrode is subjected to a delamination due to the local production of oxygen at the TPBs. Moreover, a substantial reactivity has also been reported for this electrode in contact 8YSZ. Particularly, the formation of resistive phases such as lanthanum zirconate (La 2 Zr 2 O 7 ) leads to a drastic decrease in cell performances [36,37]. A short review of the degradation of the materials will be developed in more detail in the next section.

The LSM-YSZ composite is nowadays replaced in standard cells by MIEC materials.

Among them are La 0.8 Sr 0.2 FeO 3-δ (LSF) [38], La 0.8 Sr 0.2 CoO 3-δ (LSCo) [38], and Sr 2 Fe 1.5 Mo 0.5 O 6-δ (SFM) [39]. For example, LSCo exhibits higher electronic and ionic conductivity than LSM at a lower temperature. Particularly, it appears that the oxygen transport and exchange properties increase with the amount of Co [40]. However, the increase in cobalt (Co) leads to a significant increase in TEC [41] which results in mechanical stress at the interface with the electrolyte. The substitution of a part of the cobalt (Co) by iron (Fe) to form La 1-x Sr x Co 1-y Fe y O 3-δ can help to reduce these mechanical stresses. To date, LSCF is the other commonly used perovskite material for SOCs because of its superior mixed ionic and electronic conduction compared to LSM. The study of the impact of the material composition to find a compromise between good electrical conductivity and its thermo-mechanical stability has been widely investigated [41][42][43]. For instance, it appears that the electrical conductivity increases with Co content [42,43]. Meanwhile, the TEC coefficient was found to decrease when increasing the Co content for La 0.3 Sr 0.7 Co 1-y Fe y O 3-δ composition [42] while it tends to decrease only for y > 0.4 with La 0.8 Sr 0.2 Co 1-y Fe y O 3-δ composition [43]. However, the studies revealed that LSCF electrode suffers from demixing [44][45][46], reactivity with the electrolyte [47,48], and microstructural modification [47] Especially, it has been shown that the operating condition influences the electrode performances as well as their stability. Indeed, The et al. [46] show that the Sr diffusion which starts during the sintering process increases during electrolysis operation.

In the same way, Laurencin et al. [45] show a higher degradation rate when operating under electrolysis conditions. These issues will be detailed in the following section; however, it can be stated that selecting a material for a fuel cell application may not be relevant for electrolysis.

A-site deficient (La 0.7 Sr 0.3 ) 0.95 (Co 0.2 Fe 0.8 )O 3-δ (LSCF) perovskite film has been reported to be a potential high-performance cathode for SOFC with microstructural details at the nanometer length scale. This electrode exhibits polarization resistance (measured at open circuit voltage using a symmetrical cell) as low as 0.037 Ω cm 2 and peak power density of 1.4 W cm -2 in a

Ni/YSZ supported cell at 650 °C. X-ray diffraction and electron microscopy analyses revealed a closely related two-phase perovskite structure for LSCF and a well-dispersed, nanoscale Bsite precipitate (CoFeOx) decorating the LSCF surfaces. Such large improvements in the electrode performance were attributed to the altered LSCF perovskite structure due to nonstoichiometry and to the very high active surface area of the film [49].

Another disadvantage of these materials is that they easily form insulating phases such as La 2 Zr 2 O 7 and SrZrO 3 at the interface with the YSZ electrolyte, which further degrades the performance of the cell. Among the available materials, the nickelates belonging to Ruddlesden-Popper (RP) series have recently attracted much attention as promising oxygen electrode materials for the next generation of SOECs [55,56]. Ruddlesden-Popper (RP) series (A n+1 B n O 3n+1, n = 1, 2, and 3)

The Ruddlesden-Popper (RP) phases have a general formula of A n+1 B n O 3n+1 , where A is a rare-earth, B is a transition metal and with n = 1, 2, 3, ∞ [58]. The layered crystal structure of the RP phases, (AO)(ABO 3 ) n , is shown in Figure 7c (for n=1). It consists of (ABO 3 ) n perovskite block inter-grown between AO rock-salt layers along the c-axis direction. This structure exhibits interstitial oxygens within the AO layers with maintaining stability. The ability of the oxygen excess to move within the structure is driving the ionic conductivity of these materials [59]. In addition, this over-stoichiometry behavior can induce partial oxidation of the B cation.

This mixed valence of the material can explain the material electronic conductivity. The mixed ionic and electronic conduction coupled with the ability to accommodate oxygen excess make them suitable candidates as electrode material for electrolysis operation.

Among the different components, the first-order (n = 1) rare-earth nickelates Ln 2 NiO 4+δ (Ln = La, Pr, Nd) has been widely studied over the last few years [60][61][62][63][64]. These materials exhibit a sufficient electronic conductivity at the SOCS operating temperature (40-100 S cm -1 at 700 °C [65]). Besides, they offer excellent oxygen transport and oxygen exchange properties.

Indeed, Boehm et al. [65] have measured the value of the oxygen diffusion (D*) and surface exchange (k*) coefficients of these nickelates over a wide range of temperatures. It has been shown that the D* and k* coefficients of the Ln 2 NiO 4+δ (Ln = La, Pr) are higher than those of the typical LSCF electrode [65]. The highest value has been reached for the Pr-rich Pr 2 NiO 4+δ compound with D* = 9×10 -8 cm 2 s -1 and k* = 1×10 -6 cm s -1 at 700 °C. Moreover, it has been reported that the electrical conductivity of these materials appears to be higher for the Pr-based component in a wide range of temperatures [65]. Besides, the conductivity properties can be improved by adding Pr content in Ln 2 NiO 4+δ . For example, for the composition LaPrNiO 4+δ and La 0.5 Pr 1.5 NiO 4+δ , the electronic conductivity reaches a value close to the one of Pr 2 NiO 4+δ (σ el = 110 S cm -1 at 600 °C) [60]. The investigations on La 2-x Pr x NiO 4+δ showed that materials made from praseodymium-rich solid solution offered better electrochemical performance. For example, the polarization resistance (R pol ) at 600 °C and OCV for Pr 2 NiO 4+δ is 0.83 Ω cm 2 compared to 3.33 Ω cm 2 for La 2 NiO 4+δ [66]. Moreover, it was reported that, when the electrode was architecturally designed, a further decrease of R pol was measured, respectively from 0.42 to 0.08 Ω cm 2 for respectively La 2 NiO 4+δ and Pr 2 NiO 4+δ. However, it is observed in the literature that the LNO phase exhibits higher chemical stability than the PNO one [67,68]. Therefore, the use of this material as oxygen electrode for long-term operation in electrolysis mode seems promising. Indeed, under electrolysis current (i.e. i = -0.15 A cm -2 , H 2 O/H 2 (80/10)), Kim, et al. [63] have reported lower degradation for the cell with LNO electrode than that with LSCF for about 160 h operation at 650 °C. At higher temperature, Mauvy et al. [69] also reported a rather low degradation rate of the cell based on LNO of 1.5 % kh -1 at 800 °C after 500 h of operation in electrolysis mode (i.e. i = -0.5 A cm -2 , H 2 O/H 2 (90/10) with a total gas flow of 24

Nml min -1 cm -2 ). Despite these first studies, it is still require to improve the performances and to better understand the effects of operating conditions such as current or temperature on stability. On the other hand, the use of the praseodymium-rich phases remains limited due to the phase transformation. This point is discussed in more details in section 3.3. Nonetheless, one should note that La 1-x Pr x NiO 4+δ undergoes a decomposition under operation conditions to form higher-order Ruddlesden-Popper phases (n = 2 and 3). It appears that these secondary phases exhibit good electrochemical properties and electrical conductivity. For instance, Takahashi et al. [55] reported an electronic conductivity of 170 S cm -1 for La For IT-SOCs application, the PrO 1.833 (i.e. Pr 6 O 11 ) is nowadays attracting attention as an oxygen electrode thanks to its good transport properties and high electrocatalytic activity at low temperatures. Indeed, high oxygen diffusion (D*) and oxygen exchange coefficients (k*), respectively equal to 3.4×10 -8 cm 2 s -1 and 5.4×10 -7 cm s -1 , have been reported at 600°C [START_REF] Nicollet | An innovative efficient oxygen electrode for SOFC: Pr 6 O 11 infiltrated into Gd-doped ceria backbone[END_REF].

Moreover, it has been shown that PrO 1.833 exhibits a mixed ionic and electronic conductivity thanks to the presence of oxygen vacancies in its fluorite structure and the the two valence states +3/+4 of the praseodymium ion. However, it should be pointed out that its electrical conduction properties are rather low (i.e. σ < 4 S cm -1 ) [START_REF] Nicollet | An innovative efficient oxygen electrode for SOFC: Pr 6 O 11 infiltrated into Gd-doped ceria backbone[END_REF][START_REF] Thangadurai | Mixed ionic-electronic conductivity in phases in the praseodymium oxide system[END_REF][START_REF] Rao | Electrical Transport in Rare-Earth Oxides[END_REF][START_REF] Shamshi Hassan | Morphological and electrochemical properties of crystalline praseodymium oxide nanorods[END_REF]. For instance, Thangadurai et al. [START_REF] Thangadurai | Mixed ionic-electronic conductivity in phases in the praseodymium oxide system[END_REF] reported a low electrical conductivity ranging from 0.677 S cm -1 to 1.4 S cm -1 for temperatures between 400 to 850 °C for the PrO x system. Nevertheless, this relatively poor conductivity seems not to be limiting when used in the thin functional layer [START_REF] Sharma | Highly efficient architectured Pr 6 O 11 oxygen electrode for solid oxide fuel cell[END_REF][START_REF] Taguchi | LNF SOFC cathodes with active layer using Pr 6 O 11 or Pr-doped CeO 2[END_REF] or as catalysts infiltrated in electrode materials backbones [START_REF] Nicollet | An innovative efficient oxygen electrode for SOFC: Pr 6 O 11 infiltrated into Gd-doped ceria backbone[END_REF][START_REF] Khoshkalam | Enhanced Activity of Pr 6 O 11 and CuO Infiltrated Ce 0.9 Gd 0.1 O 2 Based Composite Oxygen Electrodes[END_REF][START_REF] Chiba | An SOFC cathode infiltrated with Pr 6 O 11[END_REF][START_REF] Dogdibegovic | High performance metal-supported solid oxide fuel cells with infiltrated electrodes[END_REF]. For instance, Sharma et al. [START_REF] Sharma | Highly efficient architectured Pr 6 O 11 oxygen electrode for solid oxide fuel cell[END_REF][START_REF] Sharma | An efficient hierarchical nanostructured Pr 6 O 11 electrode for solid oxide fuel cells[END_REF] W cm -² at 700°C) has been achieved for the cell using an infiltrated electrode withn PrO x catalyst. However, most of the results have been obtained for fuel cell operation (SOFC) [53,59,62,65] but very few as oxygen electrodes for high-temperature electrolyzers (SOEC) [START_REF] Ge | Boosting the performance of conventional air electrodes for solid oxide cells by in-situ loading of nano praseodymium oxide[END_REF][START_REF] Wang | Metal-Supported Solid Oxide Electrolysis Cell with Significantly Enhanced Catalysis[END_REF]. Among them, a study conducted by Wang al. [START_REF] Wang | Metal-Supported Solid Oxide Electrolysis Cell with Significantly Enhanced Catalysis[END_REF] revealed a very high efficiency (-1.5

A cm -² at 1.4 V) for a PrO starts to decompose into unspecified PrO x phases at 500 °C before to start another decomposition into Pr 2 O 3 at 650°C. Moreover, the manufacturing method, precursors, or heating and cooling rate could influence the phase transition [START_REF] Treu | Thermal decomposition behavior of praseodymium oxides, hydroxides, and carbonates[END_REF][START_REF] Gazulla | Praseodymium oxides. Complete characterization by determining oxygen content[END_REF][START_REF] Hussein | Formation of praseodymium oxide from the thermal decomposition of hydrated praseodymium acetate and oxalate[END_REF]. Therefore, the stability of the PrO 1.833 phase has to be investigated in more detail for SOCs application.

Degradation under operation

The stability of the SOCs under operation is a fundamental requirement for their commercialization. Therefore, the understanding of the origin of the performance degradation mechanisms remains a major issue. The most common observed degradation phenomena for SOCs are listed below:

-Microstructural evolution (agglomeration, pores/grain size evolution …).

-Inter-diffusion and/or formation of isolating secondary phases between the cell components.

-Contamination and poisoning with impurities.

-Corrosion/oxidation of the metal interconnectors components of the stack.

-Mechanical deterioration (delamination, cracks …).

These degradations result from the materials themselves as well as from the operating conditions (such as current, and temperature…). A brief review of the main observed mechanisms under SOEC mode at the cell level will be presented in this section.

Electrolyte degradation

In the specific operation in the electrolysis mode, degradations related to the formation of porosities at grain boundaries and insulating phases near the interface to the oxygen electrode have been observed [47,[START_REF] Schefold | Non-Ionic Conduction Phenomena in Yttria Stabilised Zirconia Electrolyte in SOFC operated in the Electrolysis Mode[END_REF][START_REF] Knibbe | Solid Oxide Electrolysis Cells: Degradation at High Current Densities[END_REF]. Knibbe et al. [START_REF] Knibbe | Solid Oxide Electrolysis Cells: Degradation at High Current Densities[END_REF] showed the formation of holes/pores along the grain boundaries of the YSZ electrode in the region close to the LSM-YSZ electrode after operating under electrolysis mode at a high current density of 1-2 A cm -2 (Figure 9). This phenomenon has been ascribed to the strong oxygen partial pressure gradient in the electrolyte during SOEC operation. In particular, an increase in series resistance has been observed at high current density due to an increase in oxygen accumulation at the interface. The nucleation and the growth of the porosities result in cracks that lead to the mechanical fragility of the electrolyte. The formation of porosities at the grain boundaries of the electrolyte has also been reported by Tietz et al. [47]. In this case, this behavior is followed by the formation of an insulating phase such as SrZrO 3 at the YSZ/GDC interface. On the other hand, the modification of the crystalline structure is among the other reason for the decrease in the electrolyte performance. Indeed, a modification of the crystalline structure of the YSZ from the cubic phase to the tetragonal or monoclinic phases has been observed [START_REF] Kishimoto | In situ analysis on the electrical conductivity degradation of NiO doped yttria stabilized zirconia electrolyte by micro-Raman spectroscopy[END_REF][START_REF] Shimonosono | Phase transformation related electrical conductivity degradation of NiO doped YSZ[END_REF]. Since the cubic zirconia doped with 8 mol. % yttrium oxide (8YSZ) has been shown

to have the highest ionic conductivity, this phase change has led to a decrease in the ionic conductivity of the electrolyte.

Hydrogen/Fuel electrode degradation

For the Ni-YSZ hydrogen electrode, the main degradation is the nickel agglomeration and migration. The nickel agglomeration is related to an increase in the mean Ni particle size in the electrode. This coarsening of Ni grains induces degradation of the percolation path of the nickel phase and thus, leads to a decrease in cell performances. Coarsening of the Ni grains has been widely observed in both SOFC and SOEC modes [START_REF] Sun | Durability of Solid Oxide Electrolysis Cells for Syngas Production[END_REF][START_REF] Kim | The effect of gas compositions on the performance and durability of solid oxide electrolysis cells[END_REF][START_REF] Lay-Grindler | Degradation study by 3D reconstruction of a nickel-yttria stabilized zirconia cathode after high temperature steam electrolysis operation[END_REF][START_REF] Hubert | Impact of Nickel agglomeration on Solid Oxide Cell operated in fuel cell and electrolysis modes[END_REF][START_REF] Hauch | Ni/YSZ electrode degradation studied by impedance spectroscopy -Effect of p(H 2 O)[END_REF][START_REF] Chen | Nickel volatilization phenomenon on the Ni-CGO anode in a cathode-supported SOFC operated at low concentrations of H 2[END_REF]. However, polarization does not seem to play a major role in this phenomenon. For example, simulations performed by Hubert et al. [START_REF] Hubert | Impact of Nickel agglomeration on Solid Oxide Cell operated in fuel cell and electrolysis modes[END_REF] have shown that the degradation rate associated with Ni agglomeration was found to be similar in both operation modes (30 % in SOFC and 25 % in SOEC at 850 °C for 2000 h).

Moreover, it has been demonstrated that temperature is the dominant factor behind the increase in grain size. In general terms, this degradation process is driven by an energy minimization by decreasing the surface to volume ratio of Ni particles. The Ni mass transport can be done via surface diffusion or in the gas phase transport with Ni(OH) 2 volatile species. In the last case, the high amount of steam can favor the rate of the Ni particle growth. Conversely to Ni agglomeration, the Ni migration seems to be highly affected by the operating mode. Indeed, more severe Ni migration degradation has been observed in SOEC mode. This phenomenon is characterized by Ni redistribution in the volume of the electrode. In electrolysis mode, the Ni migrates from the electrode/electrolyte interface to the bulk of the electrode and leads to a significant Ni depletion at the interface. Therefore, these phenomena result in a decrease in the cell performance due to a contact loss and a decrease of the three-phase boundary (TPBs) at the electrode/electrolyte interface. From the operating conditions, both steam partial pressures [START_REF] Chen | Nickel volatilization phenomenon on the Ni-CGO anode in a cathode-supported SOFC operated at low concentrations of H 2[END_REF] and polarization [START_REF] Fang | Electrochemical performance and preliminary post-mortem analysis of a solid oxide cell stack with 20,000 h of operation[END_REF][START_REF] Trini | Comparison of microstructural evolution of fuel electrodes in solid oxide fuel cells and electrolysis cells[END_REF] would accelerate the degradation. However, to date, the underlying mechanism of Ni migration is still not fully understood.

On a larger scale, in a stack, additional degradation due to the presence of impurities can lead to decrease the cell performance. Silicon pollution from the glass sealant (Si(OH) 4 ) is among the most encountered [START_REF] Chen | Nickel volatilization phenomenon on the Ni-CGO anode in a cathode-supported SOFC operated at low concentrations of H 2[END_REF]. The corrosion of the glass seal induces the formation of the glassy phase SiO 2 which gathers near the Ni-YSZ/YSZ interface [ref]. The presence of these impurities at the reaction sites induces a loss in the cell performance.

Oxygen/Air electrode degradation

The main degradation issues of the oxygen electrode are delamination, physicochemical phenomena (reactivity, interdiffusion, and cation segregation), and microstructural modification. In the following we consider the different possible degradations first in pure electronic conductor such as LSM, then the ones of MIEC perovskite materials, understoichiometric in oxygen, and finally the ones of MIEC nickelate materials, over-stoichiometric in oxygen.

Delamination is a phenomenon that leads to the detachment of a part of the electrode at the interface with the electrolyte. In some cases, this degradation results from a high difference in the TEC coefficients between the different materials which induces mechanical stresses [START_REF] Ding | Enhanced oxygen reduction activity on surfacedecorated perovskite La0.6Ni0.4FeO3 cathode for solid oxide fuel cells[END_REF][START_REF] Ge | Boosting the performance of conventional air electrodes for solid oxide cells by in-situ loading of nano praseodymium oxide[END_REF]. However, in most cases, this phenomenon is triggered by an evolution of the material during operation. As described above, the formation of holes/pores appears on the YSZ during operation. These porosities accumulate and progress along the grain boundaries, resulting in cracks that expand towards the electrode [START_REF] Knibbe | Solid Oxide Electrolysis Cells: Degradation at High Current Densities[END_REF][START_REF] Kim | Degradation mechanism of electrolyte and air electrode in solid oxide electrolysis cells operating at high polarization[END_REF][START_REF] Sierra | In-operando observation of microstructural evolution in a solid oxide cell electrolyte operating at high polarization[END_REF]. Another mechanism has been proposed by Chen et al. [START_REF] Chen | Failure mechanism of (La,Sr)MnO3 oxygen electrodes of solid oxide electrolysis cells[END_REF] to explain the delamination observed in LSM-YSZ composite electrodes during SOEC operation at -0.5 A cm -2 at 800 °C. According to them, during operation in the electrolysis mode, an excess of O 2-ions accumulates at the electrode/electrolyte interface (Figure 10) and incorporates into the LSM matrix. This phenomenon leads to local tensile strains at the electrode which decomposes into LSM nanoparticles and thus results in the detachment of the electrode. For LSCF or LSC electrodes, the physicochemical phenomena that lead to degradation are quite numerous. The diffusion phenomena of the different elements of the oxygen electrode (La, Sr, Co...) towards the electrolyte can be at the origin of the formation of secondary phases such as La 2 Zr 2 O 7 , β-Sc 2 Zr 7 O 17 [37]. The formation of these phases at the electrode/electrolyte interface induces an increase in the ohmic resistance of the cell because of their insulating properties. To prevent reactivity between the YSZ and the oxygen electrode, a dense barrier layer, usually ceria-based (such as GDC), is added between the electrode and the electrolyte.

Despite this, SrZrO 3 appeared to form at the barrier layer/YSZ interface (Figure 11). The formation of this phase is believed to take place either during the sintering process [START_REF] Jung | Fabrication of hydrogen electrode supported cell for utilized regenerative solid oxide fuel cell application[END_REF] or during operation. Moreover, in addition to the insulating phases such as SrZrO 3 at the electrolyte interface , the Sr migration and segregation lead to the formation of a SrO film at the surface of the electrode particles. The SrO phase can passivate the surface by blocking the oxygen exchange with the gas phase [45,[START_REF] Wang | Degradation Mechanisms of Porous La 0.6 Sr 0.4 Co 0.2 Fe 0.8 O 3-δ Solid Oxide Fuel Cell Cathodes[END_REF][START_REF] Kim | Correlation of Time-Dependent Oxygen Surface Exchange Kinetics with Surface Chemistry of La 0.6 Sr 0.4 Co 0.2 Fe 0.8 O 3-δ[END_REF]. It has been observed a higher LSCF decomposition for the cell tested under electrolysis current compared to the fuel cell mode [45].

This behavior is still not precisely understood and could be related to the depletion of the oxygen vacancies in LSCF in anodic polarization. Microstructural modification can also lead to a decrease of the performance of the cell. For instance, Tietz et al. [47] observed an increase in the grain size of the LSCF electrode after aging in electrolysis mode at 778°C. This local increase in the size leads to a decrease in the catalytic activity of the electrode and thus a decrease in the cell performance. However, it should be pointed out that this size evolution is a minor degradation and is not detrimental to the cell contrary to a delamination.

Finally, at the stack level, impurities can also contaminate the cell and lead to a degradation of the performance. Generally, this contamination comes from the chromium-based interconnectors [START_REF] Ardigò | Interface reactivity study between La0.6Sr0.4Co0.2Fe0.8O3-δ (LSCF) cathode material and metallic interconnect for fuel cell[END_REF][START_REF] Mawdsley | Post-test evaluation of oxygen electrodes from solid oxide electrolysis stacks[END_REF]. It has been reported the presence of the insulating phase Cr 2 O 3 at the surface of the electrode or even a reactivity with the Sr (SrCrO 4 ) for the Sr-rich based electrode.

For rare-earth nickelates Ln 2 NiO 4+δ (Ln = La, Pr)

Regarding lanthanum nickelates La x Pr x NiO 4+δ (x = 0, 0.5, 1, 1.5, 2) powders after aging during 1 month at 700°C. According to the authors, the compounds with the stoichiometry x = 0 and x = 0.5 are stable while the Pr-rich phases (x ≥ 1) decomposed into (La,Pr)NiO 12a). Then, an acceleration of the decomposition has been reported when the anodic polarization was applied leading to the appearance of another decomposition product (La,Pr) 4 Ni 3 O 10-δ and a high increase of the quantity of Pr 6 O 11 in the bulk of the electrode (Figure 12c). However, in this case, these decompositions do not seem to affect the performance of the cells. Indeed, the polarization resistance values before and after aging in SOEC conditions have not changed. These observations were explained by the electrochemically active character of these secondary phases as discussed in the previous section. However, it should be noted that under cathodic polarization, a significant increase in polarization resistance was measured, and this was attributed to the strong delamination of the LPNO electrode at the interface with the electrolyte, as confirmed by SEM images. This observation was not seen when operating in electrolysis mode Furthermore, La-Pr nickelates exhibited good stability with 8YSZ and GDC electrolyte materials at 700 °C [66,67]. However, chemical reactivities have been observed at the higher temperatures usually required for sintering. For instance, Yaremchenko et al. [64] showed the formation of the insulating phase La 2 Zr 2 O 7 and NiO on mixed LNO/8YSZ powders calcined at 1050 °C for 40 h. Similarly, the LNO/CGO mixture also lead to the formation of NiO.

Moreover, for LNO/CGO, the authors also reported a partial incorporation of lanthanum in ceria lattice leading to the formation of Ce(La)O 2-δ . According to them, despite the ionic conductivity of the latter phase, this decomposition induces a decrease in the electrochemical performance. Besides, Montenegro et al. [67] reported the appearance of insulating phases at even lower temperature (i.e. 900 °C). Although, according to the authors, the preparation method plays an important role since the reactivity seems higher with the batch prepared by the HTMA method which leads to the formation of smaller particles.

Conclusion and methodology of this thesis work

As previously discussed, the choice of MIEC materials is favorable for the SOEC operation since the oxygen evolution reaction is expected to be delocalized on the whole gas/electrode interface rather than only at the TPB points in the case of a pure electronic conductor such as LSM. The classical MIEC material is the cobalt-based perovskite, La 1-x Sr x Co y-1 Fe y O 3-δ (LSCF).

This oxygen-deficient perovskite presents good ionic and electronic conductivity as well as a high oxygen surface exchange rate. However, LSCF suffers from large degradation rates due to chemical decomposition at high operating and reactivity with electrolyte. These degradations induce significant loss in SOCs performances, especially when they are operated in SOEC mode. It has been shown that for this electrode material, the degradation rate is higher under electrolysis mode that could be due to the depletion of oxygen vacancies in LSCF and consequently could drive the Sr segregation. In this context, rare earth nickelates Ln 2 NiO 4+δ (Ln = La, Pr, Nd) appear as good alternative oxygen electrode materials in SOEC mode thanks to their over-stoichiometric property which accommodates interstitial oxygens in excess. From several studies, it has been shown that materials made from a solid solution rich in praseodymium offers better electrochemical performances. However, thess materials would be more prone to a phase decomposition. In particular, a decomposition towards the PrO as an oxygen electrode for solid oxide cells, however, the stability of this material as well as its operating mechanisms under SOEC still need to be understood.

Thus, based on this literature review, two approaches are considered in this thesis work. The first one consists to study the compound La 2 NiO 4+δ (LNO) which presents good chemical stability over a wide range of temperatures and oxygen partial pressures combined with a high MIEC conductivity as well as a fast oxygen reduction reaction kinetics. A coupled experimental and modeling approach will be proposed to study the reaction mechanisms of this material which would then serve as a prerequisite for microstructural optimization. The other approach consists in studying the electrochemical properties of the innovative nanostructured PrO 1.833, and to conduct an in-depth durability study in complete SOEC cells. Through fine structural and microstructural characterizations performed on aged samples and pristine cells, the impact of the microstructure, operating temperature and anodic polarization will be discussed.

Chapter II: Materials and methods

This chapter provides a detailed explanation of the fabrication and characterization techniques used in this study. It starts with a description of the two main coating techniques that have been 

Fabrication techniques

Electrostatic spray deposition

Electrostatic spray deposition (ESD) is a unique and versatile film preparation technique for the processing of hierarchical and fine microstructures from tenth of nanometers to tenth of micrometers [1]. This process, which obeys electro-hydrodynamic laws of liquids, consists of the atomization of an aerosol from a solution of precursors directed on a heated substrate, in high electrical voltage. This deposition technique offers many advantages such as (i) a good adhesion of the deposited film into the substrate at a low deposition temperature, (ii) a good homogeneity in composition and in grain size, (iii) a good reproducibility, and (iv) the possibility to design different microstructures (Figure ) with specific porosities and small particle sizes in the nanometric scale with large surface areas. Moreover, ESD, which is an alternative method to the common screen-printing one, is a low-cost and non-vacuum process.

It has been mostly and extensively studied by Prof. Schoonman (Delft University of Technology) and Prof. Djurado (Université Grenoble Alpes) groups for various components in energy devices such as batteries [2] and fuel cells [3][4][5] The resulting electrodes could be dense, porous, thick-film, and thin-film, all of which can be controlled by varying deposition conditions [6]. The ESD setup is represented in Figure 2. A syringe is connected to a needle through which the precursor solution is injected. The flow rate is controlled with a syringe pump. The needle is directed to a heating plate, on which the sample holder is placed. A K-type thermocouple is used to control the effective temperature of the sample before the deposition. Depending on the required film diameter, several sample holders are available with different hole sizes. A power supply is used to apply a positive high voltage (several kV) between the needle and the grounded substrate, inducing an electric field at the origin of the spray. The electrostatic spray deposition can be decomposed in five steps. The first one is the atomization of the precursor solution occurring at the tip of the needle. Indeed, under the effect of the applied electric field, the solution becomes polarized. The drops are thus subjected to the the electrostatic force which opposes the hydrodynamic one. This creates instabilities and distortion of the liquid which forms a stable jet-cone called a "Taylor-cone" at the tip of the needle. When the applied voltage is high enough, the jet bursts into small charged drops that are attracted to the substrate. This second step of droplet transport is accompanied by evaporation during the flight (Figure 3). Then, the third and fourth steps consist of the droplets impact with the substrate followed by spreading and drying. In the last fifth step, decomposition and reaction of the droplets occurs at the surface of the substrate (Figure 3). The morphology of the deposited film is mainly dependent on the physicochemical parameters of the precursor solution (i.e. the surface tension (γ), the electrical conductivity (σ), and the density of the solution (ρ)) as well as the deposition parameters (the flow rate (Q), the distance between the needle and the substrate (d), and the temperature of the substrate (T), time (h)). 

Designed microstructure by ESD

A wide variety of film morphologies ranging from dense to porous can be designed by ESD.

The formation of dense or reticular films occurs when the droplets are still liquid when they reach the substrate (Figure 1a,b and 4a). Dense films can be obtained if the droplets retain enough of liquid to avoid cracking during the drying step. The reticular film can growth if the liquid spread and dry simultaneously on the substrate. On the other hand, if the droplets have completely dried when they impact the substrate, the deposition mechanism leads to the formation of porous coral-type microstructures (Figure 1c and4b). Indeed, the evaporation of the solvent during the flight induces the formation of solid particles. These charged particles are electrically attracted to each other by the closest curvatures point on the surface.

Consequently, this accumulation of solid particles by so-called "preferential" attraction leads to the formation of a highly porous microstructure. Thus, it appears that the size of the arriving droplets on the surface of the substrate has a significant role in the microstructure and the thickness of the films. This arriving droplet size can be estimated by Gañán-Calvo equation (Eq. 1) [11] which links the droplets size (d) to several parameters such as to the solution density (ρ, in g cm -3 ), vacuum permeability (𝜀 n = 8.85

x 10 -12 F m -1 ), flow rate (Q, mL h -1 ), solution surface tension (γ, N m -1 ) and solution electrical conductivity (σ, S m -1 ), as the following :

𝑑 %DŠ+ ∝ OE• Ž • • '' | "
Eq. 1

Therefore, in order to promote the formation of "coral" type microstructure for example, it would be necessary to decrease the size of the droplets by either decreasing the flow rate of the solution, and/or increasing the surface tension and/or the conductivity of the precursors solution according to Gañán-Calvo equation. Moreover, it appears that it is also possible to vary the droplet size by adjusting several other process parameters namely, the nature of the solvent, the temperature of the substrate (T s ) the distance between the needle and the substrate (d n-s ). Indeed, the boiling point of the solvent in the precursor solution is also significant because it determines the evaporation rate of the solvent.

For example, the boiling point of ethanol is 78 °C while the one of butyl carbitol is 231 °C.

Therefore, a solvent with a lower boiling point will promote the formation of solid particles due to a strong evaporation of the solvent. Similarly, the increase of the temperature of the substrate or a larger needle-substrate distance leads to an increase of the evaporation of the solvent during the flight and thus a decrease of the size of the particles. However, according to Neagu et al [10], all these parameters are dependent on each other and it is necessary to find a balance in order to avoid the mechanical stresses and to optimize the deposition.

Screen-printing (SP)

The screen-printing (SP) is a versatile printing technique that has been widely used in different areas from garment printing to circuit board printing. It is also a classical technique for the deposition of uniformly distributed SOC electrodes on a series of continuously processed samples. The procedure consists of spreading an ink of the studied material on the surface of the substrate through a mesh screen (Figure 5). The screen is a sheet of polymer resin into which perforations have been made for a fixed diameter. The ink is then spread across the perforated area by a squeegee connected to a mechanical system that controls the pressure and speed of the passage. The density and thickness of the deposited film depend on the size of the mesh aperture, the viscosity of the ink, and the speed and force of the passing squeegee. The ink used for screen printing is obtained by mixing a powder of the studied material, a solvent and an organic binder. For screen printing film deposition, the solvent is completely removed after sintering while the binder ensures the cohesion with the functional phase grains.

It has been shown that the choice of these starting materials have a direct influence on the rheology of the ink and on the thickness and quality of the deposited film [13]. Indeed, when the initial quantity of solvent is overweight, the ink obtained is liquid and sinks through the screen support even before the squeegee sweeps. Conversely, if the quantity of solvent is insufficient, the ink has a high viscosity that could not allow a sufficient transfer through the interstices of the screen. Moreover, it has been reported that if the quantity of binder exceeds a threshold amount, the ink become steaky whereas a low quantity of binder leads to the scratching of the film after sintering. It is therefore necessary to find a balance between the different elements, which also depends on the size of the powder used. In this work, the initial powders have been either directly purchased or synthesized in the laboratory. The powders produced in the laboratory was generally ground in order to break the agglomerates or to homogenize the particle size.

Once the elements are mixed together, it is necessary to perform an additional grinding process through a triple-roll mill to break the remaining aggregates and to homogenize the ink. An illustration of the device is shown in Figure 6. It consists of three horizontal rolls with the same size and that turns in opposite directions. Levers on the sides of the machine are used to change the spacing between the rollers and the rotation speed. Finally, a scraper is used to recover the ink which can be directly used for the SP process. Depending on the size of the substrate, parameters such as squeegee pressure, squeegee speed and the gap between the screen and the substrate must be adjusted. The subsequent thermal annealing to remove the organic solvent was carried out in air at 450 °C for 2 h followed by sintering at temperature ≥ 800 °C depending on the type of the samples and the experiments which will be detailed in each chapter regarding the experimental results.

These values were defined depending on the studied compounds (i.e. solvent, binder and powder grain size) as well as to the nature of the material. However, these high temperatures can cause reactivity or inter-diffusion between the different layers of the materials [15][16][17]. It is therefore necessary to find a compromise between chemical stability and an appropriate sintering temperature to ensure the formation of the active phase and a good mechanical resistance. screen-printing (SP). For the ESD layer, the particle size is about 100 nm while with screenprinting it achieves 450 nm. From the Figure 7, it can be observed that for temperatures above 600 °C, the polarization resistance is lower for the screen-printed sample (cathode 3). This behavior is explained by a better current collection for this cell provided due to the thick SP current collector that ensures a more homogeneous distribution of the current at the electrolyte interface. Thus, the addition of a screen-printed layer on the top of the ESD (cathode 4) induces a strong decrease of the polarization resistance. O. Celikbilek [20] studied the influence of the thickness of the functional (AFL for active functional layer) and collecting layer (CCL for current collecting layer) in the electrode performances with LSCF double-layer electrode deposited on a gadolinia-doped ceria (Ce 0.9 Gd 0.1 O 2-δ , GDC) electrolyte. Figure 8a shows the evolution of the polarization resistance (R pol ) value for double-layer electrode with an AFL of 6 µm thickness, and CCL varying from 20 to 50 µm. It appears that the lowest R pol of 0.06 Ω cm² at 600 °C has been obtained with the CCL of 30 µm. Subsequently, for fixed CCL thickness, it has been shown (Figure 8b) that R pol decreases when increasing the AFL thickness from 0.5 to 5 µm. Then, the performances remain roughly the same with thicker functional layer. Therefore, in the following study, thicknesses of 5 to 6 µm for the AFL and 30 µm for the CCL have been retained as optimized values for the elaboration of the double-layer electrodes. 

Physical vapor deposition sputtering process (PVD)

Physical vapor deposition (PVD) technique, the DC Magnetron Sputtering technique (Figure 9) consists on the elaboration of thin films from the extracted vapor provided by a solid target source. The process is performed in a low-pressure chamber supplied by inert gas which is usually Argon (Ar) following the DC magnetron sputtering method. A high voltage is applied between a cathode (target) and an anode (substrate) leading to the formation of plasma. Thus, under the effect of this electric field, the plasma ions (ex: Ar + ) will collide the surface of the cathode coated by the material to be deposited. This material converted into a vapor is then transported from the cathode to the substrate. Finally, the condensation of the vapor will lead to the formation of a thin film on the surface of the substrate. The thickness of the deposit can vary from tens of nanometers to micrometers. In this study, the PVD deposition has been performed by Forschungszentrum Jülich GmbH institute (FZJ) as described in the following article [21]. 

Cell preparation

As discussed in the previous chapter, two oxygen electrode materials have been investigated

in this work. 

La 2 NiO 4+δ (LNO)

The electrochemical measurements have been performed with La 2 NiO 4+δ (LNO) electrodes deposited by screen-printing on each side of a circular and dense 8YSZ electrolyte (thickness = 260 µm, diameter = 25 mm, Neyco). In order to prevent the reactivity with YSZ that leads to the formation of insulating phases, a Ce 0.8 Gd 0.2 O 2-δ (CGO) barrier layer of 2 µm of thickness was added in between the electrodes and the electrolyte. For the screen-printing deposition, a commercial GDC (Solvay) powder has been mixed with a terpineol-based solvent and an organic binder. After deposition, a sintering step at 1200°C for 1 h in air have been performed.

For the LNO, the powder, which was used for the ink preparation, has been obtained by mixing La 2 O 3 (Strem Chemical, 99,99%) and Ni(NO 3 ) 2 •6H 2 O (Acros Organics, 99%) precursors via the citrate-nitrate route (modified Pechini method) [24]. The La 2 O 3 was initially pre-annealed at 900 °C for 12 hours followed by annealing step at 1200 °C for 12 hours for phase formation.

A grinding step has been performed to reduce the average particle size of LNO to 0.5 -1 µm.

The SP layer has been sintered in air subsequently at 400 °C for 1 h, with a heating rate of 1 °C min -1 to remove the organic solvent and 1150 °C for 1 h with a heating rate of 2 °C min -1 for the phase formation. The obtained electrode has a surface area of 1 cm 2 (diameter ≈ 11.3 mm) and a thickness of around 30 µm. SEM image of a cross-section of the cell is shown in Figure 10. In a previous study, R. Sharma [25] optimized the microstructure of the PrO The ESD used in LEPMI moves along the X-Y directions so that the spray covers the whole surface homogeneously. Thus, the deposition time and the number of steps has been adjusted

to ensure a reproducibility between the samples. The deposition time was about 3 h for the symmetrical cell electrode of 1 mm diameter. It was increased up to 8 h in order to achieve 34 mm diameter required for the complete cell. The deposition is followed by an annealing step of 600 °C for 2 h in air. The SEM image of the columnar PrO 1.833 microstructure is shown in Figure 12. The current collecting layer has been added by screen-printing (SP) through a mesh screen (inox 18/0 mesh 90°, JFP Microtechnic, mesh size 20 µm) on the top of the Pr 6 O 11. For the SP ink preparation, commercial LSM powder (SSC Inc.) has been mixed to an organic solvent (KD2921, Zschimmer, and Schwarz) with the mass ratio of 1:1. A polyvinyl butyral ((C 8 H 14 O 2 ) n , Aldrich) in 1 wt. % is added as a binder. The mixture has been then stirred using three cylinders by following a rigorous protocol that lasts 45 minutes to progressively tighten the rollers until a fluid and homogeneous ink is obtained. As previously discussed around 30

µm thickness is aimed for the current collecting layer (CCL). For this purpose, the ink has been then deposited on the sample in several passes, with drying steps at 80 °C in between, until the required thickness is achieved. Then, the SP deposition has been sintered first at 450 °C for 2 h in air with a ramp of 0.5 °C min -1 to remove the binders and ink solvents and then, at 600 °C for 2 h in air with a ramp of 2 °C min -1 . SEM image of this double-layer electrode is shown in Figure 12. Long-term test has been conducted in this FZJ/ PrO 1.833 /LSM complete cell for 1000 h at 700 °C under electrolysis mode (-0.5 A cm -2 ). These measurements have been accompanied by ante and post-mortem analyses. To better understand the influence of the temperature and the current on the material stability, two samples composed with PrO 1.833 topped with LSM electrode deposited on GDC electrolyte were thermally aged (without current). The first sample was maintained at 700 °C for 1000 h and the second at 800 °C for 700 h. The results of this work will be discussed in the chapter IV.

Characterization techniques

SEM observations

Scanning electron microscopy has been used in this work for morphological, topological and chemical characterization of studied samples. The basic principle of a scanning electron microscope (SEM) consists to scan the surface of a material with an electron beam produced by an electron gun. The electron beam is accelerated and focused on the sample by electromagnetic lenses. The radiation resulting from the interactions between the sample and a high-energy electron beam (namely secondary electrons, backscattered electrons, Auger electrons and X-rays) is then collected through detectors. Secondary electrons (SE) result from the inelastic interaction with the electrons of the atoms in the sample. The number of secondary electrons varies with the surface and the nature of the material. Thus, by sweeping the electron beam, it is possible to obtain the topography of the sample surface. The backscattered electrons (BSE) result from the elastic scattering of primary electrons with atomic nuclei. This elastic scattering occurs with a low energy loss, so their mean free path is higher than that of SE and are therefore emitted from deeper position in the sample. Moreover, since the BSE are correlated to the atomic number of the sample, the difference in the contrast on the acquired images gives information on the distribution of the elements in the sample. Both of these acquisition types have been used in this work.

When the SEM is coupled with energy-dispersive X-ray spectroscopy (EDX), it is possible to have structural analysis of the sample. Indeed, the electronic transitions that take place during the inelastic impact causes the emission of a photon, with characteristic energy related to the nature of the element. Thus, SEM-EDX has been used to collect X-ray spectrum in order to identify the elemental composition of the sample.

In this work, the microstructural observation was carried out both on the surface and the crosssection of the prepared electrode. To observe the cross-section, the sample was cut by a diamond pen. The samples were prepared for the characterization by placing them on small aluminum blocks. Electrically conducting carbon tape was used to fix the samples in place. The silver paste was then applied to connect the samples with the aluminum blocks and left to completely dry at least for several hours to prevent outgassing inside the sample chamber of SEM. Since the electrolyte was not electrically conducting, 1 nm-thin Au/Pd was deposited by vacuum metallization on the surface/cross-section of the samples to obtain a conducting surface. The particle size and the thickness of the electrodes were then estimated from the SEM crosssections of the cell using an image analysis tool (ImageJ software). Two devices have been used in this work located in Consortium des Moyens Technologiques Communs (CMTC) platform (Grenoble-INP) and MINATEC.

Laboratory X-ray diffraction at room temperature

X-ray diffraction is a non-destructive analysis method used for the structural characterization of crystalline materials: in this work, it is based on crystalline oxides as powders and films.

The acquisition of diffraction patterns has been performed on a laboratory diffractometer PANalytical X'pert Pro MPD at room temperature. The diffractometer is equipped with an anticathode of copper with the wavelength (λ) of 1.5419 Å in Bragg-Brentano geometry in 2θ range from 20 ° to 130 °. The phase identification has been carried out by the powder diffraction file (PDF) from International Centre for Diffraction Data (ICDD). The positions of the X-ray diffraction peaks and the cell parameters have been obtained by Rietveld refinement using Fullprof software [27].

Since it is not possible to differentiate with the laboratory XRD the diffraction patterns of the ESD and SP layers in double layer electrode, synchrotron μ-X-ray diffraction has been used for the study on PrO 1.833 . Indeed, synchrotron μ-X-ray diffraction provide a resolution at the micrometer scale of the elements and phases distribution all over the electrode, at a much larger resolution than the one of the laboratory XRD equipment.

Synchrotron-based X-ray: µ-XRD and µ-XRF characterization

For the characterization along the electrode thickness, local µ-X-ray diffraction and µ-X-ray fluorescence have been performed at microXAS beamline on the Swiss Light Source (SLS), Paul Scherrer Institute (PSI), Switzerland. For this purpose, thin lamella of Pr 6 O 11 (i.e. PrO 1.833 ) oxygen electrode were harvested from the studied samples by a plasma-focused ion beam (p-FIB) Vion (FEI TM ) using Xe + ion source. First, a cell fragment is placed in the vacuum chamber of the machine, on a 5-axial motorized stage. Adjustments of the height and the tilting of the sample are then made to determine the position of the eucentric point. Afterwards, a protective layer of platinum (Pt), with a thickness of 10 µm, has been deposited along the region of interest (ROI) using a current of 59 nA (Figure 13a). The areas on each side of the ROI were then milled as shown in Figure 13b. In order to prevent the damage of the sample, a current of 180 nA has been chosen for the area close to the ROI and 470 nA at the furthest. The isolated lamella was then detached from the sample with a micromanipulator using a low ion current of 180 nA. The detached portion was then placed on an aluminum pin and fixed to it by a platinum deposit before to be removed from the p-FIB chamber. As shown in the Figure 13c, the lamella dimensions are approximately 80×20 ×20 µm 3 for the width, height and depth, respectively. A schematic of the µ-XAS beamline setup is shown in Figure 14. The lamella is illuminated by an X-ray incident beam with a high energy of 17.2 keV, focused by a Kirkpatrick-Baez (KB)

mirror system to a spot size of 1 × 0.5 µm² (horizontal by vertical dimension). The sample is positioned at a focal plane of the X-ray beam and 2D raster scans on horizontal (X) and vertical (Y) directions have been performed all over the lamella using a step size of 500 nm. Thanks to the high energy of the beam and the small size of the samples, the X-ray is able to penetrate and cross the lamella. Therefore, a 2D diffraction detector is positioned behind the samples to record the XRD patterns. In addition, a silicon drift diode detector (SDD; Ketek GmbH, Germany) is positioned at 50° of the beam to record the fluorescence spectrum. A classical 1D diffractogram has been obtained by azimuthal integration of the 2D diffraction rings measured in each point, by using pyFAI [28]. The XRD data were then integrated over the horizontal direction (Xdirection) for each vertical position of the sample. The Rietveld refinement and the fitting of the diffractograms have been carried out by using the software XRDUA [29]. The fluorescence spectra have been fitted using pyMCA [30]. Thus, 2D images of each detected element have been generated. The images were then treated by using Image J software. 

Electrochemical measurements and characterization

Electrochemical impedance spectroscopy (EIS)

The electrochemical impedance spectroscopy (EIS) is a characterization technique used to study the behavior of electrochemical systems such as the solid oxide cells. This technique consists of applying a small perturbation (voltage or current) and to measure the response of the studied system (respectively current or tension), over a wide range of frequencies (10 mHz to 10 kHz). The ratio of these input and output data gives key information about the electrochemical phenomena associated to the system. Indeed, thanks to this technique, it is possible to extract some physical values such as conductivity, diffusion coefficients... Moreover, it is possible to separate the contributions associated with each of the interfaces through the associated frequency ranges and thus determine the different electrochemical processes occurring within the electrode. The evolution of the electrodes can thus be studied at different conditions of applied current, temperature and oxygen partial pressure.

For the operating, the measurement consists of applying a sinusoidal voltage 𝑉 𝑡 = 𝑉 n cos(𝑖𝜔𝑡) (or current 𝐼 𝑡 = 𝐼 n sin(𝑖𝜔𝑡)) across the cell over a frequency range (𝑓 = 𝜔/(2𝜋)) and to measure the response in current 𝐼 𝑡 = 𝐼 n sin (𝑖𝜔𝑡 + 𝜑) with a a phase shift 𝜑 (or in tension 𝑉 𝑡 = 𝑉 n sin(𝑖𝜔𝑡 + 𝜑)). For a small applied perturbation, the system can be considered as being in a linear response domain. The complex impedance can thus be defined as follows:

𝑍 𝜔 = ¡ Ž ¢ Ž 𝑒 D£(¤) = 𝑍 G + 𝑖𝑍 GG Eq. 1
where 𝑍′ is the real part and 𝑍" is the imaginary part which can be presented in Nyquist plot (Figure 15a) or Bode plot (Figure 15b). The interpretation of these diagrams gives information about the electrochemical processes occurring in the cell. From the Nyquist plot, it is possible to extract the series resistance (R s )

and the polarization resistance (𝑅 pol ).

-The series resistance (R s ) defined as the ohmic resistance of the cell originating mainly from the electrolyte and the current collection. This value is identified as the intercept at high frequency with the real axis.

-The polarization resistance (𝑅 pol ) is related to all the resistive processes involved in the electrode. It is calculated as the difference between the series resistance R s and the total resistance R t . Moreover, the shape of the impedance spectra can give also key information about the reaction mechanisms that take place in the cell [31][32][33]. Besides, these kinetics processes are assigned to a well-defined frequency range. Therefore, the representation in Bode diagrams allows the deconvolution in different peaks associated to the different rate-determining steps in the electrodes.

In order to analyze and discriminate the electrochemical behavior involved in the studied system, the main approach consists of simulating the impedance spectra. For this purpose, it is possible to fit the diagram using electric equivalent circuit model (ECM) [33]. In this approach, the model is based on an electric circuit composed with different electrical elements (such as resistance, inductance, capacitance …) to simulate the phenomena involved. An alternative approach consists to build a physics-based model for the impedance. The experimental spectra together with the electrode polarization curves recorded under different operating conditions (T, pO 2 ) can be used to validate the model. Once validated, sensitivity analyses performed with the model allows identifying the activated reaction mechanism and the rate-determining steps.

This methodology has been implemented to study the electrochemical behavior of LNO electrodes under anodic and cathodic polarizations (cf. chapter III).

Symmetrical cell measurements for LNO

In order to study the impact of the temperature and the pO 2 on the reaction mechanisms of the LNO oxygen electrode material, electrochemical characterizations have been carried on symmetrical cells (Figure 16) tested in a 3-electrodes setup. A reference electrode (RE), consisting of a platinum wire, was deposited around the periphery of the electrolyte (i.e.

platinum ~ 25 mm in diameter) by taking care of respecting the positioning rules [34]. Two platinum grids with a mesh of 3600 meshes cm -2 and a surface equal to that of the electrode were used as current collectors on both the working (WE) and counter (CE) electrodes. A ≈ 1 mm thick disk in porous gold was also added between the ceramic housing and the platinum grids so that each electrode surface can be considered as equipotential. In order to improve the electrical contact between the current collector grids and the electrodes, a weight of 0.7 kg was also applied to the setup to ensure the electric contact between the metallic grids and the electrodes. The cells have been heated at a temperature of 800 °C, with a heating rate of 1°C min -1 . This temperature has been maintained during several hours on which EIS measurements have then recorded at OCV periodically until the stabilization of the diagrams.

Electrochemical measurements were then carried out at a temperature of 750, 700 and 650 °C under air condition, with a gas flow rate of ≈ 2 NL min -1 . For each temperature, polarization curves have been recorded. The current density-voltage (i-V) curves were measured in potentiostatic mode with a step of 2 mV s -1 . EIS measurements were also performed at OCV, in a frequency range of 10 6 to 10 -2 Hz, with a signal amplitude of ± 10 mA cm -2 . For the reference temperature of 700 °C, complementary EIS measurements were added. EIS diagrams were acquired under anodic and cathodic current, with i dc = ± 100 mA cm -² for LNO electrode.

Finally, EIS were carried out by adjusting the O 2 and N 2 flow rate in order to vary the oxygen partial pressure in a range from 0.15 to 1 atm. The measurements have been acquired by using an autolab potentiostat-galvanostat (PGSTAT 302N) equipped with a frequency response analyzer (FRA). 

Long-term test on complete cell

Description of the test bench

The electrochemical characterizations on complete cell have been performed to study the Pr 6 O 11 oxygen electrode described in section 2.2. The scheme of the test bench is shown in Figure 17. On the lower side, two ceramic tubes are connected to the alumina cell housing. The chambers are supplied with air, oxygen, nitrogen and hydrogen through metallic pipes connected to flowmeters located upstream. In this test bench, the steam is produced through a combustion chamber. A controlled amount of H 2 and O 2 is supplied into the chamber in such way that the oxy-combustion reaction can produce the desired amount of water. On the oxygen electrode side, air is blown into the cell through a diffuser. It is composed of a metal tube connected to a cylinder with the same diameter of the cell (34 mm). These tubes are used for the gas supply as well as for routing the gold wires for the current collection. On both sides, these wires are connected to metallic grids in contact with the cell. At the H 2 electrode a nickel grid (100 mesh cm -2 ) of 50 mm in diameter is used. On the oxygen electrode side, the current collection is performed with a platinum grid (3600 mesh cm -²) topped by a gold grid (100 mesh cm -2 ). A compressive load of 600 g cm -2 is applied on the assembly in order to improve the contacts between these different layers. A glass-ceramic paste is added at the cell periphery to ensure the tightness of hydrogen electrode compartment (Figure 17). The formation of this glassceramic seal is done during a heating step before the beginning of the electrochemical characterizations. The temperature is regulated by means of a thermocouple in contact with the furnace. Another thermocouple is placed near the cell to control its temperature. The whole input parameters (e.g. gas flow, furnace temperature, current ...) are controlled by a software called RSview. Data are recorded every second for continuous monitoring.

Polarization curves (i-V) and EIS spectra have been recorded using an autolab potentistatgalvanostat (FRA-PGSTAT302N). A power supply is used to impose the current to the cell during the long-term test conducted in galvanostatic mode.

Testing protocol

The electrochemical test of the complete cell starts with a heating step required for the glass seal formation to ensure the gas tightness between the two chambers. The glass seal is conducted at more than 800 °C, with a heating rate of 1 °C min -1 to avoid any thermal damage.

The heating is performed under nitrogen sweep on the hydrogen electrode side and air on the oxygen electrode side. A flow rate of 0.5 Nl h -1 is used on each side. Once the seal is formed, the bench is cooled to a cell temperature of 800 °C for the reduction step of NiO to Ni on the hydrogen electrode. The reduction starts with a pure N 2 in a total flow rate of 4 Nl h -1 which is progressively replaced by H 2 . Once the cell is under pure hydrogen atmosphere, the OCV value is compared to the Nernst voltage to verify the gas tightness. Afterwards, the electrochemical characterization of the cell can start.

In this work, the initial performances of the cells are measured under electrolysis mode, at 700 °C, with 90 vol. % H 2 O + 10 vol. % H 2 in the hydrogen side and air in the oxygen side.

The polarization curves were obtained in galvanostatic mode by applying a current with a ramp rate of 20 mA s -1 until a maximum voltage fixed at 1.6 V. The cell voltage curve is then plotted against the current density. The EIS spectra were acquired at OCV, in a frequency range of 10 6

to 10 -2 Hz, with an amplitude of ± 10 mA. Both polarization curves and EIS measurements were carried out before and after durability test. The long-term test was conducted in galvanostatic mode at 700 °C by imposing a current density of -0.5 A cm -² under SOEC mode, with H 2 O/H 2 ratio of 90/10 and a steam conversion (SC) of 25 %. Once finished, the cell is cooled at room temperature by supplying the hydrogen electrode with a mixture of nitrogen and hydrogen to maintain the cermet in a reduced state.

Polarization curves (i-V)

If a cell is subjected to an electric current, irreversible processes occur. These phenomena result in the increase of the cell voltage in SOEC mode. The shape of an i-V curve gives information about the performance of the cell (Figure 18). Indeed, for an applied current density, the cell voltage can be decomposed according to the following equation

U cell (i) = U i=0 ± R×i ± 𝜂 )*] *)]6 ± 𝜂 )*] )PE#+ ± 𝜂 *EP* *)]6 ± 𝜂 *EP* )PE#+ Eq. 2
The sign convention is as follows: i > 0 in SOFC mode while i < 0 since it is supplied by an external power.

(i) U i=0 corresponds to the cell voltage at open circuit. This voltage is related to the difference in oxygen activity at the two electrodes. The value can be calculated by the Nernst equation
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where R is the gas constant, T is the temperature, F is the Faraday constant and 𝑝𝑂 Z D is the oxygen partial pressure at each electrode "i".

The other terms in the equation correspond to the energy dissipation when a current is applied as followed (ii) Ohmic losses, R × i

It is related to the resistance of the electrolyte and the contact resistances between the grids and the electrodes. For a single cell, the resistance can be thus decomposed as follows

𝜂 E61 = 𝑅 +$+*]'E$±]+ + 𝑅 *EP])*] × 𝑖 Eq. 4
The ohmic losses due to the ionic resistance of the electrolyte to the diffusion of oxygen ions are dependent on the electrolyte material and the temperature. The contact resistance R contact depends on the nature of the materials and also parameters such as the surface of the contacts or the compressive forces applied on the assembly to ensure the tightening.

(iii) The activation overpotentials, η act

The activation overpotentials represent all the processes arising in the active layer for each electrode. They combine a mass and charge transfer with the set of reactions that occurs within the active layers. They are dependent on several parameters such as reaction kinetic rates (i.e.

electrocatalytic activity of the material, temperature, microstructure of the active layer, etc…).

For a macroscopic and simplified approach, the activation overpotentials can be roughly estimated for each electrode using a Butler-Volmer formalism
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Eq. 5

Where i the current density and i 0 the 'apparent' exchange current density of the considered electrode.

(iv) The concentration overpotentials, η conc

The concentration overpotentials reflect the losses related to the depletion or accumulation of gas at the reaction sites. They can be further decomposed in two contributions:

η conc = η rev + η diff .
On the one hand, the change of gas at the reaction site due the reactions along the length of the cell induces reversible losses, which are referred to as the gas conversion overpotentials η rev .

These thermodynamic losses are more important at high current density because of the high steam conversion rate in SOEC mode or the high fuel utilization in SOFC mode. On the other hand, the gas diffusion especially through the thick cermet support induces some diffusion overpotentials η diff .

The polarization curves also give quantitative information about the cell performance by measuring the current density reached by the cell at a reference voltage. From the i-V curve, it is also possible to estimate the Area Specific Resistance (ASR) defined as follows

𝐴𝑆𝑅 = #µ #D
(Ω cm²) Eq. 6

In general, the ASR is determined by the slope of the i-V curve in its linear part.

In this work, the i-V curves have been measured in the galvanostatic mode. The current can be applied in static mode, i.e. by time step, or in dynamic mode, by applying a ramp speed. A maximum voltage of 1.4 V will be fixed in order not to damage the cell. 

Degradation rate

By monitoring the evolution of the cell voltage during operation, it is possible to estimate the degradation rate. In this study, an in-situ monitoring of the cell voltage evolution has been performed during the durability tests. The degradation rate has been estimated using the following relation

∆µ ∆] = µ D,] @µ(D,] ® )
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It is possible to express the degradation rate by normalizing it with respect to the initial cell voltage.
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Eq. 8

This rate is usually standardized for 1000 hours of operation. 

Part II

In this section, it is proposed to compare the reaction mechanisms of the over-stoichiometric LNO material to the classical oxygen-deficient LSCF electrode. Indeed, in a previous study, Elisa Effori [4] extended a simplified LSCF model into a full elementary model, decomposed into six reaction steps, which take into account the oxygen species likely to be found on the electrode surface [5]. This elementary model allowed us to go further in the analysis of the reaction phenomena by taking into account the impact of the oxygen partial pressure (pO2) on the electrode kinetics. Thus, notwithstanding the fact that the basic LNO model was able to reproduce the electrode performance, it has been extended to an elementary model in order to make a valid comparison between the two materials. For that purpose, the same set of input data used in the previous section has been used. The given equations for the LNO elementary model are detailed in Appendix I.

Introduction

Solid Oxide Cells (SOCs) are electrochemical devices that can be used either in fuel cell (SOFCs for Solid Oxide Fuel Cells) or electrolysis modes (SOECs for Solid Oxide Electrolysis Cells). Thanks to their high operating temperature (750°C-850°C), they can reach high electrical efficiencies without using expensive electrocatalysts [1]. The SOCs are composed of a thin and dense electrolyte classically made of Yttria Stabilized Zirconia (YSZ), which is sandwiched between two porous electrodes. The hydrogen electrode is usually a porous cermet of nickel and YSZ (Ni-YSZ), while Mixed Ionic and Electronic Conductors (MIECs) are currently used for the oxygen electrodes. Indeed, MIEC electrodes lead to improve the electrochemical properties of the SOCs [2,3] if compared to other types of the electrode [3][4][5].

In this frame, the lanthanum doped strontium cobalt ferrite La 1-x Sr x Co y-1 Fe y O 3-δ (LSCF) is nowadays the most classical material employed as an oxygen electrode in commercial cells [6][7][8][9]. LSCF materials are oxygen deficient oxides, with a high electronic conductivity occurring by hole hopping and non-negligible ionic conduction involving oxygen vacancies. Although LSCF is well-suited for SOCs applications, this material suffers from chemical decomposition, consisting in migration and segregation of 𝑆𝑟 K) G from the perovskite lattice resulting in the formation of a SrO insulating film at the LSCF surface, blocking the reactions of oxygen exchange herein [10,11]. These phenomena are known to decrease the SOC lifetime especially under electrolysis mode [11].

Considering another type of MIEC oxides, rare earth nickelates Ln 2 NiO 4+δ (Ln = La, Pr, Nd), belong to an alternative promising family of materials with oxygen over stoichiometry [12].

The oxygen-excess crystalline structure of nickelates, which consists of alternating rock salts LnO and perovskite LnNiO 3 layers, can provide a very high mixed oxygen ionic and electronic conductivity (≈ 100 S cm -1 at 700 °C) [2,13] with fast oxygen reduction reaction kinetics [14][15][16][17][18][19]. This structure has a strong ability to accept interstitial oxygen even at high temperature, which is located in the LnO rock-salt interlayers, thus maintaining structural stability [20]. and NiO [22,23]. Among the different studied nickelates, La 2 NiO 4+δ can be thus considered as the reference material.

In addition, both the electrode architecture and its microstructure play a key role in the electrochemical behavior of the MIEC-type electrodes. Therefore, several recent experimental studies have been devoted to optimize the LNO material [14,[24][25][26][27][28][29]. Sayers et al. [24] have obtained a polarization resistance (R pol ) value equal to 1 Ω cm 2 at 700 °C under air and at zero dc current for screen printed (SP) electrodes deposited on a dense Gadolinium-doped Ceria (GDC) electrolyte. Vibhu et al. [14] reported in the same experimental condition R pol = 0.3 Ω cm 2 for a SP electrode layered on a YSZ electrolyte. Besides, Nicollet et al. [25] have shown that preparing composite electrodes via the infiltration of LNO in a GDC backbone is a very promising manufacturing route to increase significantly the electrochemical performance of the SOFC cathodes. Indeed, the authors obtained R pol = 0.38 Ω cm 2 at 600 °C (under air and zero dc current) when using a YSZ electrolyte. Furthermore, R pol decreased down to 0.29 Ω cm -2 at 600°C when adding a GDC interlayer between the composite electrode and the YSZ electrolyte.

Such a difference arises from the formation of a thick insulating La 2 Zr 2 O 7 layer when the electrode is directly in contact with the electrolyte, downgrading the ionic transfer at the electrode/electrolyte interface. Sharma et al. [26] have measured R pol = 0.42 Ω cm 2 at 600°C

(under air and at zero dc current) when using LNO electrodes deposited on GDC electrolyte by Electrostatic Spray Deposition (ESD) topped by a SP LNO current collector. When a composite interface LNO/GDC was designed between this previous double-layered LNO electrode and GDC, a decrease of R pol value down to 0.16 Ω cm 2 at 600°C was recorded [27].

The performances of the LNO oxygen electrode can thus be significantly improved by microstructural optimization. In this objective, a deep knowledge of the reaction mechanisms is necessary to identify the most adapted microstructure enhancing the electrode response.

Therefore, several theoretical and experimental studies have been dedicated to investigating the electrochemical mechanisms of MIEC electrodes, especially for the LSCF material [30][31][32][33][34].

A general modeling framework describing the electrochemical behavior of MIEC oxygen electrodes (i.e. working either in fuel cell and electrolysis modes) has been already developed by our research group [32,35,36]. In the recent past, it has been applied to propose a microscale physically based model for both LSCF and composite LSCF-CGO electrodes. Such a model has been found to predict accurately the electrochemical response of the LSCF and LSCF-CGO porous electrodes, giving a thorough description of the reaction mechanism taking place herein.

Conversely to LSCF, the reaction mechanisms of LNO oxygen electrodes operating in both fuel cell and electrolysis modes are still not precisely understood [37,38]. Indeed, only a few experimental studies dealing with the electrochemical behavior of this electrode material under polarization are currently available in the literature [39]. Moreover, to the best of our knowledge, electrochemical models have not yet been proposed for over-stoichiometric materials such as nickelates. 

Materials and methods

Description of the electrochemical cell

A symmetrical button cell (Figure 1) was manufactured with La hours in the air to form the crystalline phase. A milling step by attrition was carried out to decrease the mean particle size of the powder to reach a particle size distribution ranging from 0.5 µm to 1 µm. Then, screen-printing terpineol-based slurries were prepared using LNO as well as Ce 0.8 Gd 0.2 O 2-δ (CGO) powders (provided by Solvay company in this latter case). Indeed, a CGO barrier layer of 2 µm of thickness was previously added by screen printing between LNO and 8YSZ to limit the formation of the insulating phase La 2 Zr 2 O 7 between the electrode and the electrolyte (the sintering of the CGO layer was performed at 1300°C for 1h under air).

The LNO containing slurry was used to deposit the electrodes on each side of the 8YSZ membrane. A two-step sintering process under air was then performed: (i) 400 °C for 1 h, with a heating rate of 1 °C min -1 , which allowed removing the organic solvent; and (ii) 1150 °C for 1 h with a heating rate of 2 °C min -1 to ensure the sintering on YSZ / CGO. The good adhesion between the cell layers has been checked on a cell cross-section observed by Scanning Electron Microscopy (SEM) (Figure S1a). To avoid any misalignment between the working and counter electrodes (WE and CE, respectively), special attention was paid to ensure the electrodes positioned on the electrolyte center. This feature is fundamental to avoid any perturbation and errors on the EIS measurements [41]. After manufacturing, the thickness of the LNO electrode was around 35 µm, while its diameter was ≈ 11.3 mm (thus the obtained surface area was around 1 cm 2 ). 

Experimental setup and testing conditions

The electrochemical characterization of the symmetrical cell has been performed using a three electrodes setup, as shown in Figure 1. A platinum wire ring, used as a reference electrode (RE), was positioned on the upper surface of the electrolyte, on the periphery of the membrane (i.e., the diameter of the Pt wire ring was ≈ 25 mm). To avoid as much as possible measurement artifacts due to the influence of the equipotential lines through the electrolyte on the RE, the distance between the WE and RE must be higher than three times the electrolyte thickness [42].

This requirement has been largely satisfied in the present work since the distance between the WE and RE is around 7 mm for an electrolyte thickness of 260 µm (Figure 1).

Two platinum grids with a mesh of 3600 meshes cm -2 and a surface equal to that of the symmetrical electrodes were used as current collectors on both the WE and CE. A ≈ 1 mm thick disk in porous gold was also inserted between the ceramic housing and the platinum grids so that each electrode surface can be considered as equipotential. A weight of 0.7 kg was also applied to the setup. This assembly aimed to ensure the electric contact between the metallic grids and the ceramic electrodes.

To optimize the electric contacts and to stabilize the electrochemical response, the cell was first heated up to 800 °C with a heating rate of 1 °C min -1 and then maintained at this temperature for 24 h, under air. The electrochemical measurements were carried out at 650 °C, 700 °C, and 750°C. A high inlet flow rate (total flow rate ~ 2 NL min -1 ) was used to avoid oxygen depletion within the electrode under operation. The O 2 and N 2 flow rates were adjusted to make pO 2 varying in the range 0.15-1 atm.

The current density-voltage (i-V) curves measured between the electrodes and the reference (WE/CE vs. RE) were recorded first in SOEC mode, then in SOFC mode. Measurements were carried out from zero dc current to the highest polarization, then back to zero. The i-V curves were recorded in potentiostatic mode with a step of 2 mV s -1 . In complementarity to the polarization curves, EIS measurements were performed in galvanostatic mode, i.e. at open circuit potential (OCP) and under anodic/cathodic dc current densities. The frequency range was scanned from 10 6 to 10 -2 Hz with a signal amplitude of ± 10 mA cm -2 using an Autolab potentiostat/impedance frequency analyzer (PGSTAT 302N), equipped with a frequency response analyzer (FRA). The amplitude of the sinusoidal perturbation for the impedance measurements was chosen to remain in the linear regime of the cell response. From the EIS data, the ohmic and polarization resistances (R s and R pol , respectively) have been obtained

considering the intercepts of the impedance diagram with the real axis at high (R s ) and low frequencies (R tot = R s +R pol ). The overpotential of the WE at each current density, η, has been determined by subtracting the ohmic drop to the corresponding dc voltage applied, E WR .

Therefore, the overpotential was calculated as η = E WR -R s × i dc . After the measurements, the cell was heated up again to 800 °C, under air, and for 12 hours, to check that no significant degradation (evidenced via the EIS characterizations) was induced during the test campaign.

Microstructural characterization by FIB-SEM reconstruction

The microstructural parameters used in the model have been extracted from 3D reconstruction obtained by Focused Ion Beam -Scanning Electron Microscopy (FIB-SEM)

tomography. The samples were first impregnated under vacuum conditions to fill the pores with an epoxy resin. This procedure allowed: (i) minimizing the undesirable damage of the specimen; (ii) avoiding the accumulation of gallium ions in the pores during the FIB milling and; (iii) improving the contrast between the porosity and the solid phases [43]. The serial sectioning and the image acquisition were carried out in a FEG-SEM NVISION 40 from Carl ZEISS® microscope. An energy selective backscatter (ESB) detector with a low acceleration voltage of 1.5 kV was used for the SEM observations. This condition allowed distinguishing the porosity and the solid phases. Then, images with a pixel size of 10 nm were acquired sequentially with a z-axis slice pitch of 10 nm using a milling current of 1.5 nA. After the acquisition, the images in the stack were aligned using the Matlab® software. Finally, the raw 3D images were filtered and thresholded as described in previous work [44]. A volume of 14.43 × 18.72 × 10.1 µm 3 with a voxel size of 10 nm was selected. This resolution is sufficient to capture the small geometrical features of the electrode. The rendering volume for the reconstruction is shown in Figure 2 while a SEM image taken from the stack is given in the Supplementary Information (Figure S1b). As a first visual inspection, it is evidenced that the LNO microstructure appears homogeneous and quite typical of SOCs electrodes.

The microstructural properties needed for the model have been then computed thanks to a set of numerical tools already presented and thoroughly detailed in [45,46]. In this study, the specific surface area (S p ), the phase connectivity (δ), the volume fraction for the percolated phases (ε), the mean phase diameter (d p ), the 'apparent' tortuosity factor (τ), and the density of the Triple Phase Boundary lines (TPBls) (ξ TPBls ) have been calculated on the reconstruction.

The microstructural properties for the LNO electrode are listed in Table 1. As a general matter, it is worth mentioning that the LNO microstructural properties drop within typical values for the SOCs electrodes [47]. 2.51

(*) mean phase diameter taken from the Phase Size Distribution

Model description

The electrochemical behavior of the LNO electrode under anodic and cathodic polarization has been simulated by using an in-house model, which considers an equivalent homogenous medium of an isothermal slice (1D) of porous LNO including the CGO barrier. The proposed model can simulate the LNO electrode response for both stationary and dynamic behavior.

Because of the importance of the electrode microstructure on its electrochemical behavior, the mass transport phenomena and the kinetic constants of each reaction have been scaled up with the microstructural parameters computed on the 3D reconstruction.

Reaction mechanisms and kinetic rates

For the sake of clarity, the reaction mechanism is depicted in Figure 3 under anodic polarization (electrolysis mode) and is described hereafter. Regarding the oxygen electrode reaction in the LNO electrodes, two parallel pathways are considered. Indeed, the oxygen oxidation/reduction reaction can occur at the two-phase (gas/electrode) as well as at the triplephase (gas/electrode/electrolyte) boundaries lines (TPBls) [48]. The former case (bulk path) considers an ionic transfer at the electrolyte/electrode interface to form interstitial oxygen, O i '' , in the electrode bulk (R1) (see Table 2), with subsequent diffusion of the latter through the LNO bulk and a final oxygen excorporation (R2). On the other hand, the second scenario (surface path) considers that the charge transfer may proceed by reaction at the TPBls (R3). Both reaction pathways lead to the formation of adsorbed oxygen atoms on the LNO surface. A final associative desorption step allows releasing oxygen gas molecules O 2 into the electrode porosity (R4). It is worth mentioning that the oxygen mass transfer by solid-state diffusion, the gaseous, and the adsorbed oxygen atom diffusions have been also considered in the model. All the reactions considered in the model and the corresponding kinetic rates are listed in Table 2 using the "Krӧger-Vink notation". Each kinetic rate is expressed as the difference between the forward and the backward reactions. The reaction rate for the ionic transfer at the CGO/LNO interface (R1) describes the oxygen exchange from the CGO phase into the LNO electrode. Even if R1 is not an oxidation/reduction reaction, its kinetic rate can be expressed through a Butler-Volmer formalism as discussed in [49]. Indeed, R1 is affected by the electrode potential, E(z) corresponding to the difference in electronic potential 𝜑 K9-𝑧 and ionic potential 𝜑 bc-𝑧 :

𝐸 𝑧 = 𝜑 K9-𝑧 -𝜑 bc-𝑧 = - 𝜇 + ,;<= > 𝐹 - 𝜇 ¡ =,q»= •• 2𝐹 Eq. 1
where 𝜇 + ,;<= > and 𝜇 ¡ =,q»= •• denote the electrochemical potentials for the oxygen vacancies in CGO and for the electrons in LNO, respectively. In contrast to the ionic transfer, the oxygen exchange at the LNO surface (R2) is an oxidation/reduction reaction. However, as detailed in [32] for the LSCF, its reaction rate can be expressed as a pure chemical reaction since only neutral adsorbed oxygen atoms are considered on the electrode surface [49]. The charge transfer at the TPBls (R3) is a classical electrochemical reaction and its kinetic rate has been expressed according to the Butler-Volmer formalism. Finally, the associative desorption (R4) generates O 2 gaseous molecules in the pores of the electrode. As it is a pure chemical reaction, its kinetic rate depends only on the activity of the adsorbed species and the oxygen partial pressure. It can be noticed that an ideal solution for the surface species has been assumed in the model. In that condition, the activity of the adsorbed oxygen atoms is given by the product of the number of available sites on the LNO surface, Γ, and the surface coverage, 𝜃 -:, ;<= . In other words, a

Langmuir hypothesis is adopted in the model so that 𝜃 %, ;<= + 𝜃 -:, ;<= = 1.

All the kinetic rates have been scaled up by considering the electrode morphological properties. For instance, the oxygen excorporation reaction (R2) and the desorption one (R4) are dependent on the LNO/gas specific surface area, S p LNO/gas , since they both take place on the electrode surface. Conversely, the charge transfer reaction at TPBls (R3) is directly proportional to the density of active TPBls, ξ TPBls . Finally, the ionic transfer reaction at the electrode/electrolyte interface (R1) depends on the CGO/LNO specific surface area, S p CGO/LNO .

All the reactions are supposed to be thermally activated. Therefore, each kinetic constant is supposed to depend on the temperature according to Arrhenius's law. Eq. 5

Thermodynamic description

In the model, the forward and backward kinetic constants for each reaction are linked through the thermodynamic equilibrium constants according to the expressions listed in Table 3, which represent the reaction quotients at the equilibrium state. In these equations, the electrode potential at equilibrium, E eq , is equal to the chemical potential of oxygen in the gas phase taken at the reference electrode (i.e., 𝐸 +0 = Á = 8,ÂÃ:

-©Ä §' , as discussed in [50]). The surface coverage of the adsorbed oxygen atoms at equilibrium, 𝜃 -:, ;<= +0

, is considered as a model input parameter at pO 2 =0.21 atm, and it is obtained by fitting the experimental polarization curves.

Moreover, the oxygen coverage is assumed as independent of the temperature. This hypothesis is justified as long as the oxygen coverage remains low on the surface sites, with no restriction.

Knowing 𝜃 -:, ;<= +0 at pO 2 =0.21 atm, the equilibrium constant K e (4) can be determined, and hence, the evolution of 𝜃 -:, ;<= +0 as a function of the oxygen partial pressure can be computed with Eq. 9.

To calculate the composition at equilibrium, the concentration of interstitial oxygen 𝑐 -.

// +0
is determined as a function of the temperature using the available data of the oxygen over stoichiometry, δ eq , and the volume of the lattice unit-cell, V ( 𝑐 -. // +0 = 𝛿 +0 /𝑉) at pO 2 = 0.21 atm [51]. This approach allows calculating the thermodynamic equilibrium constant K e (2) at the three investigated temperatures. Hence, the evolution of 𝑐 -. // +0 as a function of the oxygen partial pressure can be computed at each temperature by using Eq. 7.

Finally, the thermodynamic equilibrium constants K e (1) and K e (3) are calculated with Eqs. 6 and 8 by using the data at equilibrium. Eq. 9

Transport phenomena and conservation equations

The equations related to the fluxes, currents, mass, and charges balances, which are taken into account in the model, are given in Table 4. The ionic current in CGO and the electronic current in LNO have been computed using a classical Ohm's law. Specifically, the electronic conductivity in LNO has been assumed to be independent of the temperature, whereas a power law was considered to take into account its evolution with the pO 2 , i.e., 𝜎 + > = 𝜎 n (𝑝 -8 ) 7 .

According to the data reported by Jeon et al. [52], the exponent k of the aforementioned power law is roughly about 1/10 within the range of pO 2 considered in the present study, i.e., 0.15 -1 atm.

The transport of the interstitial oxygen in the LNO lattice has been modeled using a classical Fick's law through chemical diffusivity depending on the oxygen partial pressure:

𝐷 *6+1 ≈ γ • 𝐷 -. // = - 1 2 𝜕ln(𝑝 -8 ) 𝜕ln (𝑐 E ) • 𝐷 -. //
Eq. 10

In Eq. 10, γ is the so-called thermodynamic factor with 𝐶 E = (4 + 𝛿 +0 )/𝑉. It can be noticed that the oxygen self-diffusion coefficient, 𝐷 -. // , is directly related to the oxygen tracer coefficient through 𝐷 * = 𝑓 • 𝐷 -. // , where f is the correlation factor. When it is assumed that oxygen diffuses via an interstitial mechanism, as in the specific case of LNO electrodes, f can be approximated to the unity [53]. Therefore, 𝐷 *6+1 was calculated through Eq. 10 by using the available data for 𝐷 * provided by Li et al. [54]. 𝐷 * is thermally activated, and can be described by an Arrhenius's law. According to the authors, the corresponding activation energy is E a ≈ 90 kJ mol -1 .

The diffusivity of the oxygen adsorbed on the LNO surface, D Os , as well as the ionic conductivity of the CGO barrier, σ CGO , have been also supposed to be thermally activated. The evolution of σ CGO as a function of the temperature was taken into account in the model using activation energy of E a = 65 kJ mol -1 , as proposed in [55]. On the other hand, there is still a lack of information about the diffusivity of the oxygen atoms adsorbed on the LNO surface.

Therefore, it has been considered as a model input parameter and obtained by fitting the experimental polarization curves.

It is important to highlight that all the effective transport parameters (i.e., the effective conductivities and diffusivities) have been expressed as a function of their intrinsic values and the electrode microstructural parameters listed in Table 1.

Finally, the gas transport in the electrode porosity has been computed in the frame of the Dusty Gas Model (DGM), combining the molecular and the Knudsen diffusion. The binary coefficient 𝐷 -8 ,9 8 can be expressed according to Fuller's theory as follows (Eq. 11):

𝐷 -8 ,9 8 = 0.00143 𝑃 ]E] • 𝑉 -8 |/" + 𝑉 9 8 |/" Z • 2 1 𝑀 -8 + 1 𝑀 9 8 • 𝑇 |.ÌÍ Eq. 11
where M i is the molar mass for the gas species and V i the Fuller diffusion volume, which can be found in [56]. On the other hand, the Knudsen coefficient is given by:

𝐷 7,-8 = 𝑟 _E'+% • 2 3 8 • 𝑅𝑇 𝜋𝑀 D Eq. 12
where 𝑟 _E'+% is the mean pore radius.

The set of equations for the reaction rates (Eqs. 2-5), charge and mass balances (Eqs. [18][19][20][21][22] and the corresponding fluxes (Eqs. 13-17) represents a set of Partial Differential Equations (PDEs) that have been solved in the time domain by the Finite Element Method (FEM). The used boundary conditions for each calculated species are given in Table 5. The methodology for the calculations of the EIS diagrams has been thoroughly described elsewhere [33]. Eq. 17 

Experimental results and model validation

Experimental results

The experimental electrode polarization curves η = f(i) measured at 650 °C, 700 °C and 750 °C under air are shown in Figurea. As expected, the electrode overpotential significantly decreases when increasing the temperature for a given current density, meaning that the LNO performance is strongly thermally activated. Indeed, under SOEC conditions, an overpotential equal to +0.055 V/Pt/air was recorded at 650 °C and 0.1 A cm -2 , whereas a value of +0.02

V/Pt/air was obtained in the same condition at 750 °C. Hence, a relative decrease of about 64% was achieved. A higher improvement can be observed under cathodic polarization (SOFC mode). The overpotential obtained at 750 °C and -0.1 A cm -2 is about four times lower than that obtained at 650 °C (-0.021 vs. -0.091 V/Pt/air, thus giving a decrease of around 77%).

The polarization curves present a dissymmetry with respect to the OCP at 700 °C and 650°C, in full agreement with the results reported by Tong et al. [39] for LNO electrodes. In other words, the performance of the LNO electrode is higher in anodic conditions, thus for electrolysis application. On the other hand, the polarization curve exhibits an almost linear behavior at 750 °C. This result is likely due to the narrow investigated overpotentials range, which is not sufficiently extended to detect a change in the slope. The strong dissymmetry of the polarization curve detected at 650°C is better highlighted in the R pol =f (η) plot (Figureb).

This behavior may suggest a change either in the reaction mechanism or in the rate-determining step under these conditions, which would be triggered under cathodic polarization. On the other hand, the linearity of the polarization curve observed at 750 °C and in the range of considered overpotentials may suggest the presence of a unique dominant mechanism with the same colimitations whatever the polarization. To go further in the analysis, EIS diagrams have been acquired at OCP under air for the three investigated temperatures (Figure 5). The measured electrode polarization resistance was found to decrease from 0.78 Ω cm 2 at 650°C down to 0.20 Ω cm 2 at 750°C, in good agreement with the polarization curves. The obtained EIS diagrams present a kind of Gerischer-type element at 650 °C, whereas they exhibit a more depressed semi-circle at higher temperatures (700 and 750°C). The recorded change in the shape of the open circuit EIS diagrams when increasing the temperature is in full agreement with the results of Tong et al. [39]. This evolution suggests that the reaction mechanism at zero dc current is significantly affected by the temperature. Indeed, the characteristic frequency also increases when increasing the temperature (i.e., f c ≈ 11 Hz, 19

Hz, and 46 Hz at 650 °C, 700 °C, and 750 °C, respectively), as shown in the diagrams reported in Figure 5d to 5f. This behavior has been also observed with LSCF oxygen electrodes [9,35,57]. The EIS diagrams were also recorded under both anodic and cathodic polarization at intermediate temperature, i.e. at 700 °C (Figure 6). Although the EIS diagram recorded under "high" anodic polarization (+100 mA cm -2 ) appears to be slightly depressed, the global shape does not completely change in the investigated range of overpotentials. The values for the characteristic frequencies under cathodic polarization were only slightly higher than those obtained under anodic polarization (i.e. f c ≈ 23 Hz at i dc = -100 A cm -2 and f c ≈ 19 Hz at i dc = + 100 A cm -2 ). However, these values remain quite close to each other. These observations may suggest that no changes in the reaction mechanism arise at an intermediate temperature in LNO electrodes in the range of investigated polarizations (i dc = +/-100 mA cm -2 ). It is worth mentioning that the aforementioned behavior observed for the LNO electrode is radically different from that observed for the LSCF electrodes [36]. In the latter case, the shape of the EIS diagrams was found to change from a well-defined Gerischer element at OCP towards a semi-circle under anodic current. Hence, this change was explained by a modification of the dominant reaction mechanism. In addition to the experimental characterization previously described, the effect of the oxygen partial pressure on the LNO electrode response has been also investigated. Figure 7a shows the impedance diagrams in the Nyquist plots obtained at intermediate temperature (700°C) and OCP recorded in the pO 2 range of 0.15 -1 atm and from 10 -1 to 10 3 Hz. As expected, the electrode polarization resistance decreases when increasing the oxygen partial pressure. For instance, a value of about 0.41 Ω cm 2 was obtained at pO 2 = 0.21, whereas a lower value (0.28 Ω cm 2 ) was measured at pO 2 of 1 atm. Based on kinetic considerations, the relationship between the electrode polarization resistance, R pol , and the oxygen partial pressure has been considered, using the following power law:

1 𝑅 _E$ ∝ 𝑝 -8 P
Eq. 33

When plotting R pol as a function of pO 2 , a power law with an exponent n close to 1/4 (≈ 0.23) was obtained at 700°C and OCP (Figure 7b). To the best of our knowledge, no values of the 
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exponent n were reported for the LNO oxygen electrode yet. Indeed, only a few experimental studies dealing with the electrochemical behavior of this electrode material at OCP are currently available in the literature. Very few studies consist in fitting the impedance diagrams using an equivalent circuit with several contributions in series, each composed of resistance in parallel with a constant phase element (R//CPE) [37,38]. This approach is different than the one used in the present study. Therefore, the results obtained cannot be directly compared. 

Calibration and validation of the electrochemical model

For the electrochemical simulations, all the microstructural parameters were obtained from the 3D reconstruction of the LNO electrode (Table 1).

Concerning the transport properties for the mass and the charge transfer, the oxygen molecular diffusion, as well as the Knudsen diffusion coefficient, were calculated as a function of the temperature by using Equations 11 and 12, respectively. The evolution of the chemical diffusivity D chem as a function of the oxygen partial pressure was calculated using Eq. 10 while its temperature dependence was evaluated with the activation energy reported in [54]. The evolution of the electronic conductivity in LNO, 𝜎 + > , as a function of the oxygen partial pressure was obtained from the available data in [52]. Specifically, a pre-factor 𝜎 n ≈ 86 S cm - 1 and an exponent k of 0.07 were used. The evolution of the ionic conductivity in CGO with temperature was taken from [55] with an activation energy of 65 kJ mol -1 . Conversely, the diffusivity of the adsorbed oxygen on the LNO surface was considered as a model input parameter.

Concerning the thermodynamic calculation, the LNO oxygen over stoichiometry data, δ eq , as a function of the temperature and at pO 2 = 0.21 atm were taken from Nakamura et al. [51].

The lattice unit cell volume, V, was taken from Flura et al. [21]. The resulting data for 𝑐 -. // +0 at the three investigated temperatures and pO 2 = 0.21 atm are provided in Table 4. On the other hand, the maximum amount of over-stoichiometric oxygen in LNO was calculated through the balance of the oxygen and interstitial sub-lattice sites as proposed in [58][59][60]. Hence, it was supposed that the LNO saturation in interstitial oxygen is reached when δ max ≈ 2.

For the transient simulations, the CGO/LNO double-layer capacitance, C dl , has been fixed at 50 µF cm -2 , as estimated by Monaco et al. [36] for LSCF electrodes. Indeed, there is still a lack of information about the C dl for LNO electrodes.

Regarding the kinetic parameters, the ionic transfer reaction at the CGO/LNO interface (R1) has been considered as not limiting (k + >> 0) (see Table 4). On the other hand, the kinetic constants for the oxygen incorporation/excorporation reaction (R2), the direct oxidation/reduction reaction at the TPBls (R3), and the adsorption/desorption reaction (R4) are unknown.

As a summary, the undetermined parameters are the pre-exponential factor and the activation energy of the Arrhenius law for the three kinetic constants and the oxygen surface diffusivity along with the surface coverage of the adsorbed oxygen atoms at equilibrium, 𝜃 -:, ;<= +0 , at pO 2 = 0.21 atm. These unknown parameters were determined by fitting the simulated data on the experimental polarization curves at the three investigated temperatures. All the model input and fitted values of the different parameters are listed in Table 4.

The polarization curves computed with the input parameters listed in Table 4 In addition, for the impedance spectra in the Bode plots, the computed and experimental frequency distributions at 700°C are compared in Figure 5d-f at OCP and in Figure 6e-h under polarization. Concerning the measurements at OCP, it can be observed that the model can reproduce the increase of the characteristic frequency with the temperature. On the other hand, the slight increase of the characteristic frequency when shifting from anodic towards cathodic polarization is also well retrieved with the model. Both behaviors can be explained by the larger contribution of the direct oxidation/reduction at TPBls over the excorporation/incorporation reactions when increasing the temperature and when increasing the dc current in the sense of cathodic polarization. This behavior will be discussed in the next section. Nevertheless, a frequency lag is observed between the simulated and the experimental diagrams. The same behavior has been also observed for LSCF electrodes [36]. The origin of this discrepancy is still not completely understood. It might be due to the uncertainty in the determination of the microstructural parameters by the 3D reconstruction. Indeed, it has been shown that the electrode microstructure can have an important impact on the frequency response [9,61].

Moreover, the frequency lag between the simulations and the experiments could be also due to the impact of the contact resistances, which are attributed to non-optimal contact between the electrode and the current collector, on the polarization resistance. This possibility is discussed in the next section.

To go further in the validation, the model has been also used to simulate the LNO electrode response when operated under different oxygen partial pressures. With this aim, EIS diagrams have been computed at OCP and intermediate temperature (700 °C) in the range of pressures of 0.15 -1 atm. The simulated electrode polarization resistance, R pol , has been plotted as a function of pO 2 in logarithmic coordinates and compared to the experimental results (Figure 7a. It can be seen that the model predicts accurately the decrease of R pol when increasing the oxygen partial pressure. This good agreement is also found for the exponent of the power-law used to fit both the experimental and the simulated data (Eq. 33), even if a slight difference between the two values has been found (0.21 vs. 0.23 for the simulated and experimental n, respectively). This slight discrepancy may be due to the model assumptions considering only atomic oxygen adsorbates on the electrode surface. Indeed, according to Fleig et al. [62], the prediction of the electrode response as a function of pO 2 is particularly improved by taking into account charge species on the MIEC surface with a full elementary description of the reaction mechanism.

As a general comment, the polarization curves for the LNO electrode have been accurately

fitted by the model for the determination of the missing parameters. Once calibrated, the model was able to predict quite accurately the EIS diagrams at different temperatures (650 -750°C)

and polarization (between -100 mA cm -2 and + 100 mA cm -2 ), without any additional fitting.

Moreover, the electrochemical response of the LNO with the change of pO 2 has been also

predicted in good agreement with the experimental results. Despite a systematic lag in the frequency distribution, the capacity of the model to reproduce the response of the LNO electrode allows validating the main model assumptions. 

Discussion

Effect of polarization and temperature on the reaction mechanism

To analyze the reaction mechanisms taking place in the LNO electrodes, the relative proportion of the surface to the bulk path has been expressed through the ratio ξ between the kinetic rates of direct oxidation/reduction at TPBls and that of the oxygen excorporation/incorporation:

𝜉 = 𝑣 j" 𝑣 jZ Š¦ℓ ;<= Š¦ℓ q»=
Eq. 34

It is reminded that the charge transfer at TPBls takes place only at the gas/electrode/electrolyte interface, whereas the oxygen excorporation/incorporation reaction occurs all over the electrode thickness. Both the kinetic rates ν R2 and ν R3 are a result of the simulations. Once they are calculated, it is possible to evaluate the ratio ξ. Therefore, a value of ξ lower than the unity (ξ < 1) means that the bulk path dominates the reaction mechanism while a ratio higher than one (ξ > 1) corresponds to a mechanism controlled by the surface path.

The ratio ξ is plotted as a function of the electrode overpotential in Figure 8a. Whatever the investigated temperature, ξ was found to increase while decreasing the overpotential from anodic to cathodic polarization. This behavior can be interpreted through the dependence with the electrode overpotential of both the kinetic rates of oxygen excorporation/incorporation reaction (integrated over the whole electrode thickness) and charge transfer at TPBls (at the CGO/LNO interface) (Figure 8b). Indeed, as shown in Figure 8b, the oxygen exchange reaction becomes bounded under cathodic polarization. This behavior is related to the evolution of the oxygen over-stoichiometry in the LNO lattice with the polarization. Indeed, the electrode material is progressively depleted in interstitial oxygen from anodic to cathodic polarization, as illustrated in Figure 8c. In these conditions, the concentration of interstitial oxygen becomes nil at the electrolyte/electrode interface under cathodic polarization, so that the bulk path is limited.

This behavior is explained since the rate of oxygen incorporation, which supplies the material in oxygen, is lower than the fast ionic transfer at the electrolyte interface. On the other hand, the charge transfer at TPBls is found to remain strongly activated under cathodic polarization.

Nevertheless, it can be noticed that the surface path is likely to be limited at very high cathodic polarization, because of the evolution of the oxygen atoms adsorbed on the LNO surface.

Indeed, the surface coverage at the LNO surface decreases with increasing the absolute value of the cathodic polarization. This evolution is explained by the limitation of the adsorption of oxygen on the LNO surface to its incorporation. Therefore, the surface path is also expected to be bounded once 𝜃 -:, ;<= +0 falls to zero. However, according to Figure 8c, this condition is not reached in the investigated range of overpotentials. As a result, the surface path is strongly promoted even at the highest overpotentials investigated in the present study.

On the other hand, the two pathways remain activated under anodic polarization (Figure 8b).

Indeed, the concentration of interstitial oxygen in the LNO bulk is increased from equilibrium under this polarization. Nevertheless, it is found that the oxygen over-stoichiometry remains always much lower than the saturating estimated value δ max = 2 [58][59][60] for which the bulk path is bounded. Therefore, according to the model, the bulk path will be never limited if considering reasonable anodic polarization. On the other hand, the surface coverage is also increased with increasing the anodic polarization. Nevertheless, since the oxygen coverage is very low at equilibrium, the adsorption sites are never saturated, even at very high anodic polarization.

Summarizing, the higher performances of the LNO electrode in electrolysis mode compared to the fuel cell conditions (cf. section 4.1) are explained by the limitation of the bulk path under cathodic polarizations while both paths remain activated under anodic polarization.

Figure 8a also shows the impact of the temperature on the ratio of the surface to the bulk path at the three investigated temperatures. For the OCP condition, the bulk path appears to be the dominant pathway at 650 °C, whereas the reaction mechanism is controlled by the surface path at higher temperatures, i.e., at 700 °C and 750 °C. This evolution allows claiming that the contribution of the charge transfer at the TPBls in the global reaction mechanism is enhanced when increasing the temperature. This electrode behavior at OCP can be explained by the thermal activation of the reaction kinetics. According to the fitted parameters reported in Table VI, the activation energy for the charge transfer at TPBls is found to be roughly equal to 142 kJ mol -1 , whereas the one for the oxygen incorporation/excorporation reaction is about 62 kJ mol -1 .

Therefore, the kinetics for the charge transfer at TPBls is strongly thermally-activated as expected [36]. These results are also confirmed by the EIS diagrams at OCP and the three investigated temperatures (Figure 5). Indeed, a Gerischer-type element has been obtained at 650 °C, whereas a more depressed semicircle can be observed at 700 °C and 750 °C. This change in the shape of the EIS diagrams for LNO electrodes when increasing the temperature at OCP was also observed by Tong et al. [39]. According to Adler et al. [30], the presence of a Gerischer-type element in the impedance diagrams of MIEC electrodes suggests that the global reaction mechanism is dominated by the bulk path. Moreover, it has been shown for the LSCF that a change from the Gerischer-type impedance towards a depressed semi-circle must be ascribed to a transition from the bulk to the surface path [36,57]. All these statements are in full agreement with the present results obtained for the LNO material and reinforce the claim of a higher contribution of the surface path when increasing the temperature.

A transition from the bulk to surface path occurs under cathodic polarization at 650 °C (ξ = 1 at η ≈ -0.01 V/Pt/Air) and under anodic polarization at 700 °C (ξ = 1 at η ≈ +0.04

V/Pt/Air). Concerning the results at 750 °C, no transition is observed in the range of investigated overpotentials. Hence, the reaction mechanism is entirely controlled by the surface path under these conditions. The dissymmetry of the polarization curves with respect to the OCP observed at 650°C and 700°C (Figure 5a) is thus explained by the transition in the reaction pathway. Moreover, it is essential to remind that the almost linear behavior of the polarization curve observed at 750 °C is due to the limited range of overpotential considered in the present study, which is not sufficiently extended to detect a change in the slope. As a proof of the matter, Figure 8a shows that a change in the reaction mechanism would occur at anodic polarization higher than η ≈ +0.1 V/Pt/Air. 

Effect of the oxygen partial pressure on the reaction mechanism

In Thus, the model developed in the present work has been used to identify the rate-determining steps in the oxygen evolution reaction for n = 0.23 (at OCP and 700°C). It was found that the oxygen reaction is mainly co-limited by the charge transfer reactions at both the gas/electrode interface (cf. R2, Table 2) and at the Triple Boundary Phase lines (cf. R3, Table 3). To a lesser extent, it has been found that the oxygen diffusion in the LNO bulk also participate to the colimitation. These results are in full agreement with other works, for which the charge transfer is the rate-determining step when n ≈ 0.25 [63].

The effect of the oxygen partial pressure on the reaction mechanism in such electrode material has been also investigated at OCP and 700 °C. The range of investigated pO 2 is 0.15 -1 atm. Figure 9a shows that the bulk path is promoted when increasing the oxygen partial pressure. Indeed, the ratio of the surface to bulk path globally decreases when pO 2 is increased.

For instance, the ratio ξ close to the OCP is about 2 at pO 2 = 0.15 atm, compared to 0.8 at pO 2 = 1 atm.

Figure 9a evidences that the surface path remains the predominant reaction mechanism at OCP for pO 2 lower than 0.6 atm, while the bulk path controls the reaction mechanism at higher oxygen partial pressures. To interpret this result, the kinetic rates of charge transfer at TPBls and oxygen exchange at the LNO surface (integrated along the electrode thickness) have been calculated close to the OCP and plotted as a function of the oxygen partial pressure in Figure 9b. It can be noticed that the kinetic rate of the oxygen exchange reaction increases with increasing the oxygen partial pressure. This behavior can be explained by the increase of the LNO over stoichiometry, δ LNO, when increasing the oxygen partial pressure, as it has been observed by Nakamura et al. [64]. Indeed, the high concentration of interstitial oxygen in the LNO lattice at high pO 2 favors the bulk path in the reaction mechanism. On the other hand, the kinetic rate for the charge transfer at the TPBls at OCP is not affected by the change of pO 2 . As a result, it can be noticed that the sum of the two contributions globally increases with pO 2 , which explains the decrease of the electrode polarization resistance as shown in Figure a. 

Effect of the contact resistance on the electrode response

The non-optimal contact between the electrode and the current collector is an important factor that can significantly affect the cell performances [65]. Indeed, it is well known that a low density of contact points at the interface between the electrode and the current collector can induce high ohmic contact resistances [66]. Besides, it also affects the current distribution in the electrode [67], thus inducing a significant increase in the electrode polarization resistance [67,68]. Moreover, this effect can be exacerbated by a low electronic conductivity of the electrode material [67]. It is worth noting that the frequency distribution in the impedance diagram should not be strongly impacted by the inhomogeneous distribution of current in the electrode. Indeed, the inhomogeneous current distribution will decrease the 'effective' surface area in the electrodes where the reactions occur [69] while the overall reaction mechanism must remain identical. In other words, a non-optimal current collection will increase both the ohmic and electrode polarization resistances while the frequency response should be not changed significantly.

In the present work, the contact resistances were evaluated by removing the ohmic losses due to the electrolyte from the experimental series resistances measured on the impedance diagrams. For example, a contact resistance of 1.72 Ω.cm² was found at 700°C. This high value is explained on one hand by a very rough electrode surface limiting the density of contacts with the grid, and on the other hand, by the relative low electric conductivity of LNO compared to To validate the aforementioned model calibration method based on the fitting of the frequency distribution, the global chemical constant of the oxygen exchange, k chem , has been calculated using the expression from the Adler model as presented in [70] and by using the polarization resistance, 𝑅 _E$ taken from the corrected impedance diagrams:
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Using the values reported in Table 1 and 6 for the microstructural and input parameters, respectively, and the R pol obtained by fitting the frequency distribution, k chem was found to be around 1.06•10 -5 , 2.73•10 -5 and 6.57•10 -5 m s -1 at 650, 700 and 750°C, respectively. These values are in full agreement with the data of k chem measured through electrical conductivity relaxation and reported in the literature [54,71]. For the sake of comparison, it is worth mentioning that the values of k chem evaluated using the polarization resistances recorded experimentally are two order of magnitude lower than those of k chem reported in the literature. Therefore, this discussion suggests that the frequency lag between the simulations and the experiments reported in section 4 is related to the impact of the current collection on the polarization resistance. Nevertheless, the reaction mechanism for the LNO material remains unchanged.

Conclusion

In this study, a coupled experimental and modeling approach has been used to investigate the reaction mechanisms of the La 2 NiO 4+δ (LNO) oxygen electrodes.

A set of experiments has been performed by using a three-electrode setup. Polarization curves (η-i) have been recorded in the temperature range of 650-750 °C and under air.

Impedance diagrams have been also recorded in the temperature range of 650-750°C, at OCP and under air. A decrease of the electrode polarization resistance from about 0.78 Ω cm 2 at 650°C down to 0.20 Ω cm 2 at 750°C was obtained. The shape of the EIS diagram changed from a Gerischer-like element at 650 °C and OCP towards a depressed semicircle at higher temperatures. The effect of the oxygen partial pressure on the LNO electrode response in the range of 0.15 -1 atm has been also investigated.

To analyse the experimental results, a physically-based electrode model has been developed. (LNO) is considered nowadays as an alternative solution to the classical perovskite-based electrodes. Indeed, LNO is chemically stable in a wide range of temperatures and oxygen partial pressures, providing high MIEC conductivity as well as fast oxygen reaction kinetics.

Supplementary Information

The deep understanding of the reaction mechanisms taking place in a SOC oxygen electrode is a prerequisite before microstructural optimization. In this work, we propose a coupled experimental and modelling approach aimed to investigate the reaction mechanisms for both under-and over-stoichiometric oxygen electrode materials. Two main reaction pathways have been considered, the oxygen incorporation/excorporation at the gas/electrode interface for the bulk path and the direct charge transfer at the TPBls for the surface path. Polarization curves and impedance diagrams under various operating conditions (650-750°C, 0.15 -1 atm, and ± 100 mA cm -2 ) have been recorded by using a three-electrode setup. These data were used to calibrate the models based on elementary reactions. In addition, all the microstructural parameters required for the simulation have been computed on a 3D electrode reconstruction obtained by FIB-SEM tomography. A change from the bulk towards the surface path was observed for the LSCF electrode under low anodic polarization, which was explained by the progressive depletion of oxygen vacancies when increasing the anodic polarization.

Conversely, a limitation of the bulk path was observed under cathodic polarization for the LNO electrode, which was due to the significant reduction of the oxygen over stoichiometry under these conditions. The impact of the temperature and the pO 2 on the reaction pathways has been also investigated for both materials and is discussed in this article.

Introduction

SOCs are high-temperature electrochemical energy-conversion devices that produce efficiently clean electricity (solid oxide fuel cell, SOFC mode) or hydrogen (solid oxide electrolysis cell, SOEC mode). These technologies are composed of an assembly of two porous electrodes separated by a thin dense electrolyte in Yttria Stabilized Zirconia (YSZ). The porous hydrogen electrode is usually a Nickel and YSZ cermet while mixed ionic and electronic conductors (MIECs) are mostly developed as oxygen electrode materials. This mixed property allows extending the oxygen reaction on the whole gas/electrode interface. The classical MIECs material is the lanthanum doped strontium cobalt ferrite La 1-x Sr x Co y-1 Fe y O 3-δ (LSCF) [1][2]. This oxygen-deficient perovskite presents a good ionic and electronic conductivity as well as a high oxygen surface exchange rate. However, LSCF suffers of large degradation rates due to chemical decomposition at high operating and reactivity with electrolyte [3][4][5]. These degradations induce significant loss in SOCs performances, especially when they are operated in SOEC mode. In this context, rare earth nickelates Ln 2 NiO 4+δ (Ln = La, Pr, Nd) are considered nowadays as alternative oxygen electrode materials. The crystal structure of this overstoichiometric material consists of LnNiO 3 perovskite block inter-grown between LnO rocksalt layers. The excess oxygen occupies interstitial sites within the LnO layers. Among the different component, La 2 NiO 4+δ (LNO) has been chosen in this study thanks to its chemical stability in a wide range of temperature [6]. The aim of this work is to analyze, by an experimental and a modelling approach, the effect of the temperature, polarization and oxygen partial pressure on the reaction pathways for LSCF and LNO electrodes.

Scientific Approach

Experiments

The two electrode materials, LSCF and LNO, were deposited by screen-printing on each side of a circular and dense 8YSZ electrolyte (thickness = 260 µm, diameter = 25 mm). In order to prevent the reactivity with YSZ that leads to the formation of insulating phases [7][8], a Ce 0.8 Gd 0.2 O 2-δ (CGO) barrier layer of 2 µm of thickness was added in between the electrodes and the electrolyte. The symmetrical cells were then tested in a 3-electrodes setup. A platinum wire was positioned at the periphery of the electrolyte membrane and used as reference electrode (RE). Two platinum grids with a mesh of 3600 meshes cm -2 and a surface equal to the electrodes were used as current collectors. It can be noticed that a thick disk in porous gold was also added between the ceramic housing and the platinum grids so that each electrode surface can be considered as equipotential. A load of 0.7 kg cm -² was applied to ensure the electric contact between the metallic grids and the electrodes. At the beginning of the test, the cells were heated up to 800 °C at a rate of 1 °C min -1 . This temperature has been maintained during several hours until the stabilization of the electrochemical impedance spectra (EIS) measured at open circuit potential (OCP).

Electrochemical characterizations were then carried out at a temperature of 750, 700 and 650°C under air condition, with a gas flow rate of ≈ 2NL min -1 . For each temperature, polarization curves have been recorded for both cells whereas EIS diagrams were acquired at OCP, in a frequency range of 10 6 to 10 -2 Hz, with an amplitude of ± 10 mA cm -2 . For the temperature of 700°C, the electrochemical characterizations were complemented by EIS diagrams measured under anodic and cathodic current (with i dc = ± 50 mA cm -² for LSCF electrode and i dc = ± 100 mA cm -² for LNO electrode) and over a large range of oxygen partial pressure from 0.10 to 1 atm.

Model Description

An elementary model framework for MIEC electrodes has been developed and used to investigate the LSCF and LNO reaction mechanisms occurring under anodic and cathodic polarization. In this approach, surface and bulk species are taken into account as well as their transport in the electrodes phases. A temporal term is also added on each mass/charge balance for the EIS computations. The mass transfer in the LNO and LSCF is calculated trough the chemical diffusivity of the oxygen interstitials or vacancies, respectively, while the electronic current density is modeled using a classical Ohm's law. Both molecular and Knudsen diffusions are taken into account for the mass transport in the gas phase. Finally, the diffusion of oxygen adatoms 𝑂 )#% , oxygen ions 𝑂 )#% @ and molecular oxygen 𝑂 Z )#% at the surface of both materials is computed using a classical Fick's law.

The proposed model considers two possible reaction pathways for oxygen oxidation/reduction divided in a sequence of elementary steps as represented in Figure 1 in electrolysis mode. The "bulk path" is characterized by an ionic transfer at the electrode/electrolyte interface (R1). After diffusion of the oxygen interstitials (for LNO) or oxygen vacancies (for LSCF) in the bulk of the electrode material, the oxygen is ex-corporated to produce oxygen adatoms on the electrode surface (R2). In parallel, the "surface path" considers a direct oxidation at the Triple Phase Boundary length (TPBls) (R3) leading to the formation of oxygen ions on the electrode surface. Then, in both cases, a second reaction of charge transfer (R4) takes place on the surface to produce oxygen adatoms that can be associated (R5) and desorbed (R6) in the porosity of the electrodes. reconstructions obtained for both electrodes. Thereafter, the model has been validated using the electrochemical impedance diagrams recorded at OCP and under polarization for different oxygen partial pressures. The elementary kinetic model has been already published for the LSCF electrode [9] while the one for the LNO is an adaptation of a simplified version available in [10].

Experimental Results

The experimental electrode polarization curves η-i at 650 °C, 700 °C and 750 °C are represented Figure 2 for the LSCF and LNO oxygen electrode.

As expected, it can be noticed that the electrode performances are thermally activated [72] [73]. With respect to the OCP, a non-symmetrical shape of the η-i curves is observed at 650 °C and 700 °C for both electrodes. However, it is worth mentioning that the electrode performances are better under anodic polarization (SOEC mode) for the LNO electrode, whereas the LSCF electrode exhibits lower overpotentials under cathodic current (SOFC mode). Within the narrow investigated overpotential range, a linear behavior of the η-i curves is observed at 750 °C. The dissymmetry of the polarization curves at lower temperature can be explained either by a change in the reaction mechanism or in the rate-determining steps. Conversely, a unique dominant mechanism with the same co-limitations could explain the linearity of η-i curves at 750 °C in the studied conditions. The EIS diagrams acquired at OCP are shown in Figure 3 for the LNO and LSCF materials.

It is worth noting that the absolute values of the polarization resistances cannot be directly compared between the two electrodes since they present rather different microstructures due to the fabrication. Nevertheless, the shape of the impedance spectra can give key information about the reaction mechanisms. Indeed, for the LSCF electrode, the impedance spectra show a "Gerischer-type" element, whatever the temperature. A small contribution can be noticed at low frequencies on the EIS diagram at 750 °C that can be attributed to a limitation in the gas conversion reaction [13]. On the contrary, the EIS diagrams at OCP of the LNO electrode shows a different evolution depending on the temperature. A "Gerisher-type" element is observed at 650 °C whereas the diagrams presents a more depressed semi-circle at 700 °C and 750 °C. This evolution suggests an influence of the temperature on the reaction mechanism at OCP for the LNO electrode. On the other hand, the non-evolution of the shape of the EIS diagrams for the LSCF electrode may suggest the presence of a unique dominant reaction mechanism in the range of the studied temperature. For both cases, the EIS diagrams recorded under dc current density at 700 °C have not revealed a change in the shape of the impedance spectra [9-10] compared to the OCP. These results suggest that, for both electrodes, there is no change in the reaction mechanism at 700 °C under polarization for the limited investigated range of dc current. The evolution of the impedance spectroscopy with the oxygen partial pressure is shown in Figure 4. As expected, the polarization resistance of both electrodes decreases with increasing pO 2 . 

Modelling, Results and Discussion

Model calibration and validation

The missing parameters for the models (i.e. the forward kinetic constants for all the reactions, the surface diffusion coefficients and surface coverages at equilibrium for pO 2 =0.21 atm [9][10] have been obtained by adjusting the simulations on the experimental polarization curves. The results of this fitting procedure is given in Figure 2 for the two electrodes. Once the model calibrated, the validation was carried out by simulating the impedance spectra without additional fitting. As shown in Figure 3, the model for LSCF or LNO electrode is able to simulate accurately the impedance diagrams at OCP for the three investigated temperatures.

Moreover, the reaction order n was deduced from the experimental and simulated impedance spectra (Figure 4) according to 𝑅 _E$ ∝ (𝑝𝑂 Z ) @P Eq. 1

These simulated reaction orders have been found to be in good agreement with the experimental ones. Indeed, the errors between the computed and experimental coefficients does not exceed 12% for LSCF [9] and less than 2% for LNO. Therefore, the model for the two electrodes can be considered validated.

Effect of polarization, temperature and pO 2 on the reaction pathways

Thanks to the model, the electrode reaction mechanism can be studied as function of the temperature, polarization and oxygen partial pressure. For this purpose, the parameter ξ is introduced to quantify the relative contribution of the surface or bulk path in the electrode operation. It is expressed as the kinetic rate ratio between (i) the oxygen ad-ions produced at the TPBls for the surface path and (ii) to the oxygen ad-ions produced by excorporation all along the electrode thickness for the bulk path

𝜉 = 𝑣 " 𝑣 Z 𝑑𝑧 Š¦ℓ Š¦n Eq. 2
Where 𝑣 " and 𝑣 Z is kinetic rates for the charge transfer reactions R3 and R2, respectively.

The term ℓ represents the electrode thickness. According to this definition, the reaction mechanism is dominated by the "bulk path" when ratio is lower than one (ξ < 1). At the opposite, a value higher than one (ξ > 1) indicates a mechanism controlled by the "surface path".

For the LSCF electrode, Figure 5a shows an increase of the ratio ξ when increasing the anodic polarization. A transition from the bulk path (ξ < 1) to the surface path (ξ > 1) is thus observed at low anodic current density for the three temperatures. This behavior can be explained by the evolution of the kinetics rates plotted in Figure 5b as function of the current density. Indeed, when the anodic polarization increases, the oxygen excorporation rate becomes bounded while the direct oxidation at TPBs remains activated. This behavior is related to the strong decrease of the oxygen vacancies concentration in the LSCF when increasing the anodic polarization [14][15]. In other words, the under-stoichiometry δ falls to zero under anodic polarization in such a way that the material can no longer accept oxygen [16]. In parallel, the surface concentrations of the adsorbed species involved in the surface path are increased and remains unlimited (since the sum of surface coverages of all the adsorbates remains lower than the coverage of the available sites). On the other hand, the opposite trend is observed under cathodic polarization. In this case, the incorporation reaction is activated because the concentration of vacancies is increased when increasing the cathodic polarization without limitation (indeed, δ remains lower than δ max ). Conversely, the charge transfer at TPBs becomes limited since the surface coverages decreases down to zero.

The same behavior is obtained for the three investigated temperatures (Figure 5a).

Nevertheless, the influence of temperature on the reaction mechanism is not negligible. Indeed, the contribution of the surface path becomes rapidly more important at 650°C (Figure 5a). At intermediate temperatures (700°C and 750°C), the slopes of the curves are less steep. These results explains the strong dissymmetry of the experimental polarization curves at 650°C while a more linear behavior is observed at 750°C. To summarize, for LSCF oxygen electrode, the bulk path appears as the dominant pathway under fuel cell condition regardless to the temperature. For electrolysis mode, a transition from the bulk path to the surface path appears when the anodic polarization is increased. This transition occurs when the oxygen vacancy concentration tends to zero.

The same analysis has been conducted on the over-stoichiometric LNO that exhibits an opposite behavior compared to the LSCF. Indeed, as shown in Figure 6a, the surface-to-bulk path ratio decreases with increasing the overpotentials from cathodic to anodic polarization.

This behavior can also be explained by the kinetics rates of the charge transfer at TPBls and the oxygen excorporation/incorporation reaction (integrated along the electrode thickness) plotted as function of the electrode overpotential (Figure 6b). Indeed, under cathodic polarization, the charge transfer at TPBls remains strongly activated while the oxygen incorporation reaction becomes bounded. This behavior, which is responsible for the limitation of the bulk path, is directly linked to the concentration of oxygen interstitial in the LNO. Indeed, the simulations have revealed that the concentration of oxygen interstitial becomes very low under cathodic polarization. According to Figure 6b, the surface path is thus predominant under the investigated range of the cathodic currents. Nevertheless, the charge transfer at TPBls should also tend towards a limitation when the surface coverage at the LNO surface falls to zero.

However, it seems that this limitation is not reached even for the higher cathodic polarization achieved in this work.

Under anodic polarization, both surface and bulk paths remain activated (Figure 6b). Indeed, the concentration of oxygen interstitial is increased with increasing the polarization without reaching the maximum value of oxygen over-stoichiometry (i.e. δ remains much lower than 𝛿 1)2 = 2 for LNO [17]). On the other hand, the direct oxidation at TPBs is still promoted since the adsorption sites are not saturated under the applied anodic polarization. These observations allow explaining the results obtained on the experimental electrode polarization curves η-i (Figure 2b). Indeed, the higher performances of the LNO electrode under anodic polarization are explained by the contribution of both bulk and surface paths on the reaction mechanism while only the surface path remains activated under cathodic polarization.

The impact of the temperature on the ratio is shown in Figure 6a. At OCP , the bulk path at 650°C controls the reaction mechanism (ξ < 1) while the surface path becomes predominant at higher temperature (ξ > 1). Thus, it can be stated that the temperature promotes the contribution of the charge transfer at the TPBls for the LNO electrode. Simulations have also been carried out by changing the oxygen partial pressure from 0.10 atm to 1 atm (Figure 7). Whatever the current density, it has been found that the ratio increases with increasing pO 2 for the LSCF electrode. This statement is explained because the understoichiometry is reduced at high oxygen partial pressure [16]. The opposite behavior has been obtained for the LNO electrode. Indeed, the concentration of interstitial increases with the oxygen partial pressure. From this analysis, it appears that the LNO over-stoichiometric material is especially well adapted for an operation in electrolysis mode. Indeed, it has been shown that both surface and bulk paths are promoted under anodic polarization. This result is consistent with the higher performances obtained for the material when operated in SOEC mode. Regarding the oxygen deficient LSCF material, it has been found that the bulk path is predominant for cathodic polarization whereas the surface path becomes favored under anodic current. These statements means that the material can be operated in both modes. However, its performances are slightly higher in fuel cell mode. To enhance the surface path and thus increase the electrode efficiency, it has shown for that a composite electrode made of LSCF/CGO is a relevant solution [18]. The precise role of CGO in a LNO/CGO composite electrode on its operation and performances still needs to be studied. Moreover, the stability of these electrodes for long-term operations remains also a subject of investigations for the two materials.

Conclusion

Elementary models have been developed and used to predict the electrochemical response of the classical oxygen deficient oxide La 1-x Sr x Co y-1 Fe y O 3-δ (LSCF) and the alternative oxygen over-stoichiometric material La 2 NiO 4+δ (LNO). To validate the models, dedicated experiments have been performed on symmetrical cells using three-electrode configuration. For the two materials, the determination of the unknown parameters of the models have been done by fitting the experimental electrode polarization curves at three temperatures (650°C, 700°C and 750°C).

For the validation, the impedance spectra at OCP and under polarization for different oxygen partial pressures have computed without additional fitting. A good agreement between the experimental and the simulations has been obtained.

Once validated, the models have been used to analyze the electrochemical response of the LSCF and LNO materials by investigating the reaction mechanisms as function of the polarization. For the LSCF, the 'bulk' path related to the oxygen exchange with the material appears as the dominant pathway under cathodic current regardless the temperature. However, the 'surface' path associated to the charge transfer at TPBls is activated under anodic polarization. This behavior has been ascribed to the strong decrease of the oxygen vacancies concentration in the LSCF when increasing the anodic polarization.

For the LNO electrode, it has been found that both the 'bulk' and 'surface' path are favored under anodic current while only the 'surface' path remains active under cathodic polarization.

In this case, the limitation of the 'bulk' path is due to the decrease of the oxygen interstitial concentration in the LNO lattice. These results have allowed explaining the better performances obtained for this material in SOEC mode.

General conclusion of the chapter III

This chapter has been dedicated to the study of the reaction mechanisms that occur in the La 2 NiO 4+δ (LNO) oxygen electrode in fuel cell and electrolysis modes by coupling an experimental and a modelling approach. A comparative study of the reaction mechanisms was also undertaken in the classical oxygen deficient LSCF electrode.

The model developed in the first part of this work was able to reproduce and provide an explanation for the electrochemical observations measured on the LNO. Indeed, the experimental measurements carried out on a symmetrical LNO/GDC/YSZ cell showed a dependence of the operating conditions on the electrode performance. A dissymmetry of the polarization curves has been highlighted, with higher performances achieved under anodic current. Moreover, as expected, a decrease of the polarization resistance at OCP was observed with increasing the temperature. This improvement in performance is accompanied in the case of the LNO by an evolution in the shape of the impedance spectra at OCP from a "Gerishertype" diagram at 650 °C to a semi-circle at 750 °C. Finally, impedance spectra acquired at 700 °C by varying the pO 2 between 0.15 to 1 atm have shown a decrease in polarization resistances with oxygen partial pressure. All these electrochemical phenomena have been explained thanks to the physical-based electrode model proposed in this work, which considers two parallel pathways for the OER/ORR mechanisms, i.e.: (i) the oxygen incorporation/excorporation at the gas/electrode interface for the bulk path and; (ii) the direct charge transfer at the TPBls for the surface path. The plot of the evolution of the ratio between these two reaction paths has revealed a transition in the reaction mechanism from the bulk path at 650 °C to the surface path at 700 °C and 750 °C at OCP. This change explains the evolution of the shape of the observed impedance diagrams. Moreover, the evolution of this ratio as a function of temperature and current showed that -under cathodic current (SOFC mode), the ratio surface/bulk path increases with current and with the temperature (Part I -Figure 8b). In other words, the surface path related to charge transfer at TPBs is predominant. This behaviour has been explained by the limitation of the bulk path due to the depletion of the oxygen interstitial under cathodic current (Part I -Figure 8c).

-under anodic current (SOEC mode), both bulk and surface paths remain activated.

Indeed, the concentration of oxygen interstitial increases when increasing the polarization without reaching the maximum value of oxygen over-stoichiometry δ max =2

for LNO. On the other hand, the direct oxidation at TPBs is still promoted since the adsorption sites are not saturated under the applied anodic polarization.

In the same way, the evolution of this ratio as a function of the oxygen partial pressure at 700 °C has shown that the bulk path becomes more and more activated while the surface path remains constant (Part I -Figure 9). This evolution explains the better performance obtained on this electrode when the pO 2 is increased.

Aside from these results, even though the model is able to reproduce the experimental results, a frequency lag has been observed between the simulated and the experimental frequency diagrams. These observations were attributed to an inhomogeneity in the current distribution during electrochemical measurements. This hypothesis has been developed through a small study using the model to simulate the EIS response of a "perfect electrode" by removing the effect of the overall ohmic losses. The simulation curves which perfectly fit with the frequency diagrams confirm the influence of the contact resistance on the electrode behaviour.

The second part of this work provided a relevant comparison of the evolution of the reaction mechanisms and the rate-determining steps between under-and over-stoichiometric (i.e. LSCF versus LNO), as a function of the temperature and oxygen partial pressure. For this purpose, the LNO basic model has been extended into a full elementary kinetics, decomposed into six reactions steps. The detail of the equations is given in Appendix I. By using the same input data (i-V curves, EIS, 3D reconstruction and literature data), the number of variables included in this elementary model is more numerous. However, the conclusions remain similar to the basic model in the case of the LNO described above. Briefly, for the LNO electrode, it was found that the "bulk" and "surface" pathways are favoured under anodic current. On the other hand, under cathodic polarization, only the "surface" pathway remains active due to the limitation of the "bulk" pathway arising from the decrease of the interstitial oxygen concentration in the LNO lattice. On the contrary, for the LSCF, the "bulk" path related to the exchange of oxygen with the material appears to be the dominant path under cathodic current whatever the temperature.

On the other hand, under anodic polarization, the "surface" pathway related to the charge transfer at the TPBls is activated while the bulk path becomes more and more limited. This behaviour has been attributed to the strong decrease of the oxygen vacancies concentration in the LSCF with increasing anodic polarization.

To conclude, the evolution of these reaction mechanisms suggests that La 2 NiO 4+δ (LNO) seems to be more suitable as an oxygen electrode for SOEC operation than LSCF. These results are in good agreement with the experimental measurements that have shown a better performance of LNO than LSCF under anodic current in the electrolysis mode. To conclude, it would seem that the superstoichiometric oxygen or oxygen-deficient composition plays a predominant role in the reaction mechanisms of the oxygen electrode in SOCs.

Chapter IV -PrO 1.833 as a promising oxygen electrode for SOEC: electrochemical performance and durability

The industrial deployment of the electrolysis technology at high temperature (SOEC) is still hampered by key issues related in part to the durability of ceramic cells. It is therefore essential to study the degradation of SOECs in operation. For this, it is a question of studying the microstructural evolutions and the decompositions of the materials in SOEC conditions, according to the temperature and the polarization.

In this context, chapter IV focuses in particular on the investigation of the electrochemical performances and durability of an innovative nanostructured PrO 2) Analyzis of the microstructural evolution by comparing pristine and aged cells with SEM observations 3) Analyzis of the structural and chemical evolutions using synchrotron-based µ-X-ray diffraction (µ-XRD) and µ-X-ray fluorescence (µ-XRF) characterizations for the initial cells and the aged ones. These characterization techniques are relevant for detecting, at the micron scale, chemical elements and phases, and their distribution in the volume of the electrode, the electrolyte, and the interfaces.

Structural characterizations performed on two symmetrical cells with this oxygen electrode, made of PrO 1.833 and LSM, deposited on GDC electrolyte, thermally aged at 700 °C for 1000 h and 800 °C for 700 h to complete the understanding of this durability study without any polarizations.

This study has been published in the Journal of Solid State Ionics (399 (2023) 116316).

Introduction

Solid oxide cells (SOCs) are high-temperature electrochemical energy-conversion devices that efficiently produce clean electricity in the solid oxide fuel cell (SOFC) mode, and green hydrogen in the solid oxide electrolysis cell (SOEC) mode. The high operating temperatures (750-850°C) of the SOCs combined with the high polarizations applied on the electrodes can induce physical and chemical degradation of their components, reducing the lifetime of the cells [1,2]. One of the strategies to mitigate this issue is to reduce the operating temperatures down to 650-750°C range. However, reducing the temperature leads to a decrease in the electrochemical performance due to higher activation energy and lower reaction kinetics, especially in the oxygen electrode. Thus, a significant increase in the oxygen electrode performance is required.

One approach to improve the electrochemical performance of the oxygen electrode is to use mixed ionic and electronic conductors (MIEC) that exhibit high oxygen ion diffusion and surface exchange coefficients. Another approach is to manufacture nanostructured oxygen electrodes with a high specific surface area. Indeed, nanostructured oxygen electrodes deposited by the electrostatic spray deposition (ESD) technique have been proven to reduce substantially the polarization resistance. The ESD process consists of aerosol atomization from a solution of precursors directed to a heated substrate under high electrical voltage [3,4]. The microstructure of the coatings is controlled by the physico-chemical properties of the precursor solution as well as the ESD deposition parameters [5]. As a result, this technique is capable of depositing a variety of electrode microstructures, called dense, columnar or coral, at the nanometer length scales, with properties of high crystallinity and good adhesion to the electrolyte [6,7]. Active functional layers (AFL) made up of MIEC materials such as La 0.6 Sr 0.4 Co 0.2 Fe 0.8 O 3-δ (LSCF) and La 2-x Pr x NiO 4+δ (0 ≤ x ≤ 2) have been designed by ESD and studied as oxygen electrodes for SOCs [8,9]. LSCF deposited on a gadolinia-doped ceria (Ce 0.9 Gd 0.1 O 2-δ , GDC) electrolyte provided an polarization resistance value as low as 0.065 Ω cm 2 at 600 °C, representing one of the lowest values reported in the literature [8]. This film is a bi-layer of an AFL of LSCF deposited by ESD and topped by a screen-printed (SP) current collecting layer (CCL) of the same material. The lowest polarization resistance values among the rare-earth nickelates La 2-x Pr x NiO 4+δ (0 ≤ x ≤ 2) were obtained similarly using a hierarchical double layer microstructure with highly porous coral-type ESD layer as AFL topped by a screen-printed CCL deposited on GDC electrolyte [9]. For example, a polarization resistance value of 0.42 Ω cm 2 was measured at 600°C with an AFL of La 2 NiO 4+δ (LNO, x=0) electrode with a particle size of 150 nm. The polarization resistances were improved by increasing the active surface area at the AFL thanks to the nano-scale porosity and particle size obtained by ESD. A further reduction in R pol down to 0.16 Ω cm 2 at 600 °C was successfully obtained for LNO when a GDC/LNO composite sub-layer was added at the electrode/electrolyte interface [10]. In comparison, Sayers et al. [11] reported a polarization resistance of 3.5 Ω cm 2 at 600 °C for LNO electrode, with particle size of about 1 to 2 µm, deposited on GDC electrolyte topped by a thin compact LNO layer. A lower R pol value of 0.93 Ω cm 2 at 600 °C was reported by Vibhu et al. [12] for screen-printed LNO electrode with particle size of 0.4 µm deposited on 8YSZ electrolyte and GDC barrier layer. Besides, the material composition also has a significant impact on the electrode performance. For La 1.5, while the valence of the Pr cation varies from +4 to +3 when the temperature is increased and/or for a lower oxygen partial pressure. The phases are listed in Table 1 including their symmetry [17,18]. In the range 2 ≥ x ≥ 1.80, the PrO x phases present a face-centered cubic structure (FCC) with a cell parameter, a, varying from 5.393 to 5.482 Å [18]. A rhombohedral phase can be observed for 1.78 ≥ x ≥ 1.71 while the phases with lower x are characterized by a body-centered cubic lattice (BCC) [17]. When x is ranging from 1.5 to 1.7, a BCC cubic structure with a larger cell parameter of 11.07 Å is observed. For x = 1.5, a phase transition to an A-type hexagonal structure can occur, or it can also crystallize in a cubic polymorph (C-type structure) for a specific preparation procedure [19,20]. In [21] it has been shown that the conductivity of these different PrO x phases is decreased when the oxidation degree of Pr is reduced. The transition between the various phases is controlled by the temperature and the oxygen partial pressure [17,22,23]. Hyde et al. [17] provided a detailed study on the influence of these parameters on the phase transitions. However, the formation of these various phases can also depend on other parameters such as the microstructure and the experimental deposition conditions. For instance, the processing, such as the manufacturing method, precursors, heating and cooling rate, could influence the phase transition [24][25][26]. Moreover, the electrode polarization or the applied current could also trigger additional decomposition.

The recent attention on the PrO x as oxygen electrode for solid oxide cells is due to its very high electrocatalytic activity at low temperatures. Indeed, a high oxygen surface exchange coefficient of k* = 5.4×10 -7 cm s -1 , was reported for PrO 1.833 (i.e. Pr 6 O 11 ) at 600 °C [27].

Moreover, it exhibits a mixed ionic and electronic conductivity thanks to the two valence states (+3/+4) of praseodymium and the presence of oxygen vacancies in its fluorite cubic structure [28][29][30]. However, it should be pointed out that it has a low electrical conductivity (i.e. σ < 4 S cm -1 ) for the whole range of SOEC operation temperature [21,27,[30][31][32] compared to a stateof-the-art MIEC material such as LSCF. Nevertheless, its relatively poor conductivity does not seem to lower its electrochemical activity when used as an active layer [33,34] or as an infiltrated catalyst [27,[35][36][37].

For example, a polarization resistance value measured as low as 0.02 Ω cm 2 at 600 °C was obtained for a pure PrO 1.833 electrode deposited on GDC by ESD and topped by a strontiumdoped lanthanum manganite (LSM) [33,38]. Moreover Nicollet et al. [27] reported a low R pol value (0.028 Ω cm² at 600 °C) by infiltrating PrO 1.833 into GDC backbone. Several other studies also revealed a 3 to 10-fold reduction in R pol values for different electrodes infiltrated by PrO x [35,36,39]. Additionally, complete cells manufactured with PrO x as oxygen electrode exhibited high electrochemical performance. Most of the works are using PrO x as an oxygen electrode in the SOFC mode [27,34,37,40]. For instance, Dogdibegovic et al. [37] performed measurements on metal supported solid oxide cells using different oxygen electrode materials such as perovskite, nickelate or praseodymium oxide. The authors reported the highest power density (1.56 W cm -² at 700 °C) when they used the infiltrated PrO x catalyst in the AFL. In SOEC mode, Wang et al. [41] reported a very high efficiency (-1.5 A cm -² at 1.4 V with 50 vol.% steam on hydrogen electrode side at 700 °C).

Despite the good performances obtained with PrO x as oxygen electrode material, the average oxidation state of Pr in operating conditions remains a fundamental question for SOC applications. Indeed, preliminary XRD studies on PrO x electrode deposited by ESD on GDC showed the presence of PrO 1.5 as well as a low quantity of another unknown phase after thermal aging at 900 °C for 10 days in air [18].

In this work, it is proposed to study the performance and the stability of PrO x electrode deposited by ESD onto standard half-cell. A columnar-type AFL deposited by ESD and a screen-printed CCL made of La 0.7 Sr 0.3 MnO 3-δ (LSM) on top were prepared following our previous microstructural optimization [33,38]. The electrochemical measurements have been investigated before and after a long-term test (at 700 °C for 1000 h) under electrolysis mode (-0.5 A cm -², with ratio H 2 O/H 2 =90/10 and steam conversion (SC) of 25%). The microstructure of the electrodes was characterized by scanning electron microscopy (SEM). The structural and chemical stability of PrO x was assessed by synchrotron µ-X ray diffraction and fluorescence with a micrometer scale resolution. Moreover, a thermal aging study was conducted at 700 °C for 1000 h and at 800 °C for 700 h to investigate the thermal stability of the electrode without applied current. Finally, the electrochemical results were discussed in light of the structural and microstructural evolution of the oxygen electrode. 

Experimental

Cell preparation

The oxygen electrode is composed of PrO x as AFL deposited by ESD and topped by LSM (La 0.7 Sr 0.3 MnO 3-δ ) as CCL deposited by screen-printing in a double-layer architecture. ESD works with a heated substrate that moves in X-Y to ensure uniform deposition of the oxide layer on the entire area while the needle is fixed. A metallic circle-shaped screen of 14 mm or 34 mm in diameter is fixed on the substrate to form a circle-shaped deposited layer. For the ESD deposition of PrO 

Electrochemical characterization of cell 3

The complete cell (cell 3) was tested in an in-house test bench depicted in Figure 1. A nickel grid (50 mm in diameter with a mesh density of 100 mesh cm -2 ) was used to collect the current at the hydrogen side. For the oxygen electrode, a gold grid of 100 mesh cm -2 was combined with a fine platinum grid of 3600 mesh cm -2 to optimize the current collection. Besides, a load of 600 g cm -2 was applied to further minimize the electric contact resistances between the metallic grids and the electrodes. The gas tightness of the hydrogen electrode compartment was achieved by a ceramic glass sealing located on the cell periphery. The glass formation was obtained after a treatment at temperature higher than 800°C. The NiO reduction into Ni for the cermet was carried out at 800 °C. The procedure started by sweeping the hydrogen electrode with pure N 2 at a total flow rate of 4 Nl h -1 . Nitrogen was then progressively replaced by H 2 .

After reduction, the open circuit voltage (OCV) was measured in different humidified atmospheres and compared to the theoretical Nernst voltage to verify the gas tightness. Steam was produced by mixing controlled flow rates of hydrogen and oxygen in a combustion chamber within the hot zone. The cell initial performances were then acquired in the SOEC mode, at 700 °C, with 90 vol.% H 2 O and 10 vol.% H 2 at the hydrogen side with a total flow rate of 15.5 Nml min -1 cm -2 and air at the oxygen side. The i-V curves were measured under galvanostatic mode from 0 to 1.6 V. The electrochemical impedance spectra (EIS) were acquire d at OCV, in a frequency range of 10 6 to 10 -2 Hz, with an amplitude of ± 10 mA cm -2 using a potentiostat/galvanostat (Autolab PGSTAT-302N) equipped with a Frequency Response Analyzer module (FRA) and coupled with a 10 A booster. The EIS diagrams were normalized by the electrode surface area (S = 9.08 cm²). The polarization resistance R pol was deduced from the impedance diagram as the difference between the intercepts with the real axis at low frequency (LF) and high frequency (HF). Both polarization curves and EIS measurements were carried out before and after the durability test. The long-term SOEC test was conducted in galvanostatic mode at -0.5 A cm -² and 700 °C, with H 2 O/H 2 ratio of 90/10 and a SC of 25 %.

After the long-term test and the final characterizations, the cell was cooled down to room temperature by supplying the hydrogen electrode with a mixture of nitrogen and hydrogen to maintain the cermet in its reduced state. It is worth noting that all the samples have been cooled down in the same conditions at 1 °C min -1 . Therefore, the differences in phase transitions observed at room temperature with post-test characterizations are due to operation at high temperatures and/or applied polarization. 

Structural and microstructural characterizations

SEM observations

Scanning electron microscopy (SEM, ZEISS Ultra 55 instrument) with a field emission gun (FEG) and an energy-dispersive X-ray spectroscopy (EDX) analyzer, using an acceleration voltage of 20 keV, were used for the electrode microstructure observations and the composition analyses, respectively. The particle size and the electrode thickness were then estimated from SEM cross-sections using an image analysis tool (Image J software).

µ-XRD and µ-XRF characterization

A thin lamella was extracted from each studied sample using a plasma-focused ion beam (p-FIB) Vion (FEI TM ) using Xe + ion source. For the preparation, a cell fragment was placed on a 5-axial motorized stage in the p-FIB vacuum chamber. Adjustments of the height and the inclination of the sample were done to determine the position of the eucentric point. Afterwards, a protective layer in platinum (Pt), with a thickness of 10 µm, was deposited on the top of the electrode using a current of 59 nA. The areas surrounding the sample were milled with a current of 470 nA. It is worth noting that a lower current of 180 nA was used in the final stage of the milling procedure to refine the lamella surfaces in order to prevent any damage to the material.

The isolated lamella was then cut from the cell fragment with a micromanipulator using a low ion current of 180 nA. The detached sample was then fixed on an aluminum pin with a platinum deposit. As shown in Figure 2a, the lamella dimensions are approximately 80 µm, 50 µm and 20 µm for the width, height and thickness, respectively.

The prepared lamella was used for synchrotron X-ray characterizations at microXAS beamline on the Swiss Light Source (SLS), Paul Scherrer Institut (PSI), Switzerland. The procedure has been already detailed in previous works [16,43] and only a brief description is reported hereafter.

A schematic representation of the microXAS beamline setup is shown in Figure 2b. The lamella was illuminated by an X-ray incident beam with a high energy of 17.995 keV, focused by a Kirkpatrick-Baez (KB) mirror system to a spot size of 1 × 1 µm² (horizontal by vertical dimension). The sample was positioned in the focal plane of the X-ray beam and 2D raster scans on horizontal (X) and vertical (Y) directions were performed all over the lamella using a step size of 500 nm. Thanks to the specific beam energy (relatively high, and just below the Zr Kedge resonance) and the thin lamella, the X-ray beam was able to pass through the overall thickness of the samples. Therefore, a 2D diffraction detector was positioned behind the samples to record the XRD patterns in transmission mode. In addition, four silicon drift detectors (SDD; Ketek GmbH, Germany) were positioned at 50° of the incoming beam to collect the fluorescence spectrum [44].

Classical 1D diffractograms were obtained by azimuthal integration of the 2D diffraction rings measured in each point using pyFAI library [45]. The XRD data were then integrated over the horizontal direction (X-direction) for each vertical position of the sample. XRDUA [46] and FullProf softwares [47] were used to identify the phases and the structure of the resulting diffraction patterns. LeBail method was applied to refine the diffraction patterns [48].

International Centre for Diffraction Data (ICDD) database was used as reference for phase identification.

The fluorescence spectra have been fitted using PyMCA [49]. Thus, 2D images of each detected element were generated and post-processed using Image J software. 

Results and Discussion

Performances and durability study of cell 3

Initial performance

The polarization curve of cell 3 was recorded at 700 °C under electrolysis mode, using air at the oxygen electrode side and a gas composition of 90 vol.% H 2 O and 10 vol.% H 2 at the hydrogen electrode side (with a total flow rate of 15.5 Nml min -1 cm -2 ) (Figure 3a). First, it can be noticed that the experimental OCV of 0.875 V is in good agreement with the theoretical Nernst value of 0.881 V in the testing conditions (less than 1% difference). Thus, the gas tightness between the anodic and cathodic chambers is considered to be ensured. Secondly, a current density of -1 A cm -2 was reached for a cell voltage of 1.4 V and a SC of 50 %. This level of performance is consistent with expected values in these operating conditions [50,51].

Nevertheless, the cell performance is lower than those reported by Wang et al [41] who obtained initial performances of -1.5 A cm -2 at 1.4 V for a PrO 1.833 electrode and -2.64 A cm -2 at 1.4 V for a composite PrO 1.833 -SDC (samarium-doped ceria) electrode. The lower performance in this study could be ascribed to the relative strong activation overpotentials, which can be observed in the polarization curve at low current densities (Figure 3a in black). They are consistent with the relatively high polarization resistance determined on the impedance diagram measured at OCV (R p = 0.78 Ω cm², Figure 3b in black). The spectrum presents a small arc at high frequencies usually assigned to the hydrogen electrode together with the ionic transfer between the GDC barrier layer and the oxygen electrode [52][53][54]. A second contribution arises at intermediate and low frequencies. This contribution is generally associated to the oxygen incorporation in the O 2 electrode material convoluted with the gas diffusion and conversion [52,53]. As it represents a large part of the polarization resistance, there might still be room for the optimization of the micro-and nano-structure of the oxygen electrode. Besides, even if the electrochemical activity of PrO x is very high [27,38], its electrical conductivity remains limited (i.e. 3.7 S cm -1 at 800 °C for x=1.833 [27]). In this condition, the ESD layer in pure PrO 1.833 could add a supplementary resistance. Nevertheless, the cell performances are not far from the state-of-the-art values for typical SOCs. 

Long-term SOEC test

The durability study of cell 3 was conducted at 700 °C in SOEC mode at a current density of -0.5 A cm -² (SC=25 %) for 1000 h under H 2 O/H 2 =90/10. The evolution of the cell voltage is plotted as a function of the elapsed time in the Figure 4. At the beginning, the curve exhibited a rapid increase of the cell voltage from 1.16 V at t = 0 h (t 0 ) to 1.2 V at t = 100 h. Similar initial degradation was observed in the literature for other electrodes with the same hydrogen electrode supported cells [55] and it is usually ascribed to a microstructural evolution in the cermet [53,56]. After 100 h, the degradation tended to stabilize towards a steady-state regime so that the cell voltage versus time exhibited a linear evolution. According to equation 1, a degradation
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Eq. 1 rate of ~ 5.8 % kh -1 (correspondingly 69 mV kh -1 ) was estimated from this linear region. It is worth noting that the degradation rate reported in this work cannot be directly compared to the literature values since the operating conditions are different. Nevertheless, it can be stated that the measured degradations are in the average of what can be observed currently [55,[57][58][59].

Among the lowest reported values for single cells, The et al. [56] observed a degradation of 0.98 % kh -1 and 3.8 % kh -1 using H 2 O/H 2 =80/20 at -0.75 A cm -² for 6100 h and -1 A cm -² for 9000 h with classical LSCF electrode at 780°C. The measured degradation (Figure 4) can originate from the reactivity between the different components (air electrode, barrier layer, electrolyte …). A reactivity between GDC and PrO 1.833 was already observed for powders calcined at 600°C leading to the formation of Ce 1-x Pr x O 2-δ (CPO) [35] but it is reported in the literature that this phase usually enhances the performance of SOC electrodes [60,61]. Another investigation of the reactivity between 8YSZ and PrO 1.833 at 900 °C led to the formation of the insulating Pr 2 Zr 2 O 7 [34]. On the other hand, Sharma et al. [38], reported a good stability between the ESD deposited PrO 1.833 and GDC electrolyte up to 800°C for 10 days in air.

However, they observed a partial decomposition of PrO 1.833 into PrO 1.5 (i.e. Pr 2 O 3 ), and another unknown phase in similar conditions but at 900°C. In the following, the main causes of the observed degradations in cell 3 are investigated. An i-V curve and an impedance diagram were recorded after the long-term test in similar conditions as the ones of the initial characterization (Figure 3a and 3b in red). A significant performance loss is observed in Figure 3a. Indeed, the current density of -1 A cm -2 at 1.4 V measured at t = 0 h falls down to -0.65 A cm -2 after 1000 h of operation. It can be noticed that this loss of cell performances is consistent with the degradation rates measured on the durability curve.

The evolution of the impedance spectrum at OCV is displayed in Figure 3b before and after the durability test. An increase of the series resistance and the high frequency contribution is clearly observed. Both changes could be explained by a Ni migration away from the electrolyte interface when the cell was operated in SOEC mode and/or a reactivity at the interface between the barrier layer and the oxygen electrode hindering the ionic transfer [52,53]. However, from these measurements, it is difficult to dissociate the contributions of the two electrodes (anode or cathode). Therefore, in order to better identify the origin of these degradations, several posttest characterizations, including SEM observations and synchrotron µ-X-ray diffraction and fluorescence were carried out.

Post-mortem microstructural characterization

3.2.1 Microstructural characterization of the hydrogen electrode SEM micrographs of polished cross-sections are displayed in Figure 5 for the pristine sample and cell 3 (after aging at 700 °C for 1000 h under current). The comparison of the two images reveals a loss of Ni at the interface between the electrolyte and the cermet, Ni coarsening as well. Indeed, it is well established that Ni migration away from the electrolyte interface occurs in the hydrogen electrode in the SOEC mode [52,53]. This microstructural evolution is in good agreement with the increase of the series resistance and the high frequency arc observed in the impedance spectra and the Bode plots (Figure 3b and3c). Indeed, the Ni loss induces some depleted zones at the vicinity of the electrolyte interface resulting in an increase of the cell ohmic resistance. On the other hand, the decrease of the active triple phase boundary lengths (TPBls) limits the charge transfer reactions and thus increases the high frequency contribution in the impedance spectrum [62]. 

Microstructural characterization of the oxygen electrode: comparison of cell 3 with the pristine cell

The oxygen electrodes were observed by SEM before and after long-term operation. Several SEM micrographs in Figure 6 show the electrolyte, the barrier layer and the double-layered oxygen electrode for pristine cell and cell 3.

First, for the pristine electrode (Figure 6a andb), the columnar microstructure of the ESD deposited PrO x AFL appears uniform, with a quite good reproducibility to the previous work [38]. Moreover, the contact area between PrO x and LSM remains rather poor and could be further improved to facilitate the current conduction. This remark could thus explain the relatively high activation overpotentials observed in the polarization curves along with the resistance of the intermediate and low frequency contribution in the impedance spectra.

The comparison of the microstructure of the AFL in the pristine cell (Figure 6a andb) and the one in the cell 3 (Figure 6c andd) reveals a noticeable grain growth of the PrO x particles. Indeed, the grain size was found to be around 3-fold larger for the cell 3 than for the pristine cell (respectively, around 120 nm in average (Figure 6d) against around 40 nm (Figure 6b)). The grain growth with long-term operation could reduce the performance of the oxygen electrode by deteriorating the nano-scale microstructure. Consequently the kinetic rate for the reaction of oxygen exchange at the PrO x /LSM interface is expected to be lowered [63]. This evolution is expected to affect the intermediate frequency contribution in the impedance diagram [54].

However, as shown in Figure 3b, before and after aging, there is no difference in the impedance response in the medium frequency band. Therefore, despite the grain growth, the cell performance loss cannot be attributed to the oxygen electrode's microstructural degradation over time.

The evolution of the ohmic resistance and the high frequency contribution in the impedance spectra could be explained by a delamination at the electrode/electrolyte interface after longterm tests [64] . However, in this work, a good adhesion between the different layers seems to be preserved after operation (Figure 6c andd). 

Post-mortem structural and elemental characterizations

Pristine oxygen electrode

The characterization of the pristine cell allows assessing the initial state of the oxygen electrode.

For this purpose, local µ-XRF and µ-XRD data were acquired on the oxygen electrode as well as the barrier layer and a part of the electrolyte. Interdiffusion of elements and possible reactivity between the layers can thus be revealed by plotting the distributions of elements and material phases across the cell layers.

The elements map extracted from the µ-XRF data is shown in Figure 7 for the pristine cell. For the sake of clarity, only some of the elements, namely zirconium (Zr), cerium (Ce), praseodymium (Pr) and lanthanum (La), are plotted on an area including a part of the 8YSZ electrolyte and the PrO x /LSM electrode. As expected, no noticeable interdiffusion of elements is observed after the electrode sintering performed at low temperature (i.e. 600 °C, cf. section 2.1). 1 and2). Therefore, the PrO x phase in the pristine sample is slightly reduced compared to the expected PrO 1.833 (i.e. Pr 6 O 11 ). This phase evolution should be ascribed to the electrode sintering treatment at 600 °C for 2 h in air. Indeed, as already mentioned, PrO x tends to be reduced when exposed to high temperatures [17,66]. When passing from GDC/PrOx interface to the LSM/PrOx one, peaks associated to the GDC, YSZ and NiO phases were found to considerably decrease while an increase of the intensity of the LSM peaks has been detected. A low quantity of LSM close to the GDC/PrO x interface can be explained by the shape of the ESD layer (cf. the available data in the literature [67]. In addition to PrO 1.80 and GDC, a praseodymium hydroxide Pr(OH) 3 phase was detected but only at the GDC/PrO x interface as shown in Figure 8a and Table 2. This hydroxide phase appears during the cell manufacturing and is consistent

In the following, samples thermally aged at 700 and 800 °C (cell 1 and cell 2) and the complete cell aged in the SOEC mode (cell 3) at 700 °C were compared to differentiate the influence of temperature and current on the electrode stability.

Thermally aged cells: cell 1 and cell 2

As for the pristine cell, no specific interdiffusion of elements between the cell layers has been found with the µXRF characterizations for cell 1 and cell 2. However, the µ-XRD analyses of both cells revealed phase transitions into other secondary phases belonging to the praseodymium oxide system. 1 and2).

It can be noted that this structure exhibits some characteristic peaks appearing at 2θ = 6.04°, 7.68°, 9.34°, 9.78°. Consequently, as already observed in the literature [23,66], the thermal ageing at 700°C has induced a further reduction of the praseodymium oxide. However, the PrO 1.714 formation at around 700 °C should not be detrimental for the electrode performance as PrO 1.714 remains a mixed ionic-electronic conductor which is expected to be electrochemically active [27]. Besides, Pr(OH) 3 phase is still visible in the vicinity of the GDC/PrO x interface, as similarly observed in the pristine cell. Therefore, Pr(OH) 3 did not totally disappear after annealing at 700 °C under atmospheric condition. This could be due to some traces of humidity in air [70]. Finally, three peaks at angles 2θ = 5.89°, 12.94° and 13.11° were not fitted and correspond to may be more than one minority phases.

The diffractogram recorded at the LSM/PrO x interface for the cell 1 is shown in Figure 9b.

Similarly to the GDC/PrO x interface, PrO 1.714 and Pr(OH) 3 phases are detected. By comparing both diffractograms in Figure 9a and 9b, the peak intensity of Pr(OH) 3 appears clearly lower at the LSM/PrO x interface, while the one for PrO 1.714 remains roughly the same as the one at the GDC interface. Finally, the same unidentified minority peaks are still visible in the bulk of the electrode, but at lower intensity. 1 and2). Therefore, increasing the annealing temperature from 700°C to 800 °C has reduced PrO 1.714 into PrO x (1.5 < x < 1.7) in the whole electrode. This evolution driven by the temperature at 800°C is quite unexpected, as it should occur at higher temperature under air [17]. In our case, this transition at relatively low temperature could be explained by the nanometer grain size of the ESD layer that would promote the phase transition. In other words, the very small crystal grains, which are typical of the ESD layer, are very reactive in such way that the PrO x reduction should arise at lower temperatures compared to more standard microstructures. 

Long-term durability test of cell 3 in SOEC mode

Cell 3 operated at 700 °C under anodic current (-0.5 A cm -2 ) was characterized by µ-XRF and µ-XRD. Even under polarization, no significant interdiffusion has been detected by the fluorescence analyses (Figure S1). A similar conclusion was reached by energy dispersive Xray spectroscopy (EDX) analyses (Figure S2). However, as for the cell aged at 700 °C without current, structural transitions of PrO x have been highlighted thanks to the µ-XRD analyses (Figure 11). The diffractograms obtained at GDC/PrO x and LSM/ PrO x interfaces are plotted in Figures 11a and11b, respectively.

The phase refinement at the barrier layer interface (Figure 11a) indicates the presence of two crystalline phases. First, as expected for this operating temperature and in good agreement with the thermally aged sample, the main peaks of the diffractogram are related to PrO 1.714 (R3, No.

148) (i.e. Pr 7 O 12 , Tables 1 and2). More surprisingly, typical peaks associated to cubic crystal structure (Ia3, No 206) can be also noticed in the diffractogram. A lattice parameter of 11.147 Å has been obtained by Lebail refinement. This phase could thus correspond to a PrO x in the range of 1.5 < x < 1.7 for the BCC structure.

On the other hand, at the current collector interface (Figure 11b), only the phase PrO 1.714 has been observed refined with a = b = 10.275 Å and c = 9.584 Å. These values are in good agreement with the lattice parameters obtained for the pristine cell and the thermally aged sample at 700 °C (cell 1). Additionally, the same unknown peaks observed in the cell 1 are also present in the bulk of this sample (2θ = 5.89°, 12.94° and 13.11°, 25.89°) as shown in Figure 11b. It can be mentioned that some studies reported a reactivity between GDC and PrO x leading to the formation of Ce 1-x Pr x O 2-δ (CPO) [35]. However, the characteristic peaks for CPO were not detected in our case. From this analysis, it appears that the main phases detected in the bulk of the ESD layer after a long-term operation under current (cell 3) are similar to the ones detected in the thermally aged sample at 700 °C for 1000 h (cell 1) except for Pr(OH) 3 . Finally, a small amount of Ni was observed in the bulk of cell 3, which could be due to a contamination during the preparation of the lamellae. From an electrochemical point of view, even though PrO 1.714 has a slightly lower electrical conductivity than PrO 1.833 [21,31,72] (i.e. total conductivity: σ = 8.4x10 -2 S cm -1 for PrO 1.833 and σ = 1.7x10 -2 S cm -1 for PrO 1.714 and at 600 °C in the pO 2 range from 2 to 15 mm Hg [31]), the detection of this phase can be considered as not limiting since PrO 1.714 remains electrochemically active. However, as mentioned in the introduction, the electrical conductivity of the PrO 1.5<x<1.7 phase detected at the interface with the barrier layer is even lower than the one of PrO 1.714 . The presence of this phase is not expected to affect the electrochemical reaction of oxygen incorporation/excorporation taking place at the top surface of the ESD layer (cf. section 3.2.2). However, it could add a supplementary ohmic resistance that could be consistent with the series resistance increase observed in the impedance spectra (Figure 3b).

In our case, the presence of PrO 1.714 at the electrochemical interface suggests that the oxidizing condition due to the electrolysis operation is not sufficient to trigger a phase transition towards a more oxidized phase. However, the origin of the PrO 1.5<x<1.7 BCC structure identified at the barrier layer interface is more challenging to interpret. Indeed, the oxidizing condition should prevent a further reduction of PrO 1.714 at 700°C. In our case, it could be proposed that the PrO 1.5<x<1.7 BCC structure could be a result of the decomposition of Pr(OH) 3 which was present at the interface as identified on the pristine cell (Figure 8). Indeed, a transformation from Pr(OH) 3 to c-Pr 2 O 3 at high-temperature (> 770 K) has been already reported by Gasnier et al [20]. It could be also suggested that a slight inter-diffusion, which was not detected by the µXRF and EDX analyses, could arise at the interface. Indeed, the diffusion of Gd into PrO x could lead to Pr 1-x Gd x O 2 phase that also exhibits a BCC structure [73]. However, the lattice parameter of this compound is not consistent with the one identified in this work. Finally, a small dissolution of Pr into the GDC barrier layer cannot be excluded. Therefore, further investigations are still required to explain the small quantity of PrO 1.5<x<1.7 detected at the barrier layer interface.

Finally, all the results are summarized in Table 3 with the typical PrO x phases, expected versus temperature and pO 2 with their crystallographic data. It is worth to note that these phases are characterized by micron grain sizes. In addition to PrO x phases, we have also reported Pr(OH) 3

which has been detected in some samples. As a general matter from this study, it has been found that the transition of PrO 1.833 towards more reduced phases is mainly driven by the temperature without a huge impact of polarization. 

Conclusion

In this work, we reported the performance and stability of nanostructured PrO 1.833 used as an AFL of the oxygen electrode for SOECs. For this purpose, PrO 1.833 was deposited by ESD on GDC pellets that were thermally aged at 700 °C for 1000 h and 800 °C for 700 h, respectively.

For the long-term stability tests under current, screen-printed CCL made of LSM was deposited on top of PrO 1.833 on a standard half-cell composed of a Ni-YSZ support, a thin YSZ electrolyte and a GDC barrier layer. The complete cell was operated in electrolysis mode at 700 °C and -0.5 A cm -2 for 1000 h. Rather good initial performance and reasonable degradation rate of 5.8 % kh -1 were measured. Impedance spectra recorded before and after the long-term test revealed an increase in the pure ohmic resistance and the contribution at high frequencies. On the other hand, the durability test had no effect on the medium and low frequencies in the impedance spectra. SEM observations have shown that a Ni particle coarsening and migration away from the hydrogen electrode/electrolyte interface occurred in operation. This microstructural evolution could explain a significant portion of the evolution of the impedance spectra. Additionally, the phase and chemical stability of the oxygen electrode was thoroughly investigated by SEM-EDX and synchrotron µ-XRD and µ-XRF measurements with micrometer size resolution. A substantial grain growth in the ESD layer was observed after thermal aging and cell operation. However, it seems that this evolution does not affect the performances as the intermediate frequencies related to the oxygen electrode remain stable upon operation.

Besides, SEM-EDX and µ-XRF analyses did not reveal a noticeable elemental interdiffusion between the different layers. On the other hand, the µ-XRD characterizations at the interface and the bulk of the oxygen electrode shed light onto the phase transitions of PrOx depending on the operational conditions. Indeed, structural transitions of PrO 1.833 towards more reduced phases has been observed in all the samples. As expected, the pristine electrode sintering at 600°C leads to the formation of the cubic PrO 1.80 . Moreover, the thermal aging at 700°C has induced a phase transition into the rhombohedral PrO 1.714 . In our case, it has been found that the thermal aging at 800°C has led to a phase transition into a more reduced PrO 1.5<x<1.7 phase with a BCC structure. For the cell operated in electrolysis mode, PrO 1.714, which is still electrochemically active, has been mainly detected in the ESD layer despite the anodic polarization. Therefore, the polarization under oxidizing condition seems to not affect the oxidation state of Pr. In other words, the phase transition seems to be only driven by the temperature. Finally, a slight amount of PrO 1.5<x<1.7 with a BCC structure has been identified at the barrier layer interface. Although the origin of this phase transition is still unclear, it could participate into the increase in the ohmic resistance since its electrical conductivity is expected to be lower than the one of oxidized PrO x . From the electrochemical measurements, rather good initial performance (-1 A cm -² at 1.4 V with H 2 O/H 2 = 90 vol. %/10 vol. % at 700 °C) has been reported. However, it seems to be limited by a strong activation overpotential observed in the i-V polarization curves. On the other hand, a reasonable degradation rate of 5.8 % kh -1 has been measured for the long-term test performed at 700 °C under polarization of -0.5 A cm -2 during 1000 h. Moreover, an increase of the series resistance and the high frequency contribution after the long-term test have been observed. This evolution in the impedance spectra have been attributed to the Ni migration observed at the hydrogen electrode/electrolyte interface. On the other hand, no delamination or cracks have been detected in the oxygen electrode. The microstructural analyses showed only an increase of nearly 3 fold of the ESD particle size compared to the pristine cell. This particle growth which should affect the intermediate and low frequency contributions in the impedance diagrams. However, this behavior does not appear in the observations of the impedance spectra.
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General conclusion of the chapter IV

Thus, a large proportion of the measured degradation can be attributed to Ni evolution at the hydrogen electrode. However, phase transitions of the PrO 1.833 also seem to have impacted the overall cell degradations. Indeed, the lamellas extracted from the pristine and aged cells characterized by synchrotron X-ray reported phase transformations of PrO 1.833 into more reduced PrO x phases. In the context of this work on nanostructured electrodes, in these operating conditions, it appears that this phase transition is driven by the temperature. To the point, structural characterization revealed the presence of a slightly reduced PrO 1.8 phase instead of the expected PrO 1.833 phase for the pristine cell sintered at 600°C for two hours in air.

This evolution is pursued for the thermally aged cells. A transition into the phase PrO 1.714 (i.e.

Pr 7 O 12 ) is predominating for the sample aged at 700 °C for 1000 h. Finally, peaks corresponding to a body-centered cubic (BCC) structure attributed to PrO x with x in the range of 1.5 to 1.7 have been identified in the whole electrode diffractograms for the sample aged at 800 °C for 700 h. In the particular case of the sample aged at 700 °C under polarization of -0.5 A cm -2 for 1000 h, the phase refinement has yielded some interesting results. As expected at this operating temperature, the analysis of the diffractograms indicates main peaks attributed to the phase PrO 1.714 through the entire ESD electrode thickness. However, a more in-depth view in the diffractogram revealed some additional peaks at the GDC/PrO x interface. These peaks have been identified with BCC crystal structure that could correspond to the more reduced phase PrO 1.5<x<1.7 . The reduction into PrO 1.714 would be due to a thermal effect since this phase also appeared on the sample thermally aged at 700°C. This phase transformation should not affect the electrode and cell performances as PrO 1.714 is expected to remain electrochemically active unlike the presence of the more reduced phase PrO 1.5<x<1.7 phase which appears to be less conductive. Indeed, according to the literature (c.f. chapter I and article in the chapter IV), the conductivity of these praseodymium oxides phases PrO x is decreased towards the more reduced phases. Therefore, the presence of this PrO 1.5<x<1.7 phase at the GDC/PrO x interface could add an additional ohmic resistance. This observation is consistent with the increase in series resistance observed in the impedance spectra after the long-term test. The origin of this phase transformation is not yet fully understood. Several hypotheses have been put forward to explain this transition. Firstly, it could be the result of the decomposition of Pr(OH) 3 which was present at the identified interface on the pristine cell as reported in some literature studies. Nor does it explains why it would not show up on the cell thermally aged at 700 °C. The other hypothesis suggests that this phase would not be PrO 1.5<x<1.7 but rather a phase with the same crystalline structure resulting either from (i) an inter-diffusion at the barrier layer or (ii) small dissolution of Pr into the GDC. Preliminary research has been unable to find a phase with lattice parameters that would allow the indexation of the identified peaks. Thus, the understanding this phenomenon requires further investigation.

To conclude this study, one could say that PrO 1.833 (i.e. Pr 6 O 11 ) seems to be an interesting material for SOCs application. Indeed, moderate degradation rate (i.e. ~ of 5.8 % kh -1 ) have been measured for the operating conditions used in this work. On the other hand, the O 2 electrode does not seem to suffer from major delamination. Moreover, the structural analyses did not reveal any element diffusion or significant reactivity with the other materials of the cell, which is one of the major causes of degradation on the classical materials. This being said, the phase transformations undergone by PrO 1.833 could be limiting for future applications. It is therefore necessary to better understand (i) the effective impact of these phases on the performance of the electrode (ii) the origin of these decompositions and (iii) evolution of these phases under more severe operating conditions such as higher current density. Besides, the activation overpotentials measured on the i-V curves seem to limit the performance of this electrode. Indeed, polarization curves have been measured, under the same conditions, on other cells composed of this PrO 1.833 ESD electrode by modifying either the current collector or the half-cell support. The results, provided in Appendix II, reported these activation overpotentials for all the cells, suggesting that it is related to the functional layer. It would be thus interesting to study other electrode architectures to overcome this phenomenon.

EIS diagrams has evolved from a Gerischer-type element at 650 °C to a more depressed semicircle at higher temperatures (700 and 750 °C). This evolution suggests a change in the reaction mechanism, which will be discussed afterwards through the model. Finally, the effect of the oxygen partial pressure on the LNO electrode response has been also investigated. The EIS diagrams recorded at 700 °C and OCP for pO 2 range of 0.15 -1 atm have shown a decrease in polarization resistance when increasing the oxygen partial pressure has been recorded. This Moreover, the evolution of the slope of the EIS diagrams as a function of the temperature has been attributed to a transition from the bulk path to the surface path. Indeed, at OCP and 650 °C, the reaction mechanism is controlled by the bulk path. Then, when increasing the operating temperature, the contribution of the surface path increases. Finally, whatever the current density, the bulk path seems to be more and more favored when increasing the pO 2 . This behavior is attributed to an increase in the concentration of the oxygen ions in interstitial sites with the oxygen partial pressure. The reaction mechanism for this over-stoichiometric material has been compared and deeply discussed with the classical under-stoichiometric LSCF electrode. From this study, it has been shown that LNO is a very promising material for SOEC operation. Besides, its performances can be still improved by microstructural optimization.

To date SOECs are known to suffer from long-term durability issues. In chapter IV, we undertook a durability study of an oxygen electrode material made of PrO 1.833 , characterized by excellent catalytic properties. Indeed, in a previous study, we found that PrO 1.833 , which is a decomposition product of LPNO after aging, is an electrochemically active oxygen electrode The equations of the considered reactions and the corresponding kinetic rates for LNO are listed in the Table 1 using the Kröger-Vink notation.

Kinetic rates -The kinetic rates are expressed as a difference between the forward and backward reactions for the anodic and cathodic polarizations (Table 1). In this frame, the forward and backward kinetic constants are linked together through the thermodynamic constant (Table 2). A classical Butler-Volmer formalism was used in the expression of the kinetic rates of ionic transfer reaction (R1) at the CGO/LNO interface (Eq. 1 -Table 1), the charge transfer at TPBls (R3) (Eq. 3 -Table 1), and the oxidation/reduction reactions (R2 and R4) (Eqs. 2 and 4 -Table 1). Indeed, in addition to the direct oxidation at the TPBls (R3), the charge transfers that take place at the LNO surface (R2 and R4) are classical electrochemical reactions for which the classical Butler-Volmer can be used. On the other hand, even if there is no change in the oxidation state between the reactant and the product for the ionic transfer reaction (R1), it is assumed that the reaction is affected by the electrical field between the electrode and the electrolyte. Thus, the kinetic rate is dependent on the local electrode potential E(Z)

𝐸 𝑧 = 𝜑 K9-𝑧 -𝜑 bc-𝑧 = -𝜇 + ,;<= > 𝐹 -𝜇 ¡ =,q»= •• 2𝐹 Eq. 13

where 𝜇 ¡ =,q»= •• and 𝜇 + ,;<= > are the electrochemical potentials for the oxygen vacancies in CGO and for the electrons in LNO, respectively.

Besides, for the charge transfers that take place at the surface of the electrode (R2 and R4), the kinetics rates of the reactions are affected by the surface electrostatic potential step 𝜒 [2].

Indeed, because of the accumulation of oxygen ions on the surface of the electrode, a double layer can arise at the LNO/gas interface. This behaviour leads to a surface electrostatic potential step 𝜒 expressed as follows 𝜒(z) = χ K9- ß&$7 -χ K9- %&'( = 𝛤𝐹𝜃 -: ;<= > (𝑧) 𝐶 #$ àáâãäåae Eq. 14

Finally, the kinetic rates of the association and desorption steps, respectively (R5) and (R6) (Eqs. 5 and 6 -Table 1), are expressed by a classical expression of a pure chemical reaction.

The surface species are assumed to be adsorbed on the same sites at the surface of the electrode.

Thus, the Langmuir hypothesis considering a monolayer of adsorbates without interaction can be used 𝜃 %, ;<= + 𝜃 -:,;<= > + 𝜃 -:, ;<= + 𝜃 -8:,;<= = 1 Eq. 15

where 𝜃 D is the surface coverage of respectively the free site and the adsorbates (oxygen adions, neutral ad-atoms and ad-molecules).

Furthermore, the kinetic rates also depend on the corresponding microstructural properties of the material. The ionic transfer R1 is linked to the CGO/LNO specific surface area (S p CGO/LNO ) while the direct oxidation/reduction at TPBs (R3) is dependent on the density of active phase at TPBls (ξ TPBs ). For the reactions that take place at the surface of the LNO electrode, the kinetic rates are proportional to the LNO/gas specific surface area (S p LNO/gas ).

Moreover, all the reactions are assumed to be thermally activated. Thus, the kinetic constant k i is expressed according to an Arrhenius law 𝑘 D = 𝑘 E,D exp -𝐸 )*],D 𝑅𝑇 Eq. 16

where 𝐸 )*],D is the activation energy.

Transport phenomena and conservation equations -

The equations related to the mass and charge transport are expressed in Table 3. The ionic current in CGO (Eq. 17 -Table 3) and electronic current in LNO (Eq. 23 -Table 3) have been expressed using the classical Ohm's law. It should be noted that in this model, the evolution of electronic conductivity with temperature is considered to be negligible. On the other hand, the dependency with the oxygen partial pressure is assumed. Thus, the electronic conductivity has been calculated following the power law equation 𝜎 + > = 𝜎 n (𝑝 -8 ) 7 Eq. 33

On the other hand, the ionic conductivity in the CGO is thermally activated. Thus, the values have been expressed using Arrhenius law according to the activation energy (E a = 65 kJ mol -1 ) provided by Kim et al. [3].

The fluxes of the adsorbed oxygen species and the solid-state diffusion of the interstitial oxygens in the LNO follow a classical Fick's law. The diffusivity of the oxygen adsorbed on the LNO surface is supposed to be thermally activated. However, there is limited available information about the values of these diffusion coefficients. Therefore, these parameters have been implemented in the model as unknown data and have been fitted through the polarization curves.

The gas transport in the electrode porosities is described by the Dusty Gas Model (DGM) that combines a molecular and Knudsen diffusion (Eq 21). where M i is the to the molecular weight and V i the Fuller diffusion volume for the i-species (V i found from [4]).

The Knudsen coefficient (𝐷 7,-8 ) is expressed by chemical diffusivity D chem has been fitted from the i-V curve for the three investigated temperatures. It has to be specified that, the estimation of the D chem is around one order of magnitude higher than the ones reported in the literature [5][6][7][8]. The reason of this discrepancy is not fully understood. The diffusivity of the adsorbed species at the surface of the electrode are unknown parameters and thus, fitted in the experimental i-V curves. The electronic conductivity in LNO have been estimated through the Eq. 33 for the investigated oxygen partial pressure by considering the 𝜎 n ≈ 86 S cm -1 and an exponent k of 0.07 provided by Jeon et al. [9]. The evolution of the ionic conductivity of the CGO with the temperature has been calculated by following an activation energy E a ≈ 65 kJ mol -1 [10]. The concentration of interstitial oxygen at equilibrium 𝑐 -. // +0 has been evaluated with the equation 36. For the calculation, the LNO oxygen over stoichiometry values (δ eq ) as a function of the temperature at pO 2 = 0.21 atm were deduced from Nakamura et al. [11] and the lattice parameters were taken from Flura et al. [12]. On the other hand, the maximum concentration 𝑐 -. // 1)2 has been calculated by assuming that the LNO saturation in interstitial oxygen is reached for δ max ≈ 2.

The double layer capacitance, C dl has been fixed at 10 F m -2 for the LNO electrode. Finally, two assumptions have been considered in the kinetics parameters for model calibration. First, the ionic transfer reaction at the CGO/LNO interface (R1) has been considered as not limiting (k+ >> 0). Second, the associative reaction on the LNO surface (R5) has been considered to be very fast. In summary, the kinetic constants for the reactions (R2), (R3), (R4) and (R6) as well as the surface coverages and the surface diffusivities, remain unknown. with pure LSCF electrode. This cell has been also tested in our test bench, with the same conditions, in order to have a relevant comparison.

Tables

(i) Electrochemical measurements

For all the investigated cells, the polarization curves have been measured at 700 °C under electrolysis mode, with 90 vol.% H 2 O + 10 vol.% H 2 in the hydrogen side with a total gas flow of 15.5 Nml min -1 cm -2 and air in oxygen side with SC = 50% at i = -1 A cm -2 . 
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Figure 1 :

 1 Figure 1: Evolution of energy consumption in the world with projection for the year 2040 (source:U.S. Energy information administration[1]).

Figure 2 :

 2 Figure 2: Comparison of different energy storage systems [4].

  second chapter starts with the technical description of the manufacturing techniques employed in the thesis combining electrostatic spray deposition (ESD) and screen-printing (SP). In a second step, a description of the characterization techniques used is given (scanning electron microscopy, laboratory X-ray-diffraction (XRD), synchrotron µ-X-ray-diffraction and µ-fluorescence). Finally, the experimental setup for the electrochemical characterizations of each of the studied cells (LNO and PrO 1.833 ) is described.The third chapter is devoted to the study of reaction mechanisms governing the electrochemical behavior of La 2 NiO 4+δ (LNO). The chapter is divided into two parts. The first part describes the development and the validation of a micro-scale model. This model which considers two reaction pathways (i.e. bulk and surface paths) allow to describe the main reaction mechanisms controlling the LNO under both SOEC and SOFC modes A set of experiments performed on a symmetrical cell using a three-electrode setup has been specifically conducted to validate this model. In the second part of the chapter, a comparison is carried out between the reaction mechanisms of the over-stoichiometric La 2 NiO 4+δ (LNO) to the classical oxygen under-stoichiometric La 1-x Sr x Co y-1 Fe y O 3-δ (LSCF). The details of the LNO model extended to elementary reactions used in this second part will be provided in appendix.The fourth chapter is dedicated to the electrochemical, microstructural and structural characterization of a nanostructured PrO 1.833 as oxygen electrode for SOEC application. This chapter deals with a durability study of a complete SOEC based on an oxygen electrode, PrO 1.833 , topped by a current collecting layer (CCL) made in strontium-doped lanthanum manganite (LSM). The long-term test is performed at 700 °C for 1000 h in SOEC mode (at -0.5 A/cm²). Characterizations of the pristine and tested cells have been carried out using SEM, µ-XRD and µ-fluorescence to detect and understand the microstructural and structural evolutions of the oxygen electrode at a micrometer scale. This study has been complemented with a comparison conducted with thermally aged samples (700 °C for 1000 h and 800 °C for 700 h) in order to better understand the evolution of the praseodymium phases. Some conclusions are given in the last part and some perspectives are proposed to reinforce the current results.Chapter I Literature review on solid oxide cells (SOCs)Chapter I: Literature review on solid oxide cells (SOCs)This chapter I is an overview of the state of the art of solid oxide cells (SOCs). An introduction to the general operating principle as well as the types of architectures of SOCs is presented. The second part of this review is focused on the various materials used in solid oxide cells, with particular attention to the oxygen electrode components. A subsection is dedicated to each of the materials selected for this study, namely: Ln 2 NiO 4+δ (Ln = La, Pr) and PrO 1.833 .
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 1 Figure 1: Solid oxide cell operating principle (a) SOEC mode (b) SOFC mode [1].

Figure 2 :

 2 Figure 2: Energy demand for the steam electrolysis [3].

Figure 3 :

 3 Figure 3: Single-cell configurations (a) Electrolyte-supported cell (b) Electrode-supported cell (c) Metal-supported cell [10].

Figure 4 :

 4 Figure 4: Variations in ionic conductivity at 1000°C for (ZrO 2 ) 1-x (Me 2 O 3 ) x (Me = metal) with different Me content [18].

Figure 5 :

 5 Figure 5: Evolution of the ionic conductivity as a function of the temperature for electrolyte materials [19].

Figure 6 :

 6 Figure 6: Schematic representation of the reaction at the TPBs (a) single-phase electronic conductor (b) composite electrode (c) MIEC conductor (reproduced from [33]).

Figure 7 :

 7 Figure 7: Crystal structure of (a) simple perovskite (b) double perovskite (c) Ruddlesden-Popper (RP) phase (adapted from [57]).

  has a fluorite structure while Pr 2 O 3 has either a hexagonal phase (h-Pr 2 O 3 ) or cubic phase (c-Pr 2 O 3 ). The intermediate phases PrO x (1.5 < x < 2) are oxygen deficient structures of the fluorite structure (i.e. PrO 2-δ ). The transition between the various phases is widely controlled by the temperature as well as the oxygen partial pressure [70-73].

Figure 8 :

 8 Figure 8: Differential thermal analysis on sample of Pr 6 O 11 (i.e. PrO 1.833 ) [73].

Figure 9 :

 9 Figure 9: Growth of the porosities in the YSZ electrolyte (a) Schematic representation of the evolution along the cell (b) TEM image of the porosity along the grain boundaries in the electrolyte close to the electrode interface [93].

Figure 10 :

 10 Figure 10: Delamination of LSM electrode after aging (a) SEM image at the electrode/electrolyte interface of the delamination of LSM after aging at 800 °C under -0.5 A cm -2 (b) SEM image of the inner surface of the LSM electrode in contact with the electrode after aging (c) Schematic representation of the delamination mechanism proposed by Chen et al. [106].

Figure 11 :

 11 Figure 11: SEM and EDX images of the electrode/electrolyte interface for an LSCF/GDC/YSZ/Ni-YSZ cell (a) pristine cell, (b) cell aged in SOFC mode (c) cell aged in SOEC mode. The Sr is highlighted in red. The blue arrow represents the Co particles [45].

Figure 12 :

 12 Figure 12: XRD-maps of the local distribution of the phases detected in (a) Pristine cell (LPNO electrode deposited on GDC electrolyte) (b) Thermally aged cell (700 °C, 1000 h) and (c) Aged cell in electrolysis mode (700 °C, 960 h at i = -0.3 A cm -²). The color brightness indicates the increase in local intensity of the corresponding compound [112].

  used for the oxygen electrode manufacturing, i.e. electrostatic spray deposition (ESD) and screen-printing (SP). The parameters optimized for the development of each of the two materials selected for this work (La 2 NiO 4+δ (LNO) and Pr 6 O 11 ) are detailed subsequently. The second part is devoted to the description of the various techniques which allowed us to characterized the materials before and after ageing. Scanning electron microscopy (SEM) is mainly used for microstructural observations. Laboratory X-ray diffraction (XRD) are complemented with synchrotron µ-X-ray diffraction and µ-X-ray fluorescence for the structural and chemical characterizations. The preparation of the lamellae by plasma-focused ion beam (p-FIB) for synchrotron analyses is explained in detail. The last part is dedicated to electrochemical characterizations. The principle of the electrochemical impedance spectroscopy (EIS) is first reminded. Then, the experimental setups for the electrochemical characterizations, i.e. the 3-electrode setup for the symmetrical cell and the test bench for the long-term durability study on complete cell are presented. The as well as the experimental measurements for each of the materials are detailed. The experimental conditions for the measurements are also given.
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 1 Figure 1: Different microstructures that can be obtained by ESD, a) dense b) columnarand c) coral[7] and d) coral-type microstructure with plate-like grains[8] 

Figure 2 :

 2 Figure 2: Scheme of electrostatic spray deposition (ESD) [9] and image of the jet-mode cone.

Figure 3 :

 3 Figure 3: ESD deposition stages with the sequential ESD stages: 1 -aerosol formation; 2 -droplet transport; 3 -droplet impact; 4 -spreading and drying; 5 -decomposition and reaction (adapted from [2]).

Figure 4 :

 4 Figure 4: Schematic representation of the microstructures developed by ESD [10]. (a) Spreading of a liquid droplet leading to the formation of a dense to reticulated coating (b) Growth of solid particles by preferential attraction leading to "Coral" type microstructure.

Figure 5 :

 5 Figure 5: Schematic representation of the screen printing process [12].

Figure 6 :

 6 Figure 6: Schematic representation of the working mechanism of a triple roll mill [14].

1. 3

 3 Influence of the microstructure and the architecture on the electrode performances The previous work carried out on the ESD has shown that the microstructure and the architecture play a key role on the electrode performances. These performances have been optimized from the previous students for several oxygen electrode materials (i.e. La 0.6 Sr 0.4 Co 0.2 Fe 0.8 O 3-δ (LSCF), nickelates Ln 2 NiO 4+δ (Ln = La, Pr), PrO 1.833 …). For instance, D. Marinha [18] measured the evolution of the performances of single LSCF electrode of around 15 µm thickness deposited by ESD on each side of GDC electrolyte. A polarization resistance of 1.2 Ω cm² at 600 °C (measured at Open Circuit Voltage (OCV) with symmetrical cells) has been reached for the columnar type microstructure against 9.5 Ω cm² for the coraltype microstructure. On the other hand, for the La 2 NiO 4+δ, R. Sharma reported lower polarization resistance with the coral microstructure. Moreover, in his thesis work, R. Sharma [19] compared the polarization resistance of single and double layer LNO electrode. The double layer electrodes in symmetrical cell configuration have been elaborated by both ESD and
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 7 Figure 7: Arrhenius plot of various LNO electrodes architectures[19] 
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 8 Figure 8: Arrhenius plot of double layer LSCF electrode with various thicknesses of (a) CCL and (b)AFL[20] 

Figure 9 :

 9 Figure 9: Schematic representation of the physical vapor deposition sputtering process.

Figure 10 :

 10 Figure 10: SEM image of the LNO electrode on 8YSZ electrolyte with GDC barrier layer.

Figure 11 :

 11 Figure 11: Schematic representation of the studied complete cell (Ni-YSZ/YSZ/GDC/PrO 1.833 /LSM).

Figure 12 :

 12 Figure 12: SEM micrograph of double layer oxygen electrode (PrO 1.833 -ESD topped by LSM-SP) deposited in Ni-YSZ/YSZ/GDC half-cell provided by Forschungszentrum Jülich GmbH Institute (FZJ).

Figure 13 :

 13 Figure 13: Schematic representation of the PFIB sample preparation (a) Pt deposition (b) FIB milling (c) Extracted lamella from the cell mounted on the Al pin.

Figure 14 :

 14 Figure 14: Schematic representation of µ-XRF and µ-XRD characterization at µ-XAS beamline, SLS, PSI, Switzerland [22].

Figure 15 :

 15 Figure 15: Representation of the impedance spectra: a) Nyquist plot -b) Bode plot.

Figure 16 :

 16 Figure 16: Schematic representation of the 3-electrodes setup with a symmetrical cell configuration [35].

Figure 17 :

 17 Figure 17: Schematic representation of the experimental test bench for complete cell measurement.

Figure 18 :

 18 Figure 18: Typical i-V curve for SOC indicating the performances losses.

Figure 20 :

 20 Figure 20: Evolution of voltage versus time for a typical cell

  The present work aims to better understand the reaction mechanisms occurring in LNO oxygen electrodes operating under both anodic and cathodic polarization through the aforementioned modeling approach adapted for the LNO material. For this purpose, experiments have been firstly performed by using a three electrodes setup. Polarization curves (η-i) have been recorded at different temperatures (650 -750 °C) under air. EIS diagrams were also measured at the OCP and under both anodic and cathodic polarization. In addition, the impact of the oxygen partial pressures on the electrode performance has been also investigated at 700°C. The electrode microstructural properties have been extracted from 3D reconstruction obtained by Focused Ion Beam -Scanning Electron Microscopy (FIB-SEM) tomography. The polarization curves and the EIS diagrams at OCP and under cathodic and anodic polarization have been then simulated with the model. The impact of the temperature and the polarization on the reaction pathway have been investigated. The model has been also used to simulate the variation of the electrode polarization resistance with respect to the oxygen partial pressure.

Figure 1 :

 1 Figure 1: Three electrode setup with a symmetrical cell configuration

Figure 2 :

 2 Figure 2: 3D rendering volume for a cube of 10x10x10 µm 3 extracted from the whole LNO reconstruction.

Figure 3 :

 3 Figure 3: Schematic description of the reaction pathway considered in the model (in electrolysis mode).

Figure 4 :

 4 Figure 4: a) Experimental (marks) and simulated (solid lines) polarization curves obtained at 650, 700, and 750 °C under air for LNO electrodes. b) Experimental LNO electrode polarization resistance plotted a function of the electrode overpotential for the three investigated temperatures

Figure 5 :

 5 Figure 5: Experimental (marks) and simulated (solid lines) EIS diagrams for the LNO electrodes at OCP under air. Nyquist plots for: (a) 650 °C, (b) 700 °C and (c) 750 °C. Bode plot for: (d) 650 °C, (e) 700 °C and (f) 750 °C.

Figure 6 :

 6 Figure 6: Experimental (marks) and simulated (solid lines) EIS diagrams at 700 °C under air for i dc = -100 mA cm -2 , -50 mA cm -2 , + 50 mA cm -2 and + 100 mA cm -2 . (a-d) Nyquist plots and (e-h) Bode plots.

Figure 7 :

 7 Figure 7: a) Impedance diagrams (Nyquist plots) recorded for the LNO electrode at 700°C for the investigated range of oxygen partial pressure (marks = experimental; solid lines = simulation). b) Experimental and simulated polarization resistance plotted as a function of the oxygen partial pressure in logarithmic coordinates (at 700°C).

  are compared to the experimental data in Figure 4a. As a general comment, a quite good agreement was achieved between the simulations and the experiments for each temperature. To validate the model, EIS diagrams were computed in the same conditions as the experiments without additional fitting. The calculated and experimental EIS diagrams are compared in the Nyquist plot at OCP and under polarization in Figure 5a-c and Figure 6a-d, respectively. It can be observed that the model can reproduce quite accurately the shape of the experimental EIS diagrams whatever the temperature or the polarization.

Figure 8 :

 8 Figure 8: a) Ratio of the surface to the bulk path under air for the LNO electrode at 650°C, 700 °C and 750 °C plotted as a function of the electrode overpotential. b) Kinetics rates for the oxygen excorporation/incorporation reaction and the oxidation/reduction reaction at the TPBls as a function of the electrode overpotential at 700 °C b) Oxygen over stoichiometry in the electrode thickness at different polarization, under air and 700 °C.

  Figure b, it is shown that the model can reproduce quite accurately the response of the electrode LNO when changing the oxygen partial pressure. Indeed, a reaction order n of about was obtained at 700 °C and OCP from both experimental measurements and simulations.

Figure 9 :

 9 Figure 9: a) Ratio of the surface to bulk path as a function of the electrode overpotential at OCP and 700 °C for different oxygen partial pressures. b) Kinetic rates of the oxygen excorporation/incorporation reaction and the charge transfer at TPBls as a function of pO 2 computed close to the OCP (i dc ≈ 0.002 A cm -2 ).

2 Figure 10 :

 210 Figure 10: EIS diagrams for the LNO electrodes at OCP under air obtained by fitting the frequency distribution. Nyquist plots for: (a) 650 °C, (b) 700 °C and (c) 750 °C. Bode plot for: (d) 650 °C, (e) 700 °C and (f) 750 °C.

  It considers two parallel pathways, i.e.: (i) the oxygen incorporation/excorporation at the gas/electrode interface for the bulk path and; (ii) the direct charge transfer at the TPBls for the surface path. A 3D electrode reconstruction obtained by FIB-SEM tomography allowed determining the microstructural properties required for the simulations. With a reduced number of unknown parameters, the model has been found to reproduce the dissymmetry of the electrode polarization curves. Furthermore, without any additional fitting, the model can reproduce correctly the shape of the experimental EIS diagram at OCP and under polarization whatever the temperature. The evolution of the electrode polarization resistance with the oxygen partial pressure is also well described by the model. Nevertheless, a frequency lag was systematically obtained for the impedance diagrams. This discrepancy has been attributed to the impact of the current collection on the polarization resistance.Once validated, the model has been used to analyze the LNO reaction mechanisms. The contribution of the charge transfer at the TPBls (surface path) over the excorporation/incorporation reaction (bulk path) was found to increase with the cathodic dc current. This evolution has been explained by the limitation of the bulk path caused by the interstitial oxygen depletion in LNO arising under cathodic current. Regarding the anodic polarization, the two pathways remain activated explaining the higher performances obtained

Figure

  Figure S1: SEM observations for the studied cell: a) cross-section including the LNO electrode, the CGO barrier layer and a part of the 8YSZ electrolyte and b) image of the LNO electrode taken from the stack of images used for the electrode reconstructions.

Figure S2 :Figure S3 :

 S2S3 FigureS2: EIS diagrams obtained by fitting the frequency distribution at 700 °C under air for i dc = -100 mA cm -2 , -50 mA cm -2 , + 50 mA cm -2 and + 100 mA cm -2 . (a-d) Nyquist plots and (e-h) Bode plots.

Figure S4 :

 S4 Figure S4: Experimental (corrected) and simulated polarization resistance plotted as a function of the oxygen partial pressure in logarithmic coordinates (at 700°C) when fitting the frequency distribution.

Figure 1 :

 1 Figure 1: Schematic description of the reaction pathway considered in the elementary model (in electrolysis mode) represented for the LNO electrode.

Figure 2 :

 2 Figure 2: Experimental (marks) and simulated (solid lines) polarization curves obtained at 650, 700, and 750 °C under air for a) LSCF[9] and b) LNO electrodes.

Figure 3 :

 3 Figure 3: Experimental (marks) and simulated (solid lines) EIS diagrams under air at 650 °C, 700 °C and 750 °C for LSCF [9] (a, b, c) and LNO (c, d, f) electrodes.

Figure 4 :

 4 Figure 4: Impedance diagrams (Nyquist plots) recorded at 700°C for the investigated range of oxygen partial pressure for a) LSCF [9] and b) LNO electrodes.

Figure 5 :

 5 Figure 5: (a) Ratio of the surface to the bulk path as function of the current density plotted for the LSCF electrode at 650°C, 700°C, 750°C and 800°C. (b) Kinetics rates for the charge transfer at TPBs and the oxygen excorporation/incorporation reaction (integrated along the electrode thickness) as function of the current density at 700°C, for the LSCF electrode [9].
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 6 Figure 6: (a) Ratio of the surface to the bulk path as function of the current density plotted for the LNO electrode at 650°C, 700°C, 750°C. (b) Kinetics rates for the charge transfer at TPBs and the oxygen excorporation/incorporation reaction (integrated along the electrode thickness) as function of the current density at 700°C, for the LNO electrode.

Figure 7 :

 7 Figure 7: Ratio of the surface to bulk path as a function of the electrode overpotential at OCP and 700°C for different oxygen partial pressure for (a) LSCF [9] and (b) LNO.

Figure 1 :

 1 Figure 1: Schematic representation of the experimental test bench for complete cell measurements.

Figure 2 :

 2 Figure 2: a) View of the lamella extracted from cell 3 by plasma-focused ion beam using Xe + ion source b) Schematic representation of µ-XRF and µ-XRD characterization at microXAS beamline, SLS, PSI, Switzerland.

Figure 3 :

 3 Figure 3: a) i-V curves of cell 3 at 700 °C, at t = 0 h and t = 1000 h under H 2 O/H 2 =90/10 on the hydrogen electrode side with an inlet flow of 15.5 NmL min -1 cm -² (SC=50 %) and air on the O 2 electrode side. Electrochemical impedance spectra of cell 3, at OCV, and at 700 °C before and after aging for 1000 h in electrolysis mode represented in b) Nyquist plot and c) Bode plot.

Figure 4 :

 4 Figure 4: Evolution of the cell voltage versus time in electrolysis mode at 700 °C, under H 2 O/H 2 =90/10, at a current density of -0.5 A cm -2 (SC = 25%) for cell 3.

Figure 5 :

 5 Figure 5: SEM image of the polished cross-section of hydrogen electrode/electrolyte interface a) pristine cell after cermet reduction (dark: pores, bright grey: Ni, dark grey: YSZ). b) aged cell 3: the arrows show the Ni depletion zone (presence of larger pores in black) after aging in the SOEC mode (dark: pores, bright grey: YSZ, dark grey: Ni), (back-scattered electrons imaging mode for an accelerating voltage of 2 kV).

Figure 6 :

 6 Figure 6: SEM micrographs of double layer oxygen electrode (PrOx-ESD topped by LSM-SP) in pristine cell and cell 3. Pristine cell: (a) cross-section of the oxygen electrode, (b) zoomed crosssection of PrO x AFL. Cell 3: (c) cross-section of the oxygen electrode, (d) zoomed cross-section of PrO x . For clarity, a yellow dashed line was added to show the ESD layer.

Figure 7 :

 7 Figure 7: The 2D elemental map of pristine cell cross-section obtained by µ-XRF.

Figure 6 )

 6 Figure 6) and by the rather porous ESD PrO x layer. The LSM layer has been indexed with a rhombohedral crystal structure (ICDD 00-064-0177) with R3c space group (No. 167), with lattice parameters of a = b = 5.5059 Å and c = 13.3741 Å. These values are also consistent with

Cell 1 -

 1 The local µ-XRD pattern acquired at the GDC/PrO x interface is shown in Figure 9a. In this case, a rhombohedral crystal structure with space group R3 (No 148) has been identified for the PrO x phase. Lattice parameter of a = b = 10.245 Å, and c = 9.574 Å have been calculated for PrO x . This structure corresponds to the composition PrO 1.714 (i.e. to Pr 7 O 12 , Tables

Figure 9 :

 9 Figure 9: XRD lattice parameter refinement of cell 1 (thermally aged cell at 700 °C for 1000 h) focused on (a) the GDC/ PrO x interface and (b) the LSM/PrO x interface.

Figure 10 :

 10 Figure 10: XRD lattice parameter refinement of cell 2 (thermally aged cell at 800 °C for 700 h) focused on (a) the GDC/PrO x interface and (b) the LSM/PrO x interface.

Figure 11 :

 11 Figure 11: XRD lattice parameter refinement of cell 3 (700 °C for 1000 h under current of -0.5 A cm-2 ) (a) at the GDC/ PrO x interface and (b) at LSM/ PrO x interface.
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 S2 Figure S2: EDX maps of cell 3 after aging at 700 °C for 1000 h under current (-0.5 A cm -2 ).

From

  survey the literature, PrO 1.833 (i.e. Pr 6 O 11 ) appears as a suitable oxygen electrode for SOEC operation at intermediate temperature (IT) compared to a state-of-the-art MIEC material such as LSCF. Indeed, it presents a high oxygen surface exchange coefficient despite a low electrical conductivity and high electrocatalytic activity at low temperatures. Thus, it has inspired several researchers who have incorporated PrO x nanoparticles to boost the performance of conventional electrodes or by infiltration into electrolyte materials to produce composite electrodes.This work has been guided by a previous thesis in LEPMI, where an optimum polarization resistance has been obtained at 600 °C in symmetrical cell measurement at OCP when a hierarchical columnar-type PrO 1.833 (AFL) topped with LSM (CCL) was employed as an oxygen electrode in SOFC mode. Moreover, the laboratory XRD analysis of the thermal aged sample during 10 days did not show any reactivity or decomposition of this material. However, according to the literature, the stability of this phase is apparently dependent on many factors, including temperature and oxygen partial pressure. For several decades in LEPMI, electrostatic spray deposition has been used for the elaboration of electrode with controlled microstructure and composition, with micro-to nano-particle size. Basically, it has been evidenced that the nanostructured particle size obtained by ESD facilitates the oxygen surface exchange and ion diffusion. The ion transfer is also favored at the electrode/electrolyte interface thanks to a good adhesion at this interface. However, today, the stability of PrO 1.833 as a function of temperature and polarization remains an open question. As already discussed, PrO 1.833 is a member of the praseodymium oxide series PrO x ranged from PrO 2 to PrO 1.5 (i.e. Pr 2 O 3 ). These prasodymium oxides undergo controlled phase transitions whose composition is dependent on temperature and oxygen partial pressure. Thus, in this work, we have investigated the electrochemical performance of nanostructured PrO 1.833, and for the first time, we propose an in-depth study of the durability of nanostructured material used as the AFL of the oxygen electrode in actual electrolysis operation. For that purpose, long-term test up to 1000 h has been carried out on a complete SOEC (Ni-YSZ/YSZ/GDC/PrO 1.833 /LSM) composed with this nanostructured double-layered architectured PrO 1.833 electrode. Then, microstructural and structural characterizations have been used to analyze pristine and operated cells to highlight the modifications induced by the aging.

  electrochemical measurement have been used for model calibration and validation. In addition, all the microstructural parameters required for the simulation have been computed on a 3D electrode reconstruction obtained by FIB-SEM tomography. Yet, the validation of the model allowed us to provide an explanation of the reaction mechanisms involved in the electrolysis and fuel cells modes. The model is based on two considered pathways i.e. (i) the bulk path related to the oxygen incorporation/excorporation at the gas/electrode interface and; (ii) the surface path related to the direct charge transfer at the TPBls. The plot of the ratio of the surface to the bulk path as function of the current density for the three investigated temperatures have shown that the charge transfer at TPBls (surface pathway) is the dominant reaction pathway under cathodic polarization. Indeed, in this operating mode, the rate of the oxygen incorporation (bulk pathway) becomes bounded due to the depletion of interstitial oxygen in the LNO material. On the other hand, both pathways remain activated under anodic polarization (in the electrolysis mode), thus explaining the higher performance achieved in this SOEC condition.
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 1 Figure 1 from Chapter III -Part II -Schematic description of the reaction pathway considered in the elementary model (in electrolysis mode) represented for the LNO electrode.

Figure 1 :

 1 Figure 1: Comparison of the initial polarizations curves of different complete cells (with Pr 6 O 11 electrode) to a reference cell (LSCF electrode) under SOEC conditions (H 2 O/H 2 90/10 SC = 50% 700 °C).
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	Abbreviations
	ALS	Adler-Lane-Steele model
	AFL	Active functional layer
	BSE	Back-scattered electrons
	CCL	Current collector layer
	CE	Counter Electrode
	CGO	Ceria doped gadolinium oxide Ce 1-y Gd y O 2-y/2 . (also called GDC)
	DL	Double-layer electrode, which consists of an AFL layer of deposited by ESD
		and then topped by a CCL deposited by SP
	EDX	Energy-dispersive X-ray spectroscopy
	EHT	Electron high tension
	EIS	Electrochemical impedance spectroscopy
	ESD	Electrostatic spray deposition
	FIB	Focused-ion beam
	G	Gerischer
	GDC	Ce 1-y Gd y O 2-y/2 .
	LNO	La 2 NiO 4+δ
	LPNO	LaPrNiO 4+δ , a Ruddlesden-Popper phase (A n+1 B n X 3n+1 )
	LSCF	Lanthanum strontium cobalt ferrite La 1-x Sr x Co 1-y Fe y O 3-δ
	LSM	Lanthanum Strontium Manganite, La 1-x Sr x MnO 3-δ
	MIEC	Mixed ionic and electronic conductor
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Table 1 :

 1 Thermal expansion coefficient (TEC) of a selection of electrolyte and oxygen electrode

materials Material TEC (10 -6 K -1 ) 30-1000 °C Reference Electrolyte

  

		8YSZ	10.5 -11	[25]-[50]
		Ce 0.9 Gd 0.1 O 2-δ	13.1	[50]
		Ce 0.8 Gd 0.2 O 2-δ	12.5 -12.7	[51] -[50]
		La 0.9 Sr 0.1 Ga 0.8 Mg0 2-δ (LSGM)	11.6	[52]
	O 2	La 0.6 Sr 0.4 CoO 3-δ (LSCo)	20.5	[41]
	electrode	La 0.6 Sr 0.4 MnO 3-δ (LSM)	12.3	[51]
		La 0.6 Sr 0.4 Co 0.2 Fe 0.8 O 3-δ (LSCF)	15.3	[43]
		Pr 2 NiO 4+δ (LNO)	13.2 -13.4	[53] -[54]
		La 2 NiO 4+δ (LNO)	13.0	[54]
		Nd 2 NiO 4+δ (NNO)	12.4	[54]

Praseodymium oxide, PrO 1.833 (i.e. Pr 6 O 11 )

  4 Ni 3 O 10-δ compared to 70 S cm -1 for the first order phase La 2 NiO 4+δ (LNO). In addition to these high-order phases, it has been reported a substantial phase transformation into Pr6O11 (i.e. PrO 1.833 ) phase, which exhibits interesting electrocatalytic properties at low temperatures.

	The compound PrO 1.833 belongs to the family of the praseodymium oxides between Pr 2 O 3
	and PrO 2 , and represented a well-defined series of phases with a large number of
	stoichiometries with the general formula Pr n O 2n-2 (n = 4, 5, 6, 7, 9, 10, 11, 12, ∞) [49-50]. PrO 2

  2-x Pr x NiO 4+δ (O ≤ x ≤ 2), it has been shown that compounds rich in Pr are more prone to decomposition at intermediate temperature (700 °C) [60,67]. For instance, Montenegro-Hernández, et al. [67] studied the stability of Ln 2 NiO 4+δ (La, Pr) powders at 700 °C and 900 °C. It has been shown that La 2 NiO 4+δ (LNO) remains chemically stable while the Pr 2 NiO 4+δ (PNO) decomposes into Pr 6 O 11 and Pr 4 Ni 3 O 10+δ after annealing for only 24 h at 700 °C. The same observations have been reported by Vibhu et al. [68] for La 2-

  3-δ , (La,Pr) 4 Ni 3 O 10+δ , and Pr 6 O 11 . Furthermore, by

advanced structural characterizations, Khamidy et al.

[START_REF] Khamidy | Durability of nanostructured LaPrNiO 4+δ electrode for solid oxide cells: Electrochemical, microstructural, and structural investigation[END_REF] 

investigated the impact of temperature and polarization on this decomposition for the stoichiometry LaPrNiO 4+δ (LPNO, x =1). In this study, the authors compared the evolution of LPNO after thermal aging (700 °C, 1000 h) and after a long-term test in fuel and electrolysis modes (at 700 °C, 960 h and ± 300 mA cm -²) with the pristine cell. First, this work have revealed the presence of minor decomposition phases such as (La,Pr) 3 Ni 2 O 7-δ and Pr 6 O 11 (i.e. PrO 1.833 ) in the pristine cell (Figure

  the CCL by testing LSCF (La 0.6 Sr 0.4 Co 0.2 Fe 0.8 O 3-δ ), LSM (La 0.7 Sr 0.3 MnO 3-δ ) and PrO 1.833 (i.e. Pr 6 O 11 )[26]. He measured a high polarization resistance of 0.101 Ω cm² at 600 °C for the cell with Pr 6 O 11 used as current collecting layer. On the other hand, the results obtained for LSM are similar to the values obtained for the LSCF.For the sake of consistency, a 2-electrode symmetrical cell test has been performed to confirm the reproducibility of the measurements obtained by R. Sharma. Thus, a double-layer electrode with PrO 1.833 electrode topped with LSM current collecting layer has been deposited on a gadolinium-doped ceria (Ce 0.9 Gd 0.1 O 2-δ , GDC) electrolyte of 1.1 mm thick and 19.6 mm in diameter. A polarization resistance of 0.032 Ω cm² at 600 °C has been measured. The elaboration procedure is thus verified and the durability measurements in complete cells have

	1.833 electrode by
	varying ESD deposition parameters as well as the nature of the solvent for the precursor
	solution. From this study, a low polarization resistance of 0.02 Ω cm² at 600 °C was obtained
	for a double-layer architecture electrode composed of an ESD columnar-type active layer
	topped by LSCF current collecting layer. This columnar type microstructure is obtained using
	a needle-to-substrate distance of 20 mm, flow rate of 1.5 mL h -1 , a substrate temperature
	of 300 °C and a deposition time of 3 h. The precursor solution was obtained from praseodymium
	nitrate hexahydrate powder (Pr(NO 3 )

3 •6H 2 O, Aldrich, 99 %) dissolved in a mixture of ethanol (EtOH, CH 3 CH 2 OH, 99 %, Fisher) and butyl carbitol (BC, diethylene glycol monobutyl ether CH 3 (CH 2 ) 3 (OC 2 H 4 ) 2 OH), i.e. (EtOH:BC, 1:2) in 0.02 M. Moreover, he also studied the influence of been initiated. The complete cell study has been carried out by using half cells provided by Forschungszentrum Jülich GmbH institute (FZJ). The half cells are composed with a NiO-YSZ cermet and 8 mol% yttria-stabilized zirconia (8YSZ) electrolyte topped by a thin GDC barrier layer (600 -700 nm). The FZJ supported cells is 50 mm in diameter and the deposited double layer oxygen electrode is 34 mm in diameter.

  NiO 4+δ (LNO) is the most chemically stable in a wide range of temperature and oxygen partial pressure. Indeed, LNO always keeps a K 2 NiF 4 -type structure, the symmetry only changing from orthorhombic to tetragonal around 150 °C under air or 400 °C at pO 2 =10 -4 atm, as shown by Flura et al.[21]. Conversely, solid oxide materials rich in praseodymium were found to be chemically unstable in the temperature range 600-800 °C, since they progressively decompose into various perovskite-derived components, such as Pr 6 O 11 , PrNiO 3-δ , Pr 4 Ni 3 O 10+δ,

	The
	aforementioned features allow significantly improving the cell electrochemical performance,
	especially at intermediate temperatures (600-700°C). Out of all nickelates electrodes,
	La 2

  2 NiO 4+δ electrodes deposited by Screen-Printing (SP) on each side of a circular and dense 8YSZ electrolyte (diameter: 25 mm, thickness: 260 µm, provider: Neyco). The LNO powder was first prepared via the citratenitrate route (modified Pechini method) [40], from La 2 O 3 (Strem Chemical, 99,99%) and Ni(NO 3 ) 2 •6H 2 O (Acros Organics, 99%) precursors. La 2 O 3 was pre-fired in the first step at 900 °C for 12 hours to remove the water content. Final annealing was performed at 1200 °C for 12

Table 1 :

 1 Microstructural parameters of the LNO electrode reconstructed via FIB-SEM

					LNO electrode					
				Gas phase					MIEC (LNO)	
	Properties	Sp (µm -1 )	δgas (%)	ε (%)	dp (*) (µm)	τgas (-)	Sp (µm -1 )	δLNO (%)	ε (%)	dp (*) (µm)	τLNO (-)
	FIB-SEM	3.83	99.98	38.47	0.308	1.94 3.83 99.99	61.52	-	1.97
	reconstructions										
	ξTPBls (µm -1 )										

Table 2 :

 2 Reactions and expressions of the kinetics rates

		Reactions					Kinetic rates
	R1 𝑂 -X 𝐶𝐺𝑂 + 𝑉 D X 𝐿𝑁𝑂	𝑘 J ↔ 𝑘 -	𝑉 -•• 𝐶𝐺𝑂 + 𝑂 D GG (𝐿𝑁𝑂)	𝜈 | = 𝑆 _ bc-K9-𝑘 J 𝑒𝑥𝑝 -𝑘 -𝑒𝑥𝑝 2𝛼 | E2 𝐹𝐸 𝑅𝑇 -2𝛼 | 1 -𝑅𝑇 '+# 𝐹𝐸 𝑐 -. // // 1)2 𝑐 -. 𝑐 -. // 1)2 // 𝑐 -.	Eq. 2
	R2	𝑂 D GG 𝐿𝑁𝑂 + 𝑠, K9-	𝑘 E2 + 𝑂 %, ;<= K9-/L)% ↔ 𝑘 '+# K9-/L)%	𝑉 D X 𝐿𝑁𝑂 + 2𝑒 @	-𝑘 '+# K9-/L)% 𝛤𝜃 -:, ;<= K9-/L)% 𝛤(1 -𝜃 -:, ;<= K9-L)% 𝑘 E2 𝜈 Z = 𝑆 _ +0 ) +0 1 -// 𝑐 -. 𝑐 -. // 1)2	𝑐 -. // 1)2 𝑐 -. //	Eq. 3
	R3	𝑂 -X 𝐶𝐺𝑂 + 𝑠 K9-	𝑘 E2 ↔ MNO + 𝑂 %, ;<= 𝑘 '+# MNO 𝑉 -•• 𝐶𝐺𝑂 + 2𝑒 @	-𝑘 '+# MNO 𝑒𝑥𝑝 MNO 𝑒𝑥𝑝 𝑣 (") = 𝜉 MNO% 𝑘 E2 2𝛼 " E2 𝐹𝐸 𝑅𝑇	-2𝛼 " 𝑅𝑇 '+# 𝐹𝐸 𝛤 1 -𝜃 -:, ;<= 𝛤𝜃 -:, ;<= +0	+0	Eq. 4
	R4 𝑂 %, ;<=	𝑘 #+% ↔ 𝑘 )#%	1 2	𝑂 Z,L)% + 𝑠 K9-	𝑣 ( §) = 𝑆 _ K9-L)% 𝑘 #+% 𝛤𝜃 -:, ;<=	+0 -𝑘 )#% 𝑃 -8 |/Z 𝛤(1 -𝜃 -:, ;<=	+0 )

Table 3 :

 3 Equations for the thermodynamic equilibrium constants

	Thermodynamic equilibrium constants
	R1	𝐾 + (|) =	𝑘 J 𝑘 @	=	𝑐 -. // +0 // 1)2,+0 -𝑐 -. 𝑐 -. // +0	𝑒𝑥𝑝	-2𝐹𝐸 +0 𝑅𝑇	Eq. 6
	R2	𝐾 + (Z) =	𝑘 E2 K9-/L)% 𝑘 '+# K9-/L)% =	𝜃 -:, ;<= 1 -𝜃 -:, ;<= +0 +0	𝑐 -. // 1)2,+0 -𝑐 -. // +0 𝑐 -. // +0	Eq. 7
	R3	𝐾 + (") =	𝑘 E2 MNO 𝑘 '+# MNO =	𝜃 -:, ;<= 1 -𝜃 -:, ;<= +0 +0 𝑒𝑥𝑝	-2𝐹𝐸 +0 𝑅𝑇	Eq. 8
	R4	𝐾 + ( §) =	𝑘 #+% 𝑘 )#%	=	1 -𝜃 -:, ;<= 𝜃 -:, ;<= +0	+0	𝑃 -8	+0 |/Z

Table 4 :

 4 Equations of charge and mass conservations associated with the current and fluxes taken into account in the physically-based model

	Electrode

Table 5 :

 5 Boundary conditions for the simulations

	Species			Boundary Conditions	
		z = 0		z = ℓ CGO			z = ℓ LNO
	𝑂 D GG	n.a.* 𝑁 -. // = 𝑣 (|)			Eq. 23	𝑁 -. // |Š¦K = 0	Eq. 28
	𝑂 % ;<=	n.a.	𝑁 -: ;<= ,$E*)$ = 𝜈 "		Eq. 24	𝑁 -: ;<= |Š¦K = 0	Eq. 29
	𝑂 Z	n.a.	𝑁 -8 ,$E*)$ = 0			Eq. 25	𝐶 -8 |Š¦K =	𝑃 -8 𝑅𝑇	Eq. 30
	Electronic current in LNO, e -	n.a.	𝑖 + > ,$E*)$ = -2𝐹𝜈 " + 𝑆 _	bc-/K9-𝐶 #$	𝜕𝑡 𝜕𝐸	Eq. 26	𝜑 + > |Š¦K = 0	Eq. 31

*n.a. = Not applicable

Table 6 :

 6 Input parameters used to fit the experimental data (pO 2 =0.21 atm)

				INPUT PARAMETERS	
		Parameter	650 °C	700 °C	750 °C
	𝑐 -. //	+0	/ mol m -3	450.64	427.78	405.98
	𝑐 -. //	1)2,+0	/ mol m -3	8118.52	8127.44	8134.54
	σ el		/ S m -1	7706.85	7706.85	7706.85
	σ CGO	/ S m -1	1.95	2.87	4.05

Table S1 :

 S1 Input parameters used to fit the experimental frequency distribution data (pO 2 =0.21 atm)

  1.833 oxygen electrode for SOEC. This electrode is composed of an active functional layer (AFL) fabricated by electrostatic spray deposition (ESD), topped by a current collecting layer (CCL) in LSM. The following work is based on an optimized architectured oxygen electrode. The aim of this study is to provide a better understanding of the structural, microstructural, and electrochemical properties and efficiency of this oxygen electrode in electrolysis operation. Thus, several stages

	have been followed to achieve this purpose:
	1) Electrochemical survey on complete cell (Ni-YSZ/YSZ/GDC/PrO 1.833 /LSM) before and
	after SOEC long-term test,
	i.	i-V curves (in SOEC mode at 700 °C, H 2 O/H 2 = 90/10) before and after long-term
		test up to 1000 h,
	ii.	EIS diagrams (OCV, 700 °C, H 2 O/H 2 = 90/10) before and after long-term tests up
		to 1000 h,
	iii.	Long-term test (1000 h) in SOEC mode at 700 °C and under polarization (-0.5
		A cm -2 )

  1-x Pr x NiO 4+δ (0 ≤ x ≤ 2) deposited on GDC, it has been shown that the electrochemical performance increases with increasing Pr content[9] (i.e. R pol of 0.42, 0.23, 0.12 and 0.08 Ω cm 2 at 600 °C for La 2 NiO 4+δ , La 1.5 Pr 0.5 NiO 4+δ , LaPrNiO 4+δ and Pr 2 NiO 4+δ respectively). However, a higher amount of Pr in La 1-x Pr x NiO 4+δ showed a poor thermodynamic stability[13][14][15]. Advanced structural characterizations by synchrotron µ-Xray diffraction showed that, under current, LaPrNiO 4+δ (LPNO, x =1) deposited by ESD on GDC electrolyte rapidly dissociated into (La,Pr) 4 Ni 3 O 10-δ , (La,Pr) 3 Ni 2 O 7-δ and a significant amount of Pr 6 O 11 (i.e. PrO 1.833 ) [16]. The praseodymium oxide system is composed of polymorphs ranging from PrO 2 to Pr 2 O 3 . The intermediate rare earth oxides can be described by PrO x compositions, with x varying from 2 to

Table 1 :

 1 Non-exhaustive list of homologous series of the praseodymium oxides.

	Formula x in PrOx Symbol	Oxidation	Symmetry,	Lattice	Ref
			of the	state of	Bravais lattice	parameters (Å)	
			phase	Pr			
	PrO 2	2	α	4.000	Cubic, FCC	a = 5.393	[18]
	Pr 6 O 11	1.833	β	3.667	Cubic, FCC	a = 5.469	[18]
	Pr 11 O 20	1.818	δ	3.636	Cubic, FCC	a = 5.478	[18]
	Pr 5 O 9	1.8	ε	3.600	Cubic, FCC	a = 5.482	[18]
	Pr 7 O 12	1.714	ι	3.428	Rhombohedral,	a = b =10.295	
					R3	c = 9.598	
		1.5 < x < 1.7	σ		Cubic, BCC		[17]
	Pr 2 O 3	1.5	φ	3.000	Cubic, BCC	a = 11.14	[18]
					Hexagonal, A-	a = 3.85, c = 6.008	
					type		

  1.833 praseodymium nitrate hexahydrate powder (Pr(NO 3 ) 3 •6H 2 O, Aldrich, 99 %) was dissolved in a 0.02 M of solvent mixture of ethanol (EtOH, CH 3 CH 2 OH, 99 %, Fisher) and butyl carbitol (BC, diethylene glycol monobutyl ether CH 3 (CH 2 ) 3 (OC 2 H 4 ) 2 OH), i.e.

Table 2 :

 2 Summary of the samples reporting the praseodymium phases detected by the synchrotron µ-X-

	ray diffraction.				
					Long-term test in
		Without aging	Thermally-aged	SOEC mode
	Notation	Pristine cell	cell 1	cell 2	cell 3
		PrO 1.833 + LSM deposited on FZJ	PrO 1.833 +	PrO 1.833 +	PrO 1.833 + LSM deposited on FZJ
			LSM	LSM	
	Composition	half-cell	deposited on	deposited on	half-cell
		(GDC/YSZ/NiO-	GDC	GDC	(GDC/YSZ/NiO-
		YSZ)			YSZ)
		Sintered at	700 °C	800 °C	700 °C, 1000 h with
	Treatment	600 °C/2 h/air	during 1000 h	during 700 h	H 2 O/H 2 =90/10 at -0.5 A cm -²
			PrO 1.714 +		
	GDC/PrO x interface	PrO 1.80 + Pr(OH) 3	Pr(OH) 3 + unknown	PrO 1.5<x<1.7	PrO 1.714 + PrO 1.5<x<1.7
	µ-XRD		peaks		
			PrO 1.714 +		
	LSM/PrO x interface	PrO 1.80	Pr(OH) 3 + unknown	PrO 1.5<x<1.7	PrO 1.714 + unknown peaks
			peaks		

Table 3 :

 3 Summary of the praseodymium oxide phases with crystallographic data from Pr 2 O 3 to PrO 2 versus temperature and pO 2 . Pr(OH) 3 is also given since it has been observed experimentally. Transition temperatures are given for micron grain sizes.

  The molecular diffusivity (𝐷 -8 ,9 8 )

	coefficient can be expressed according to the Fuller theory			
	𝐷 -8 ,9 8 =	𝑃 ]E] • 𝑉 -8	0.00143 |/" + 𝑉 9 8 |/" Z	•	1 𝑀 -8	2 +	𝑀 9 8 1	• 𝑇 |.ÌÍ	Eq. 34

Table 2 :

 2 Reactions and expressions of the kinetics rates

		Reactions							Kinetic rates
	R1 𝑂 -X 𝐶𝐺𝑂 + 𝑉 D X 𝐿𝑁𝑂	𝑘 J ↔ 𝑘 -	𝑉 -•• 𝐶𝐺𝑂 + 𝑂 D GG (𝐿𝑁𝑂)	𝜈 | = 𝑆 _ bc-K9-𝑘 J 𝑒𝑥𝑝 -𝑘 -𝑒𝑥𝑝 2𝛼 | E2 𝐹𝐸 𝑅𝑇	// 𝑐 -. // 1)2 𝑐 -. '+# 𝐹𝐸 1 -𝑅𝑇 -2𝛼 |	𝑐 -. // 1)2 𝑐 -. //	Eq.
	R2	𝑂 D GG 𝐿𝑁𝑂 + 𝑠 K9-	𝑘 E2 𝑘 '+# K9-L)% ↔ K9-L)%	𝑉 D X 𝐿𝑁𝑂 + 1𝑒 @ + 𝑂 %,K9-@	-𝑘 '+# K9-L)% 𝛤𝜃 -:,;<= > K9-L)% 𝛤𝜃 % ;<= K9-L)% 𝑘 E2 𝜈 Z = 𝑆 _ 𝑐 -. // 𝑐 -. // 1)2 𝑒𝑥𝑝	1 -𝛼 Z E2 𝐹𝜒 𝑐 -. // 𝑐 -. // 1)2 𝑒𝑥𝑝 𝑅𝑇	𝑅𝑇 -𝛼 Z '+# 𝐹𝜒	Eq.
	R3	𝑂 -X 𝐶𝐺𝑂 + 𝑠 K9-	𝑘 E2 ↔ MNO 𝑘 '+# MNO	𝑉 -•• 𝐶𝐺𝑂 + 1𝑒 @ + 𝑂 %,K9-@	𝑣 " = 𝜉 MNO% 𝑘 E2 MNO 𝑒𝑥𝑝	-𝑘 '+# MNO 𝑒𝑥𝑝 𝛼 " E2 𝐹𝐸 𝑅𝑇 𝛤𝜃 % ;<= -𝛼 " 𝑅𝑇 '+# 𝐹𝐸	𝛤𝜃 -:,;<= >	Eq.
	R4	𝑂 %,K9-@	𝑘 #+DEP ↔ 𝑘 DEP		𝑂 % ;<= + 1𝑒 @	-𝑘 DEP 𝛤𝜃 -: ;<= K9-L)% 𝑘 #+DEP 𝛤𝜃 -:,;<= > 𝑒𝑥𝑝 𝑣 § = 𝑆 _ 𝛼 § 𝑒𝑥𝑝 #+DEP 𝐹𝜒 -𝛼 § 𝑅𝑇 DEP 𝐹𝜒 𝑅𝑇	Eq.
	R5	2𝑂 % ;<=	𝑘 )%% ↔ 𝑘 #D%%	𝑂 Z% ;<= + 𝑠 K9-	𝑣 Í = 𝑆 _ K9-L)% 𝑘 )%% 𝛤 Z 𝜃 -: ;<= Z	-𝑘 #D%% 𝛤 Z 𝜃 -8: ;<=	𝜃 % ;<=	Eq.
	R6	𝑂 Z% ;<=	𝑘 #+% ↔ 𝑘 )%%	𝑂 Z,L)% + 𝑠 K9-	𝑣 " = 𝑆 _ K9-L)% 𝑘 #+% 𝛤𝜃 -8: ;<=	-𝑘 )#% 𝛤𝜃 % ;<= 𝑃 -8	Eq.

Table 3 :

 3 Equations for the thermodynamic equilibrium constants

		Thermodynamic equilibrium constants
	R1	𝐾 + (|) =	𝑘 J 𝑘 @	=		𝑐 -. // +0 // 1)2,+0 -𝑐 -. 𝑐 -. // +0	𝑒𝑥𝑝	-2𝐹𝐸 +0 𝑅𝑇	Eq. 7
	R2	𝐾 +	Z =	𝑘 E2 K9-L)% 𝑘 '+# K9-L)% =	𝜃 -:,;<= > +0 𝜃 %,K9-+0	𝑐 -. // 1)2,+0 -𝑐 -. // +0 𝑐 -. // +0	𝑒𝑥𝑝	-𝐹𝜒 +0 𝑅𝑇	Eq. 8
	R3	𝐾 +	" =	𝑘 E2 MNO 𝑘 '+# MNO =	𝜃 -:,;<= > +0 𝜃 %,K9-+0 𝑒𝑥𝑝	-𝐹𝐸 +0 𝑅𝑇	Eq. 9
	R4	𝐾 +	§ =	𝑘 #+DEP 𝑘 DEP	=	𝜃 -:,;<= 𝜃 -:,;<= > +0 𝑒𝑥𝑝 +0	-𝐹𝜒 +0 𝑅𝑇	Eq. 10
	R5	𝐾 +	Í =	𝑘 )%% 𝑘 #D%%	=	𝜃 -8:,;<= 𝜃 -:,;<= +0 𝜃 %,K9-+0 Z	+0	Eq. 11

Table 4 :

 4 Equations of charge and mass conservations associated with the current and fluxes taken into account in the physically-based model 𝚤 DE = -𝜎 DE,bc-×𝛻𝜑 bc-Eq. 17 ∇ • 𝚤 DE = 0 Eq.

	Electrode

Table 5 :

 5 Boundary conditions n.a. = Not applicable diffusion problems can arise. Moreover, in this work, the increase of the temperature could lead to a decrease of the specific surface of the elaborated Pr 6 O 11 active electrodes with nanometric grain size. Thus, the screen-printing LSCF deposition has been sintered first at 450 °C for 2 h in air with a ramp of 0.5 °C.min -1 to remove the binders and ink solvents and then, at 900 °C for 1 h in air with a ramp of 2 °C.min -1 . Moreover, in order to assess the performance of this architecture Pr 6 O 11 electrode, the Forschungszentrum Jülich GmbH institute (FZJ) provided a classical complete cell composed

	Species					Boundary Conditions
		z =			z = ℓ CGO			z = ℓ LNO
		0						
	𝑂 D GG	n.a.*	𝑁 -. // = 𝑣 (|)				Eq. 37 𝑁 -. // |Š¦K = 0	Eq. 44
	𝑂 % ;<= @	n.a.	𝑁 -: ;<= >	,$E*)$ = 𝜈 "				Eq. 38	> 𝑁 -: ;<=	|Š¦K = 0	Eq.
	𝑂 % ;<=	n.a.	𝑁 -: ;<= ,$E*)$ = 0				Eq. 39	𝑁 -: ;<= |Š¦K = 0	Eq.
	𝑂 Z% ;<=	n.a.	𝑁 -8: ;<= ,$E*)$ = 0				Eq. 40	𝑁 -8: ;<= |Š¦K = 0	Eq.
	𝑂 Z	n.a. 𝑁 -8 ,$E*)$ = 0				Eq. 41 𝐶 -8 |Š¦K =	𝑃 -8 𝑅𝑇	Eq.
	Electronic current in LNO, e -	n.a.	𝑖 + > ,$E*)$ = -2𝐹𝜈 "	+ 𝑆 _	bc-/K9-𝐶 #$	𝜕𝑡 𝜕𝐸	Eq. 42 𝜑 + > |Š¦K = 0	Eq.
	Ionic current in CGO,	imp	𝑖 DE,$E*)$ = +2𝐹 𝜈 | + 𝜈 "			𝑖 DE|Š¦K = 0
	i 0	osed			-𝑆 _	bc-/K9-𝐶 #$	𝜕𝑡 𝜕𝐸	Eq. 43	Eq.

*
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Figure S1: Elementary distribution map by µ-XRF in the thickness of the lamella of cell 3 after aging at 700 °C for 1000 h under current (-0.5 A cm -2 ). . 

Abstract

The reaction mechanisms governing the electrochemical behavior of La 2 NiO 4+δ (LNO) oxygen electrodes for Solid Oxide Cells have been investigated through a coupled experimental and modeling approach. In this frame, a set of experiments was performed on a symmetrical cell using a three-electrode setup. A micro-scale electrode model considering two reaction pathways, i.e. bulk and surface paths, has been developed to describe the experimental results.

The microstructural parameters of the electrode were obtained by FIB-SEM tomography. The model was calibrated using the experimental polarization curves measured at different temperatures, and it was validated using electrochemical impedance diagrams recorded at open circuit potential (OCP) and under polarization for different oxygen partial pressures.

It has been evidenced that the LNO reaction mechanism depends on both the temperature and the polarization. At OCP, the reaction mechanism is controlled by the bulk path at 650 °C and by the surface path at higher temperatures. A transition from the bulk path towards the surface path was observed under cathodic polarizations. These results have been interpreted by considering the evolution of the LNO over stoichiometry with the electrode polarization. The evolution of the electrode polarization resistance with the oxygen partial pressure has been also investigated.

Keywords: Oxygen electrode reaction, nickelates, SOFC, SOEC, Modeling, EIS, polarization curves.

*Corresponding author: Telephone: +33 4 38 78 61 97, E-mail: giuseppe.sdanghi@cnrs.fr other electrode materials (e.g. LSCF, LSM) [13]. Therefore, it is reasonable to consider that the electrode polarization resistance obtained in the present work may be significantly overestimated by the contact resistances. Thereby, the model developed in the present work has been used to minimize the influence of the contact resistance on the electrode behavior. With this aim, the model has been calibrated by fitting the experimental frequency distributions instead of the polarization curves. This approach allows identifying the electrode polarization resistances without any influence of the contact resistances. Thus, it is assumed that the electrode is governed by the same reaction mechanisms as previously described in section 5.1.

The same trends of the surface-to-bulk ratio as a function of the polarization and the temperature have been retained.

By following this approach, the frequency lag shown in the previous section tends to disappear, allowing obtaining lower R pol than those recorded experimentally (Figure 10 and Figure S2). According to the results reported in Figure 10, a correction factor ≈ 0.12 should be used to correct the R pol recorded experimentally, confirming that the contribution of the contact resistances to the obtained experimental measurements is effectively quite large. By fitting the experimental frequency distribution, new values of the missing model parameters (i.e., i) the pre-exponential factor and ii) the activation energy of the Arrhenius law for the three kinetic constants, and iii) the oxygen surface diffusivity along with the surface coverage of the adsorbed oxygen atoms at equilibrium, 𝜃 -:, ;<=

+0

, at pO 2 = 0.21 atm) were obtained (Table S1, Supplementary Information). The obtained values of the kinetic parameters are higher than those obtained through the fitting of the experimental polarization curves listed in Table 4 (while the oxygen surface diffusivity remains identical). Indeed, a significant enhancement of the electrode performance is obtained, as shown in the polarization curves reported in Figure S3. Thus, these results could be representative of the ideal case in which the electrode behavior is not affected by any contact resistances. In other words, the kinetic constants obtained by following this approach could be considered as the intrinsic properties of the LNO material according to the reaction mechanisms considered in the present work and described in section 3. Moreover, the effect of the oxygen partial pressure on the electrode performance is also unchanged (Figure S4). in this condition. Moreover, the bulk path controls the reaction mechanism at OCP and 650 °C, whereas the contribution of the surface path increases while increasing the operating temperature (700 and 750 °C). A transition from the bulk to surface path occurs under cathodic polarization at 650 °C η ≈ -0.01 V/Pt/Air) and under anodic polarization at 700 °C (η ≈ +0.04

V/Pt/Air), in full agreement with the dissymmetry of the polarization curves recorded experimentally. Finally, the dependence of the LNO electrode response with pO 2 has been explained since the bulk path is promoted when increasing the oxygen partial pressures.

Chapter IV micrometer size resolution all along the functional layer thickness using synchrotron µ-X-ray diffraction and fluorescence. The electrode degradation was primarily attributed to the phase transitions of PrO 1.833 . In particular, the structural analyses of the sample aged under applied current revealed a small quantity of PrO 1.5 ≤ x ≤ 1.7 phase at the GDC/AFL (active functional layer) interface which is expected to be less conductive than PrO 1.833 , along with PrO 1.714 and GDC phases. Finally, additional structural characterizations were performed on samples annealed at different temperatures and dwell times: 700 °C for 1000 h and 800 °C for 700 h, respectively. The results are discussed to provide a better understanding of the stability of the praseodymium oxide.

Keywords: SOEC, nanostructured oxygen electrode, electrostatic spray deposition, durability study, synchrotron µ-X-ray diffraction and µ-X-ray fluorescence (EtOH:BC, 1:2). The deposition parameters, which were already optimized in previous works [33,38], are briefly summarized hereafter. A columnar-type microstructure was obtained using a needle-to-substrate distance of 20 mm, a flow rate of 1.5 mL h -1 , a substrate temperature of 300 °C. The deposition time was 3 h and 8 h for respectively, for an electrode diameter of 14 mm and 34 mm. A sintering at 600 °C for 2 h in air was required to obtain the crystalline PrO 1.833 single phase. A CCL of LSM is added by the screen-printing technique on the top of PrO 1.833 . The ink for the screen-printing is composed of a mixture of a commercial powder of LSM (La 0.7 Sr 0.3 MnO 3-δ , SSC Inc.) with an organic solvent (KD2921, Zschimmer, and Schwarz).

A 1 wt.% of polyvinyl butyral ((C 8 H 14 O 2 )n, Aldrich) was added as a binder. The ink was then mixed in a three-roll mill to promote a good homogeneity. To remove the binders and the solvents, the film was first dried at 450 °C for 2 h in air with a ramp of 0.5 °C min -1 and then sintered at 600 °C for 2 h in air with a ramp of 2 °C min -1 . This oxygen electrode in a doublelayer architecture was deposited on two different types of cell.

Cell 1 consisted of a gadolinium-doped ceria (Ce 0.9 Gd 0.1 O 2-δ , GDC) electrolyte as support and was used in the thermal aging study. The GDC was 1.1 mm thick and 19.6 mm in diameter.

After the electrode deposition, cell 1 was annealed at 700 °C for 1000 h in air at a 1 °C min -1 heating and cooling rate to avoid mechanical stress. For cell 2, the thermal aging was performed at 800 °C for 700 h in air with the same heating and cooling rate. The pristine cell and cell 3 refer to complete cells using hydrogen electrode-supported half-cells provided by Forschungszentrum Jülich (FZJ), Germany. The cells were based on tape-cast NiO-YSZ supports of ~300 µm thickness, and screen-printed NiO-YSZ anodes were obtained from CeramTec GmbH (Marktredwitz, Germany). The 1.5 µm thin YSZ electrolyte was prepared by the sequential deposition of YSZ nano-dispersion and polymeric sol, followed by co-sintering of the half-cell at 1400 °C [42]. Subsequently, a ~ 0.5 µm thin Gd 0.2 Ce 0.8 O 1.9 diffusion barrier layer was deposited via Magnetron Sputtering. The diameter of the half-cells was 50 mm while that of the oxygen electrode was 34 mm. The pristine cell used as a reference was only sintered at 600 °C for 2h in air. The cell 3 was aged at 700 °C for 1000 h under electrolysis conditions (with H 2 O/H 2 = 90/10 at i = -0.5 A cm -² and SC = 25%). A summary of the cells and the composition of the oxygen electrode characterized by synchrotron µ-X-ray diffraction are presented in Table 2.

with previous observations. Indeed, some studies highlighted the formation of Pr(OH) 3 nanoparticles during the preparation of the PrO x phase starting from Pr(NO 3 ) 3 .6H 2 O precursor, as similarly used in this work [68,69]. Furthermore, YSZ is detected at the GDC interface since the barrier layer is very thin (~ 600 nm). Finally, some traces of NiO from the hydrogen electrode have been detected (that should come from the sample preparation). SEM images and EDX analyses. The authors also acknowledge Christian Lenser and Norbert H. Menzler from the Forschungszentrum Jülich (FZJ), Germany for the supplied half-cells.
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General conclusion

General conclusion

In the context of improving the durability of SOECs, one solution consists to lower the operating temperature to around 650-700 °C. A detrimental consequence of this strategy is that the oxygen electrode performances become relatively insufficient. This Ph.D. thesis aimed to deeply investigate some oxygen electrode materials that would be able to reach high electrochemical efficiency with limited degradation at an intermediate temperature (700 °C) for SOEC operation. The origins of the degradation are diverse including physical-chemical decompositions, inter-diffusion, delamination, etc. Thus, the choice of the oxygen electrode material needs to fulfill a set of criteria regarding the intrinsic properties (oxygen surface exchange coefficient, oxygen diffusion coefficient, …) as well as the compatibility with the other materials composing the cell (thermal expansion coefficient (TEC), …). Besides, the microstructure of the electrode, interfaces, and composition also play a key role in the electrochemical performances. Following the literature survey, two materials have been selected for this study, namely rare earth nickelates La 2 NiO 4+δ and praseodymium oxide PrO 1.833 , which are the subject of chapters III and IV, respectively.

The La 2 NiO 4+δ phase has been selected thanks to its good chemical stability in a wide range of temperatures and oxygen partial pressure associated with acceptable performances. However, despite its interest for an operation at intermediate temperature, the underlying mechanisms controlling its electrochemical performances remained unknown. For this reason, an electrochemical model has been proposed for this over-stoichiometric electrode material.

Thanks to this micro-scale model, it is possible to provide a better understanding of the reaction mechanisms and define the rate-determining step of this LNO electrode as a function of the operating conditions. For this purpose, experimental polarization resistances and electrochemical impedance diagrams have been measured at OCP and at different temperatures (650, 700, and 750 °C). At the targeted operating temperature of 700 °C, the EIS spectra have been also recorded under anodic and cathodic polarizations and at OCP. It has been observed

for this over-stoichiometric material that the LNO electrode is more performant under anodic polarization in the electrolysis mode than in cathodic polarization in the fuel mode. Moreover, as expected, it has been found that the performance of the LNO electrode improved when increasing the temperature. Indeed, the polarization resistance decreased from 0.78 Ω cm 2 at 650 °C to 0.20 Ω cm 2 at 750 °C at OCP. That being said, it has to be noted that a change in the shape of the EIS diagrams has been observed when increasing the temperature. The obtained material. In this work, long-term electrochemical measurements of a nanostructured PrO 1.833 , were carried out using a complete cell configuration and compared to thermal aging using symmetrical cells. For that purpose, ESD has been used as a promising process to design innovative architecture and nanostructure. From previous work at LEPMI, we have selected the optimal ESD processing conditions for depositing a columnar-type PrO 1.833 , functional layer that presents the best electrochemical performances. In this work, this active porous layer was deposited on typical half-cell support, and then topped with LSM CCL. The electrochemical characterizations on this complete cell showed promising initial performance at 700 °C in SOEC mode (-1 A cm ² at 1.4 V with H 2 O/H 2 = 90 vol. %/10 vol. %). However, relative high activation overpotentials were observed in the polarization curve. This may be due to the low electrical conductivity values reported for PrO 1.833 . The other assumption is that it can be attributed to the contact area between PrO 1.833 and LSM that could be further improved to facilitate the current conduction. In addition, a reasonable degradation rate of ~ 5.8 % kh -1 has been obtained at 700 °C within 1000 h of operation. No delamination or cracks have been detected after ageing. On the other hand, SEM observations performed on the hydrogen electrode have shown a Ni particle migration away from the fuel electrode/electrolyte interface which has partly contributed to cell degradation. Nevertheless, even though some microstructural evolution has been observed, the phase transformation that occurred by the PrO 1.833 phase under the operating conditions used in this work also seems to be involved in the cell degradation. Indeed, lamellas extracted by PFIB from the aged and pristine cells have been characterized through synchrotron µ-XRD and µ-XRF to investigate the physicochemical evolutions as a function of the operating conditions. These fine characterization techniques have been very helpful to highlight the various decompositions all along the electrode thickness. For a reminder, four samples listed below have been analyzed in order to understand the impact of operating conditions such as temperature or current:

-Pristine cell (as prepared complete cell, sintered at 600 °C for 2 h in air) -Aged cell under SOEC operation (700 °C, -0.5 A cm -2 for 1000 h, H 2 O/H 2 = 90/10 with SC = 25 %) -Two thermally aged cells: (i) 700 °C for 1000 h and (ii) 800 °C for 700 h.

The analyses showed phase transitions of PrO x towards more reduced phases, which would be driven by a thermal effect for this ESD electrode under these operating conditions. The pristine cell sintered at 600 °C results to the formation of the phase PrO 1.80 . Thermal aging at temperature of 700 °C has led to a phase transition into the PrO 1.714 phase in the whole electrode.

Finally, increasing temperature to 800 °C induced a phase transition into even more reduced PrO x (1.5 < x < 1.7) phase with a BCC structure. For the sample aged at 700 °C under current at -0.5 A cm -2 for 1000 h, the PrO x ESD layer is mainly composed of the phase PrO 1.714 , in good agreement with the thermally aged cell at the same temperature. However, some peaks corresponding to a BCC cubic structure have been also identified in the diffractograms at the electrode/electrolyte interface. Rightly so, this phase could thus correspond to the phase PrO x in the range of 1.5 < x < 1.7 with the BCC structure. From an electrochemical point of view, PrO 1.714 is expected to remain electrochemically active. Therefore, the detection of this phase could be considered as not limiting. On the other hand, PrO 1.5<x<1.7 exhibits a smaller electrical conductivity than the one of PrO 1.714 . This behavior could explain the loss in cell performance.

Besides, the detection of this phase at the interface was correlated with the increase of the contact resistance in the impedance spectra. The phase transition into PrO 1.5<x<1. 7 is not yet fully understood. Several hypotheses have been proposed. The first one stipulates that the transition into PrO 1.5<x<1.7 would be accelerated by the polarization. Indeed, this phase has not been observed for the sample thermally aged at 700 °C. However, in electrolysis mode, the oxidizing conditions should promote the phase transformation towards more oxidized phases than PrO 1.714 . The second hypothesis is that PrO 1.5<x<1.7 could be the result of the decomposition of Pr(OH) 3 which has been identified at the interface on the pristine cell. The last assumption is that this phase could be induced by a reactivity between the PrO x and the CGO (e.g. interdiffusion) that could lead to the formation of phases with BCC structure. In other words, that this phase won't be PrO 1.5<x<1.7 , but another phase with the same crystalline structure.

However, to date, the structural analyses did not reveal any element diffusion which could suggest a reactivity with the electrolyte, the barrier layer. On the other hand, it should be specified that some small peaks in XRD patterns have not been identified yet. Thus, their impacts in the evolution of cell performances are still not established. In summary, based on the electrochemical measurement, it can be said that this nanostructured PrO 1.833 (i.e. Pr 6 O 11 )

remains to be an interesting material for SOECs application. Thanks to the microstructural and structural analyses, it has been possible to define the limitations of this electrode and to provide guidelines for the improvement of this electrode.

Perspectives

This work has allowed us to better understand the behavior of the two MIEC oxygen electrodes, LNO and PrO 1.833 under the studied conditions (either in a fuel cell or in electrolysis mode) and to define several possibilities for improving the performances and/or stability.

Thanks to the kinetic model developed for the LNO oxygen electrode, it has been shown that the surface path play a key role on the electrode efficiency in both SOEC and SOFC operating modes. From this result, it can be proposed to design a LNO/CGO composite electrode in order to promote the surface path by increasing the density of active TPBls. Indeed, a previous student E. Effori has investigated the evolution of the reaction mechanism on composite LSCF-CGO. Her study confirmed that from 700 °C, the reaction mechanism for the LSCF-CGO electrode is dominated by the surface path whatever the polarization. The optimum in term of electrode composition (LNO/CGO ratio), porosity, particle size distribution, etc. could be identified using the model. The numerical study should thus provide valuable guidelines for the Once the microstructural optimization for best electrochemical performance is obtained, a longterm test on the complete cell should be performed to study the stability of this electrode for SOEC and SOFC operation. In parallel, the model previously developed for the LNO single phase can be adjusted in order to investigate the reaction mechanisms involved in this composite electrode stability.

This work reported rather good initial performance and reasonable degradation of nanostructured PrO x used as an AFL of the oxygen electrode for SOECs. Post-mortem structural characterizations by X-ray µ-diffraction and µ-fluorescence performed at the PSI synchrotron revealed a material evolution that would contribute to the loss of the cell performances during operation under SOEC mode. More precisely, typical peaks associated to the BCC structure, assigned to PrO 1.5<x<1.7 have been observed at the barrier layer interface. Therefore, it would be interesting to understand the origin of this phase and its precise effect on cell efficiency. The first proposed hypothesis is that the current has an impact on this decomposition. Thus, it would be relevant to conduct long-term study by applying a much higher current with PrO x deposited by ESD on a CGO electrolyte. The other hypothesis suggests that this phase would not be PrO 1.5<x<1.7 but rather a phase with the same crystalline structure, resulting from a reactivity between PrO x and CGO. A first approach would be to mix PrO x and CGO powders. However, it should be noted that grain size and study conditions are not representative of what can be achieved in complete cell, under SOEC conditions. On the other hand, assuming that no reactivity with the CGO has been evidenced from the structural analysis performed on PrO x . a study of a composite electrode PrO x /CGO, with various microstructures, could be also interesting in order to improve the cell performances. 

APPENDICES

Model description:

The model considers an isothermal electrode slice of LNO porous electrode including a CGO barrier layer for which the computed microstructural parameters are obtained from 3D reconstruction (already published in [1]).

Reaction mechanisms -The proposed model considers two possible reaction pathways for oxygen oxidation/reduction divided into a sequence of elementary steps as represented in Figure 1 in the electrolysis mode. The "bulk path" is characterized by an ionic transfer at the electrode/electrolyte interface (R1). After diffusion of the oxygen in the bulk of the electrode material, the oxygen is ex-corporated to produce oxygen adatoms on the electrode surface (R2).

In parallel, the "surface path" considers direct oxidation at the Triple Phase Boundary length (TPBl) (R3) leading to the formation of oxygen ions on the electrode surface. Then, in both cases, a second reaction of charge transfer (R4) takes place on the surface to produce oxygen adatoms that can be associated (R5) and desorbed (R6) in the porosity of the electrodes. ) are considered as input parameters in the model at pO 2 = 0.21 atm., and thus, obtained by fitting the experimental polarization curves. Furthermore, once the 𝜃 D +0 are fitted at pO 2 = 0.21 atm, and assuming that they are independent to the temperature, it is possible to determine the thermodynamic constants for the surface reactions 𝐾 + § , 𝐾 + Í 𝑎𝑛𝑑 𝐾 + " . Indeed, the last assumption can be made as long as the surface coverage remains low at the surface of the electrode, without any limitation on the surface site. Hence, the evolution of the 𝜃 D +0 with the oxygen partial pressure can be deduced from the Eq. 12 in Table 2.

Finally, the equilibrium constants K e (1) and K e (2) are calculated with Eqs. 7 and 8. The concentration of interstitial oxygens 𝑐 -. // +0 is dependent on the temperature. It is expressed as following as a function of the oxygen over stoichiometry (δ eq ) and the volume of the lattice unit-cell where (a,b,c) are the lattice parameter of the LNO:

Eq. 36

Model calibration -The set of equations listed above have been implemented in COMSOL Multiphysics software. The reaction rate (Eq 1-6 in Table 1), charge and mass balances (Eqs.

25-32 in Table 3) and the corresponding fluxes (Eqs. 17-24 in Table 3) constitute a set of Partial Differential Equations (PDEs) which have been solved in the time domain by the Finite Element Method (FEM). The boundary conditions for the LNO electrode model are given in Table 4.

The microstructural parameters extracted from the 3D reconstruction have been implemented

as input data in the model (already published in [1]).