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Introduction

Buried mines and improvised explosive devices are known threats to military vehicles and sensitive infrastructures.

The international campaign to ban land mines (ICBL) publishes an annual report [START_REF]International Campaign to Ban Land Mines[END_REF] monitoring the impact of explosive devices such as improvised explosive devices (IEDs), explosive reminants of war (ERW) or land mines. The effects are quantified trough parameters such as number of states concerned or size of contaminated areas. In 2021, casualties were recorded in 47 states. Protective solutions must consequently be designed to counteract their effects and within the scope of vehicle protection, the protection of vehicle floors becomes particularly relevant.

When a vehicle is subjected to the detonation of an explosive charge under its floor, several structural responses can occur (Figure 1). These can be the deformation or rupture of the vehicle hull and the rapid acceleration of the vehicle, which can cause its overturning in the worst case scenario. These responses are due to the energy and momentum brought by the blast wave. Consequently, protective solutions must be designed to counteract these effects. In the case of experimental investigations, the blast wave energy and momentum cannot be measured directly through sensors, thus most investigations prefer to focus on the blast wave overpressure and local impulse measured on the target surface.

Figure 1: Structural response of a vehicle to blast loading from a buried charge, taken from [2] Numerous existing designs can be classified based on their approach to control the blast energy and momentum. As an example, the vastly investigated sacrificial cladding aims at dissipating energy through plastic or brittle 1 deformation of their core, thus applying the pressure load to the target at a lower intensity over a longer duration [3,[START_REF] Xue | A comparative study of impulse-resistant metal sandwich plates[END_REF][START_REF] Hutchinson | Metal sandwich plates optimized for pressure impulses[END_REF][START_REF] Hanssen | Close-range blast loading of aluminium foam panels[END_REF][START_REF] Theobald | Numerical investigation of the response of sandwich-type panels using thinwalled tubes subject to blast loads[END_REF][START_REF] Teich | Analysis of FSI effects of blast loaded flexible structures[END_REF]. Whilst pressure reduction is particularly efficient in reducing the target deflection, the impulse transmitted to the target remains the same and no protection is provided regarding vertical vehicle acceleration.

Very few studies have been performed regarding impulse control. This can be explained by the physical characteristics of impulse. When applied to an object, impulse will cause a change in momentum. Momentum being a vectorial quantity, and momentum conservation being an important principle in physics, not much can be done to control impulse transmission to a target. The beneficial effect of Fluid-Structure Interaction (FSI) is certainly the most impactful method to decrease the impulse seen by the target [START_REF] Kambouchev | Nonlinear compressibility effects in fluid-structure interaction and their implications on the air-blast loading of structures[END_REF]. As it is set into motion, pressure relief is experienced by the structure as the duration of application of the blast wave exceeds the response time of the target, therefore reducing the transmitted impulse. Another approach would be to redirect the blast flux using geometrical arrangements such as a v-shaped hull. However this can drastically reduce the ground clearance of the vehicle whilst increasing the effect of the threat due to the lower distance between the ground and the protection [START_REF] Paykani | Dynamic analysis and design of V-shape plates under blast loading[END_REF][START_REF] Kim Yuen | Response of V-shape plates to localised blast load: Experiments and numerical simulation[END_REF].

Lastly, the impulse can be spread over a larger area, thus achieving lower local impulse values and eventually partially redirecting it away from the structure. Indeed, in the scope of this investigation, impulse will be considered on a local scale, as the integral of the pressure-time signal measured locally on the target. This occurs naturally when the blast wave propagates in free field, but it can be theoretically forced through design. Amongst studies regarding impulse control, the use of fluids has emerged as being an area of interest for research towards new protection solutions. While investigating fluid-filled containers, Bornstein [START_REF] Bornstein | Physical mechanisms for near-field blast mitigation with fluid containers: Effect of container geometry[END_REF]2] numerically observed that the shock front propagating inside the fluid shows spherical spreading over a larger area. During his study, a number of parameters were considered such as container geometry, fluid properties and distance to the explosive charge. It was concluded by Bornstein that the impulse spreading was one of the many reasons why fluid-filled containers helped decrease the final deflection of the target, but it could not be said how important its role was. Also, this observation was never quantified experimentally (the impulse was not the parameter of interest) and never totally uncoupled from other occurring phenomena, especially energy extraction. Moreover, the main parameter allowing to asses the efficiency of the fluid filled containers for blast mitigation was target deformation. Therefore, only the consequence of the presence of fluid in a protective solution could be observed, and not its cause.

The purpose of this work is to investigate the blast wave transmission within a fluid filled structure itself in order to grasp a better understanding of the mechanisms acting on impulse control. Therefore, it will be possible to give some design guidelines as to the efficient use of fluids in the future development of protective structures.

In the first chapter, a general description of acoustic and blast wave propagation, including the case of a propagation at a material interface, is given. The state of the art regarding mitigation and protection strategies against such a threat is then presented. As this work has a significant experimental component, a literature review for both the generation of a blast loading representative of a buried mine and the measurement of impulse and momentum was carried out. Finally, the main numerical methods allowing the simulation of a blast wave and its interaction with a structure is reviewed.

In the second chapter, the impulse transmitted to the bottom of a fluid filled container is investigated to highlight the phenomenon of impulse spreading. For this purpose, a novel experimental setup allowing local impulse measurements through pressure sensors at the bottom of the container is presented. The analysis of experimental data is completed by a numerical model, allowing to overcome limitations such as the number of measurement points and to explore a wider range of configurations at a lower cost. Several parameters, such as fluid depth and confinement, are varied in order to asses their influence on impulse spreading. A variation of the degree of fluid confinement is achieved by closing the container with lids of different sizes, thus creating free surface areas through which the fluid can be ejected out of the container. The location of these openings is further investigated through the numerical model. The influence of the water height was studied with two containers of different heights. In this analysis, the rigid and immovable container allowed the investigation of impulse as it could be entirely transmitted to the bottom of the container. However, for a more global understanding of momentum transmission to a structure, an experimental setup that allowed a fluid filled structure to be set into motion had to be studied, which is presented in Chapter 3.

The third chapter aims at providing a more global understanding of momentum transmission. For this purpose, the design of a fluid filled structure that could be mounted onto a blast pendulum is given. The comparison of the maximal angle of elevation of the pendulum for a fluid filled structure and a steel structure of equal weight allows to investigate the effects of the fluid on momentum transmission. In this chapter, the main difficulties of designing such a fluid filled structure are given. The solutions to these difficulties can be seen as similar to the difficulties that will have to be overcome in the integration process of a fluid filled protective structure on a vehicle. Preliminary results show the potential of a fluid based protection for the redirection of local impulse and global momentum transmission.

Chapter 1

Literature review

In the literature review conducted as part of this research, experimental and numerical subjects were of interest. This state of the art begins by describing the formation of shock and blast waves before illustrating the interaction of such a wave with a solid structure or a liquid. Once the interaction between a blast wave and a structure is identified, physical mechanisms in blast protection were described under a general scope, applicable to any structure, and then under the scope of protection against an IED (improvised explosive device). A review of current protective solutions was conducted and allowed to identify the scope under which this research had to be led to improve the understanding of the use of fluids in protective structures against IEDs. Once the scientific need identified, experimental and numerical methods allowing the study of these phenomena were reviewed in an effort to make an informed decision as to the tools selected for this investigation.

Longitudinal wave in a medium

When energy is added to a medium, the medium tries to reach equilibrium by distributing this energy to the local environment. It creates a mechanical wave: longitudinal (tension/compression) waves, transverse (shear) waves, surface waves. Depending on the energy and the medium characteristics, the mechanical wave propagates either in the form of an acoustic wave or a shock wave. In order to simplify the discussion, only longitudinal waves are discussed in the following.

From an acoustic wave ...

An acoustic wave results from the back-and-forth vibrations of the medium particles in the direction of the wave propagation. Thus, each oscillation of the wave corresponds to a small compression and expansion of the medium.

The velocity of an acoustic wave is equal to the sound velocity c of the ambient medium and can be computed using the density of the medium ρ as well as a stiffness measure, namely the bulk modulus K for a fluid and the Young modulus E for a laterally unconstrained solid:

c f luid = K ρ (1.1) 
c solid = E ρ (1.2)

Acoustic wave propagation in a medium

The d'Alembert equation, or one-way wave equation, is a first order partial differential equation describing a one dimensional wave propagating in a medium. This equation is verified for phenomena such as the propagation of sound.

Considering a section of a medium in which a one-dimensional wave propagates (Figure 1.1), the equation of motion can be written as shown in Equation 1.3 where ü is the acceleration. To simplify this equation, the following assumptions can be made:

• assumption of a one dimensional motion and a constant, laterally unconstrained solid section:

S(x) = S(x + dx) = S
• assumption of small strains : ρ(x) = ρ(x + dx) = ρ and therefore dm = Sρdx

• assumption of small particular velocities: ü = ∂v ∂t , where v is the particular velocity Therefore, the equation of motion can be rewritten as shown in Equation 1.4. 

Acoustic wave transmission at an interface

The Lagrange diagram can also describe the transmission of an acoustic wave at an interface with the previously described equations, allowing the description of the transmitted and reflected wave. In the following example where an impactor (medium 1) strikes a medium 2 with an initial velocity v impactor , to solve for stress σ and particular velocity v transmitted from medium 1 to medium 2, the following boundary conditions were applied:

• no stress is applied at x = 0, the impactor moves freely

• the medium 2 is fully constrained at the back end and thus has a null velocity The different reflections and transmission of the acoustic wave at the interface create different zones in which stress and particular velocity can be calculated using the particular solutions to the partial differential equation described in the previous section. Therefore the stress transmitted by the acoustic wave during the first reflection/transmission can be calculated as follows:

Transmission depends on the relative impedance of both mediums. When Z 2 is greater than Z 1 , mostly pressure in transmitted to the second medium. On the contrary, when Z 1 is greater than Z 2 , mostly velocity in transmitted.

The following set of boundary conditions might also be of interest in this work: the first media, initially at rest and in direct contact with the second media, is subjected to a pressure pulse. Using a similar approach, it is possible to calculate the pressure transmission coefficient at the interface between the two medias. The transmitted wave pressure in the second media is equal to 2Z2 Z1+Z2 times the wave in the first media.

... to a shock wave

As the energy brought to the system increases, so does the frequency of the oscillation of the medium particles.

It does not affect the wave velocity, until the period of the acoustic wave approaches the collision time between the molecules of the medium (in gases), or until the medium is stressed up beyond its elastic limit (in solid and liquid). When it does, the energy brought to the system cannot be dissipated by acoustic waves. It results in the compression of the medium surrounding the source to the point that the resultant compressive heating locally increases the sound speed of the medium. Energy is then transmitted at the local sound velocity, which may be greater than the ambient sound velocity. The energy accumulates at the front of the wave and a shock wave results.

By essence, the shock wave is thus characterized by a nearly discontinuous change in pressure, temperature and density of a medium, propagating at a velocity comprised between the bulk sound velocity c 0 of the material at rest and its Chapman-Jouguet's detonation wave velocity D CJ = c + u (u being the material velocity). In other words, a shock wave propagates supersonically in the initial medium and subsonically in the shocked medium.

Shock wave propagation in a medium

The Rankine-Hugoniot jump conditions describe the relationship between the states on either sides of a shock wave in a one-dimensional flow in fluids or a one dimensional deformation in solids. The Rankine-Hugoniot conditions can be expressed using conservation of mass, conservation of momentum and conservation of energy. This was presented by Arrigoni in [START_REF] Arrigoni | Ondes de choc dans la mati ère condens ée[END_REF].

These relations are valid when assuming 4 hypotheses:

• A shocked solid behaves like a isotropic fluid (for a given point in this fluid, the pressure for this point is equal in every direction).

• The given medium behaves like a fluid.

• The shock produces a virtually perfect discontinuity (perfectly straight shock front, the pressure rise time is virtually equal to zero and stable).

• The heat exchange with the external environment is neglected.

The propagation of a shock wave can be schematically illustrated as shown in Figure 1.3, with P the pressure, u the material velocity, D the velocity of the shock front bringing a medium from a state 0 to a state 1, ρ the density and S the section of the considered medium. When a pressure P 1 is applied to an environment, the shock front propagates at a velocity of D + u 0 . The medium 0, initially at a velocity u 0 , will thus acquire a material velocity equal to u = u 1 -u 0 where u is known as the jump condition, a discontinuity due to the abrupt change of the characteristic speeds at the upstream and downstream conditions of the shock front. 

Conservation of mass

At a given time, when considering the medium the shock wave is traveling through as a closed entity, the mass of the fluid that has been set into motion by the wave equals to the mass of the fluid that has been compressed (Equation 1.6). The conservation of mass on both sides of the shock front can be written as shown in Equation 1.7, which is the first of three Rankine-Hugoniot relations.

ρ 0 .S.D.t = ρ 1 .S.(D + u 0 -u 1 ).t (1.6) ρ 0 .D = ρ 1 .(D + u 0 -u 1 ) (1.7)

Conservation of momentum

By writing the law of conservation of momentum on a section of fluid, the external forces P 0 and P 1 act on the section of dimension S and mass m during a duration dt and are equal to the product of m by the acceleration

(Equation 1.8). ⃗ F = m⃗ a ⇒ S(P 1 -P 0 ) = ρ 0 SDdt du dt (1.8)
Therefore the second Rankine-Hugoniot relation can be expressed as shown in Equation 1.9

P 1 -P 0 = ρ 0 .D.(u 1 -u 0 ) (1.9)

Conservation of energy

The variation of energy of a system is equal to work W and heat exchange Q. Whilst heat exchange can be neglected, work is due to the compression of the medium, through external work P 1 Su 1 t and -P 0 Su 0 t. This energy variation is also equal to the variation in kinetic energy

∆E k = 1 2 (u 2 1 -u 2 0
)ρ 0 SDt and the internal energy

∆U = (E 1 -E 0 )ρ 0 SDt (Equation 1.10). ∆E = W + Q = ∆E k + ∆U (1.10)
By transforming this equation and according to the previous conservation principles, the third Rankine-Hugoniot relation regarding energy conservation can be established (Equation 1.11), where ν is the specific volume defined

as ν = 1 ρ . E 1 -E 0 = 1/2.(P 1 + P 0 ).(ν 0 -ν 1 ) (1.11)
When the variation in pressure, material velocity and density are small, the Rankine-Hugoniot relation regarding energy conservation can be rewritten (Equation 1.12). dE = -P dν (1.12)

Equation of state

However, the Rankine-Hugoniot relations are not sufficient for a full description of the variables determining the thermodynamic state (P,E,ν) and the kinetic variables (D,u). Therefore, an equation of state has to be introduced.

For gases, the linear polynomial equation of state or the ideal gas equation of state can be used. A description of these equations is given in [START_REF]LS-DYNA Keyword User's Manual[END_REF].

The linear polynomial equation of state (which can be used for gases as well as fluids such as water) gives the pressure as a function of constants C 0 to C 6 , the specific internal energy E and µ = ρ ρ0 -1 where ρ ρ0 is the ratio between the current density to the reference density (Equation 1.13).

P = C 0 + C 1 µ + C 2 µ 2 + C 3 µ 3 + (C 4 + C 5 µ + C 6 µ 2 )E (1.13)
The ideal gas equation of state can be recovered from Equation 1.13 by setting

C 0 = C 1 = C 2 = C 3 = C 6 = 0 and C 4 = C 5 = γ -1.
The constant adiabatic index is defined as γ =

Cp

Cv where C p is the heat capacity at constant pressure and C v is the heat capacity at constant volume. Therefore, the pressure of an ideal gas is given by Equation 2.1.

P = (γ -1) ρ ρ 0 E (1.14)
For a full description of the aforementioned five variables, one more equation is needed. A link between D and the particle velocity u exists, as described in Equation 1. [START_REF] Kinney | Explosive Shocks in Air[END_REF], where s is a dimensionless constant of the material.

D = c 0 + s(u 1 -u 0 ) (1.15)
With the Rankine-Hugoniot relations, the equation of state and Equation 1.15, it becomes possible to represent the variables describing the thermodynamic state of the system with Hugoniot curves or polar shock diagrams.

Shock wave transmission at an interface

The phenomena occurring when a shock wave travels through different solid media is well described by Arrigoni in his lecture about shock waves in materials [START_REF] Arrigoni | Ondes de choc dans la mati ère condens ée[END_REF]. When a shock wave passes through two or more solid mediums having different characteristics, the incident shock wave is reflected at each interface. During this reflection, a rebound shock wave with the opposite direction to the first one is generated in the first medium and a transmitted new shock wave with different characteristics starts its propagation in the second medium. In the case of a flat 1D shock, the characteristics of the reflected and transmitted waves depend on the difference in impedance between the materials at the interface. A polar shock diagram represents the states (P,u) of a medium which has been subjected to a shock wave. Therefore, the material velocity u can be determined knowing the pressure P . The polar shock curve can be calculated with Equation1.16.

P -P 0 = ρ 0 c 0 u + ρ 0 su 2 (1.16)
In Figure 1.4, a bi-material target is shown. An incident shock wave hits material A. The thermodynamic state of material A after being subjected to a shock of intensity P 1 can be read on the polar shock diagram shown in Figure 1.5, thus enabling us to determine the material velocity u 1 corresponding to P 1 . When the shock wave reaches the interface between the two materials, the incident shock wave is transmitted to material B and reflected into material A accordingly to the impedance mismatch. The state of material B is determined by using the symmetric polar diagram of the material A, called A'. The thermodynamic state of material B can be read at the intersection of the polar diagrams A' and B. Hence, the pressure P 2 and material velocity u 2 were able to be determined accordingly to the impedance mismatch at the interface of materials A and B. Therefore, the effect of the impedance mismatch can be characterized according to the relative impedance mismatch of the two mediums:

• For Z 1 >> Z 2 an important material velocity transmission with little pressure transmission will occur

• For Z 2 >> Z 1 an important pressure transmission and little material velocity transmission will occur

Particular case: the blast wave

Investigations on shock waves are made using specific laboratory equipment such as shock tube for air shock wave, or plate impact for solid shock wave. These shockwaves are followed by an expansion wave thanks to which the stress returns to its ambient value [START_REF] Kinney | Explosive Shocks in Air[END_REF][START_REF] Needham | Blast Waves, Shock Wave and High Pressure Phenomena[END_REF]. In air, the combination of a shock wave and its expansion wave is a phenomenon called blast wave. At large distances from the explosion center, the pressure expands below ambient such that the blast wave has a negative phase as well as a positive phase. The pressure-time curve of such a blast wave is shown in Figure 1.6 and is described by several parameters:

• the overpressure ∆P , which is the magnitude of the pressure rise as defined by ∆P = P s -P 0 with P s the peak overpressure and P 0 the ambient pressure

• t a the time of shock arrival

• t + the positive phase duration

• t -the negative phase duration

• i i the incident specific impulse, defined by the area under the pressure-time curve. It depends on the peak overpressure, the phase duration and the rate of decay of the overpressure. In this work, impulse will refer to the area under the pressure curve during the positive phase i + i , thus neglecting the decrease brought by the negative phase i - i of the blast wave.

Eventually, the blast wave decays to an acoustic wave traveling at the speed of sound in the air (340 m/s).

The damage potential of a blast wave depends mainly on the overpressure and impulse, a particular object will suffer damage when the impulse and overpressure both exceed damage threshold values. The influence of these two parameters can be illustrated on a P.I. diagram (Figure 1.7). 

Analytical description of a blast wave

The pressure-time curve of a blast wave can be described analytically with the Friedlander waveform (Equation 1. [START_REF] Hopkinson | British ordnance board minutes[END_REF] where k is a decay coefficient of the waveform. This decay coefficient can be calculated through non-linear fitting of an experimental pressure time curve over the positive phase duration. Positive impulse, calculated as the area under the pressure-time curve of the positive phase duration, is defined in Equation 1. [START_REF] Cranz | Lehrbuch der Ballisitk, Zweiter Band[END_REF].

P (t) = P s e -k t t + (1 - t t + ) (1.17) i + = ta+t + ta P (t) dt = P s t + k 2 [k -1 + e -k ] (1.18)
To complete the analytical approach, scaling laws exist to compute the value of the shock parameters (P s , i + , t + ) versus the distance and weight of the explosive. Such scaling laws were introduced by Hopkinson [START_REF] Hopkinson | British ordnance board minutes[END_REF] and Cranz [START_REF] Cranz | Lehrbuch der Ballisitk, Zweiter Band[END_REF] and state that during the detonation of two charges of the same explosive and similar geometry but of different weight, a similar blast wave is produced at a scaled distance Z (Equation 1.19) as a function of R, the distance from the detonation source to the point of interest, and W , the mass of the explosive.

Z = R 3 √ W (1.19)
The Hopkinson scaling law, illustrated in Figure 1.8, states that at a point situated at a distance d from an explosion of energy E and radius R, a shock wave will have an overpressure ∆P , a positive and a negative time phase (t + and t -) and a positive and negative impulse (i + and i -). Now if we consider a new point situated at a distance kd from an explosion of energy k 3 E and radius kR, the shock wave will have the same overpressure ∆P , a positive and a negative time phase (kt + and kt -) and a positive and negative impulse (ki + and ki = ). Therefore, overpressure, impulse and time phase duration can be expressed for different scales, k being the scaling factor. 

Relationship between overpressure, impulse, energy and momentum

Experimentally, energy and momentum are quantities that cannot directly be measured. Therefore this section will describe the link between pressure, impulse, energy and momentum.

From pressure measurement to energy

The direct experimental measurement of a blast wave energy transmitted to a target is not possible. There however exist alternatives to accurately estimate this energy in simple configurations.

The point source solution: Taylor [START_REF] Taylor | The formation of a blast wave by a very intense explosion I. Theoretical discussion[END_REF], Von Neumann [START_REF] John | Collected Works. Theory of games, astrophysics, hydrodynamics and me-teorology[END_REF] and Sedov [START_REF] Sedov | Propagation of strong shock waves[END_REF] proposed that all of the explosion energy E is released homogeneously, instantaneously and at a single point in space. This also means that the energy released by a charge can be calculated using only a few parameters: the position reached by the blast wave r, the time it took to reach its position t, the density of the ambient air ρ 0 , and a dimensionless constant C (between 1 and 1.1 in air). Therefore the energy can be calculated as shown in Equation 1.20.

E = ρ 0 r 5 t 2 C 5 (1.20)
Using a video recording of the blast wave propagation, it is consequently possible to estimate the energy released by the explosion, then, by assuming an homogeneous spreading, the energy E t transmitted to the target of area A (Figure 1.9) would be equivalent to the energy included in the solid angle volume encapsulating this area (Equation 1.21).

E t = E rA/3 4/3πr 3 (1.21)
Using the same approach, and by assuming that the propagation velocity D of the shock front is equal to D = dr dt , it is also possible thanks to Rankine-Hugoniot to link the energy released by the explosion to the shock front pressure [START_REF] Kambouchev | Analysis of Blast Mitigation Strategies Exploiting Fluid-Structure Interaction[END_REF]. This description assumes that all of the blast wave energy is mainly located in the shock front. The signal intensity: A second approach derived from the definition of the signal intensity can be used. The goal is to consider the propagation of the pressure wave P (t) in a medium of density ρ and celerity c as shown in Equation 1.23. This description assumes a planar wave thus overestimating the energy.

P using P = 2 γ-1 ρ 0 D 2 (Equation 1.
E = ρ 0 t 3 5D 2C 5 = ρ 0 t 3   5 P 2/(γ-1)ρ0 2C   5 (1.22) 18
E = 1 ρc t 0 |P (t) 2 | dt (1.23)

From incident pressure to momentum

Momentum p is a vector quantity resulting of the product of the mass m of a punctual mass and a velocity v as shown in Equation 1. [START_REF] Samuel | Blast Wave Clearing Effects on Finite-Sized Targets Subjected to Explosive Loads[END_REF].

p = mv (1.24)
Newton's second principle states that force is equal to the time derivative of momentum (Equation 1.25).

dp dt = F (1.25)
For an object of initial momentum p 0 at a time t 0 (p 0 = p(t 0 )) to which a force F is applied during t 1 -t 0 , the integral of this force during this duration can be written as shown in Equation 1. [START_REF] Bergeron | Detonation of 100 gram anti personnel mine surrogate charges in sand[END_REF], where I is the load impulse.

I = t1 t0 F (t) dt (1.26)
Therefore, momentum and load impulse can be linked as shown in Equation 1.27.

I = t1 t0 dp(t) dt dt = p(t 1 ) -p(t 0 ) = ∆p (1.27)
In the case of a blast wave, which is assumed uniformly distributed over a rigid surface S, the incident blast impulse i i can be expressed as shown in Equation 1.28.

i i (t) = 1 S t1 t0 F (t) dt = p(t 1 ) -p(t 0 ) S (1.28)
Therefore, knowing the incident blast impulse i i (t) and the initial momentum of air, which is usually neglected, it is possible to calculate the variation of momentum through time (Equation 1.29)

p i (t) ≈ Si i (t) (1.29)
However, a clear definition of the incident blast impulse i i must be given. Generally, it is assumed that the incident blast impulse is equal to the integral of the free-field pressure-time signal. However, the impulse due to the flux of the particles that are displaced by the blast is not seen by a free field pressure sensor and is therefore neglected in the traditional definition of impulse. Therefore, it is more accurate to define a total blast impulse i tot (Equation 1.30). Therefore, the total momentum brought on by the blast wave is more accurately defined as shown in Equation 1.31.

i tot = i i + i particles (1.30) p i (t) = Si tot (t) > Si i (t) (1.31)

From reflected pressure to momentum

Kambouchev [START_REF] Kambouchev | Analysis of Blast Mitigation Strategies Exploiting Fluid-Structure Interaction[END_REF] investigated the interaction of blast waves propagating in a highly compressible medium, such as air, and structures. Focus was drawn on impulse transmission from the blast wave to the structure. It was shown that in the case of a reflection of a blast wave on a rigid boundary, there is an incident blast impulse i i (in this case the impulse due to the mass flux of the particles will be neglected discussed in the previous paragraph) and a reflected impulse i r applied on the rigid boundary by the blast (Equation 1.32). Therefore, the impulse in the case of a reflection of a blast is not due solely to the incident momentum p i but also due to the reflected momentum p r (Equation 1.33).

i r = p r + p i S (1.32) p r ≈ Si r -p i (1.33)
In [START_REF] Kambouchev | Analysis of Blast Mitigation Strategies Exploiting Fluid-Structure Interaction[END_REF] a framing of the value of the momentum in case of reflection was given (Equation 1.34) which accounts for the cases where the structure cannot be considered a rigid boundary. The momentum of a perfectly reflected wave is comprised between 1/3 and 1 of the incident blast momentum. The reflected impulse applied on the rigid boundary would be between 4/3 and 2 (Equation 1.35).

0.33p i < p r < 1p i (1.34) 1.33p i < i t < 2p i (1.35)

Blast protection

Protection of a target in a near-field blast environment can intervene on different levels: it can act on the detonation, the propagation of the shock wave, in this case the blast is mitigated or attenuated, or on the target itself, in this case the term of blast protection would be most appropriate. Whilst this work focuses on blast protection, by offering solutions of target protection using fluids, a review of blast mitigation mechanisms has been conducted as well, as these could be transferable to target protection.

Physical mechanisms in blast mitigation and protection 1.3.1.1 Acting on the detonation process

Water mist The use of water mists has been investigated as a way to act on the detonation of an explosive charge.

Work by Schunck [START_REF] Schunck | Mitigation of Blast in a Water Mist[END_REF] studied the blast mitigation in a water mist, finding that the shock wave was delayed due to the presence of the water mist. It was also found that the size of the droplets had an impact on the peak overpressure with a reduction of the peak overpressure ranging from 20% to 40 % and a maximal impulse reduction by around 20% to 30%. The presence of the water mist reduced the oxygen supply and thus acted on the formation of the fire ball.

Acting on the blast wave in air

Natural decay Following the detonation of an explosive charge in air (or water), a spherical blast wave propagates.

Therefore, with increasing distance the energy released by the explosive charge spreads over a larger volume. Thus, the wave intensity is reduced and parameters like overpressure will follow the same intensity decrease over distance.

Since the blast intensity decreases with r 3 , increasing the distance from an explosion is very efficient as a protection measure.

Reflection, diffraction, rarefaction When a blast interacts with a structure, different phenomena may occur beyond the simple reflection. Rarefaction waves were described by Rigby [START_REF] Samuel | Blast Wave Clearing Effects on Finite-Sized Targets Subjected to Explosive Loads[END_REF]. A rarefaction, or clearing, wave is generated when a shock wave interacts with the edge of a structure. At the free edge, a reflected shock is generated and moves away from the target surface while an incident wave diffracts around the edge of the structure.

This generates a pressure imbalance between the two waves and the flow between the two pressure regions. A rarefaction wave is generated at the free edge and travels along the target surface back towards the center of the target, reducing the pressure and impulse action in the target. Figure 1.10 presents a schematic of this mechanism for an incident shock wave and a far-field blast loading scenario, depending on the size of the obstacle and the time scale of the event. The rarefaction wave reduces the pressure acting on the target.

Figure 1.10: Schematic representation of a rerefaction wave forming at the edge og a target [START_REF] Samuel | Blast Wave Clearing Effects on Finite-Sized Targets Subjected to Explosive Loads[END_REF] Putting an adequate obstacle between the charge and the target can help alleviate the pressure applied on the target. The shadowing mechanism finds its application primarily in far-field blast mitigation. It occurs when an obstacle is placed in the path of a blast wave. A link between the shadow region and the dimensions of the structure was established by Needham [START_REF] Needham | Blast Waves, Shock Wave and High Pressure Phenomena[END_REF]. He defined the low pressure shadow region as being 4 to 5 times the dimension of the structure in the direction perpendicular to the flow.

An experiment designed by Needham compared the appearance of the diffracted shock wave passing beyond a steel structure and a balsa wood structure. No difference was detected in the appearance of the diffracted shock wave. As such, the composition of the structure does not appear to have to be rigid in order to generate a shadowing effect on a blast wave.

The shadowing effect was described by Bornstein [2] as being dependent on the geometry of the structure constituting the obstacle. Figure 1.11 shows the interaction of a detonation product and a fluid filled container. The schematic highlights the shadowing mechanisms generated by an obstacle.

Figure 1.11: Schematic representation of the blast wave at varying times following the interaction with a structure, highlighting the shadow regions, taken from [START_REF] Bornstein | Physical mechanisms for near-field blast mitigation with fluid containers: Effect of container geometry[END_REF] Beneficial aspect of fluid structure interaction Fluid structure interaction (FSI) is the interaction of some movable or deformable structure with an internal or surrounding fluid flow. Effects of FSI can be exploited to be beneficial by disturbing the interaction of a blast wave with the target, and thus the impulse seen by the target [START_REF] Kambouchev | Nonlinear compressibility effects in fluid-structure interaction and their implications on the air-blast loading of structures[END_REF]. Following its interaction with a blast wave, the target will be set into motion. If the target acquires a high enough velocity, the duration of application of the blast wave will be higher than the response time of the plate, thus the impulse transmitted to the target is diminished. It was discussed in Section 1.2.2.3 that the momentum transferred to a rigid body is equal to 2 times the momentum brought on by the blast wave. In the case of a deformable body, it is possible to reduce this value to somewhere between 1.33 and 2. This can be observed experimentally for the free-standing plate problem [START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF], but also by measuring the deformation of a clamped target through digital image correlation, and computing the impulse using the local velocity of each point [3].

Acting on the compression wave in a solid or liquid

Shock impedance mismatch Shock impedance refers to the opposition that a material presents to transmission of a shock wave and is defined as Z = ρ 0 .D where ρ 0 is the initial density of a given material and D is the shock velocity at a given particle velocity. It should be noted that the shock impedance is often replaced with the acoustic impedance Z = ρ 0 c 0 , easier to use analytically. This is reasonable for low shock pressure as the particle velocity would be largely inferior to the shock wave velocity. The higher the ratio of impedance between two media, the more the blast wave will be reflected. For example, the ratio of impedance between air and steel is 1.8.10 5 which means that the shock wave will be almost completely reflected from the plate surface. By multiplying the layer and variation of impedance, it is possible to trap several waves in the materials, decreasing the peak stress applied to the target by spreading it over time, or even dissipating the wave through the layer deformation.

Energy dissipation A structure subjected to a blast wave can also be protected through the dissipation of the energy brought on by the blast wave. This can be achieved through plastic deformation or delamination of a material.

Threat characterization

Whilst these protection mechanisms are applicable to general air blast scenarios, this work focuses on land mines and improvised explosive devices (IEDs) as a source for the blast. When the detonation of an IED occurs, two different types of loading take place. A very localized and directional blast wave is produced, causing a very high blast load over a concentrated area and impact loading occurs through fragments. This investigation will focus of the blast loading.

Following the detonation of an IED, a vehicle structure can have different responses. Whilst some, like rupture or deformation of the vehicle floor, are mostly associated to overpressure, the vertical acceleration or overturning of the vehicle is due to the impulse transmitted to the structure. The mine blast output was investigated by Bergeron [START_REF] Bergeron | Detonation of 100 gram anti personnel mine surrogate charges in sand[END_REF]. Whilst the effects are highly dependent of how the mine is buried, two main phases on target loading due to the explosion of buried mines were identified:

• a first over pressure peak due to the blast wave generated by the explosive charge itself

• a secondary pressure loading on the target due to the ejection of the medium the mine is placed in (sand in the case of this study). This secondary loading can be influenced by the properties of the medium (presence of gravel, humidity of the sand) and the depth of burial of the mine. Therefore, the impulse being transmitted to the target increases with the impact of the sand.

A typical pressure time history of the loading due to a buried mine is shown in Figure 1.12.

Figure 1.12: Pressure and impulse time history recorded by a pressure sensor in air located 118 mm above ground for a 100 g charge of C4 burried at a depth of 80 mm in silica sand.

In order to test protective structures for their resistance to buried mines, a standard is defined by the STANAG 4569 document (Figure 1.13).

Figure 1.13: Standard testing levels defined by STANAG 4569 for the test of armored vehicles

Current blast protection acting on the target

As a response to these effects, solutions have been implemented. The most straightforward solution being the protection of the vehicle with a monolithic armor panel. Whilst easy to implement, this solution is not viable, especially in the case of a vehicle, as it reduces its mobility drastically and does not provide a satisfactory weight to protection ratio. Therefore, solutions with a more advanced design aim at protecting structure, and in particular vehicles, from the effects of an IED, both by acting on energy and momentum transmitted to the target.

Energy control

Vehicle hull shaping The shape of the vehicle floor itself can be used to redirect the energy released by the detonation of an IED under a vehicle. Paykani and Chung [START_REF] Paykani | Dynamic analysis and design of V-shape plates under blast loading[END_REF][START_REF] Kim Yuen | Response of V-shape plates to localised blast load: Experiments and numerical simulation[END_REF] described such a solution, where a V-shape was utilized, as described in Figure 1.14. However, this solution is efficient only when the charge is placed in an ideal location underneath the target, directly under the V-shape. Layered panels Layered panels are a commonly used solution for protection against blast waves. A layered panel consists of a crushable core, or absorber, located between a front plate and a back plate. This core can be made out of different materials (honeycomb structure, foam. . . ) and is crushed by the displacement of the front plate following its interaction with the shock wave. The goal of this structure is to use the core crushing phase to dissipate energy through plastic or brittle deformation of the core, thus the pressure load is applied to the target at a lower intensity over a longer duration (Figure 1.17) [3,[START_REF] Xue | A comparative study of impulse-resistant metal sandwich plates[END_REF][START_REF] Hutchinson | Metal sandwich plates optimized for pressure impulses[END_REF][START_REF] Hanssen | Close-range blast loading of aluminium foam panels[END_REF][START_REF] Theobald | Numerical investigation of the response of sandwich-type panels using thinwalled tubes subject to blast loads[END_REF][START_REF] Teich | Analysis of FSI effects of blast loaded flexible structures[END_REF].

Figure 1.17: Pressure load applied to the front and back plates of a layered panel

The transmitted impulse is generally not affected by such design, but it has been shown that by voluntarily weakening the rigidity of the system, while keeping in check the energy transmitted by the blast wave, it could be possible to reduce the transmitted impulse through the beneficial aspect of fluid-structure interaction [START_REF] Kambouchev | Nonlinear compressibility effects in fluid-structure interaction and their implications on the air-blast loading of structures[END_REF][START_REF] Ousji | Air blast response of sacrificial cladding using low density foams: Experimental and analytical approach[END_REF][START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF].

Fluids for personal protective equipment As there are currently few studies making use of fluids for vehicle protection in the literature, other areas of application were also looked at. For example, studies on the use of fluids for blast protection have been preformed in the field of personal protective equipment.

A study by Chen [START_REF] Chen | Blast Shock Wave Mitigation Using the Hydraulic Energy Redirection and Release Technology[END_REF] considered a new body armor design equipped with a system of fluid filled tubing fit with and end cap in order to allow the ejection of said fluid. The experimental setup described in Figure 1.18a

shows the pressure sensors located in front and behind the sample of the protective equipment, thus allowing the measurement of the peak overpressure reduction due to the sample. This body armor equipped with fluid filled tubing was designed as an overpressure transformer to transfer kinetic energy of shock waves into hydraulic energy in the plastic tubing. The hydraulic energy is redirected through the plastic tubing openings at the lower end, fit with plastic caps. This permits the fluid to be quickly released (Figure 1.18b). For the body armor, the peak overpressure reduction was measured behind the sample. The theory motivating this experiment was that a transformation of the energy generated by the shock wave into hydraulic energy allowed its extraction through the release of water.

Measurements were taken at the rear of the sample and are summarized in Table 1.1. Results showed a significant Table 1.1: Experimental results from [START_REF] Chen | Blast Shock Wave Mitigation Using the Hydraulic Energy Redirection and Release Technology[END_REF] In front of sample Behind sample Empty tubing Empty tubing and kevlar Filled tubing and kevlar Measured pressure (psi) 10.14 5.33 0.27 0.27 reduction of the peak overpressure, from 10,14 psi measured by the front sensor to 0,27 psi measured behind the sample. However, experiments were also performed with the empty tubing alone, and a similar reduction of overpressure could be measured (0,25 psi). This begs the question of the role the water ejection mechanism plays in the reduction of the peak overpressure. The materials tested were both solid fillers (aerogel, glass beads) and liquid fillers (water, glycerin, AgileZorb).

In order to quantify the efficiency of the filled panels, a pressure gauge was placed exactly behind the center of the sample. It was found that the most efficient mitigation was provided by AgileZorb. AgileZorb has nano-sized pores suspended in non-wetting liquid. When the pressure exceeds a threshold, because of capillary effect, the liquid goes inside the pores, resulting in energy dissipation. When choosing a fluid to fill the foam channels, the approach was that the mitigation effects would increase with the energy transfer within the material. When using water, peak overpressure magnitudes were cut in half. The general trend highlighted by the experiments conducted by Young were that high density and low porosity materials provide higher pressure attenuation by increasing the rise time and duration of the blast. However, it must be noted that in this investigation, the variable attesting the efficiency of a given filler is the value of the peak pressure of the remaining blast wave having passed through the fluid filled foam sample. Hence, the main factor impacting the blast mitigation efficiency is the mismatch of impedance between air and the tested filler.

Momentum control

Dynamic impulse compensation concept One study taking into consideration the issue of the direction of the momentum transmission was conducted by Denefled [START_REF] Denefeld | Reduction of global effects on vehicles after IED detonations[END_REF] with what was called a Dynamic Impulse Compensation concept (DIC). The DIC method is based on the idea of compensating the momentum generated by the IED by a gun type system ejecting a mass in the opposite direction from the blast. This is done by ejecting a massive steel projectile (13% of the total mass of the scaled vehicle model) from a gun type system which will compensate the Experimentally, a reduction of 70% of the jump height could be achieved (Figure 1.21a). Using the numerical model, it was evaluated whether the occupant loading (loading on the lumbar spine region and lower legs) as well as global vehicle motion could be reduced using DIC. Subsequent to the detonation of an IED, the phenomena on the vehicle structure are as follows: the whole momentum is transferred onto the structure within 40ms after detonation.

The vehicle is the in a free flight phase and falls back on the ground after 700ms. The resulting forces acting on the vehicle are reduced from a peak value of 14kN to 8kN with DIC (Figure 1.21b).

However, current technological limitations do not allow the detection of an IED and initiation of the DIC system Experimental results regarding the used of a dynamic impulse compensation system [START_REF] Denefeld | Reduction of global effects on vehicles after IED detonations[END_REF] to occur in a timely manner for this to be an efficient solution. Thus, a core being able to redirect this momentum in different directions should be designed. To eliminate the need for separate initiation, this core should be easily set in motion, such as a fluid for example.

Kinetic energy defeat device

The kinetic energy defeat device (KEDD) is a novel device which uses non-viscous liquids arranged in a periodic array to redirect the kinetic energy generated by a projectile through the formation of high-speed jets. This redirection of energy occurs perpendicular to the incoming projectile when the liquid is shock loaded in compression. It aims at slowing the velocity on incoming projectiles, thus reducing the damage to the structure. The KEDD system has been studied by Wolfson [START_REF] Crumrine | Blast damage mitigation of steel structures from near-contact charges[END_REF], both experimentally and numerically. A computational problem was formulated by Wolfson using the code CTH to determine the capacity of a KEDD to reduce the velocity of the incoming projectile. In this setup, a circular steel impacting disk (the flyer plate) travels at 800m/s and impacts a cylinder of water resting on a second circular steel disk (rear disk). The dimensions of the elements, as described in Figure 1.22, ensure that the weight of the water equals the weight of the two disks. This numerical simulation was reproduced by the author in the frame of this investigation with the code Impetus AFEA, described in more detail in Section 1.5, as it could be a good starting point for the design of a momentum redirection system. The MAT FLUID command was used to define the material properties of water, with a density ρ = 1000kg/m 3 , a linear bulk modulus K = 2.2e 9 P a and a dynamic viscosity µ = 8.9e When comparing the simulation results obtained by Wolfson and Impetus AFEA, it is noticeable that the bottom plate behaves differently. Indeed, the bottom plate stays in constant contact with the water column in the simulation performed by Wolfson as shown in Figure 1.24b. However, with Impetus AFEA a pressure wave is generated from the impact of the flying plate at 800 m/s onto the water column. This impact sets the bottom plate in motion, thus preventing both plate velocities from converging to a common value similarly to the calculations performed by Wolfson. Simulation results from Impetus AFEA (Figure 1.25a), show that the top plate is decelerated to 382 m/s and the bottom plate is accelerated to 114 m/s after the impact. The front plate decelerates a second times as soon as it is intercepted by the wave reflected on the bottom plate. Figure 1.25: Numerical results of the impactor and rear plate velocity [START_REF] Crumrine | Blast damage mitigation of steel structures from near-contact charges[END_REF] Momentum conservation dictates that the impactor momentum is transferred to the rest of the system during the impact. A quick calculation shows that the momentum of the rear plate is four times lower than the initial momentum of the impactor. The missing momentum is located in the impactor through its residual velocity, and in the water.

However, by reproducing the model using impetus, it can be shown that the water spread over a surface larger than the rear plate, indicating that its momentum will never be transmitted to it. This beg the question: is it possible to use the water ability to spread over in order to locally reduce the impulse, or even the total momentum transmitted to a target ?

The concept of the KEDD was also investigated experimentally with a variation in the number and placement of several water filled tubes, placed in between a top (flyer) plate and a bottom plate (Figure 1.26). The parameter of observation in this study was the damage of the bottom steel plate for varying KEDD configurations. Compared to a baseline test without KEDDs, the damage and strain rate of the bottom plate could be significantly reduced (whilst plates of the baseline test failed, plates used in the same configuration but with KEDDs were still partially intact).

This study also included an experimental investigation in which the water was replaced by sand. In that case, the KEDD was not efficient in reducing damage to the target (bottom plate) and was found to even increase the strain rate. Water filled containers Another study focused on the use of fluids for target protection. Bornstein [2] focused on the potential for water filled containers to mitigate blast loading on armored vehicles by comparing the effects of an empty container, a water filled container with varying geometries and a water filled container at a standoff distance from the target. This study investigated the deformation of a steel plate located under the water filled container.

Near-field blast mitigation provided by a range of container geometries was investigated experimentally by Bornstein [START_REF] Bornstein | Physical mechanisms for near-field blast mitigation with fluid containers: Effect of container geometry[END_REF] the best performing quadrangular water-filled container and novel shaped containers such as cone, in-verted cone, diamond and mushroom as shown in Figure 1.27.

Figure 1.27: Geometries used for the evaluation of the effect of container geometry by Bornstein [START_REF] Bornstein | Physical mechanisms for near-field blast mitigation with fluid containers: Effect of container geometry[END_REF] The cone shaped container permitted an analogous approach to the V-shaped hull whereas the inverted cone took advantage of the shadowing and spreading mechanisms of the quadrangular shape at a reduced mass. The inverted cone shape presented a large surface area to the detonation product and minimal contact to the target.

The diamond shape was chosen to obtain a potential reduction in momentum transfer by angling the surface of the container to the incident shock wave and detonation products. The mushroom shape was used to fully take advantage of the shadowing and spreading effects of the quadrangular container at a reduced mass as the study had shown that there are diminishing effects in terms of blast protection when increasing mitigant mass. Finally, the previously described kinetic energy defeat device (KEDD) consisting of an arrangement of water filled cylinders designed to enhance the spreading mitigation mechanism was examined. A larger number of cylinders were stacked above to mimic an inverted V-shape thought to provide benefits through the shadowing mechanism. This study found that whilst the quadrangular water-filled container provided the best reduction in dynamic deformation, when considering the mass efficiency of blast mitigation, the mushroom shaped container had the highest reduction in deformation per kg of water. However, the cone shaped container provided no mitigation at all, showing that the shadowing mitigation mechanism is more effective at reducing deformation than deflecting the detonation product.

Furthermore it was shown that when keeping a constant volume of fluid, a higher more narrow water column had provided better target protection than a thinner layer of fluid covering more surface area.

Bornstein also experimentally investigated the effect of five different filler materials on the deformation of a steel plate subject to blast loading in the near field [START_REF] Bornstein | Blast mitigation with fluid Containers: Effect of mitigant type[END_REF]. Five different materials providing a variety of sound speed values and levels of compressibility were used:

• Bulk water: bulk water was used to provide a baseline level of performance. It was postulated by Bornstein that a lower sound speed reduces the speed of the pressure wave traveling through the fluid, giving rarefaction waves greater time to reduce the impulse delivered to the target.

• Aerated water: aerated water provides a reduced sound speed compared to bulk water (1500 m/s for bulk water and 50 m/s for aerated water) and a different level of compressibility.

• Dry sand: it was found that the porosity and density of sand were key properties and resulted in enhanced mitigation when compared to water.

• Expanded polystyrene (EPS): The H-grade expanded polystyrene block was used to maintain the shadowing effect of the water filled container at a reduced weight.

• EPS + Water: a combination of both these materials was used to maintain the shadowing effect whilst maintaining the same geometry that affected shadowing and to provide a compressible fill.

• Shear thickening fluid (STF): the STF was used to examine the effect of increased fluid density on the rarefaction mechanism.

As a result of this investigation, it was found that the sand was the best performing mitigant. However, when evaluating the mass efficiency of the different fluids, sand did not provide the best performance on a mass basis.

Rather, the EPS + Water mixture was found to be the most efficient, followed by bulk water.

In this section, mechanisms allowing blast protection and mitigation were given. The characterization of the threat in this particular study, the buried mine, showed that one possible response of a vehicle to the explosion is its vertical acceleration, linked to momentum transmission to the structure. Current protection solutions for targets were reviewed, both regarding energy and momentum. Whilst not extensively studied at the moment, the use of fluids such as water was identified as one possible solution for momentum control. The investigation of the kinetic energy defeat device (KEDD) showed some promising results by spreading the fluid over a larger surface than the surface of the target. Therefore, several questions need to be answered: is it possible to use spreading mechanisms in water to locally reduce the impulse, or even the total momentum transmitted to a target ? How can we identify the mechanisms occurring in the fluid that are beneficial to momentum transmission in order to take advantage of them ?

The goal of this work is partly to answer these questions. In the next section, different experimental and numerical tools will be described and the most adequate one will be chosen to answer these questions.

Experimental setups for the investigation of momentum and fluids under blast loading 1.4.1 Generation of a blast load

As stated previously, this work focuses on the effects following the detonation of an IED. Thus, an experimental way of applying a blast load of high intensity to a specific area has to be found. Different methods of generating a blast load will be described in this section.

Detonation in free field

The most straightforward solution to generate a blast load is through detonation in free field. One possibility to generate this blast load is through the detonation of a gas mixture. However, studies focusing on this type of detonation often regard accidental detonation of gas and their impact on industrial structure [START_REF] Trelat | Impact de fortes explosions sur les b âtiments repr ésentatifs d'une installation industrielle[END_REF] or are performed at a small scale for the characterization of the gaseous mixture itself [START_REF] Sochet | Experimental investigation on the detonability of non-uniform gaseous mixtures[END_REF][START_REF] Cheng | Contribution à l' étude de la Transition D éflagration D étonation (TDD) dans les M élanges Gazeux Binaires[END_REF]. This method is however seldom used for an experimental assessment of the protection capabilities of a novel structures. In contrast, numerous experimental investigations with the goal of assessing the protection capabilities of novel structures against the effects of blast make use of the detonation of a condensed explosive in the free field [START_REF] Van Paepegem | Blast performance of a sacrificial cladding with composite tubes for protection of civil engineering structures[END_REF][START_REF] Palanivelu | Energy Absorption of Crushable Tubes for Protective Structures under Static, Impact and Blast Loading Sivakumar Palanivelu[END_REF][START_REF] Theobald | Numerical investigation of the response of sandwich-type panels using thinwalled tubes subject to blast loads[END_REF]. However, the generation of a blast load through detonation in a free field poses some experimental difficulties:

• as a spherical blast wave is generated in free field, the loading on the tested structure is not uniformly distributed, which adds a difficulty in the interpretation regarding the response of the structure to be tested

• in the scope of this study, focusing on land mines, the blast loading generated by the detonation of a condensed explosive in the free field may be insufficient, or would require high quantities of explosives

Steel pots

Whilst the detonation in free field may not be adapted in the case of the study of a novel protective design for the aforementioned reasons, when a structure is tested once the design process had become closer to vehicle integration, steel pots are often used for the test of military vehicles [START_REF] Bj Örn Zakrisson | Numerical simulations of blast loads and structural deformation from near-field explosions in air[END_REF][START_REF] Świerczewski | Modelling and the FEM Analysis of the Effects of the Blast Wave on the Floor of a Vehicle According to the AEP-55 Vol. 2 Methodology[END_REF]. The AEP-55 document [START_REF]AEP-55 Procedures for evaluating the protection level of logisitic or light armoured vehicles[END_REF] states that the blast effect of a buried TNT surrogate mine overburden with 10 cm water saturated sandy gravel can also be generated using a PETN-B (a plastic explosive containing 86% PETN where m T N T = 1, 19m P ET N -B ) surrogate charge positioned in a steel pot. A steel pot has a specified geometry (Figure 1.28) and it is obligatory to apply an air gap of 50 mm around the charge. Due to these strict specifications, the use of steel pots provides a unified method for testing structures against the effects of the detonation of a buried explosive charge. 

Shock tubes

Shock tubes have been used for more than a century, with the first description of a shock tube in 1899 by Vieille [START_REF] Vieille | Étude sur le role des discontinuit és dans les ph énom ènes de propagation[END_REF], and have been extensively used for the study of materials under blast loading in a laboratory setting [START_REF] Kitagawa | Attenuation properties of blast wave through porous layer[END_REF][START_REF] Michael | Effect of Compressible Foam Properties on Pressure Amplification During Shock Wave Impact[END_REF]. A shock tube has three main sections: a driver and a driven section as well as a diaphragm (Figure 1.29). To generate a shock wave, the pressure in the driver section is increased until the diaphragm bursts, creating a shock wave propagating though the driven section. In contrary to a free field detonation, the shock tube generates a planar shock wave, thus loading the tested sample in a uniform way. Whilst the shock wave generated by a shock tube can vary depending on the design details of the shock tube, the general pressure-time history in the driven section of the tube, depicted in Figure 1.30, shows that the pressure signal has a virtually instantaneous rise time and can be maintained over several milliseconds. The peak pressure produced by a shock tube is highly dependent on the design of the tube. For the purpose of providing an example, an oxy-acetylene driven laboratory shock tube developed by Courtney [START_REF] Courtney | Oxy-acetylene driven laboratory scale shock tubes for studying blast wave effects[END_REF], provided a peak pressure value in the range of 2 to 11 bar. These characteristics however do not allow for realistic experimental testing of a structure against the effects of an IED, as the shock wave produced by the shock tube does not provide the characteristic decay in the pressure profile of a blast wave and does not provide a peak pressure of a sufficient intensity. Modern shock tubes are now also able to generate a blast profile, whose intensity is however still largely inferior to what can be achieve with explosive driven shock tubes. 

Explosive driven shock tubes

Explosive driven shock tubes (EDST) are relatively simple experimental setups. An explosive charge is placed at a certain stand-off distance from the entrance of a tube of a given section. After detonation of the explosive charge, a planar blast load is generated at the exit of the tube. Numerous protective structures have been tested using this experimental setup [START_REF] Ousji | Air blast response of sacrificial cladding using low density foams: Experimental and analytical approach[END_REF][START_REF] Louar | Explosive driven shock tube loading of aluminium plates: experimental study[END_REF] as they provide a repeatable, planar blast wave having the characteristic pressure time history of that generated by an explosive charge such as a buried mine or improvised explosive device.

After detonation of an explosive charge, positioned at a certain stand-off distance, the confined channel of the EDST leads to the development of a planar blast wave. For a small charge, the pressure and impulse profile at the exit of the tube will be much higher than for the detonation of the same charge in air.

Choice of blast generator in the scope of this work

Considering that this study focuses on the detonation of land mines or improvised explosive devices, a blast generation through the use of an explosive driven shock tube (EDST) reproduces the effects of the threat most accurately.

An EDST was previously used at ISL by Blanc [START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF]. The charge masses used by Blanc were of 15, 30 and 50 grams of C4. Table 1.2 shows the maximal over pressure and impulse of the blast wave at the exit of the tube. The free field blast load parameters were measured by a blast pencil and the reflected blast load parameters were measured by a pressure transducer while the exit of the tube was closed with a rigid plate.

The United Facilities Criteria (UFC) [START_REF]Navy NAVFAC P-394, and Air Force AFR 88-22. Unified Facilities Criteria[END_REF] gives the positive shock wave parameters for a spherical TNT Explosion in Free Air at Sea Level as a function of the scaled distance Z. Knowing the peak over pressure at the exit of the tube, the scaled distance and incident specific impulse

i s = I 3 √
m , where m is the mass of the explosive, can be determined from Figure 1.32. Therefore, knowing the impulse I at the exit of the tube, it can be determined which mass of explosive will give the same over pressure value in free field as the value obtained at the end of the tube, at a certain distance:

• for 15 g of C4 the same over pressure is achieved for a free field explosion for 91.1 kg of TNT at a distance of 3.6 m • for 30 g of C4 the same over pressure is achieved for a free field explosion for 184 kg of TNT at a distance of 3.58 m

• for 50 g of C4 the same over pressure is achieved for a free field explosion for 188 kg of TNT at a distance of 3 m Therefore, the use of an EDST allows to replicate the high intensity localized blast loads generated by an IED whilst using small charges for the purpose of academic experiments. 

Pressure measurements in fluids

A pressure sensor converts changes in pressure of a gas or a liquid into an electrical signal and is therefore ideal for monitoring dynamic pressure events. Pressure sensors have a sensing element of constant area and respond to force applied to this area by fluid pressure, which will deflect the diaphragm inside the pressure transducer. This deflection is measured and converted into an electrical output. Pressure measurement in a fluid in the case of the behavior of the blast wave at an air-water interface is scarcely documented, thus giving little information on the use of pressure sensors inside a fluid to measure such phenomena. In an investigation performed by Henderson [START_REF] Henderson | Refraction of a shock wave at an air-water interface[END_REF], the refraction of a shock wave at an air-water interface was studied. As detailed in the previous sections, a shock wave propagating in a medium of low density impinging on a second medium of much higher density will be reflected as it passes from one medium to another. In the case of an air-water interface, there is a large difference in the shock impedance. As such, the reflection is somewhat similar to that of a shock in a gas reflecting of a rigid surface, the impedance of the water (1.510 6 P a.s/m at 1 atm and 15C) being three orders of magnitude greater than that of air (410 P a.s/m at 1 atm and 15C). In this way, water is an almost rigid body.

Experimental data was obtained by Peckham [START_REF] Peckham | Air to water blast wave transfer[END_REF] in order to characterize the shock wave induced in the water directly below an explosion in air. In this experimental study, the air blast and underwater shock were measured. The study showed that the pressure-time curves are made up of multiple pressure pulses. These multiple pulses result in part from the perturbations on the air blast shock front and the explosion products front. These perturbations reflecting of the interface act as separate sources for the underwater shock wave. Thus, the underwater pressuretime history shows several pressure peaks corresponding to the arrival of the shock generated by each perturbation. Indeed, a blast can be equivalent to a succession of shock of decreasing intensity, wanting to compress the media in which the shock is propagating. A subsequent compression wave can only further compress the media if its intensity is high enough to compress a media that was already in a stage of compression due to the passing of the first compression wave, therefore justifying the observation of multiple pressure pulses.

Measurement of momentum

Measurement of momentum in a fluid can be challenging, which is why pressure (and thus impulse) measurements, as described in Section 1.4.2, will be implemented in the experimental setups described in Chapter 2. However, the global momentum transmission from a blast wave to a structure can be experimentally investigated with the use of a ballistic pendulum (in this case more accurately described as a blast pendulum). This experimental solution is selected for the work described in Chapter 3.

The ballistic pendulum

The ballistic pendulum, first described by Robins [START_REF] Robins | New Principles of Gunnery[END_REF], is a measurement device comprising a suspended target into which a projectile, such as a bullet, can be fired (Figure 1.34). This device allows the measurement of the velocity of said projectile by determining the momentum transferred to the target from the amplitude of the pendulum swing.

The initial velocity of the bullet can be easily deduced from the angle of the pendulum motion by conservation of mechanical energy and momentum conservation. 

E k initial = 1 2 (m b + m p )v 2
b+p whilst the initial potential energy is U initial = 0. For the final position of the pendulum (when the maximal potential energy has been reached), the kinetic energy is E k f inal = 0 and the potential energy is

U f inal = (m b + m p )gh. By energy conservation, E k initial = U f inal (Equation 1.36). 1 2 (m b + m p )v 2 b+p = (m b + m p )gh ⇒ v b+p = 2gh with h = L(1 -cos(Θ)) (1.36)
Momentum conservation states that the momentum of the bullet before impact equates to the momentum of the bullet-pendulum system (Equation 1.37).

m b v b = (m b + m p )v b+p (1.37)
Therefore, the initial velocity of the bullet can be calculated (Equation1. [START_REF] Palanivelu | Energy Absorption of Crushable Tubes for Protective Structures under Static, Impact and Blast Loading Sivakumar Palanivelu[END_REF].

v b = m b + m p m b 2gh (1.38)

The blast pendulum

Properties of a blast wave regarding impulse can also be investigated through a blast pendulum. In that case, the blast pendulum is set into a motion following the interaction with a blast wave generated by a spherical charge placed at a given distance from a square load impact plate. Similarly to the ballistic pendulum, the blast pendulum allows to link the movement of the suspended body to the impulse transmitted by the blast. A blast pendulum can have a rotational movement, as was the case with the ballistic pendulum previously described, or a translational motion.

Such a pendulum was studied by Snyman [START_REF] Snyman | The imparted impulse of a PMN anti-personnel mine[END_REF]. This blast pendulum used horizontal motion (Figure 1. [START_REF] Sochet | Experimental investigation on the detonability of non-uniform gaseous mixtures[END_REF]. This setup has the advantage of not having to interpret the results with rotational components as the impulse imparted by the charge can be directly correlated to the horizontal displacement of the beam measured via laser displacement and rapid camera imaging. Moreover, it is possible to use an explosive driven shock tube, rather than a spherical charge, to apply the blast wave to the load impact plate. As seen in the previous section, this allows for a uniform loading of the test plate. Contrary to the ballistic pendulum, it should be noted that the motion of the blast pendulum is not only due to the blast applied on the square load impact plate, but also by the blast applied on the rotating arm.

The contribution of the blast applied to the arm towards the total impulse transmission depends on the geometry of the pendulum. For the pendulum used by Reck [START_REF] Reck | Ballistic Pendulum for Blast Wave Impulse measurement, Analysis and Optimization[END_REF] around 15% of the impulse originates from the blast load applied on the arm of a rotational pendulum. 

Experimental setup for momentum investigation in the scope of this work

A blast pendulum had been previously been used by Reck [START_REF] Reck | Ballistic Pendulum for Blast Wave Impulse measurement, Analysis and Optimization[END_REF] at ISL. In that case, the blast pendulum is set into a rotational motion following the interaction with a blast wave generated by a spherical charge placed at a given distance from a square load impact plate. Similarly to the ballistic pendulum, the blast pendulum allows to link the movement of the suspended body (more specifically its rotational angle) to the transmitted impulse. Figures 1.36a

and 1.36b show the geometry of the pendulum, where:

• P is the center of rotation of the pendulum on the pendulum axis

• ω is the angular velocity

• CM is the center of mass of the pendulum, with s the distance between P and CM , b the distance between P and the center of the square load impact area of the pendulum For a blast pendulum, an analytical description aims at establishing a link between pendulum motion and blast wave impulse.

Firstly, the change of angular momentum, ∆L can be written as Equation 1.39 where r ⊥ is the lever arm distance between the center of rotation P and the point of application of the force, I is the load impulse, J is the moment of inertia. In this particular case, r ⊥ = b, and therefore the blast wave load impulse ca be expressed as shown in Equation 1.40, where ω 0 = 0 is the initial velocity of the pendulum.

∆L = r ⊥ I = J∆ω (1.39)
I b = J P z (ω -ω 0 ) b (1.40)
Considering energy conservation, the kinetic energy is equal to the potential energy when the pendulum comes to a stop (1.41).

E k = U = J P z ω 2 2 = mgh where h = s(1 -cos(Ω max )) (1.41)
Where Ω max is the angle of the pendulum with respect to the vertical position.

Finally, the blast wave load impulse can be expressed as shown in Equation 1.42

I b = 1 b 2J P z mgs(1 -cos(Ω max )) (1.42)
Making the assumption that the impact plate is loaded homogeneously and that the impulse effects of the pendulum arms are negligible, an impulse i b can be defined (Equation 1.43).

i b = I b A
where A is the surface of the load impact area (1.43) In this Section, different experimental setups to generate a blast load were reviewed. Considering the threat characterization made in Section 1.3.2, the blast load that has to be generated in the scope of this work has to be of high intensity and localized to a small area. The explosive driven shock tube (EDST) satisfies these two criteria and will therefore be used to generate the blast load in subsequent experimental setups whenever possible. As mentioned previously, the mechanisms occurring in the fluid itself are of interest in this work. Therefore, pressure measurement will be made in the fluid for a local comprehension of the occurring phenomena. Whilst not extensively documented, some elements of literature reported on previous usage of pressure sensors in a fluid environment in the particular case of an aerial detonation of an explosive charge above water. As the pressure sensor is submerged in a fluid, stainless steel sensors in particular seem to be a good option for this investigation. An experimental setup involving an EDST and local pressure measurements in the fluid is discussed in Chapter 2 to investigate the spreading of impulse. For a more global comprehension of momentum transmission, an experimental setup allowing the motion of the protective structure has to be used. The blast pendulum was identified as being an adequate solution, with different geometrical configurations begin related in literature. For this work, experiments were performed on the rotational pendulum previously used at ISL. The blast pendulum experiments to investigate global momentum transmission are discussed in Chapter 3.

Numerical modeling of blast waves and fluids

Numerical simulations were used to overcome experimental limitations, mainly regarding the finite number of pressure measurement points with the aforementioned pressure sensors. In the frame of this work, two main phenomena need to be simulated: the simulation of a blast wave and the interaction between a structure and a fluid (in our case water). In this section, different methods for blast generation as well as fluid-structure coupling are given in order to choose the methods best suited for the problematic of this study.

Numerical simulation of a blast wave

For the numerical simulation of a blast wave, different approaches can be taken. A summary of these methods has previously been given by Larcher [START_REF] Larcher | Explosions in Complex Geometries -A Comparison of Several Approaches[END_REF] and Blanc [START_REF] Blanc | Numerical modelling of sacrificial cladding[END_REF]. These methods range from the most representative of the real occurrences of the formation of a blast wave to the most simplified but time saving methods:

Numerical simulation of the combustion process The numerical simulation of the entire chemical process involved in an explosion to the formation of a blast wave can be set up. This can be done by combustion codes but is rarely used in the scope of testing protective solutions.

Numerical simulation of an ideal detonation

The numerical simulation of the ideal detonation model. In this case, the specific energy and volume of the explosive charge has to be defined in the model. The blast wave propagates as a discontinuity at the Chapman-Jouguet velocity (a propagation velocity at which the blast wave just reaches the speed of sound) and energy release is considered instantaneous (or custom defined). An equation of state to describe detonation products is needed. The John-Wilkins-Lee (JWL) equation of state is often used. The JWL equation of state defines the pressure as stated in Equation 1.44, where A, B and e 0 have units of pressure, R1, R2, ω and V are dimensionless.

p = A(1 - ω R 1 V )e -R1V + B(1 - ω R 2 V )e -R2V + ωe 0 V (1.44)
The term used in the JWL equation of state are the following:

• V is the ratio between ρ e and ρ, ρ e being the density of the explosive solid part and ρ the density of the detonation products

• R 1 , R 2 and ω are dimensionless parameters and A and B are parameters with units of pressure. These explosive constants are typically determined experimentally by a controlled cylinder expansion test [START_REF] Jose A Sanchidrian | Determination of the JWL Constants for ANFO and Emulsion Explosives from Cylinder Test Data[END_REF].

• e 0 is the chemical energy per unit volume of the explosive

Numerical simulation of corpuscles

The corpuscular method is a method based on the kinetic molecular theory, investigated by Olovsson [START_REF] Olovsson | A particle-based approach to close-range blast loading[END_REF], that allows for a numerical treatment of gas volumes on a macroscopic level.

The kinetic molecular theory is the study of gas molecules and their interaction, leading to ideal gas laws. Bernoulli first proposed a theory in which the air pressure against a piston is build from the perfectly elastic collision of discrete molecules. Maxwell derived an expression for the molecular velocity distribution at thermal equilibrium (Equation 1.45) where f (v) is the probability density function for the molecular velocity, M is the molar mass, R is the universal gas constant and T it the temperature.

f (v) = 4π( M 2πRT ) 3/2 v 2 e -M v 2 2RT
(1.45)

The thermal velocity can be expressed as shown in Equation 1. [START_REF] Ronald | A Shock Tube for Downselecting Material Concepts for Blast Protection[END_REF].

v RM S = ∞ 0 v 2 f (v) dv = 3RT M (1.46)
The mean-free path l and the frequency of collision f c can be expressed as a function of the molecular radius r p and the number of molecules per unit volume n (Equations 1.47 and 1.48).

l = 1 √ 2πnr 2 (1.47) f c = nr p 2 8πRT M (1.48)
For the numerical simulation of a blast, not every single molecule can be modeled. Thus, some assumptions need to be made:

• each particle represents many molecules

• particles are rigid and given a spherical shape to improve contact calculations

• for each particle, there is a balance between translational kinetic energy W t and spin/vibration energy W s , determined directly from the heat capacity at constant pressure C p and at constant volume C v where γ = Cp Cv . This balance was described by Olovsson in [START_REF] Olovsson | A particle-based approach to close-range blast loading[END_REF] (Equation 1.49).

W s W t = 5 -3γ 3γ -3 (1.49)
The energy redistribution between two particles when a collision occurs is calculated in such a way that, when impact between particle occurs, the kinetic energy W t changes and the spin/vibration energy W s remains unchanged.

The ratio Ws Wt is disrupted and the energy is redistributed to maintain a constant ratio. To ensure an accurate interaction, the particle radius is adjusted to obtain a reasonable mean-free-path.

Direct application of an ideal analytical blast load

This numerical method for simulating blast waves omits the simulation of the detonation itself, saving on computational cost. This method uses analytical models of the properties of the blast wave generated by a given charge for a given distance. A limit to the models validity is generally given by the code, as the model will not take into account the effects of the fire ball. For example, in LS-DYNA, the *LOAD BLAST ENHANCED command is valid for a scaled distance Z between 0.147m/kg 1/3 and 40m/kg 1/3 (where Z = R M EqT N T 1/3 , R the distance from the charge center and M EqT N T the equivalent TNT mass).

Direct application of an experimental blast load measurment

The solution with the least computational cost is the direct application of the loading generated by the blast wave onto the structure. This is possible when this loading is very well known, for example in a case where sufficient experimental data is present.

Element formulation

The behavior of a shock wave propagating in a fluid is described by the Navier-Stokes equations, a partial differential equation describing the motion of viscous fluid substances. However, in most numerical models, viscosity is not taken into account, therefore simplifying the Navier-Stokes equations in Euler equations. In a finite element description of the fluid, the Euler equations are solved in each element by conservation of mass, momentum and energy (Equations 1.50, 1.51, 1.52) at each time step.

∂ρ ∂t + ∇ • (ρV ) = 0 (1.50) ∂(ρV ) ∂t + ∇ • (ρV V ) = -∇P + ρg (1.51) ∂(ρE) ∂t + ∇ • (ρEV ) = -∇ • (P V ) + ρg • V (1.52)
The variables in this equation are:

• t the time (s)

• ρ the density (kg.m -3 )

• V the Eulerian particle velocity (m.s -1 )

• P the thermodynamic pressure (P a)

• g gravity (m.s -2 )

• E the total energy per unit volume (J.Kg -1 )

That being said, these 3 equations do not allow the resolution of the problem (4 variables, 3 equations). To that end, an equation of state must be added to the system.

As stated previously, the fluid transport equations are solved for each element of the finite volume description.

In order to describe the ALE element formulation, the Lagrangian and Eulerian element formulations must first be described.

Lagrangian description

In a Lagrangian description, the nodes of the mesh are attached to material points. During a loading, as the body deforms, both the nodes and the material points change position, thus, the position of a material point relative to a node stays the same. A node contains the same material throughout the calculation. A representation of the Lagrangian mesh is shown in Figure 1.37.

Whilst the Lagrangian formulation presents some advantages (boundary nodes stay on the boundary, therefore boundary conditions are easily applied), the main disadvantage of this formulation resides in the fact that severe mesh distortion, especially during large deformation can occur. This can result in a loss of accuracy and in a time step approaching zero. 

.2.2 Eulerian description

On the other hand, the Eulerian mesh is a background mesh. The body, constituted of its material points, flows through the mesh as it deforms. Whilst the nodes remain fixed in space, the material points are fixed on a virtual mesh that move through the background mesh, thus the position of the material points relative to the nodes varies in time. One node will not always contain the same material point throughout the simulation.

Material deformation can be described in two steps. First, the material is deformed in a way similar to the Lagrangian approach. Then, these virtually Lagrangian elements are advected back onto the fixed Eulerian mesh.

A representation of the Eulerian mesh is shown in Figure 1.38.

Figure 1.38: Eulerian element description

As the mesh is fixed in space, there is no mesh distortion. However, the domain that needs to be modeled is larger as the body must not leave the domain.

Arbitrary Lagrangian Eulerian description

When describing the ALE element formulation, two overlapping meshes have to be taken into account. One is a background reference mesh that can move freely in space. The other is a virtual mesh onto which the material points are attached. This virtual mesh flows through the background reference mesh.

The deformation can be visualized in two steps. First, the material is deformed in a Lagrangian step similarly to the Lagrangian formulation. Then, these virtual Lagrangian elements are advected onto the moving background reference mesh.

Hence, the Eulerian method is a subset of the ALE method where the reference mesh stays fixed in space, the main difference between these methods being the different amounts of material being advected through the meshes due to the reference mesh position.

For the resolution of fluid-structure interaction problems in this study, the ALE element formulation has been used as it is attractive for simulating blast events because excessive mesh deformations associated with Lagrangian formulations are avoided due to the advection re-mapping process. Furthermore, the ALE method is capable of handling multi-material formulations and tracking material interfaces more accurately than a purely Eulerian element formulation.

Smooth Particle Hydrodynamics (SPH)

The smooth particle hydrodynamics (SPH) method is often used for simulating mechanics of a continuum media such as fluid flows. It is a mesh free Lagrangian method evaluating spatial derivatives of flow properties such as density and velocity, which makes it suited to simulate problems dominated by complex boundary dynamics. The

Numerical simulation of fluid structure coupling

For the interaction between a structure and a fluid, different methods of simulating the fluid can be used, some of which are the previously presented Arbitrary Lagrangian Eulerian (ALE) element formulation or the meshless Smooth Particle Hydrodynamics method (SPH).

Arbitrary Lagrangian Eulerian (ALE)

Different numerical choices could be made to describe the fluid structure coupling using an ALE element formulation in a code such as LS-Dyna. Literature results can give an indication regarding the most accurate coupling solution.

A study by Kozak [START_REF] Alexander | Validation of the ALE Methodology by Comparison with the Experimental Data Obtained from a Sloshing Tank[END_REF] aimed at determining the effect of the fluid structure coupling end material formulation in LS-DYNA by comparing numerically obtained data to experimental data for a sloshing tank experiment, a water filled tank under harmonic excitation.

The experimental data for the sloshing tank used in this study were established by Faltinsen and Rognebakke [START_REF] Faltinsen | Sloshing[END_REF].

This study investigates both fluid-structure coupling solutions and material formulations:

• ALE coupling: tank shares nodes with the fluid • ALE coupling: tank is defined as constrained Lagrange in solid

• ALE formulation: multi-material (air is a separate material)

• ALE formulation: single-material (air is a void space) • Comparison between different fluid modelings when the tank shares nodes with the fluid (basic mesh and refined mesh) for a closed tank, thus making the water waves interact with the roof of the tank.

• Comparison between different fluid structure coupling methods (tank shares nodes with fluid and tank defined as constrained Lagrange in solid). For a tank defined with Lagrangian elements, the tank was defined as rigid and elastic for comparison.

• Comparison between fluid modeling using ALE elements and using purely Lagrangian elements (with a higher and lower wave amplitude).

For the comparison of different fluid modelings, 3 different models were established.

• The first model used multi-material elements: elastic fluid material for water and NULL material and a linear polynomial EOS for air.

• The second model used single-material and void elements: NULL material and EOS Gruneisen for water, void material for air.

• The third model used multi-material elements: NULL material and EOS Gruneisen for water, NULL material and linear polynomial EOS for air.

The accuracy of a numerical simulation was determined by comparison of the sloshing frequency and the wave height with the experimental results.

For an open tank, the different fluid modelings has a negligible effect on accuracy of the simulation. However, with mesh refinement, the single material modeling provided a better correlation with experimental results as it obtained higher wave peaks.

When adding a roof to the tank, the single material modeling provided better results as the contact with the roof was modeled more accurately (reaching the roof, duration of the contact with the roof, depth of the troughs).

When refining the mesh for this simulation, the single material solution performed slightly better when comparing the results to a simulation with the basic mesh.

When comparing the two fluid-structure coupling methods (shared nodes and Lagrange in solid), it appears that the choice of fluid-structure interaction modeling option has negligible effects on the results. When using either a rigid or elastic material definition for the Lagrangian tank, the effects on the accuracy of the numerical simulation appear to be negligible.

The last comparison was performed between different fluid modeling methods: water modeled with the ALE method and water modeled as a purely Lagrangian element. In the Lagrangian solution, the mesh must deform to simulate the sloshing wave, so the elements would become very much distorted with these large wave heights.

Such large deformations cannot be accommodated by a Lagrangian fluid. Also, as the Lagrangian fluid separates from the tank wall, it retains the shape of the tank rather than flowing into a natural fluid shape. The mesh smoothing formulated in the ALE solution steps allows the fluid material to move through the mesh, which keeps the mesh from distorting. With a lower wave amplitude generated by a higher frequency excitation, these distortions will be smaller.

With this scenario, the Lagrangian fluid performed slightly better but its accuracy was still much lower than that of the ALE fluid. Whilst the net force acting on the column is adequately reproduced for a particle spacing of 2 and 5 mm in Impetus AFEA, particle spacing of 10 mm produces an inaccurate high first force peak. Moreover, the time force signal appears to be perpetuated by more smaller force peaks of short duration. As these peaks do not correspond to a physical phenomenon, a smoothing function can be applied to the results obtained with Impetus AFEA, as shown in Figure 1.43. In that case, the measurement of the force acting on the net column simulated by Gamma-SPH accurately reproduced results from the literature, a particle spacing of 5 mm appeared to provide sufficient accuracy whilst keeping a reasonable simulation time. The cumulative impulse seen by the column is shown in Figure 1.44. It can be seen that in both numerical simulations (using SPH and Gamma-SPH), the cumulative impulse is overestimated when comparing to the experimental results. This can be explained by the fact that, numerically, the column is perfectly rigid and thus sees the entirety of the force being applied to it, which is not the case experimentally.

Moreover, experimental measurements are made by a finite number of sensors along the column, thus minimizing the actual total force being applied to it. However, it has to be noted that whilst both codes overestimate the maximal impulse, results with Gamma-SPH with a spacing of 5 mm between particles seem to more accurately reproduce experimental results after 1.5 ms. Overall, it can be said that the Gamma-SPH element formulation has been successfully tested against a common test case, the damn break. In this Section, numerical methods for blast generation and different element formulations were presented. To make a choice regarding the blast generation, both the simulation of the ideal detonation and the simulation of corpuscles will be assessed in the next section, respectively with the commercial codes LS-DYNA and Impetus AFEA. It must be noted that, in the case of this work, data regarding the blast load generated by the experimental setup is numerous and available. Therefore, it becomes possible to apply the loading directly to the structure, which is also the method with the smallest computational cost and could be an alternative to the other blast generation methods. Both the ALE element formulation and the Gamma-SPH formulation were presented as possible solutions for the simulation of fluids. It was chosen to use the ALE element formulation as, at the beginning of this research work, the Gamma-SPH formulation was still relatively new. Its accuracy could be verified for a classical case such as a dam break but the simulation code LS-Dyna was a more established choice for the investigation of fluids under blast loading.

Chapter 2

Impulse spreading

This chapter presents an experimental and numerical investigation of the phenomenon of impulse spreading when a blast load is applied to a fluid with the goal of understanding the key parameters influencing impulse spreading.

The experimental setup, comprising a vertical explosive driven shock tube and a fluid filled container, is presented, including the experimental difficulties that were encountered, and resolved, when first using this novel experimental setup. A numerical model of the setup is used to overcome the limitations of what is experimentally feasible and further investigate the levers acting on the parameters having an influence on impulse spreading.

Part of this chapter was submitted as a publication to the International Journal of Impact Engineering. 

Measurement of the blast load transmitted to the container bottom

The blast wave generated by the EDST is transmitted to the fluid as a compression wave, which will transmit impulse to the bottom of the container. Measuring this impulse allows to quantify the protection capabilities granted by the presence of water.

Pressure transducers are used to make local measurements at different locations of the container, namely at the center of the bottom of the container (Figure 2.3a), at the center of the side wall of the container (Figure 2.3b) and at the top of the container when when a lid for 100 % confinement is used (Figure 2.3c). The data obtained from the pressure sensor located in the lid was not usable as the vibrations of the tube against the lid during an experiment lead to high perturbations of the signal. As such, the main sensor location used for the analysis of the efficiency of a water filled protective structure was the location at the center of the bottom of the container. As measurements are made in a fluid, the transducer has to be usable in such an environment. Therefore, a stainless steel PCB pressure sensor, model number S113B22, is used to avoid corrosion. The characteristics of the specific pressure transducer used for this study are given in Table 2.1. An exploder from Teledyne Reynolds is used to trigger the data acquisition of the camera, the flash and the pressure sensor simultaneously. The visualization of the compression wave inside the fluid was done through a high speed imaging camera (Phantom V310). This was possible as two opposing walls of the container were made out of plexiglas panels. During a given experiment, two phenomena occur at different times. First, the blast wave generated by the explosive driven shock tube is transmitted to the fluid through the plate, generating a compression wave. Then, the plate is set into motion as a result of its interaction with the blast wave. Different lighting techniques were used to visualize both phenomena.

The compression wave was shown thanks to a high LED intensity light source placed in alignment with the camera axis and the plate displacement was shown with a high intensity flash (Figure 2.4). The visualization of the path of the compression waves in the fluid could be further enhanced by treating the images with consecutive image subtraction, as shown in Figure 2.5. However, the correct visualization of both phenomena proved to be difficult due to a number of reasons:

• As the experiments were designed to be non destructive, the panel allowing visualization was made out of Plexiglas, which does not offer ideal optical conditions. The camera itself was protected by a further Plexiglas panel.

• During a given experiment, the Plexiglas panel in the container did undergo elastic deformation, creating light reflections.

• The experiment taking place outside, weather conditions could influence lighting.

During the time of this work, visualization techniques of the propagation of the compression wave in water have been greatly improved through the acquisition of new lights and cameras, so much so that processing the images for a more distinct visualization of the compression wave is no longer necessary in some cases (Figure 2.6). 

Reference values 2.1.2.1 Load applied to the plate

A reference value describing the load applied to the plate was experimentally acquired. This was done experimentally by placing the end of the explosive driven shock tube directly in contact with the pressure sensor, thus determining the pressure profile under perfect reflection conditions. During the projection, fluid structure interaction (FSI) as described in Section 1.3.1 occurs between the plate and the blast wave. Based on the literature [START_REF] Ousji | Air blast response of sacrificial cladding using low density foams: Experimental and analytical approach[END_REF][START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF] and on the different values of the plate velocity observed, these can be safely neglected. Consequently, the signal applied on the plate is almost equivalent to the reference signal.

For a charge of 30 grams of C4, the experiment was repeated 6 times, the variance on the reproducibility being shown in Figure 2.7a. As such, in order to calculate the mean value, the pressure-time curves for the different experiments had to be adjusted in order for the peak overpressures to coincide (Figure 2.7b). By doing this transformation, the information of the arrival time of the peak overpressure was lost. However, the arrival time of a blast wave is directly linked to its peak overpressure so it could be retrieved from this information. Finally, the mean value of the pressure signal for a perfectly reflected blast wave at the end of the tube, which will be used as a reference value for future comparisons to other experimental setups, was obtained (Figure 2.8). The mean impulse signal was calculated in a similar fashion. The impulse signals with time adjustment are shown in Figure 2.9a and the resulting mean impulse signal for the perfectly reflected shock wave at the exit of the tube is shown in Figure 2.9b. This same methodology is to be applied to the calculation of all mean values from experimentally obtained signals. The reference pressure profiles for a charge mass of 15 and 30 grams are shown in Figure 2.10, with their corresponding maximal values stated in Table 2.2 with their relative standard deviation. The associated impulsetime curves result from the integration of the pressure signal over time, done directly through the acquisition system. 

Wave velocity

It is possible to correlate the pressure signal measured at the center of the container bottom with the images recorded by the high speed camera to determine the velocity of the wave in the water. For the pressure-time curve of experiment TA 66, three notable events could be correlated with the images taken by the high speed camera:

• first, the wave travels through the water filled container, as highlighted in Figure 2.13. This first wave was visible between 0.987 and 1.02 ms on the high speed camera images. On the pressure signal recorded by the sensor at the center of the container bottom, this time of arrival corresponds to the first overpressure peak (Figure 2.12). Knowing the depth of the water (50 mm) and the time of arrival of the wave thanks to the pressure signal and the high speed camera images, the wave velocity can be calculated as v = d t0-t1 with t 0 being the time at which the wave is initiated in the water filled container and t 1 the time at which it reaches the bottom of the container. In the case of experiment Ta66, a wave velocity of 1538m/s can be calculated, which is very close to the speed of sound in water of 1500m/s. The difference in these two values can be explained by the fact that the accuracy of the calculation depends on the frame rate of the camera (here 110000 images per second);

• then, a reflection from the bottom of the container back onto the plate of this wave is visible on the high speed camera (Figure 2.14);

• finally, the wave is reflected off of the plate once again after this round trip through the container (Figure 2.15).

After some time, the reflections of the wave between container bottom and plate as well as on the sides of the container do not allow to follow the path of the wave further.

When analyzing the pressure profile shown in Figure 2.12, the arrival time of the peaks subsequent to the first pressure peak can be calculated knowing the distance and speed of the wave in water. The arrival times of the analytically determined pressure peaks are shown in Figure 2.12 by the blue vertical lines. It can be seen that there is a good agreement between the analytically predicted arrival times and the experimentally measures arrival time, comforting the fact that the peaks are due to the round trips of the wave in the between plate and container bottom.

However, several other peaks shown in red are located in between two blue peaks predicted by the round trip of the first incident pressure peak. It is notable that these peaks are at a time distance corresponding to a round trip from the bottom of the container and back. It is assumed that these peaks are due to other reflections of the wave in the container. 

Experimental difficulties

Explosive charge placement

Experimental difficulties were encountered to determine the maximal overpressure and impulse for the reflected shock wave at the end of the tube, used as a reference value. As an explosive driven shock tube of the same geometry had previously been used at ISL, the reflected blast load measurement when rotating the tube by 90 degrees for a vertical placement were expected to be similar. However, initially a significant discrepancy was observed, the maximal overpressure being higher for the vertically placed tube. It was found that this was due to the positioning of the charge.

Detonator placement For the horizontally placed tube, detonator and tube axis were perpendicular (Figure 2.16).

The detonator is placed to ensure minimal movement due to the weight of the cable for example, which is especially important for charges with a small diameter as is the case for spheres of 15 or 30 g of C4. The same placement method (detonator perpendicular to the ground) was used for the vertically placed EDST, resulting in the detonator and tube axis being parallel to each other (Figure 2.17a). For a detonator axis placed in the same manner as for the horizontal tube, the placement should be made as shown in Figure 2.17b. The reflected blast wave was measured for both positions of the detonator for the vertical EDST (Figure 2.18) with 5 repetitions of each experiment with a charge of 15 g of C4. Comparing the mean value calculated from these experiments (Figure 2.19), it was found that the different placements mostly had an influence of the repeatability of the experiment, a much higher dispersion in the value of the overpressure peak occurring for the detonator and tube axis with parallel placement. Therefore, detonator and tube axis will be placed perpendicular to each other in the experiments of this study. It was found that by increasing the surface area in contact with the charge, the peak overpressure was lowered (2.22). In order to minimize the influence of the charge placement on the energy released during the detonation, the charge positioning with a polystyrene table was chosen. Moreover, it was found that in the case of an inclined plate placement, not one but several compression waves can be initiated in the water, thus leading to not one but several first overpressure peaks being measured at the center of the container, as is the case with the signal shown in Figure 2.24. The results gained from this imperfection are however of interest, as in practical application, a perfect planar blast wave is unthinkable. Moreover, the quantity of interest being impulse for this work, using the integral of the pressure-time signal allows to smooth out these imperfections of the pressure signal for this experimental difficulty.

Performed experiments

Overall, 168 experiments were performed with the vertical explosive driven shock tube. As this is a novel experimental setup, a definite experimental matrix is hard to determine as a number of experiments also aided the better understanding of tools such as the camera and the lighting. Overall, experiments were performed for:

• The results of all these experiments will be given in the next Sections.

Numerical model

The experimental setup described in the previous section makes use of pressure sensors inside the fluid filled container to make local measurements. This can be limiting when a broader understanding of the pressure distribution in the entirety of the container is needed. Therefore, the experimental setup was reproduced numerically.

Modeling of the blast wave in the explosive driven shock tube

In in literature review, different approaches to blast generation were mentioned. Therefore, the next section will present a comparison between the numerical model of the explosive driven shock tube used in this work for both the simulation of an ideal detonation with LS-Dyna and the simulation of corpuscles with Impetus AFEA. A comparison between the reflected and free field pressure and impulse for both codes to experimental results was made.

Modeling of the tube

For both codes, the tube was described by Lagrangian elements with a size of 10 mm. As the deformation of the tube was not of interest in this study, the tube was defined as rigid with the density of steel ρ steel = 7850kg/m 3 .

Modeling of air

In LS-DYNA, air was modeled using the Ideal Gas equation of state, where the pressure in the ideal gas is defined as shown in Equation 2.1, where C p and C v are the specific heat capacities at constant pressure and constant volume respectively. The parameter for air are given in Table 2.3. The element size was taken as 2 mm for this first set of simulations. In Impetus AFEA, air was modeled by defining an air domain, which is an option directly provided by the code software. This air domain is then filled by corpuscles following Newtonian physics, described in Section 1.5.1.

P = ρ(C p -C v )T (2.1)

Modeling of the explosive charge

In LS-Dyna, the ALE element formulation was used for the explosive charge. The John-Wilkins Lee equation of state, presented in Section 1.5.1 was used for C4. For this study, the parameters for C4 were set accordingly to the In Impetus AFEA, the explosive charge is simulated with corpuscles. The Chapman-Jouget parameters of C4, defined internally by Impetus AFEA, are used to initiate the particle velocity. This numerical model was used to compare the generation of a blast wave through the simulation of an ideal detonation process with LS-Dyna and through the use of corpuscles in Impetus AFEA. In particular, two cases were simulated:

Geometry of the numerical model

• the simulation of a reflected blast wave, presented as the reference values for this work (Section 2.1.2). In this case, the end of the tube was closed by a rigid plate in Impetus AFEA and by a boundary condition in the form of the Rigidwall command in LS-DYNA.

• the simulation of the blast wave in free field at the exit of the tube. The experimental data in this case was obtained for the tube of the same geometry by Blanc [START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF] with a pressure sensor mounted on a pen.

Numerically, the pressure was measured by a sensor placed at the center of the exit of the tube. However, as the blast wave generated in the tube is planar, a uniform pressure distribution is assumed for the entire section at the exit of the tube.

Comparison between numerical and experimental results for free field and reflected blast

Comparisons were made between experimental and numerical results for the free field and reflected experiments for a charge of 50 grams of C4. Figure 2.28 shows the pressure-time curve for the reflected blast wave at the exit of the explosive driven shock tube. In Figure 2.28a, it can be seen that the peak overpressure obtained with Impetus AFEA is significantly higher than the experimental value. On the contrary, the overpressure and impulse obtained with LS-DYNA seems to be in good agreement with the experimental value. This is due to the fact that, in Impetus AFEA, a particle deactivation time has to be set to remove the corpuscles from the calculation at a user defined time. Otherwise, the energy provided by the explosive charge simulated using corpuscles is too high. Figure 2. [START_REF] Ousji | Air blast response of sacrificial cladding using low density foams: Experimental and analytical approach[END_REF] shows the comparison between the experimental and numerical results when such a particle deactivation time is set in Impetus AFEA. As the peak overpressure has been adjusted by the user, the value obtained with Impetus AFEA is very close to the experimental value (see Table 2.5 for the values). However, the effect of the time adjustment on impulse also has to be considered. When a deactivation time is defined, the discrepancy between the experimental and numerical value obtained with Impetus AFEA drastically increases.

- To conclude this comparison, when using Impetus AFEA, a relatively good knowledge of the expected overpressure and impulse has to be known in order to adjust the deactivation time. However, it is not possible to account for an accurate overpressure and impulse value at the same time, at the adjustment of the deactivation time only affects peak overpressure and not the exponential decrease of the pressure, and thus the impulse value. However, the simulation time is drastically different between the use of both codes, with a simulation time of 39 minutes for the simulation in Impetus Afea and a simulation time of 18 hours for a mesh size of 2 mm for the ALE elements for the fluid domain in LS-DYNA. Therefore, it could be interesting to perform a study on the mesh refinement for the simulation in LS-DYNA. 

Study of the mesh refinement

When performing numerical simulations, a compromise has to be found between mesh refinement and calculation time. Indeed, the finer the mesh the more accurate the result. However, a finer mesh also implies a higher calculation time. A mesh refinement study was performed to identify a suitable approach to resolve the blast wave propagation.

This study was performed in the tube at various distances from the detonation point (ranging from 0 mm, being the entrance of the tube, to 1750 mm, the exit of the tube. For the assessment of the mesh refinement, a curve giving the calculation accuracy as a function of mesh size was traced. The accuracy was determined by doing the ratio of the peak overpressure and impulse for a given mesh refinement and the peak overpressure and impulse for the finest mesh possible (1.5 mm). The assessed mesh sizes were 10, 8, 4, 6, 2.5 and 1.5 mm. The simulation times for these mesh sizes are given in Table 2.7.

In Figure 2.30, it can be seen that at the entrance of the tube (0 mm), a convergence behavior can be observed rapidly when the mesh size decreases. The overestimation of the numerical pressure at this location for larger mesh sizes is due to fact that the sphere of explosive is approximated by larger elements, thus overestimating the quantity of explosive in the numerical model. It is generally recommended to have at least 10 elements in the radius of the explosive sphere. When approaching the exit of the tube at x = 1750mm, the blast wave becomes planar and shows a beginning of convergence. To fully asses the convergence to a value beyond which a mesh refinement would no longer increase accuracy, smaller mesh sizes would have to be studied, which would exceed the current material capabilities of ISL.

Finally, with the description of several means of numerically generating a blast in Section 1.5.1, the generation of an ideal detonation with LS-DYNA and the use or corpuscles with Impetus AFEA have been compared. It was found that setting a deactivation time in Impetus AFEA was necessary. However, with this deactivation time, impulse and overpressure values cannot both be in good agreement with experimental values. Whilst having a much longer simulation time, a good agreement between experimental and numerical values was found with LS-DYNA.

However, the mesh refinement study for the size of the ALE elements needed for the accurate description of the propagation of a blast wave in LS-Dyna showed that a very small element size is needed to reach convergence. As the simulation times are already very high, adding the water filled container would ever further increase calculation times. Therefore, simulating both the tube and the container in the same model is not possible, and it will be chosen to perform only a partial simulation of the experimental setup (the container alone) in this work. As the characteristics of the explosive driven shock tube could be extensively studied experimentally in this study, the direct application of an experimental blast load measurement on the nodes of the structure (the plate) was chosen.

Model of the experimental setup of the fluid filled container

With a choice regarding the best suited approach to the numerical model of the experimental setup being made, a model reproducing the experimental setup was simulated using the finite-element code LS-DYNA R12 [START_REF]LS-DYNA Keyword User's Manual[END_REF]. The combination of an Arbitrary Lagrangian Eulerian (ALE) element formulation for water and air and Lagrangian elements for the plate is particularly well suited to this study. The ALE mesh will allow an accurate simulation of the fluid domains as they are expected to undergo deformations too large to consider a pure Lagrangian description as an appropriate option.

Modeling of the plate

The plate was discretized by means of eight-node solid hexahedron Lagrangian elements of 1 mm in size. The plate was modeled using a hypoelastic material definition, Material Elastic, as the deformation of the plate during an experiment is small and in the elastic domain. The parameters used are given in Table 2.8. 

Modeling of the container

The deformation of the container was not of interest in this study. Therefore, it was simulated as being a boundary condition at the edges of the fluid domain. Translations and rotations were fully constrained on the nodes at the edge of the water domain.

Modeling of the fluid

The fluid domain was modeled with a size of 100 x 100 x 50 mm and was discretized by means of eight-node solid hexahedron elements with the ALE formulation. The element size considered by the fluid was of 2 by 2 by 2 mm. This element size was accurate enough to reproduce experimental local impulse measurements while still providing reasonable simulations times of about 8 hours. The water was modeled using the constitutive equation Material Null as defined by LS-DYNA and a linear polynomial equation of state. This linear polynomial equation of state is linear in internal energy and the pressure is given by Equation 2.2, where C i are the polynomial equation coefficients, E is the internal energy and µ is a volumetric parameter defined in Equation 2.3.

P = C 0 + C 1 µ + C 2 µ 2 + C 3 µ 3 + (C 4 + C 5 µ + C 6 µ 2 )E (2.2) µ = ρ ρ 0 -1 (2.3)
Material parameters for water were taken from [START_REF] Bisagni | Modelling strategies for numerical simulation of aircraft ditching[END_REF][START_REF] Bae | Comparisons of Multi Material ALE and Single Material ALE in LS-DYNA for Estimation of Acceleration Response of Free-fall Lifeboat[END_REF] and are given in Table 2.9.

Table 2.9: Material parameters used in the linear polynomial equation of state for water [START_REF] Bisagni | Modelling strategies for numerical simulation of aircraft ditching[END_REF][START_REF] Bae | Comparisons of Multi Material ALE and Single Material ALE in LS-DYNA for Estimation of Acceleration Response of Free-fall Lifeboat[END_REF] Material

C 0 (GPa) C 1 (GPa) C 2 (GPa) C 3 (GPa) C 4 C 5 C 6 E(GPa) Water 0 2.002 7.727 8.436 0 0 0 2.068e -4
The air above the fluid domain was modeled using the same element formulation as the water. Modeling the air region is essential as it allows the water to flow into it. Nodes are shared at the interface between the two domains.

The parameters for the simulation of air used in this model are the same that those used for the air surrounding the explosive driven shock tube described in Section 2.2.1.

Geometry of the numerical model

The numerical setup was able to take advantage of the symmetry of the problem by modeling only a quarter of the setup and applying boundary conditions to the plate and fluid domains. 

Validation of the numerical model

The accuracy of the aforementioned numerical model had to be verified in order to allow its use for further investigation of impulse spreading on the entirety of the container bottom. This was done through the verification of certain physical quantities and the comparison between numerically and experimentally obtained pressure signals.

The validation was done by comparison to the experimental data for a plate thickness of 3 mm, a charge mass of 15 g of C4, 0% confinement of the free water surface and a water depth of 50 mm.

Validation of physical parameters

The velocity of propagation of the compression wave in the fluid medium could be computed in the simulation and was of 1563 m/s, which is comparable to the theoretical value of the 1500 m/s for water as well as to the experimentally observed one of 1538 m/s. The difference between these two values can be explained by the numerical determination of the arrival time of the compression wave as it is dependent on the time step size chosen as an output for plots and sensor data. Figure 2.38 shows the propagation of the compression wave in the fluid filled container at its corresponding time stamps.

The numerical simulation allowed the investigation of energy quantities. Numerical results show that potential energy is negligible, thus mainly kinetic energy was examined. The kinetic energy of the fluid inside the container and the fluid already having been ejected out of the container was computed for each time step, as shown in Figure 2.35 by defining a an initially empty material group and a set of segments representing the limit of the container.

The fluid material was then transferred from one material group to the other by using the ALE FSI SWITCH MMG The plate velocity between the numerical and experimental models could also be compared. However, establishing the experimental plate velocity thanks to the high speed camera images proved to be difficult due to experimental conditions, as described in the previous section. The methodology used for the calculation of the experimental plate velocity was to track the coordinated of the edge of the plate with an image correlation software. This analysis had to be performed manually due to the quality of the experimentally obtained images. With that knowledge, Figure 2.36 shows that numerical and experimental plate velocities are in relatively good agreement. 

Comparison to experimental signals

Local experimental pressure signals and their numerical counterparts at the same location were compared for different levels of confinement. Figure 2.37 shows the comparison between the numerically and experimentally obtained pressure-time histories at the center of the bottom of the container for an unconfined and a fully confined case and a container depth of 50 mm for a charge of 15 g of C4 and a plate thickness of 3 mm. The experimental and numerical signals were aligned taking into consideration the known experimental time necessary between detonation and arrival of the blast wave at the exit of the explosive driven shock tube. Figure 2.38 shows the comparison between experimental and numerical impulse values at sensor location for different levels of water confinement. Whilst no direct comparison between experimental and numerical pressure signals could be made, impulse values are in good agreement for all levels of water confinement. The discrepancy between numerical and experimental pressure signals can be explained by the high sensitivity of pressure signal to mesh refinement: a 94 balance between accuracy and reasonable simulation times had to be found. Furthermore, the numerical boundary conditions offer a perfectly rigid container wall, whereas experimentally the walls are subject to elastic deformation, which is especially the case for the two Plexiglas panels. Thus the wave combinations will present slight differences between the numerical and experimental model, especially in the second peak due to the combination of four waves reflected on the container sides. 

Variation of the plate velocity

In order to investigate the capabilities of water to act on the impulse distribution on a target, in this case the bottom of the container, it was chosen to vary the intensity of the compression wave by varying the velocity at which the plate was projected into the water. Firstly, local observations were made through experimental pressure measurements at the sensor location (center of the container bottom) for different ways of changing the plate velocity. The plate velocity was changed through:

• variation of the plate thickness by using steel plates of 1.5, 3 and 5 mm thickness • variation of the plate weight by using a steel and aluminum plate of same dimensions • variation of the initial acceleration of the plate by leaving a layer of air between the water surface and the bottom of the plate, thus allowing it to freely accelerate without the resistance of the fluid, instead of placing the plate directly in contact with the water Then, these experimental measurements were completed by numerical results, allowing to compute the impulse distribution on the entirety of the container bottom.

Local experimental pressure measurements: effect of the plate thickness 2.3.1.1 Plate thickness of 1.5 mm

Similarly to the establishment of the reference value, several experiments were performed for each configuration in order to calculate a mean value (Figure 2.39).

When comparing the reference pressure, in the case of a perfectly reflected blast load, and the pressure time curve obtained for this experiment, the difference in arrival time between the two cases had to be taken into consideration. Indeed, in the case of the perfectly reflected blast load, the exit of the tube is directly level to the pressure sensor.

However, in the experimental setup with the plate and the water container, the compression wave first has to travel through the 1.5 mm thick steel plate and the 50 mm thick water mass.

In a given material, a compression wave travels at the speed of sound of that material. As such, the shift between the arrival time of the blast wave in the two setups depends on the thickness of the two mediums and the celerity in the given medium as shown in Equation 2.4.

t = d c (2.4)
The numerical application in this case is given in Equation 2.5 When shifting the arrival time of the reference value accordingly, a comparison between the experimental curve for the projection of a plate and the reference curve becomes possible as shown in Figure 2.40. It can be seen that the first overpressure peak is higher than the maximal overpressure of the reference. This could be explained by the rapid change of velocity in the fluid. 

t

Plate thickness of 3 and 5 mm

In the cases of 3 mm and 5 mm thick plates, the experiments were not analyzed separately as the images provided by the high speed camera were quickly disturbed and did not enable the establishment of correlations between 99 Figures 2.43a and 2.43b show the comparison of peak overpressure and impulse value comparisons to the reference value for a 3 mm plate. Figure 2.44a and 2.46 show the same values for a 5mm plate. In both cases, the measured peak overpressure at the bottom of the container matches the peak overpressure of the reference signal but the measured impulse value has decreased when comparing to the reference value.

Comparison of different plate thicknesses

Finally, a comparison between the experimentally measured impulse and pressure time curves for all plate velocities to the reference values can be made. The comparison of the pressure-time curves (Figure 2.45) shows that, at the center of the container bottom, a first overpressure peak is either higher of matches the maximal overpressure of the reference signal, however when considering impulse, Figure 2.46 shows that a local impulse reduction could be achieved for all plate velocities. Whilst the 1.5 mm and 3 mm plates offer an equivalent level of impulse reduction, the slower plate of 5 mm appears to provide a higher level of local impulse. 

Exploitation of the numerical model

As local results between numerical and experimental data presented in Section 2.2.3 were in good agreement, it was possible to use the numerical tool for a finer investigation of the fluid domain under blast loading. Most notably, the impulse could be numerically investigated using the database tracers located on the entire surface of the container bottom, in contrary to the experimental setup where information was restricted to the location of the pressure sensor at the center of the container. A parametric study was performed, investigating impulse distribution on the bottom of the container for different charge masses (15 and 30 g of C4) and plate thicknesses (1.5, 3 and 5 mm). Therefore, the influence of the plate velocity on impulse distribution was investigated numerically. Figure 2.47 shows the different plate velocities obtained numerically for both charge masses. not have a significant influence on the shape of the spreading phenomenon along the bottom of the container. As described in Section 1.5.1, only the effect of the free boundary condition and the shape of the wave propagation are simulated with the ALE element formulation chosen here. Therefore, the effect of the diffusion of momentum [START_REF] Bird | Transport Phenomena[END_REF] linked to fluid density and compressibility as well as viscosity does not appear numerically as they are not solved by Euler equations. Only the effect of the free surface boundary condition was numerically investigated through water confinement. 

Local experimental pressure measurements: effect of the plate weight

In order to achieve a velocity variation of the plate being projected into the water, the plate thickness was varied in Section 2.3.1. It had the be verified that this reduction was not only due to the thickness of the plate used.

Therefore, in this section, the weight variation of the plate was achieved by varying the plate material. A comparison was made between a 5 mm thick steel plate of density 7800kg/m 3 and a lighter 5 mm thick aluminum plate of density 2700kg/m 3 with a charge of 30 g of C4. For the faster plate, local measurements show a higher first overpressure peak but a lower local impulse mea-surement. However, these results have to be carefully interpreted as the impedance of the plate is also changed in this case, with a factor of 2.5 between the impedances of the two materials. This will change the shock transmission from the blast wave generated by the tube to the plate. Therefore, another way of varying plate velocity whilst sill having a constant plate thickness should be found.

Local experimental pressure measurements: effect of the initial acceleration of the plate

A way of achieving a variation in the plate velocity is to let the plate freely accelerate in air before encountering the resistance provided by the water as illustrated in Figure 2.52. For this purpose, the container was only filled with 40 mm of water instead of 50mm, creating a 10 mm layer of air between the plate and the water surface. Figure 2.53 and 2.54 show the pressure and impulse-time curves of the local measurements made by the pressure sensor at the center of the container bottom for an experiment with an explosive charge of 30 gr ams of C4 and a plate thickness of 3 mm. It can be observed that the first overpressure peak is much higher for the plate that was able to freely accelerate. However, the local impulse measured is lower for the freely accelerated plate. In this case, the plate can be seen as an impactor and the equations described in Section 1.1.1.2 could be applied to predict the pressure at the bottom of the container.

However, this analytical model possesses several limitations. It is a one dimensional acoustic model, neglecting dissipation, and it assumes that the impactor is stopped at the boundary and the pressure/velocity is transferred instantaneously. As observed previously, none of these assumptions are met experimentally. Nonetheless, this analytical model has been applied in this configuration. Whilst the effect of fluid structure interaction could be neglected previously as the plate encountered immediate resistance, it has to be taken into account in this case. For a plate of 3 mm and 30 grams of C4, Blanc [START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF] calculates the velocity of the plate taking the effect of FSI into account.

Therefore, the velocity of the plate after 10 mm of acceleration would be 46.8 m/s, which was verified experimentally in [START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF]. Using model presented in Section 1.1.1.2, the pressure of the first peak resulting from the compression wave should be equal to σ = -2Z2Z1 Z2+Z1 v impactor where Z 1 = 45e 6 kg.m -2 .s -1 and Z 2 = 1.5e 6 kg.m -2 .s -1 are the acoustic impedances of steel and water respectively and v impactor is the velocity of the plate after 10 mm of acceleration. The first overpressure peak calculated with this model should have a pressure of 1340 bar, as opposed to the experimental value of 130 bar, confirming that the model is not valid for such experiments.

The influence of the variation of the intensity of the compression wave was investigated experimentally and numerically (in the case of the variation of the plate thickness) through the variation of the plate velocity. Through local measurements, it was found that a higher plate velocity increased the first overpressure peak. Regarding local impulse, there did not seem to be an effect of an increasing plate velocity when the thickness of the plate was varied.

In cases where the plate was allowed to freely accelerate in air before coming into contact with the water surface, a difference in the locally measured impulse could be observed. Therefore, the range in plate velocities achieved by the variation of plate thickness may not be sufficient to draw a definite conclusion regarding the influence of the plate velocity on the locally measured pressure signal. The numerical results enabled us to gain additional insight on the impulse distribution in the bottom plate. In particular, the impulse is not homogeneously distributed on the bottom plate, but spreading was observed, with a maximal value at the center and a minimum at the corners of the container.

Variation of fluid confinement

During the experiments with varying plate velocity, a large quantity of the fluid initially present in the container was ejected due to the free water surface. Thus, the influence of fluid confinement on the measurements made at the bottom of the fluid filled container was investigated. This investigation was made with three different levels of water confinement (0, 50 and 100 %) and two different container depth (50 and 100 mm).

Local experimental measurements

Experimentally, the influence of the confinement level on the global impulse distribution on the bottom of the container was investigated with a charge mass of 15 g, a plate thickness of 3 mm and container depth of 50 and 100 mm (Figure 2.55). It can be observed that a similar local reduction in impulse is achieved when the fluid is fully unconfined or when 50% of the water surface is free. However, for a fully confined fluid there is no reduction in the measured impulse. These very interesting local observations seem to point in the direction of the high importance of the ability of the fluid to be ejected of the container. Similarly to the investigation regarding plate velocity, an interest has to be taken for the impulse distribution on the entirety of the container bottom, which will be done using the numerical model presented in Section 2.2.2. 

Exploitation of the numerical model

Numerically, the investigation was performed with the same charge mass and plate thickness to provide some elements of comparison to experimental results but only the container depth of 50 mm was included in the numerical simulations. Experimentally investigated levels of water confinement of 0, 50 and 100% were expanded numerically with intermediate values of 25 and 75% on confinement.
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In the case of an unconfined fluid (Figure 2.56), impulse spreading occurs along the diagonal of the container, with the highest impulse measured at the center of the container and a gradual decrease when moving towards the edge of the container. As the spreading does not occur when the fluid is fully confined, as shown in Figure 2.57, it can be concluded that it is most likely due to the boundary conditions. When considering the incremental increase in fluid confinement (Figures 2.58 and 2.59), the spreading phenomenon can still be observed for 25, 50 and 75% of fluid confinement. However, with increasing confinement levels, the spreading is less pronounced and measured impulse values at the edge of the container are higher, highlighting the role of the free surface condition in impulse spreading. Following these observations, novel configurations for the free surface boundary condition were investigated numerically using the model presented in the previous section, the total level of confinement in each configuration was of 50%:

• On the top of the container, confinement around the plate (Figure 2.60a) and around the border (Figure 2.60b)

• On the sides of the container, confinement creating an opening in the middle of the side wall (Figure 2.61a) and on the bottom of the side wall (Figure 2.61b)

• On the bottom of the container, confinement in the middle of the container bottom, under the plate (Figure 2.62a) and around the border of the container bottom (Figure 2.62b) Of course, practical implementation of such configurations in an experimental setting would require a solution to keep the water in place prior to blast arrival, and to release it once the loading occurs. Such a problem, which will have to be tackled in a future integration context, should the protection solution be retained, is partially investigated in Chapter 3. In the case where the free surface was located at the bottom of the container, a direct comparison between impulse values for both variations was not possible, as part of the sensors are located in the free boundary condition in both cases. In particular, sensor T1 is located in the free boundary for an opening under the plate. Therefore, a comparison was made to the configuration most favorable to impulse spreading for free boundaries located on the sides and the top of the container, as shown in Figure 2.68 to the case where the container is opened along the sides of the bottom of the container (as shown in Figure 2.62a). It can be seen that impulse spreading as well as the local impulse at the center of the container (numerical sensor T1) corresponding to the highest impulse transmitted to the bottom of the container, is achieved when the fluid can take to most direct path to the free surface boundary, more specifically in the case of the opening location being on the top of the container, with a confinement around the plate. Local measurement at the center of the bottom of the container showed that, when comparing to the reference value, impulse reduction can be observed only when a certain free water surface allows to fluid to move out of the container. This reduction was comparable for a free water surface of 50% or 100% (a larger opening did not improve impulse reduction). When the fluid is fully confined, no impulse reduction occurs. The numerical model allowed to compute impulse on the entirety of the container bottom and to add further confinement levels that were not investigated experimentally. Here, it could be shown that impulse spreading occurred, meaning that the impulse decreased with increasing distance from the center of the container bottom, location of the highest impulse measurement. Whilst local reduction in the center of the container was comparable for different levels on confinement experimentally and numerically, the range in the impulse spreading increased with the degree of opening present. Meaning that impulse spreading is more pronounced the larger the free surface is. Furthermore, different locations for these openings could be investigated numerically (with a free water surface of 50% chosen for this study) where it was shown that impulse spreading is optimized when the water can take the most direct path towards the opening making up the free water surface.

• 2.5 Variation of the water height

Impulse spreading on the bottom of the container was investigated for water depth of 50 and 100 mm experimentally (Figure 2.69) and numerically (Figure 2.71 and 2.70). 

Discussion on the limits of the experimental setup and conclusion

Experimental influence of the container geometry

The geometry of the container in the experimental investigation has to be taken into account as the lateral container walls lead to reflections of the compression wave. These reflections are not representative of a real protection response, as the integration of a water filled protective solution on a platform will not have the dimensions of the container used in this experimental setup. Whilst an infinite water container can not be studied experimentally, 

Natural decay

When protecting a structure from a blast wave, two approaches can be taken:

• the protection can be an over-protection. In this case the protection is added on top of the existing vehicle floor and the overall ground clearance is reduced. That implies that the distance from the explosive device and the vehicle is reduced (Figure 2.74b).

• or the protection is directly integrated in the design of the vehicle. In this case the distance between the explosive device and the vehicle stays the same (Figure 2.74c). In the case of an over-protection, it has to be assessed whether the natural decay of the shock wave in air (i.e. if no protection was added) offers comparable beneficial effects to the protection. Therefore, the natural decay of the shock wave in air was measured experimentally by placing the tube over the empty container and measuring the pressure at the center of the bottom of the container (i.e. 50 and 100 mm of air between the exit of the tube and the pressure sensor). Figures 2.75 and 2.76 show the comparison between the pressure signal measured locally at the center of the bottom of the container in the case of a fluid filled protection and an empty container to allow for the natural decay of the shock wave in air. In can be seen that the natural decay regarding the over-pressure is more important over the distance of 100 mm as the shock wave propagates overs a greater distance and has the time to obtain a more spherical shape, as can be seen on for the water filled protective structure is more beneficial than the natural decay in air up to about 3 ms. After this point in time, the water filled protective structure does not appear to have a more beneficial impact than the natural decay of the shock wave over the same distance. This is explained by the difference in pressure-time history in both cases. For a blast wave propagating in air, the typical Friedlander pressure profile can be observed, thus creating a rapid increase of the impulse curve as the area of the pressure-time curve is highest at the beginning of the signal with a rapid decrease to the ambient pressure. On the contrary, the typical pressure-time signal measured at the bottom of the container in water shows narrow overpressure peaks over a longer duration of time, thus a slower increase of impulse will occur. However, it has to be noted that this local measurement does not allow to draw conclusions regarding the other beneficial aspects of the fluid filled protection, namely energy redirection and impulse spreading. Moreover, for this experimental setup the measurement of the natural decay of the shock wave was possible only with the sensor still mounted on the container bottom. Therefore, the impulse results for the natural decay are not free of reflections on the container walls that might be recorded by the pressure sensor and increase the measured impulse. 

Conclusion regarding parameters influencing impulse spreading

The purpose of this work was to look at the phenomena occurring in the fluid itself that could be a lever on which to act on in order to design a protective structure acting on momentum transmission to a vehicle.

It was identified that the presence of fluid allows for the spreading of impulse over a larger surface. This spreading is possible when the area of application of the blast load is smaller than the area made up of fluid. The spreading phenomenon is also linked to the free boundary of the fluid. Indeed, the study on fluid confinement revealed that no impulse spreading occurred when the water was unable to flow out of the container. This experimental result was completed by a numerical study investigating a range of confinement levels, and showed that impulse spreading increases with the surface area of the free boundary condition. The location of this boundary condition was also investigated numerically. It was shown that impulse spreading is increased when the fluid has the most direct path towards the openings making up the free boundary condition.

The fluid investigated in this study being water, the influence of the momentum diffusion by shear waves was not investigated. Indeed, the effect of viscosity was not included in the numerical simulations and good accordance to experimental values was still found. Therefore, it can be assumed that the effect of viscosity is small compared to the effect of the free boundary condition. A perspective of this study could be to investigate, experimentally and numerically, the use of different fluids, eventually more viscous, to investigate the role of the fluid material properties on impulse spreading.

With this experimental setup, the impulse is fully being transmitted to the bottom of the container as it is rigid and fixed in space. This allowed to make observations on the influence of a fluid on impulse spreading. To gain understanding regarding global momentum transmission, a fluid filled structure that can be set into motion has to be tested. The blast pendulum was identified in Chapter 1 as being an experimental way of observing momentum transmission to a structure. Therefore, the next Chapter will make use of a new experimental setup including a blast pendulum for the understanding of momentum transmission.

Chapter 3

Global momentum transmission

For the investigation of global momentum transmission, an experimental setup allowing a fluid filled structure to be set into motion following an interaction with a blast wave had to be used. One approach consists in the use of a blast pendulum. The maximal angle reached by the pendulum could be compared for a water filled structure and a reference value of equivalent mass established using steel plates. Different experimental configurations were tested to address a number of requirements related to the containment of water prior to the blast, as well as its ejection time and direction once the blast interacts with the structure. Preliminary results show that this concept has good potential for reduction of the global momentum transferred by the blast to the structure. 

Experimental setup

This chapter was driven by the analysis made of the KEDD results in Chapter 1 and the impulse spreading observed in Chapter 2. Based on the KEDD analysis, it is expected that the water mass spreads out on the side when pushed by a front plate. In parallel, water allows an attenuation of local impulse transmission to the rear plate. Consequently, the first design described in this chapter aims to combine these two effects.

Description

The blast pendulum described in Section 1.4.3 was used in this experimental study with some modifications to allow the placement of water on the body of the pendulum. In particular, different experimental configurations were designed and tested to handle water containment prior to the blast, as well as its time and direction of ejection. For this purpose, the square load impact area was replaced by a water bag sandwiched in between two steel plates (a front plate and a back plate) placed in front of the body of the pendulum as shown in Figure 3.1a. By not restricting the water in a closed architecture, this design should allows the water to spread on the side as it is pushed by the front plate during its deformation. To ensure that the center of mass of the entire setup is positioned in the center of the pendulum body, steel plates were placed on the opposite side for weight compensation (Figure 3.1b). 

Reference values

In order to asses the effect of a water filled structure on the motion of the pendulum, a reference value needs to be established for a given weight and distance between the explosive charge and the load impact area of the pendulum when no fluid is used.

Reference values for different charge distances

As the pendulum had previously been used at ISL by Reck [START_REF] Reck | Ballistic Pendulum for Blast Wave Impulse measurement, Analysis and Optimization[END_REF], reference values were established for a pendulum equipped with 8 mm thick steel plates on either side of the pendulum body and stand-off distances of 0. 

Reference values for a different pendulum weight

To prevent the deformation of the steel rods used to assemble the structure described in the previous Section, a steel frame was added (Figure 3.5), the total weight of the pendulum for this reference being 215 kg. A new reference had to be established in order to take into account the weight of 13.5 kg added by the frame. This reference was made for a charge of 840 g of C4 (equivalent to 1 kg of TNT) at a standoff distance of 1 m from the front plate. This reference will be used as a point of comparison for the investigation presented in this Chapter, where the maximal angle reached during the first oscillation of the pendulum at equal weight for fluid filled structures will be compared to the reference. The mean value, calculated for the two experiments of the pendulum at the new weight, is shown in Figure 3.6. In the case of this investigation, only the first oscillation of the pendulum is of interest. Figure 3.7 shows the first oscillation, where it can be seen that the signal is disturbed during the first 0.08 seconds of the experiment when the pendulum is first set into motion. Therefore, for the sake of clarity of the curves shown later in this investigation, the signal will be shown starting at 0.08 s as shown in Figure 3 The experimental setup of the blast pendulum was adapted for the installation of a water filled bag placed in between two steel plates. A reference value was established for a charge of 840 g of C4 placed at a stand-off distance of 1 m of the impact plate. In this experimental investigation, the maximal angle of elevation of the pendulum (occurring during the first oscillation) can be assimilated to the maximum vertical displacement of a target following the detonation of an explosive charge below a vehicle. Thus, the maximal angle of elevation of fluid filled structures will be compared to the reference value where the pendulum has an equal weight without fluid.
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First experimental configuration: variation of the water mass

Experimental configurations

In order to investigate the quantity of water needed for a reduction in the angle of elevation of the pendulum, the water mass present in the fluid filled bag, placed in between a front and a back plate was varied. This increase in water mass translates into a larger water height, which allows the improvement of impulse spreading as described in Section 2.5. Figure 3.9 shows a schematic illustration of the three experimental configurations used to investigate the variation of the water mass. For all three configurations, the total weight of the pendulum was kept constant and equal to the weight of the pendulum of the reference value. To account for an increased or decrease water mass, the thickness of the front and back plates surrounding the water bag were adjusted accordingly. 

Comparison of the maximal angle of elevation

Figures 3.10, 3.11 and 3.12 show a comparison between the maximal angle reached by the pendulum for two repetitions for each experiment and the reference value for different water masses as recorded by the rotation sensor. For the water mass of 11.78 kg, the sensor did not work for the second experiment, however it was possible to determine the maximal angle reached by the pendulum during the experiment with the images taken by the camera. The values for all maximal angles are given in Table 3.2.

0.2 0.4 0.6 0.8 The use of water in the pendulum does not achieve a reduction in elevation. Figure 3.13 shows the first oscillation for an experiment with a water mass of 9.81 kg of water. It can be seen that water ejection occurs only after the pendulum has already been set into motion, when the entire momentum has already been transmitted to the pendulum structure. Therefore, it could be established with these experiments that the mass ejection can not occur too late after the detonation of the explosive charge as there is no benefit of the presence of fluid in that case.

During the analysis of these results it has to be noted that the water mass represents only 5 to 7% of the total weight of the pendulum due to the difficulty of installing the water filled bag on the pendulum and the high weight of the pendulum body (with arms) of 130 kg. This might not be sufficient to observe notable reductions in angular elevation.

Consequently, spreading water on the side following the observations made on the KEDD was unconclusive, mainly due to the large inertia of the water. The deformation of the rear plate was also negligeable, hence no effect of the wave attenuation due to the mechanical spreading were observed.

These results lead to the modification of the experimental target. In the work of Denefeld [START_REF] Denefeld | Reduction of global effects on vehicles after IED detonations[END_REF] on the dynamic impulse compensation concept (DIC) presented in Section 1.3.3.2, the ejection of the mass occurs at the moment of the detonation underneath the scaled model of the vehicle. One difficulty of this concept was the timing of such an ejection in a real case scenario when the moment of detonation is unknown. the advantage of a system with fluid ejection is that fluid is inherently movable without the necessity of an external trigger. It was consequently necessary to work on the direction of the water ejection, preferably on the direction of the pendulum rotation. With these experiments, the importance of the timing of the water ejection with regards to the global motion of the structure could be highlighted. The pendulum is set into motion by the explosion long before the first water ejection occurs, thus no reduction in the angular elevation when comparing to the reference value could be observed. It is also worth noting that due to the difficulty of fastening the water filled bag between the front and back plates of the fluid filled structure, the water mass is small when compared to the total weight of the pendulum. Lastly, the direction of water ejection may not be appropriate as the front plate displacement is insufficient to push water on the side of the pendulum structure, as is the case for the KEDD device.

Second experimental configuration: variation of the water filled struc-

ture, influence of the front plate

Experimental configurations

As in the previous experimental configuration the water was trapped in between the front plate and back plate of the water filled structure and could therefore not be ejected before the pendulum was set into motion, it was chosen to repeat the previous configurations in terms of the water masses used but to remove the front plate to allow more freedom of motion to the fluid as depicted in Figure 3.14. To ensure a constant total weight of the water filled structure, the thickness of the back plate was increased. kg of water, the sensor malfunctioned. Therefore, the maximal angle reached by the pendulum was observed with the images provided by the high speed camera. The values for all maximal angles are given in Table 3.3. It can be observed for this experimental configuration that a reduction of the maximal angle of elevation of the pendulum occurs for the higher water masses of 9.81 and 11.78 kg. However, for the interpretation of these results it has to be noted that, as no front plate is present, the water ejection following the detonation can be directly projected towards the explosive charge, thus possibly mitigating the fire ball with the water droplets and therefore reducing the total impulse being transmitted to the pendulum. Through this alternative experimental configuration, it could be observed that without a front plate the fluid does not get trapped between both plates and can more freely choose its path of evacuation. Results of the numerical investigation of the location of the opening in a fluid filled container presented in Section 2.4.2 already discussed the influence of the opening allowing fluid ejection, highlighting that the path taken by the water towards the opening had to be as direct as possible. Whilst these results regarded local impulse, the experiments with the blast pendulum indicate that the location of the opening for fluid ejection is also of importance for the global momentum transmission.

Comparison of the maximal angle of elevation
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In this particular case, water could be ejected in the direction of the explosive, the expansion of the fireball could be limited thus reducing the impulse transmitted to the pendulum. However, when considering vehicle integration the fluid still has to be contained in an enclosed structure. Therefore, a filled structure with tubes serving as openings will be considered in the next Section.

Third experimental configuration: direction of water ejection

In the previous experimental investigations, the pendulum was set into motion before the water could be ejected.

Therefore, no influence on the angle of elevation of the pendulum could be observed. Then it was observed that, by removing the front plate and allowing the water to mitigate the fireball, a reduction of the angle of elevation was seen. In this section, the direction of water ejection will once again be changed, based on the the study by Denefeld [START_REF] Denefeld | Reduction of global effects on vehicles after IED detonations[END_REF] of the dynamic impulse compensation concept (DIC) presented in Section 1.3.3.2. This study shows that the direction of ejection of the compensating mass needs to be in the same direction as the blast loading in order for the velocity vector generated by the vertical acceleration of the vehicle to be counteracted by the velocity vector generated by the ejection of the mass accordingly to Newton's third law of motion. This observation, completed by the previous results on impulse spreading showing that fluid needs to be able to follow the most direct path towards the free surface boundary, lead to the need to modify the experimental setup by controlling the direction of water ejection.

Modification of the experimental setup

The previously presented pendulum had to be modified to allow the passage of a tube serving for water ejection through the body of the pendulum. Figure 3.17 illustrates the placement of the tube forcing the direction of water ejection, requiring holes to be made in the back plate and the body of the pendulum. For the side confinement of the fluid, a frame was added in between the front and back plate, allowing for a closed fluid filled structure where the only openings are provided by the tubes. In this particular case, the front plate had a thickness of 2 mm and the back plate had a thickness of 1 mm. During a given experiment, the tube has to be fastened to the body of the pendulum. As welding the tube directly to the back plate of the fluid filled structure would increase the preparation time in between each experiment, it was chosen to weld a stopper ring on one side of the tube (the side towards the explosive charge) and to use a clamped ring to stop the translation movement of the tube (Figure 3.18). 

Experimental difficulties: sealing of the water filled structure

Several experimental difficulties, mainly regarding the sealing of the water filled structure were encountered during this investigation. In this Section, these difficulties and the applied solutions will be described in chronological order, as the solution to one difficulty often revealed the next. It should be noted that for each difficulty encountered, several tests were carried out to better understand how to improve the architecture. It should also be reminded that between the possible improvements available at the time, most choices were also conditioned by the time available to develop and test the solutions. Some of the solutions developed here could serve as a guide to tackle similar issues in the integration phase, should this kind of protective structure be implemented onto a vehicle.

Seal of the water filled structure

The first approach to containing the water was to use the same bags as used in the previous experiments to contain the water before the experiment and to use frame made out of polystyrene foam for the confinement during the experiment (Figure 3.20b). However, after a first experiment, it was found that the water bag would rupture towards the front plate and thus covering the openings on the back plate in which the tubes are inserted, preventing the fluid from being ejected out of the structure (Figure 3.19). It was therefore chosen to completely fill the polystyrene structure without other means of containing the water.

In that case the openings of the tube had to be sealed, which was done by using adhesive tape and aluminum foil (Figure 3.20a) applied to the back plate of the structure and covering the opening of the tube. Whilst some water leaking next to the polystyrene framing could be observed, the amount of water leaking from the fluid filled structure was reasonable if the time between setup and completion of the experiment was short by filling the structure at the last moment. After experiments with this new solution for containing the water, it could be observed that no water ejection through the tube occurred and that the front plate presented no deformation, thus not pushing the water for its ejection. On the contrary, for an experiment where the leak of the polystyrene confinement was more important and the structure was not fully filled towards the top, a deformation of the plate could be observed only towards the top.

Therefore, one hypothesis was that the front plate needs to deform inwards of the water filled structure to allow its ejection and overcome the inertia of the water.

Preliminary cutting of the front plate

Thus, a preliminary cut was made in the front plate before an experiment to allow its acceleration into the water following the detonation of the explosive charge. Figure 3.21 shows this cut, where a 1 mm gap was left between each cut to hold the center of the plate in place before the experiment. In this case, it was observed that the plate was fully projected into the fluid filled structure and caused the displacement of the water. However, due this projection, the polystyrene framing did rupture and therefore the confinement (and direction of ejection) could not be sufficiently controlled with this experimental configuration.

Addition of a rigid frame

To ensure the lateral confinement of the fluid during an experiment, the rigidity of the frame had to be increased.

This was done by manufacturing an aluminum frame to replace the previously used polystyrene frame. The structure could be filled through two openings in the top of the aluminum frame that could be closed during the experiment (Figure 3.22). 

Comparison of the maximal angle of elevation

The experimental investigations for this particular configuration are ongoing. A first result with four openings of a diameter of 100 mm as illustrated in Figure 3.23 can be shown. The images provided by the high speed camera shows that in this case, water ejection occurs before pendulum motion (Figure 3.24). Figure 3.25 shows the comparison of the angular elevation of the pendulum for the aforementioned fluid filled structure and a reference value.

A reduction of the maximal angular elevation of around 4 • can be observed, corresponding to 35% of the reference maximal angle. 

Conclusions and perspectives

This work aimed at investigating the transmission of a blast wave through a fluid filled structure, identifying the levers on which to act on in order to design a protective structure acting on momentum transmission to a vehicle. Impulse spreading and global momentum transfer were investigated in particular.

The investigation of impulse spreading (Chapter 2) made use of a novel experimental setup where a water filled container was subjected to blast loading. Measurements were provided through a pressure sensor at the bottom of the container and high speed camera images allowing the visualization of the compression wave in the water.

Experimental results revealed that a local reduction in impulse could be achieved through the presence of fluid. This experimental observation could only be made locally at the sensor location. Impulse distribution on the entirety of the container bottom was investigated with a numerical model. Numerical results showed that the presence of a fluid allows for the spreading of impulse over a larger area at a lower intensity. Several parameters were varied experimentally and numerically to identify their influence on impulse spreading. To allow a spherical propagation of the compression wave in the fluid container, the area of application of the blast loading needs to be smaller than the area made up of fluid. In that case, impulse spreading can be observed as the difference between the highest measured impulse (occurring at the center of the container) and the lowest impulse measurement (occurring at the border of the container). By varying the container depth, it was shown that for a deeper container the radius of the spherical compression wave is larger and the difference between the impulse at the center of the target and its border is less pronounced, increasing impulse spreading. The addition of a lid on the container allowed to vary its degree of confinement, with fluid confinements of 0, 50 and 100% being studied experimentally and additional confinement levels of 25 and 75% being studied numerically. For a fully confined fluid, no local impulse reduction or impulse spreading occurs. When the fluid is able to be ejected out of the protective structure, local impulse reduction at the center of the target can be measured. Impulse spreading increases with the size of the surface area where fluid is able to move out of the container. The location of the free surface area was investigated numerically by placing the opening corresponding to 50% fluid confinement on the top, side and bottom of the container. Here it was shown that providing the most direct path for the fluid to be ejected out of the structure increases impulse spreading. As the structure of the container could be considered fully rigid, the entirety of the impulse from the blast loading was transmitted to the bottom of the container, which allowed the study of impulse spreading but not of momentum transfer.

Therefore, in Chapter 3, an experimental setup that allowed a fluid filled structure to be set in motion following its interaction with a blast wave was used, a blast pendulum. This allows the study of the effects of fluid on global momentum transmission. The main work done in this Chapter focused on the design of such a structure, mainly to provide sufficient sealing of the water. As such, the experimental difficulties encountered during this design process reflect the design challenges of the future integration of fluid filled structures on vehicles. Preliminary results show the potential of a fluid filled protection for the reduction of global momentum transmission.

With regards to the conclusions drawn from this study, different perspectives for future investigations can be explored.

A further academic study on the type of fluid used in the protective structure could be of interest. Mainly, fluids already present in a vehicle such as cooling fluid or oil should be investigated as their use would have a less significant impact on the overall added weight due to the protective solution. This could be done experimentally, keeping in mind the difficulties of the ejection of such types of fluids in respects to environmental norms. The numerical models prepared in this work could in this case be a good compromise as a modification of the material laws and equation of state assigned to the fluid could give interesting first numerical results. Furthermore, the fluid filled structure equipped with tubes for fluid ejection used on the blat pendulum described in Chapter 3 provided interesting preliminary experimental results. Experiments with a different number of tubes and different tube diameters are ongoing and hope to improve current knowledge. However, the design of this structure still proves to be difficult to implement experimentally. With fluids being rarely used on a blast pendulum, the novelty of this experimental setup requires several iterations in the design of the water filled structure before providing usable results. In this context, a numerical model of the blast pendulum and the fluid filled structure should be established to aid the design process at a lower cost. Further steps from the academic study of wave propagation in a structure towards vehicle integration could be taken, with the use of experimental setups closer to the actual final use to the protective solution. For example, a fluid filled structure could be tested in an underbelly configuration with the use of steel pots. Such an investigation could be carried out with the experimental means of ISL.

In the case of an integration of a fluid filled structure for protection purposes on a vehicle, the influence of the particular geometry of the structure on the wave propagation inside the fluid will have to be reviewed. As with the experimental setup, the fluid filled structure will be finite and therefore reflections of the compression wave in water on the borders of the structure will have to be checked, as well as the effects of overpressure peaks. With these design guidelines, limitations in vehicle integration have to be kept in mind. Similarly to the integration of tubes for fluid ejection on the blast pendulum, technical solutions for fluid confinement and release in accordance to the existing vehicle space requirements have to be found. A. A reference value describing the load applied to the plate was experimentally acquired. This was done by placing the end of the explosive driven shock tube directly in contact with the pressure sensor, thus determining the pressure profile under perfect reflection conditions. The comparison between the pressure signal measured at the bottom of the water filled container and this reference value will be used to asses the efficiency of the water filled structure for protection purposes. A spreading of impulse occurs along the diagonal of the container, with the highest impulse measured at the center of the container and a gradual decrease when moving towards the edges of the container. The numerical results

show that plate velocity does not have a significant influence on the shape of the spreading phenomenon along the bottom of the container. 

Modification of the experimental setup

Following these first experimental observations, the setup was modified to improve the ejection of the fluid out of a structure with both a front and back plate. The direction of ejection of the water mass needs to be in the same direction as the blast loading in order for the velocity vector generated by the vertical acceleration of the vehicle to be counteracted by the velocity vector generated by the ejection of the mass accordingly to Newton's third law of motion. 

Conclusions and perspectives

In this investigation, the use of fluids in protective structures against the effect of blast, especially momentum transmission, were investigated. For this purpose, two experimental setups were used.

The effects of the use of a fluid on the impulse transmission to a target were investigated using a fluid filled container equipped with pressure sensors. The fluid in this container was subjected to blast loading from an explosive driven shock tube. It was shown that the use of a fluid in a protection allows the impulse to be spread out, and therefore its local reduction. A link was established between the free surface allowing the fluid to be ejected out of the protection and this impulse spreading.

For the investigation of global momentum transmission, an experimental setup allowing a fluid filled structure to be set into motion following an interaction with a blast wave had to be used. This was done using a blast pendulum onto which fluid filled structures could be placed. The maximal angle reached by the pendulum could be compared for a water filled structure and a reference value of equivalent mass established using steel plates.

Different experimental configurations were tested to address a number of requirements related to the containment of water prior to the blast, as well as its ejection time and direction once the blast interacts with the structure.

With regards to the conclusions drawn following this study, perspectives for future academic investigations and perspectives for vehicle integration should water filled protective structure be implemented on a vehicle can be explored.

The influence of the type of fluid used should be investigated, with the goal of making use of fluids already on board a vehicle such as cooling or brake fluid for example. This would allow to improve vehicle protection against the effects of blast without increasing vehicle mass too much. This could be done by changing the material properties in the numerical simulations established in the course of this investigation. Furthermore, a numerical simulations of the blast pendulum and the associated fluid filled structure should be established to aid in future design processes.

In the case of an integration of the protective solution onto a vehicle, the influence of the particular design and its geometry on the wave propagation inside the fluid will have to be assessed. Abstract: Following the detonation of an explosive charge, such as a buried mine or an improvised explosive device, under a vehicle floor, two main effects occur: the rupture or deformation of the vehicle floor due to the loading transmitted by the blast wave and a global vertical acceleration leading in the worst-case scenario to the overturning of the vehicle, due to the impulse being transmitted. For protection purposes, numerous studies have been conducted in literature regarding load transmission in order to reduce target deformation but very few studies focus on impulse transmission, and thus change in momentum. The use of fluids, and in particular water, has been identified as a possible means on acting on impulse transmission. However, the few studies available in the literature focus on the effects of water being included in the protective structure. Therefore, they evaluate the reduction in transmitted impulse to a target by its reduction in deformation. The aim of this work is to identify the phenomena taking place in the fluid itself acting on impulse transmission, placing the investigation upstream of a potential target. Experimental investigations using an explosive driven shock tube allowing the transmission of a blast wave similar to that of a buried mine to a fluid filled container were carried out. These experimental studies were supplemented by numerical simulations, allowing to overcome certain limitations such as the number of measuring points. It was shown that the use of a fluid in a protection against the effects of blast allows the impulse to be spread out, and therefore its local reduction. A link was established between the free surface allowing the fluid to be ejected out of the protection and this impulse spreading. For a more global comprehension of the phenomenon, a blast pendulum was used to observe the effects of fluid filled protection on momentum. This second experimental setup was used to study the effect of the direction of fluid ejection in relation to the origin of the blast loading. 
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 114 Figure 1.1: Section S of a medium of density ρ with a tension-compression stress σ and a displacement u
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 12 Figure 1.2: Lagrange diagram for the transmission of an acoustic wave at an interface
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 16 Figure 1.6: Pressure time curve of a blast wave
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 19 Figure 1.9: Schematic representation of the point source solution

Figure 1 . 14 :

 114 Figure 1.14: Schematic illustration of the redirection of the blast wave through a v-shaped target. Taken from[START_REF] Kim Yuen | Response of V-shape plates to localised blast load: Experiments and numerical simulation[END_REF] 
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 115116 Figure 1.15: Numerical models of the vehicles used by Heider [27] for the investigation of the influence of ground clearance for v-shaped vehicle hulls
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 118 Figure 1.18: Test setup for vests equipped with fluid filled tubing
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 119 Figure 1.19: Liner structure filled with fluid in the helmet design[START_REF] Young | A Fluid Helmet Liner for Protection Against Blast Induced Traumatic Brain Injury[END_REF] 

  momentum generated by the blast and accelerate the vehicle in the opposite direction. The experimental setup (Figure 1.20a) had an ejection unit mounted in the center of the vehicle whist the numerical model (1.20b) had 4 DIC ejection units allowing more flexibility in the study, especially when encountering a case of asymmetric IED placement under the vehicle floor.
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 120 Figure1.20: Vehicle equipped with a gun type system for dynamic momentum compensation. Taken from[START_REF] Denefeld | Reduction of global effects on vehicles after IED detonations[END_REF] 
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 1 Figure 1.21: Experimental results regarding the used of a dynamic impulse compensation system[START_REF] Denefeld | Reduction of global effects on vehicles after IED detonations[END_REF] 
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 122 Figure 1.22: Numerical model of the kinetic energy defeat device (KEDD) as described by Wolfson[START_REF] Crumrine | Blast damage mitigation of steel structures from near-contact charges[END_REF] 

  -4 P a.s. A Gruneisen equation of state to determine the pressure levels in the fluid completes this material definition with the linear Hugoniot slope coefficient S = 1.237 and a Guneisen gamma of 1.54. When defining the material properties for the plates using the steel S235 present in the Impetus AFEA library, the front and back plates underwent significant deformation as shown in Figure 1.23. This deformation was not present in the simulations performed by Wolfson, thus the plates were defined as rigid in Impetus AFEA (Figure 1.24a).
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 123124 Figure 1.23: Deformation of the steel flyer and rear disk in the numerical simulation in Impetus AFEA

  (a) Reproduction of the simulation with Impetus AFEA (b) Simulation performed by Wolfson[START_REF] Crumrine | Blast damage mitigation of steel structures from near-contact charges[END_REF] 
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 2126 Figure 1.26: Different KEDD layouts as tested experimentally by Wolfson[START_REF] Crumrine | Blast damage mitigation of steel structures from near-contact charges[END_REF] 
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 128 Figure 1.28: Geometrical specifications of a steel pot

Figure 1 . 29 :

 129 Figure 1.29: Shematic representation of a shock tube
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 1 [START_REF] Denefeld | Reduction of global effects on vehicles after IED detonations[END_REF] shows a schematic representation of the dimensions of this particular EDST.
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 131 Figure 1.31: Schematic of the geometry of the EDST used by Blanc[START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF] 
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 132 Figure1.32: Positive phase shock wave parameters for a spherical TNT explosion in free air at sea level, taken from[START_REF]Navy NAVFAC P-394, and Air Force AFR 88-22. Unified Facilities Criteria[END_REF] 

  The measurements were made by underwater pressure sensors as shown in Figure1.33. Several sensor positions were used extending from a point almost directly under the charge to about 3 meters under the water surface.
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 133 Figure 1.33: Experimental setup for the investigation of the air to water blast wave transfer [50].
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 134 Figure 1.34: Schematic of a ballistic pendulum before and after impact of a projectile. With m p and m b the mass of the pendulum and the bullet, v p and v b the velocity of the pendulum and the bullet,Θ the angle of the pendulum , h the height difference after displacement of the pendulum
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 135 Figure 1.35: Experimental setup of a blast pendulum with horizontal displacement[START_REF] Snyman | The imparted impulse of a PMN anti-personnel mine[END_REF] 
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 136 Figure 1.36: Blast pendulum used experimentally for the investigation of momentum transmission
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 137 Figure 1.37: Lagrangian element description
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 140 Figure 1.40: Finite element meshed used by Kozak [59] to investigate the fluid-structure coupling solutions available in LS-DYNA. In versions a and b the fluid shares nodes with tank, in version c the Lagrangian elements of the tank are constrained within the ALE domain
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 532 Smooth Particle Hydrodynamics (SPH)Another way of solving fluid-structure interaction problems is to use the SPH computational method. As the Gamma-SPH is relatively new, it was first tested in the classical case of a dam break and compared to experimental and numerical results from the literature. A three dimensional dam-break simulation with a rectangular column was set up by Silvester and Cleary[61], shown in Figure1.41. Both the experimental results obtained with SPH in the work done by Silvester and Cleary and experimental results obtained by Yeh and Petroff[62] were compared to results obtained with a dam break simulation using Gamma-SPH.
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 141 Figure 1.41: Geometry of the numerical model used in [61] and reproduced in Impetus AFEA using Gamma-SPH
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 142144 Figure 1.42: Net force acting on the column. Comparison between experimental results[62], numerical results using SPH[61] and numerical results using Gamma-SPH with different particle spacings
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 1211 Experimental Vertical explosive driven shock tube and fluid filled container 2.1.1.1 Geometry of the experimental setup An experimental setup was designed to investigate the protecting capabilities of fluids under blast loading, in particular for the investigation of the phenomenon of impulse spreading. A 200 by 200 mm wide and 50 mm (or 100 mm) deep cubic container, filled with water and open at the top, was made out of S235 steel. This container was installed underneath a 1750 mm long vertically placed explosive driven shock tube with an internal section of 80 by 80 mm, generating a reproducible planar blast wave, used to project a plate held into place at the lower extremity of the shock tube, into the fluid filled container as shown in Figure 2.1. This EDST has the same design geometry as the EDST presented in Section 1.4.1.5, but was placed vertically to allow the placement of an open fluid filled container. The plates projected into the water had a dimension of 100 by 100 mm (corresponding to a quarter of the free water surface of the container) and varying thicknesses of 1, 3 and 5 mm. The explosive charge used with the explosive driven shock tube during an experiment was of 15 or 30 g of C4 placed at a standoff distance of 50 mm from the entrance of the tube.
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 21 Figure 2.1: Experimental setup

Figure 2 . 2 :

 22 Figure 2.2: Expansion of the experimental setup allowing the study of the influence of water confinement.

  Figure 2.3: Sensor locations for localized pressure measurements in the fluid filled container

Figure 2 . 4 :

 24 Figure 2.4: Illustration of different lighting techniques used during an experiment. From top to bottom: use of diode for the visualization of the path of the compression wave, with the diode the path of the plate appears dark, with a change of lighting to the flash, water is sufficiently lit and the path of the plate can be followed more clearly.
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 25 Figure 2.5: Experimental images of the path of the compression wave in the fluid for 15 g of C4, a plate thickness of 1.5 mm and a container depth of 100 mm. Unprocessed images (left) and images having undergone consecutive image subtraction to highlight the compression wave (right).
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 26 Figure 2.6: Improved visulatization of the compression wave in the fluid during an experiment
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 272829 Figure 2.7: Pressure signal of the perfectly reflected blast wave, experiments 45 through 50. Charge of 30 g of C4

Figure 2 . 10 : 2 . 1 . 2 . 2 Figure 2 . 11 :

 2102122211 Figure 2.10: Blast loads applied to the plate by the explosive driven shock tube serving as reference values, 15 and 30 g of C4
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 212213 Figure 2.12: Analysis of experiment TA66, grey zones corresponding to the high speed imaging correlation, blue and red lines corresponding to the analytically predicted arrival time of overpressure peaks
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 215 Figure 2.15: High speed camera images for experiment TA 66, reflection of the first incident wave on the plate after one round trip in the container
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 216 Figure 2.16: Placement of the detonator for the horizontal EDST. Detonator and tube axis perpendicular

  Figure 2.17: Placement of the detonator for the vertical EDST
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 218219 Figure 2.18: Overpressure values of the reflected blast wave for different detonator positions. Charge of 15 g of C4
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 220 Figure 2.20: Positioning of the charge for the horizontal tube
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 221 Figure 2.21: Positioning of the charge for the vertical tube
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 2222132 Figure 2.22: Influence of the positioning of the charge
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 223 Figure 2.23: Images of a plate placed with a slight angle (top) and a plate placed horizontally (bottom). In the top image the origin of propagation of the compression wave is not centered.
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 224 Figure 2.24: Two initial peaks created by the arrival of two compression waves due to an inclined placement of the plate
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 225226 Figure 2.25: Numerical model of a skewed plate placement

  the establishment of reference values: 19 experiments • the variation of the plate velocity: 34 experiments • the variation of the water height (use of a deeper container): 21 experiments • the variation of the fluid confinement: 55 experiments • the calibration of the experimental methodology: 39 experiments

Figure 2 .

 2 Figure 2.27 shows the geometry of the numerical model of the tube. For the model both in LS-Dyna and Impetus AFEA, symmetries are taken advantage of to reduce the size of the domain that has to be simulated and thus the simulation time. Therefore, only a quarter of the air domain is simulated and boundary conditions are applied to represent the symmetry planes (in this case the XZ and XY planes). Non reflecting boundary conditions were applied to the air domain in LS-Dyna to simulate an infinite air domain.

  (a) LS-DYNA: in green the tube, in red the air domain defined using the ALE element formulation, in yellow the geometry defined for the explosive charge in the air domain, nodes highlighted in blue and red define the symmetries to simulate a quarter model (b) Impetus AFEA: in grey the tube, the black box defines the air domain in which air (blue) and explosive (red) particles defined by corpuscles are located, in purple the symmetries for the simulation of a quarter model
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 227 Figure 2.27: Geometry of the numerical simulation of the vertical explosive driven shock tube
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 228 Figure 2.28: Comparison between numerical and experimental results for the reflected blast wave at the exit of the explosive driven shock tube
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 229 Figure 2.29: Comparison of numerical and experimental results for the free field

Figure 2 . 30 :

 230 Figure 2.30: Mesh refinement study, convergence of the peak overpressure

Figure 2 . 31 :

 231 Figure 2.31: Mesh refinement study, convergence of the impulse value

•

  Symmetry conditions on two planes for the simulation of a quarter model for both fluid domains (air and water) and the plate • Non reflecting boundary conditions for the fluid domain containing air for the simulation of a semi-infinite domain above the initial water surface To further reduce the calculation time, it was chosen to perform only a partial simulation and apply the pressure profile delivered by the explosive driven shock tube directly to the nodes of the plate, thus not including the shock tube as well as the explosive charge in the numerical setup. Database tracer sensors were placed on the entirety of the bottom of the container as shown in Figure 2.32, allowing to overcome the experimental limitation of having a restricted number of measurement points for the pressure history.
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 232 Figure 2.32: Database tracer placement along the diagonal of the container bottom in the numerical model

Figure 2 .

 2 [START_REF] Bornstein | Blast mitigation with fluid Containers: Effect of mitigant type[END_REF] shows the water ejection out of the container for an unconfined case both numerically and experimentally.
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 233 Figure 2.33: Numerical simulation and experiment of a plate being projected into a water filled container

Figure 2 . 34 :

 234 Figure 2.34: Propagation of the compression wave in the water filled container.
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 235 Figure 2.35: Conservation of energy in the numerical model, here illustrated for a confinement level of 0%. Transfer of the kinetic energy from the container to the outside.
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 236 Figure 2.36: Comparison between numerical and experimental plate velocities -15 g C4, 3 mm plate, 50 mm fluid depth and 0% confinement.
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 237 Figure 2.37: Comparison between the numerical and experimental pressure signal for different levels of confinement -15 g of C4, 3 mm plate, 50 mm fluid depth

Figure 2 . 38 :

 238 Figure 2.38: Comparison between experimental and numerical impulse values at the center of the bottom of the container for three levels of water confinement -15 g of C4, 3 mm plate, 50 mm fluid depth.

  (b) Experimental results with time adjustment and mean value
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 239 Figure 2.39: Experimental results for the 1.5 mm thick plate
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 240 Figure 2.40: Comparison of the locally measured pressure for a plate thickness of 1.5 mm

Figure 2 .

 2 Figure 2.41 shows the transmitted impulse to the bottom of the container for all 3 experiments and the calculated mean value.
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 241 Figure 2.41: Impulse values for a plate thickness of 1.5 mm

Figure 2 . 42 :

 242 Figure 2.42: Comparison of the impulse value for a plate thickness of 1.5 mm to the reference value
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 243 Figure 2.43: Comparison of the experimental results for the 3 mm thick plate to the reference value
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 244 Figure 2.44: Comparison of the experimental results for the 5 mm thick plate to the reference value
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 245 Figure 2.45: Comparison of the locally measured pressure at the center of the container bottom for three different plate velocities and comparison to the reference value for 30 g of C4
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 246 Figure 2.46: Comparison of the locally measured impulse at the center of the container bottom for three different plate velocities and comparison to the reference value for 30 g of C4
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 2472 Figure 2.47: Numerical plate velocities for different plate thicknesses and charge masses -0% confinement

Figure 2 .

 2 Figure 2.49 shows impulse along the diagonal of the container. The numerical results show that plate velocity does
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 1248249 Figure 2.48: Impulse distribution on the bottom of the container for different charge masses and plate thicknesses, time = 8 ms -0% confinement, 50 mm fluid depth

Figure 2 . 50 :

 250 Figure 2.50: Pressure time curve for different plate densities
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 251 Figure 2.51: Impulse time curve for different plate densities
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 252253254 Figure 2.52: Different water height to achieve a higher acceleration of the plate

Figure 2 . 55 :

 255 Figure 2.55: Experimental local impulse measurements for different degrees of water confinement and two container depth -15 g C4, 3 mm plate.
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 256 Figure 2.56: Impulse along the diagonal of the container bottom for an unconfined fluid -15 g C4, 3 mm plate, 50 mm fluid depth.
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 257 Figure 2.57: Impulse along the diagonal of the container bottom for a fully confined fluid -15 g C4, 3 mm plate, 50 mm fluid depth.
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 258 Figure 2.58: Impulse along the diagonal of the container bottom for increasing levels of fluid confinement -15 g C4, 3 mm plate, 50 mm fluid depth.
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 259 Figure 2.59: Impulse on the container bottom for increasing levels of fluid confinement at constant plate thickness, charge and fluid depth-15 g C4, 3 mm plate, 50 mm fluid depth.

  Figure 2.60: Confinement configurations on the top of the container with the plate in green, the fluid in blue and the steel container in grey

Figure 2 . 61 :

 261 Figure 2.61: Confinement configurations on the sides of the container with the plate in green, the fluid in blue and the steel container in transparency.

  (a) Confinement at the center of the container bottom (b) Confinement around the sides of the container bottom
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 262 Figure 2.62: Confinement configurations on the bottom of the container with the plate in green, the fluid in transparent blue and the steel container in transparent grey
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 263264 Figure 2.63: Impulse along the diagonal of the container bottom when the free surface is located on the top of the container with comparison to the experimental value when available
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 2652 Figure 2.65: Numerically obtained vectors inside the fluid for different openings on the top of the container
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 266267 Figure 2.66: Impulse along the diagonal of the container bottom when the free surface is located on the sides of the container

Figure 2 .

 2 Figure 2.68: Comparison of a free surface location on the top of the container with confinement around the plate, the side of the container creating a lower opening and on the bottom of the container with confinement under the plate

Figure 2 .Figure 2 .Figure 2 .

 222 Figure 2.69: Local impulse at the center of the container bottom for wather depth of 50 and 100 mm -30 g C4, 3 mm plate, 0% confinement.

  the numerical simulation allows to extend the water domain by applying non reflecting boundary conditions. The difference in the propagation of the compression wave is shown in Figure2.72, while the pressure and impulse signals are given in Figure2.73. The impulse measurements at the center of the bottom of the container are quite similar for the two configurations. In an integration context, numerical simulations accounting for the real geometry of the protective solution could enable the prediction of the actual response and impulse distribution more closely.
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 22 Figure 2.72: Path of the compression wave in the fluid for an infinite water domain (left) and a water domain limited by the container walls (right)

  (a) Initial ground clearance of a vehicle before addition of a protective solution (b) Integration of a protective solution as an over-protection. The overall ground clearance is reduced (c) Integration of a protective solution in the design of the vehicle. The ground clearance stays the equal to that of the vehicle before integration of the protection.

Figure 2 .

 2 Figure 2.74: Different integration possibilities of a protective solution

Figure 2

 2 

Figure 2 .

 2 Figure 2.75: Comparison of the local pressure measurement on the vehicle floor with presence of the protective solution and for the natural decay of the shock wave in air for 15 g of C4

Figure 2 .

 2 Figure 2.76: Comparison of the local pressure measurement on the vehicle floor with presence of the protective solution and for the natural decay of the shock wave in air for 30 g of C4

Figure 2 .Figure 2 .

 22 Figure 2.77: Comparison of the local impulse measurement on the vehicle floor with presence of the protective solution and for the natural decay of the shock wave in air for 15 g of C4

Figure 3 . 1 :

 31 Figure 3.1: Placement of water bags on the blast pendulum

Figure 3 . 2 :Figure 3 . 3 :

 3233 Figure 3.2: Placement of the high speed camera

5 m and 1 mFigure 3 . 4 :

 134 Figure 3.4: Pendulum motion for different stand-off distance of the charge of C4, comparison to previous results by Reck[START_REF] Reck | Ballistic Pendulum for Blast Wave Impulse measurement, Analysis and Optimization[END_REF] 

Figure 3 . 5 :

 35 Figure 3.5: Frame for structure rigidity

Figure 3 . 6 :

 36 Figure 3.6: New reference with the addition of the stabilization frame, calculation of the mean value

Figure 3 . 7 :Figure 3 . 8 :

 3738 Figure 3.7: First oscillation of the pendulum for the new reference value, disturbed signal for the first 0.8 seconds of the experiment

(a) 7 .

 7 85 kg of water, 2 mm front plate, 2 mm back plate. The water mass represents 4.9% of the total pendulum weight. (b) 9.81 kg of water, 1 mm front plate, 2 mm back plate. The water mass represents 6% of the total pendulum weight. (c) 11.78 kg of water, 1 mm front plate, 1 mm back plate. The water mass represents 7.3% of the total pendulum weight.

Figure 3 . 9 :

 39 Figure 3.9: Water filled bag surrounded by a front plate and a back plate. In blue the counterweight, in yellow the body of the pendulum, in orange the 2 mm thick plates and in green the 1 mm thick plates.

Figure 3 . 10 :Figure 3 . 11 :Figure 3 . 12 :

 310311312 Figure 3.10: Angular elevation of the pendulum for a water mass of 7.85 kg, comparison to the reference value

Figure 3 . 13 :

 313 Figure 3.13: High speed camera images of the first oscillation of the pendulum for experiment Ta179

(a) 7 .Figure 3 . 14 :

 7314 Figure 3.14: Water bag and back plate. In blue the counterweight, in yellow the body of the pendulum, in orange the 2 mm thick plates, in pink the 3 mm thick plates and in grey the 4 mm thick plates.

Figures 3 .

 3 Figures 3.15 and 3.16 show the experimental results for a structure without front plate and the comparison to the reference value for a pendulum of equal weight but without fluid. For the experiments with a water mass of 9.81

Figure 3 . 15 :Figure 3 . 16 :

 315316 Figure 3.15: Angular elevation of the pendulum for a water mass of 7.85 kg, comparison to the reference value

Figure 3 . 18 :

 318 Figure 3.17: Schematic representation of experimental setup allowing the evacuation of the fluid through tubes at the back of the pendulum

Figure 3 . 19 :

 319 Figure 3.19: Image taken after the experiment. Use of the previously used bags to contain the water. The water bag ruptures towards the front plate, thus covering the entrance of the tubes and preventing water ejection.

Figure 3 . 20 :

 320 Figure 3.20: Sealing of the water filled structure

Figure 3 . 21 :

 321 Figure 3.21: Preliminary cutting of the front plate to allow the projection of the front plate into the water filled structure. Cuts are highlighted in red

Figure 3 . 22 :

 322 Figure 3.22: Aluminum frame for lateral water confinement

Figure 3 . 23 :Figure 3 . 24 :Figure 3 . 25 :

 323324325 Figure 3.23: Experimental setup with four openings with a diameter of 100 mm for water ejection (front plate not shown)
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 1 Franc ¸ais Introduction Lors de la d étonation d'une charge explosive sous le plancher d'un v éhicule, telle qu'une mine enterr ée ou un engin explosif improvis é, deux effets principaux se produisent : la d éformation ou rupture du plancher due à la contrainte transmise par le blast et l'acc él ération verticale globale du v éhicule pouvant mener à son retournement due à l'impulsion qui lui est transmise. Dans un but de protection, de nombreuses études dans la litt érature se concentrent sur la transmission du chargement afin de r éduire les d éformations du plancher mais tr ès peu d' études se concentrent sur la transmission d'impulsion, et donc de variation de quantit é de mouvement. L'utilisation de fluides, en particulier l'eau, a ét é identifi é comme pouvant potentiellement permettre d'agir sur cette transmission d'impulsion. N éanmoins, les quelques études pr ésentes dans la litt érature se focalisent sur les effets de la pr ésence de l'eau dans la protection. Elles évaluent ainsi la r éduction d'impulsion transmise à une cible par la d éformation de celle-ci. Ainsi, ces travaux proposent d'identifier les ph énom ènes ayant lieu dans le fluide en lui-m ême agissant sur la transmission d'impulsion, se plac ¸ant donc en amont de la cible. Des études exp érimentales utilisant un tube à choc explosif permettant de transmettre un blast proche de celui g én ér é par une mine enterr ée à un conteneur rempli d'eau ont ét é r éalis ées. Ces études exp érimentales ont ét é compl ét ées par des simulations num ériques, permettant de surmonter certaines limitations tel que le nombre de points de mesure. Il a ét é montr é que l'utilisation d'un fluide dans une protection contre les effets de souffle permet un étalement de l'impulsion, et donc sa diminution locale. Un lien entre la surface libre permettant au fluide d' être éject é de la protection et cet étalement d'impulsion a ét é établi. Pour une compr éhension plus globale du ph énom ène, un pendule à blast a ét é utilis é pour observer les effets d'un fluide dans une protection sur la quantit é de mouvement. Ce second dispositif exp érimental a ét é utilis é afin d' étudier l'effet de la direction d' éjection du fluide par rapport à l'origine du chargement par le blast. Etude de l' étalement de l'impulsion Description du dispositif exp érimental et du mod èle num érique Un dispositif exp érimental a ét é conc ¸u pour l' étude d'un liquide contenu dans un conteneur soumis à un chargement explosif (Figure A.1). Ce dispositif exp érimental comprend un tube à choc aliment é par explosifs g én érant une onde plane avec une charge de 15 ou 30 grammes de C4 plac ée à une distance de 50 mm de l'entr ée du tube. Ce tube a une dimension interne de 80 par 80 mm et une longueur de 1750 mm. Sur la partie basse du tube, une plaque de dimension 100 par 100 mm ayant une épaisseur de 1.5, 3 ou 5 mm est maintenue par une bande adh ésive jusqu' à interaction de l'onde de choc g én ér ée par le tube avec la plaque. Suite à cette interaction, la plaque est projet ée dans le conteneur rempli d'eau. Ce conteneur a une dimension de 200 par 200 mm et une profondeur de 50 ou 100 mm. Au cours d'une exp érience, des mesures peuvent être r éalis ées par un capteur de pression PCB 158 plac é au centre du fond du conteneur. Une cam éra à haute vitesse permet de visualiser la propagation de l'onde de compression dans l'eau au cours de l'exp érience.

Figure A. 1 :

 1 Figure A.1: Dispositif exp érimental

Figure A. 2 :

 2 Figure A.2: Dispositif exp érimental permettant une variation du degr é de confinement

Figure A. 4 :

 4 Figure A.4: Points de mesure plac és sur la diagonale du fond du conteneur dans le mod èle num érique

Figure A. 5 :

 5 Figure A.5: Comparaison de mesures locales au centre du fond du conteneur pour trois diff érentes vitesses de plaque et comparaison avec la valeur de r éf érence pour l'utilisation de 30 g de C4.

Figure A. 6 :Figure A. 7 :

 67 Figure A.6: Distribution de l'impulsion sur le fond du conteneur pour diff érentes masses d'explosif et d' épaisseurs de plaque, t = 8 ms -0% de confinement, profondeur de conteneur de 50 mm

  Figure A.8: Impulsion le long de la diagonale sur le fond du conteneur pour diff érents niveaux de confinement -15 g de C4, plaque de 3 mm, hauteur d'eau de 50 mm

Figure A. 9 :Figure A. 11 :

 911 Figure A.9: Pendule utilis é à l'ISL

  Figure A.13: Nouvelle configuration exp érimentale permettant l' éjection de l'eau au travers de tubes

Figure A. 14 :

 14 Figure A.14: El évation angulaire du pendule pour une structure remplie d'eau avec quatre ouvertures de diam ètre 100, comparaison à la valeur de r éf érence

Figure A. 18 :

 18 Figure A.18: Stosswellenbelastung der Platte mit dem Explosivstoff enthaltenden Stossrohr zur Ermittlung eines Referenzwerts, 15 g C4

Figure A. 19 :Figure A. 20 :

 1920 Figure A.19: Anordnung der in der Simulation benutzten Sensoren entlang der Diagonale des Containerbodens

Figure A. 22 :Figure A. 23 :

 2223 Figure A.21: Impulsverteilung am Containerboden f ür verschiedene Explosivstoffmassen und Plattendicken; Zeit = 8 ms -0 % Fl üssigkeits-Einschluss, 50 mm Containertiefe

FigureFigure A. 25 :Figure A. 26 :Figure A. 27 :Figure A. 29 :A. 3

 252627293 Figure A.24: Versuchsaufbau

Figure A. 31 :

 31 Figure A.31: Experimental setup

Figure A. 32 :

 32 Figure A.32: Expansion of the experimental setup allowing the study of the influence of water confinement.

  Figure A.33 shows the pressure-time and impulse-time curves for such a reference when 15 grams of C4 are used.

Figure A. 33 :

 33 Figure A.33: Blast loads applied to the plate by the explosive driven shock tube serving as reference values, 15 g of C4

Figure A. 34 :

 34 Figure A.34: Database tracer placement along the diagonal of the container bottom in the numerical model

Figure A. 35 :

 35 Figure A.35: Comparison of the local measurements at the center of the container bottom for three different plate velocities and comparison to the reference value for 30 g of C4

  Figure A.36 shows a 3D mapping of the impulse on the container bottom once the blast loading has been fully transmitted to the fluid for a container depth of 50 mm.

Figure A. 37 :Figure A. 41 :Figure A. 42 :

 374142 Figure A.36: Impulse distribution on the bottom of the container for different charge masses and plate thicknesses, time = 8 ms -0% confinement, 50 mm fluid depth

Figure A. 44 :

 44 Figure A.44: Angular elevation of the pendulum for a fluid filled structure with 4 openings of diameter 100 mm, comparison to the reference value

  Generally speaking, technical solutions to design guidelines such as the need for fluid ejection or fluid confinement established in this study will have to be found whilst taking into account often restrictive space requirements in a vehicle. 201 Titre: Protection contre les ondes de souffles à l'aide de fluide Mots cl és: Effet de souffle, Equipement de protection, Exp érimental R ésum é: Lors de la d étonation d'une charge explosive sous le plancher d'un v éhicule, telle qu'une mine enterr ée ou un engin explosif improvis é, deux effets principaux se produisent : la d éformation ou rupture du plancher due à la contrainte transmise par le blast et l'acc él ération verticale globale du v éhicule pouvant mener à son retournement due à l'impulsion qui lui est transmise. Dans un but de protection, de nombreuses études dans la litt érature se concentrent sur la transmission du chargement afin de r éduire les d éformations du plancher mais tr ès peu d' études se concentrent sur la transmission d'impulsion, et donc de variation de quantit é de mouvement. L'utilisation de fluides, en particulier l'eau, a ét é identifi é comme pouvant potentiellement permettre d'agir sur cette transmission d'impulsion. N éanmoins, les quelques études pr ésentes dans la litt érature se focalisent sur les effets de la pr ésence de l'eau dans la protection. Elles évaluent ainsi la r éduction d'impulsion transmise à une cible par la d éformation de celle-ci. Ainsi, ces travaux proposent d'identifier les ph énom ènes ayant lieu dans le fluide en lui-m ême agissant sur la transmission d'impulsion, se plac ¸ant donc en amont de la cible. Des études exp érimentales utilisant un tube à choc explosif permettant de transmettre un blast proche de celui g én ér é par une mine enterr ée à un conteneur rempli d'eau ont ét é r éalis ées. Ces études exp érimentales ont ét é compl ét ées par des simulations num ériques, permettant de surmonter certaines limitations tel que le nombre de points de mesure. Il a ét é montr é que l'utilisation d'un fluide dans une protection contre les effets de souffle permet un étalement de l'impulsion, et donc sa diminution locale. Un lien entre la surface libre permettant au fluide d' être éject é de la protection et cet étalement d'impulsion a ét é établi. Pour une compr éhension plus globale du ph énom ène, un pendule à blast a ét é utilis é pour observer les effets d'un fluide dans une protection sur la quantit é de mouvement. Ce second dispositif exp érimental a ét é utilis é afin d' étudier l'effet de la direction d' éjection du fluide par rapport à l'origine du chargement par le blast. Title: Blast protection with fluids Keywords: Blast load, Protective equipment, Experimental

Titel:

  Blast Schutz mit Fluiden Schl üsselw örter: Blast load, Schutzstruktur, Experimentell Zusammenfassung: Bei der Detonation einer Sprengladung unter dem Boden eines Fahrzeugs, z. B. einer vergrabenen Mine oder eines improvisierten Sprengk örpers, treten zwei Haupteffekte auf: die Verformung oder Zerst örung des Fahrzeugbodens durch die vom Blast übertragene Belastung und die allgemeine vertikale Beschleunigung des Fahrzeugs. Diese kann aufgrund des auf das Fahrzeug übertragenen Impulses zu einem Überschlag f ühren. Viele Studien über Fahrzeugschutz in der einschl ägigen Literatur befassen sich mit der Übertragung der Belastung und haben zum Ziel, die Verformung des Fahrzeugbodens zu verringern. Es befassen sich aber nur sehr wenige Studien mit der Übertragung des Impulses und damit der Änderung des Bewegungsmoments. Die Verwendung von Fl üssigkeiten, insbesondere Wasser, wurde als potenzielles Mittel zur Beeinflussung der Impuls übertragung identifiziert. Die wenigen in der Literatur vorhandenen Studien konzentrieren sich jedoch auf die Wirkungen des Vorhandenseins von Wasser innerhalb der Schutzstruktur. Sie bewerten die Reduzierung des auf das Ziel übertragenen Impulses im Hinblick auf den Verformungsgrad des Ziels. Diese Arbeit hat zum Ziel, die in der Fl üssigkeit stat-tfindenden Ph änomene zu identifizieren, die sich auf die Impuls übertragung auswirken. Daf ür wird also vor dem Ziel gemessen. Es wurden experimentelle Studien durchgef ührt, bei denen ein Explosivstoff enthaltendes Stoßrohr einen Blast übertr ägt, welcher der Stoßwelle einer vergrabender Mine nahe kommt. Dabei wird der Blast auf einen mit Wasser gef üllten Beh älter übertragen. Diese experimentellen Studien wurden durch numerische Simulationen erg änzt, wodurch einige Einschr änkungen, wie die Anzahl der Messpunkte, überwunden werden konnten. Es wurde gezeigt, dass die Verwendung einer Fl üssigkeit in einer Schutzstruktur gegen Druckwellen zu einer Ausbreitung des Impulses und damit zu einer lokalen Abnahme des Impulses f ührt. Es wurde ein Zusammenhang zwischen der freien Fl äche, aus welcher die Fl üssigkeit aus der Schutzvorrichtung ausgestoßen wird, und der Impulsausbreitung hergestellt. F ür ein umfassenderes Verst ändnis des Vorgangs wurde ein Blast-Pendel verwendet, um die Wirkungen einer Fl üssigkeit in einer Schutzstruktur auf das Bewegungsmoment zu beobachten. Mit diesem zweiten Versuchsaufbau kann untersucht werden, wie sich die Ausstoßrichtung der Fl üssigkeit in Bezug auf die urspr üngliche Belastung durch den Blast auswirkt. Universit é Paris-Saclay Espace Technologique / Immeuble Discovery Route de l'Orme aux Merisiers RD 128 / 91190 Saint-Aubin, France

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Table 1 .

 1 2: Parameters of the incident and reflected blast load at the exit of the tube as described by Blanc[START_REF] Ludovic Blanc | Experimental analysis of fluid-structure interaction between a blast wave and a sandwich add-on armor[END_REF] 

	Charge mass (g)	Free field		Reflected blast	
		Overpressure (bar) Impulse (bar.ms) Overpressure (bar) Impulse (bar.ms)
	15	7.99	3.09	38.72	16.98
	30	14.29	5.15	79.69	26.54
	50	22.53	7.42	131.55	39.76

  From incident pressure to momentum . . . . . . . . . . . . . . . . . . . . . . . . . 1.2.2.3 From reflected pressure to momentum . . . . . . . . . . . . . . . . . . . . . . . . . 1.3 Blast protection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.3.1 Physical mechanisms in blast mitigation and protection . . . . . . . . . . . . . . . . . . . . 1.3.1.1 Acting on the detonation process . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.3.1.2 Acting on the blast wave in air . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.3.1.3 Acting on the compression wave in a solid or liquid . . . . . . . . . . . . . . . . . 1.3.2 Threat characterization . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.3.3 Current blast protection acting on the target . . . . . . . . . . . . . . . . . . . . . . . . . . 1.3.3.1 Energy control . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
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 2 

		1: Characterisitc of the pressure transducer S113B22
	Model Number Serial Number	Voltage sensitivity	Bias voltage
	S11B22	49581	0.9988 mV/PSI 144.9 mV/MPa	10.44 V
	2.1.1.			

3 Visualization of the compression wave and the plate displacement

  

Table 2 .

 2 2: Reference values for the blast wave at the exit of the tube for different charge masses

	Charge mass (g) Overpressure (bar) Impulse (bar.ms) Positive phase duration (ms)
	15	42 ±6.84%	18 ±11.1%	2.81 ±2.53%
	30	87 ±8.66%	32 ±5.71%	4.6 ±5.61%

Table 2 .

 2 3: Material parameters used in the ideal gas equation of state for airMaterial C v (J/Kg.K) C p (J/Kg.K) T (K) ρ (kg/m 3 )

	Air	718	1005	300	1.204

Table 2 .

 2 

		4: JWL parameters for C4	
	A (Pa)	B (Pa)	R 1 R 2	ω	e 0 (Pa)
	6.10e+11 1.30e+10 4.5 1.4 0.25 9.00e+9
	work of Dobratz [63] as detailed in Table 2.4.				
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 2 

		Peak Overpressure (bar) Time of arrival (ms) Impulse (bar.ms)
	Experimental	131	0.84	40
	Numerical LS-DYNA	123 (6%)	0.89 (6%)	43.06 (10%)
	Numerical IMPETUS Afea no	222 (70%)	0.66 (22.7%)	45.23 (15.5%)
	particle deactivation			
	Numerical IMPETUS Afea	129 (1%)	0.74 (12%)	25.22 (36%)
	with particle deactivation			

5: Peak overpressure and impulse value comparison for the reflection experiment

Table 2 . 6

 26 

	-	Peak Overpressure (bar) Time of arrival (ms) Impulse (bar.ms)
	Experimental	22	0.84	7.15
	Numerical LS-DYNA	20.7 (7%)	0.86 (1%)	7.35 (3%)
	Numerical IMPETUS Afea	21 (5%)	0.73 (17%)	5.33 (25%)

: Peak over pressure and impulse value comparison for the free field experiment agreement with experimental data.

Table 2 .

 2 7: Mesh sized and corresponding calculation time

	Mesh size (mm) Calculation time (s)
	10	145
	8	253
	6	578
	4	2748
	2.5	17573
	1.5	77097

Table 2 .

 2 

	8: Material parameters for the plate
	Material	ρ(kg/m 3 ) E(GPa)	ν
	S235 Steel	7850	210	0.33
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Table 3 .

 3 .8. The maximal angle and impulse values, calculated 135 with Equation 1.42 presented in Section 1.4.3.3, are presented in Table 3.1. 1: Maximal angle and calculated impulse for the new reference including the stabilization frame

	Experiment Maximal Angle Calculated Impulse (kg.m/s)
	Ta188	20.79 •	72.4
	Ta189	19.72 •	68.71
	Mean Value	20.26 •	70.55

Table 3 .

 3 

			2: Maximal angle for different water masses	
	Reference	Water mass 7.85 kg Water mass 9.81 kg Water mass 11.78 kg
	Mean Value Ta 179	Ta 180	Ta 177	Ta 178	Ta 187	Ta 190
	20.26 •	18.84 •	20.22 •	18.92 •	18.84 •	18.81 •	19.8 •

Table 3 .

 3 

			3: Maximal angle for different water masses	
	Reference	Water mass 7.85 kg Water mass 9.81 kg Water mass 11.78 kg
	Mean Value Ta 183	Ta 184	Ta 185	Ta 186	Ta 181	Ta 182
	20.26 •	18.82 •	17.41 •	17.8 •	17.41 •	15.82 •	15.11 •

2 Deutsch Einleitung Bei

  der Detonation einer Sprengladung unter dem Boden eines Fahrzeugs, z. B. einer vergrabenen Mine oder eines improvisierten Sprengk örpers, treten zwei Haupteffekte auf: die Verformung oder Zerst örung des Fahrzeugbodens durch die vom Blast übertragene Belastung und die allgemeine vertikale Beschleunigung des Fahrzeugs. Diese kann aufgrund des auf das Fahrzeug übertragenen Impulses zu einem Überschlag f ühren. Viele Studien über Fahrzeugschutz in der einschl ägigen Literatur befassen sich mit der Übertragung der Belastung und haben zum Ziel, die Verformung des Fahrzeugbodens zu verringern. Es befassen sich aber nur sehr wenige Studien mit der Übertragung des Impulses und damit der Änderung des Bewegungsmoments. Die Verwendung von Fl üssigkeiten, insbesondere Wasser, wurde als potenzielles Mittel zur Beeinflussung der Impuls übertragung identifiziert. Die wenigen in der Literatur vorhandenen Studien konzentrieren sich jedoch auf die Wirkungen des Vorhandenseins von Wasser innerhalb der Schutzstruktur. Sie bewerten die Reduzierung des auf das Ziel übertragenen Impulses im Hin-

	Untersuchung

blick auf den Verformungsgrad des Ziels. Diese Arbeit hat zum Ziel, die in der Fl üssigkeit stattfindenden Ph änomene zu identifizieren, die sich auf die Impuls übertragung auswirken. Daf ür wird also vor dem Ziel gemessen. Es wurden experimentelle Studien durchgef ührt, bei denen ein Explosivstoff enthaltendes Stoßrohr einen Blast übertr ägt, welcher der Stoßwelle einer vergrabender Mine nahe kommt. Dabei wird der Blast auf einen mit Wasser gef üllten Beh älter übertragen. Diese experimentellen Studien wurden durch numerische Simulationen erg änzt, wodurch einige Einschr änkungen, wie die Anzahl der Messpunkte, überwunden werden konnten. Es wurde gezeigt, dass die Verwendung einer Fl üssigkeit in einer Schutzstruktur gegen Druckwellen zu einer Ausbreitung des Impulses und damit zu einer lokalen Abnahme des Impulses f ührt. Es wurde ein Zusammenhang zwischen der freien Fl äche, aus welcher die Fl üssigkeit aus der Schutzvorrichtung ausgestoßen wird, und der Impulsausbreitung hergestellt. F ür ein umfassenderes Verst ändnis des Vorgangs wurde ein Blast-Pendel verwendet, um die Wirkungen einer Fl üssigkeit in einer Schutzstruktur auf das Bewegungsmoment zu beobachten. Mit diesem zweiten Versuchsaufbau kann untersucht werden, wie sich die Ausstoßrichtung der Fl üssigkeit in Bezug auf die urspr üngliche Belastung durch den Blast auswirkt.

der Impulsausbreitung Beschreibung des experimentellen Versuchsaufbaus und der numerischen Simulation Es

  wurde ein Versuchsaufbau konzipiert, um eine mit Fl üssigkeit gef üllte Struktur, welche einer Stosswelle ausge-Anhand von Experimenten konnte ein Referenzwert f ür die Ladung, mit welcher die Platte beaufschlagt wurde, ermittelt werden. Hierf ür wurde das Ende des Explosivstoff enthaltenden Stossrohrs unmittelbar mit dem Drucksensor in Ber ührung gebracht . Somit konnte das Druckprofil unter perfekten Reflexionsbedingungen bestimmt werden. Das am Boden des mit Wasser gef üllten Containers gemessene Drucksignal wird dann mit dem Referenzwert verglichen, um die Effizienz der Schutzwirkung der mit Wasser gef üllten Struktur zu bewerten.

setzt ist, zu untersuchen (siehe A.16). Diese Struktur beinhaltet ein vertikales, Explosivstoff enthaltendes Stossrohr, welches eine flache Stosswelle generiert. Hierzu wird eine 50 mm vom Rohreingang platzierte Sprengladung mit 15 oder 30 Gramm C4 verwendet. Der Rohrinnendurchmesser betr ägt 80 mal 80 mm und die Rohrl änge 1750 mm.

  Da die Druckwelle in der Fl üssigkeit sph ärisch ist, bewirkt die gr össere Fl üssigkeitsh öhe, dass sich die sph ärische Druckwelle etwas l änger ausbreitet und einen gr ößeren Radius erh ält. Somit bewirkt sie eine Gl ättung der lokalen Impulsver änderungen am Containerboden. Auch wenn die Form der Impulsverteilung am Containerboden weniger ausgepr ägt ist, ist immer noch eine lokale Impulsverringerung messbar. Lokale Messungen ergaben, dass sich die erste Überdruckspitze mit gesteigerter Plattengeschwindigkeit erh öhte. Hinsichtlich des lokalen Impulses zeigte sich, dass sich eine erh öhte Plattengeschwindigkeit nicht bemerkbar macht. Die numerischen Simulationen f ührten zu weiteren Ergebnissen bez üglich der Impulsverteilung am Containerboden. Insbesondere verteilt sich der Impuls nicht einheitlich auf dem Containerboden, sondern es ist eine Impulsausbreitung feststellbar. Hierbei ist der Impuls in der Mitte des Containers am gr össten und an den R ändern des Containers am geringsten. Bei diesem Versuchsaufbau wird der Impuls g änzlich an den Boden des Containers übertragen, da dieser sich nicht bewegen kann. Somit kann der Einfluss einer Fl üssigkeit auf die Impulsausbreitung gut beobachtet werden. Um Kenntnisse über die Übertragung des globalen Bewegungsmoments zu erlangen, muss eine mit Fl üssigkeit gef üllte Schutzstruktur, welche in Bewegung versetzt werden kann, untersucht werden. Aus diesem Grund wird eine weitere Versuchsanordnung mit einem Blast-Pendel entwickelt. Diese Anordnung eignet sich sehr gut, um die Übertragung des Bewegungsmoments zu erforschen. Ein Rotationssensor war auf der Achse des Pendels angebracht. Bei diesem Versuchsaufbau befand sich die Fl üssigkeit in einem Wasserbeutel, welcher zwischen einer Vorderund einer R ückplatte angebracht war (siehe Fig. A.25a). Somit befand sich das Wasser nicht in einer geschlossenen Architektur, so dass es sich seitlich ausbreiten kann, wenn es von der sich bewegenden Vorderplatte weggedr ückt wird. Damit der Massenmittelpunkt des gesamten Aufbaus sich im Zentrum des Pendels befindet, wurden an der gegen überliegenden Seite Stahlplatten zum Gewichtsausgleich angebracht (siehe Fig A.25b).

	Übertragung des Bewegungsmoments

Versuchsaufbau

Mit einem Blast-Pendel kann ein Zusammenhang zwischen der Drehbewegung des Pendels und der Impulsbelastung einer Struktur nach der Detonation eines Explosivstoffs hergestellt werden. Das am ISL verwendete Pendel ist in Figur A.24 dargestellt. Bei dieser Untersuchung kann ein Zusammenhang zwischen dem gr ößten Ausschlagwinkel des Pendels (bei der ersten Schwingung) und der h öchsten vertikalen Beschleunigung des Ziels nach der Detonation einer Explosivstoffladung unter einem Fahrzeug hergestellt werden. Der maximale Ausschlagwinkel des Pendels welches eine mit Fl üssigkeit gef üllten Struktur enth ält wird mit einem Referenzwert verglichen. Bei diesem Referenzwert hat das Pendel das gleiche Gewicht wie ein Pendel mit Fl üssigkeit. Bei dieser Untersuchung entspricht der Referenzwert der Verwendung von 840 g C4 bei einem Abstand von 1 m vom Pendel, welches eine Gesamtmasse von 215 kg aufweist. Die Bewegung des Blast-Pendels wurde mit einer Hochgeschwindigkeitskamera aufgezeichnet.

(a) 25% fluid confinement (b) 50% fluid confinement (c) 75% fluid confinement
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serves as a mass point and interpolation point, therefore the properties of one particular particle are calculated based on the information from neighboring particles, which is known as kernel interpolation. This kernel also ensures the smoothing of the discrete values (density, pressure) of each element over a finite region to provide a smooth interpolated filed. An advantage of this method is that it guarantees conservation of mass without extra computation since the particles themselves represent mass.

In Impetus AFEA an improved SPH method, Gamma-SPH, is used. This new method aims at improving the SPH formulation by adding a stabilization term proportional to the pressure difference between two neighboring particles. An illustration of the effects of this stabilization term on the pressure generated by inside a water filled tank, simulated by Limido [START_REF] Limido | Modeling of the Hypervelocity Impact Experiments using Gamma-SPH Technique[END_REF], is shown in Figure 1.39.

Figure 1.39: Pressure propagation in a fluid filled tank with (bottom) and without (top) the stabilization term used by the Gamma-SPH formulation in Impetus AFEA, as presented by Limido in [START_REF] Limido | Modeling of the Hypervelocity Impact Experiments using Gamma-SPH Technique[END_REF] Appendix A

Extended abstract

This thesis being a French-German collaboration, the main language chosen for communication was English. A condensed version of the main results of the thesis are given in both German and French as well as in English. 

Conclusions et perspectives

Dans cette étude, l'utilisation de structures remplies de fluides permettant la protection contre l'effet de souffle, en particulier la transmission de la quantit é de mouvement, a ét é étudi ée. À cette fin, deux dispositifs exp érimentaux ont ét é utilis és. Through local measurements, it was found that a higher plate velocity increased the first overpressure peak. Regarding local impulse, there did not seem to be an effect of an increasing plate velocity when the thickness of the plate was varied. The numerical results enabled us to gain additional insight on the impulse distribution in the bottom plate. In particular, the impulse is not homogeneously distributed on the bottom plate, but spreading was observed, with a maximal value at the center and a minimum at the corners of the container. With this experimental setup, the impulse is fully being transmitted to the bottom of the container as it is rigid and fixed in space. This allowed to make observations on the influence of a fluid on impulse spreading. To gain understanding regarding global momentum transmission, a fluid filled structure that can be set into motion has to be tested. Therefore, another experimental setup is developed including a blast pendulum for the understanding of momentum transmission.

Momentum transmission Experimental setup

A blast pendulum is an experimental device that allows to establish a link between the rotational movement of the pendulum and the impulse that was transmitted to its structure following the detonation of an explosive charge. The Looking at the images provided by the high speed camera, it could be observed that the fluid ejection occurs only after the pendulum was set into motion by the blast as it is trapped in between the front and back plate. Therefore, the front plate was removed in a second experimental configuration to allow more freedom of motion to the water.

The same water quantities were used in this second set of experiments. In that configuration, a reduction of the maximal angle of elevation of the pendulum occurs (Figure A.42). This reduction seemed to increase when the water mass used increased. However, for the interpretation of these results it has to be noted that, as no front plate is present, the water ejection following the detonation can be directly projected towards the explosive charge, thus possibly mitigating the fire ball with the water droplets and therefore reducing the total impulse being transmitted to

The previously presented pendulum had to be modified to allow the passage of a tube serving for water ejection through the body of the pendulum.